QUALITY ASSURANCE PROGRAM

Great Lakes Analytical
1380 Busch Parkway
Buffalo Grove, IL 60089

Revision: 5.7
Date: February 18, 1998

Signed~"

evin W, Keeley
President
Signed Signed
Deborah Lowe Ronald J. Osbom
Laboratory Manager Quality Assurance Manager

EPA Region § Records Cir.

ERaRERN

229871



TABLE OF CONTENTS
Introduction

1.1 Quality Statement

12 Definition

1.3 Scope

1.4 Purpose

1.5  Revisions

Organization and Responsibility
2.1  President

2.2 Quality Assurance Manager

23  Health & Safety Manager

24  Laboratory Manager

2.5  Client Services Manager

2.6  Analytical Department Manager
2.7  Project Manager

2.8  Analyst/Extraction Analyst

29  Technician

Certifications

3.1  Personnel Summary

32  Degrees

3.3 Undergraduate and Graduate Degrees Awarded
Client Complaints

Sampling

5.1  Sampling Containers and Preservation

Chain of Custody

6.1  Laboratory Receipt Documentation
6.2  Sample Integrity Documentation
6.3  Sample Log-in

6.4  Hazardous Samples

6.5  Sample Storage

6.6  Sample Shipping



10.
11.

12.

TABLE OF CONTENTS (Continued)

Standard Operating Procedures
7.1 Format

7.2 Revisions

7.3  Deviations

Analytical Quality Control

8.1 Calibration '

8.1.1 Calibration for Organic Analyses
8.1.2 Calibration for Inorganic Analyses

8.2  Retention Time Windows
83  Quantitation
8.4  Detection Limit Verification
8.5  Equipment Maintenance
8.6  Control Limits
8.6.1 Method Blank
8.6.2 Accuracy
8.6.2.1 General Procedure
8.6.2.2"Exceptions to Accuracy General Procedure
8.6.3 Precision
8.6.3.1 General Procedure
8.6.3.2 Exceptions to Precision General Procedure
8.6.4 Surmogates
8.6.5 Evaluating Quality Control
8.6.5.1 Control Limits
8.7  Matenials
8.8  Cleaning Procedures
Corrective Action
Internal Quality Control Checks
Internal Audits

Data Reduction, Validation, and Reporting

12.1

Record Keeping

12.2 Data Review



TABLE OF CONTENTS (Continued)

13.  Training

14.  Equipment and Facilities

14.1

14.2

143
14.4
14.5

Organic Analysis

14.1.1 Gas Chromatography/Mass Spectroscopy (GC/MS)
14.1.2 Gas Chromatography

14.1.3 High Performance Liquid Chromatography
14.1.4 Total Organic Halides

Inorganic Analysis

14.2.1 Trace Metal Analysis (AA and ICP)

14.2.2 General Chemistry Analysis

Sample Preparation '

Field Sampling Equipment

Sample Storage

15. Glossary Terms

16. Great Lakes Analytical Scope of Tests

Appendix 1. Laboratory Organizational Chart

Appendix 2. Laboratory Diagram

Appendix 3. Chain of Custody Report

Appendix 4. Sample Control Log In Sheet

Appendix 5. Quality Control Report (MS/MSD)

Appendix 6. Corrective Action Report



1. INTRODUCTION

1.1 Quality Statement

Success in the environmental laboratory marketplace is dependent on three factors: quality, service,
and price. Of these, quality is the fundamental factor. Quality is the foundation upon which the
other two elements are based. If our clients do not have faith in the quality of our measurements
then our product has no value to them. Price and service levels are irrelevant. Clearly , providing
quality data to our clients must be the highest priority for the staff at Great Lakes Analytical. This
commitment to quality starts with the top management of the laboratory. The President
communicates this commitment to the analytical staff directly through staff meetings, interviews
with new employees, and in the laboratories through daily interactions with the analytical staff.
Indirectly, it is communicated to the analytical staff through the goals and objectives set by the
President for his managers. Finally this commitment and specific quality criteria are communicated
to the staff through this document, the Quality Assurance Program, and through method specific
standard operating procedures. At Great Lakes Analytical, service may on occasion, be
compromised in the pursuit of quality; but quality is never compromised in the pursuit of service.
Our objective is to provide the highest quality data available in the laboratory marketplace, on time,
and at an affordable price.

1.2 Definition

A Quality Assurance Program is an organization-wide network designed to assure that data
produced within that network conforms to the highest standards set by state and/or federal
regulations. The network functions at the management level through company goals and
management policies; it functions at the analytical level through standard operating procedures and
quality control. These two levels are spanned by data control and the reviewing process. The end
result is a data package that is accurate, reproducible, and is presented in such a way as to be most
useful to the client.

1.3 Scope

Great Lakes Analytical (GLA) analyzes thousands of environmental and industrial samples every
month. Chemical and physical parameters must often be measured on the same sample. As such,
the Quality Assurance Program must be able to accommodate the complications implicit in the
analysis of many samples of widely varying matrices. Analytical methods employed at Great
Lakes Analytical are those approved by the US EPA or state regulatory agencies whenever
possible. Source documents for these methods include: the latest approved version of Test Methods
Jor Evaluating Solid Waste, Physical/Chemical Methods, SW-846; Methods for the Chemical
Analysis of Water and Wastes, EPA-600/4-79-020, March 1983; Methods for the Determination of
Organic Compounds in Drinking Water, EPA-600/4-88/039, December 1988; CFR 40 136
Appendix A; Standard Methods for the Examination of Water and Wastewater, APHA, 18 ed.

1992; as well as other state and federal publications.



2. ORGANIZATION AND RESPONSIBILITY

Great Lakes Analytical has a structure to facilitate communications between the management and
analytical levels. This structure ensures that the final data package produced for the client meets or
exceeds regulatory standards. The following are brief descriptions of the major organizational
levels (Figure 1 in Appendix).

2.1 President

The President reports directly to the Chief Executive Officer and the Board of Directors and is
responsible for the overall financial, operational, and quality performance of the Corporation.

It is the responsibility of the President to ensure that the QAP is fully implemented at all times. The
Quality Assurance Manager reports directly to the President and assists him in monitoring the
implementation of the QAP. It is the responsibility of the Laboratory Manager to implement the
QAP. The President mediates any conflicts that may arise in the interpretation of methods or the
QAP between these two managers.

It is the responsibility of the President to ensure that the Chemical Hygiene Plan is fully
implemented at all times and that a safe workplace and work practices are maintained. The Health
and Safety Manager assists the President in this function.

The Vice President of East Coast operations also reports directly to the President.

2.2 Quality Assurance Manager

The Quality Assurance (QA Manager) is responsible for: overseeing and reviewing the Quality
Assurance Program; all quality control procedures; internal checks and audits; QC data reporting;
monitoring employee training; providing required QA/QC related training; and interfacing with the
external auditors. The QA Manager updates the laboratory on changes to method requirements and
procedures, and is responsible for controlling documentation of written procedures and audits.

The Quality Assurance Manager is also responsible for maintaining the laboratory’s certifications
and keeping abreast of changes in the programs in which the laboratory participates.

2.3 Health & Safety Manager

The Health and Safety Manager is responsible for overseeing the Health and Safety program. This
includes routine internal health and safety audits of the facility as well as management of the
Hazardous Waste Program. The Health and Safety Manager is also r&sponsible for reviewing,
revising, and providing training for the Chemical Hygiene Plan.



2.8 Analyst/Extraction Analysi_

An analyst is responsible for all aspects of assigned analytical procedures, including overseeing
sample preservation and preparation, performing the analysis, and reporting the results. Included in
this is the adherence to all quality control procedures specified in the analytical methods or standard
operating procedures and the full documentation of these procedures. The analyst has the
responsibility and authority to stop analysis or withhold a result if quality control objectives are not
met or resolved according to applicable standard operating procedures or their manager. In
addition, the analyst is responsible for routine maintenance as well as documentation of that
maintenance, of their equipment and for having sufficient supplies for analysis. Furthermore, each
analyst is responsible for performing their job functions in compliance with the Chemical Hygiene
Plan and for proper disposition or disposal of chemicals and samples.

2.9 Technician

The technicians are responsible for both laboratory and field support. Under the supervision of
their manager, they are responsible for proper sample pick-ups, deliveries, and general laboratory
support. In addition, they are responsible for bottle preparation in accordance with all quality
control procedures and relevant standard operating procedures. Each Technician is responsible for
performing their duties in compliance with the Chemical Hygiene Plan and for the proper
disposition or disposal of chemicals and samples.

.
-
-



4. CLIENT COMPLAINTS

Client complaints can come to Great Lakes Analytical through various routes: Log-in personnel,
Project Managers, the Client Services Manager, Marketing Associates, or the Laboratory Manager.
It is the goal of Great Lakes Analytical to carefully listen to these issues and devise strategies that
will prevent these problems from recurring.

When a complaint is received it is immediately brought to the attention of the Laboratory Manager.
Support documentation is then assembled by the recipient of the complaint and evaluated by the
Laboratory Manager the Client Services Manager or QA Manager. After a clear understanding of
the problem has been reached, appropriate corrective actions are taken to resolve the client’s
complaint. These corrective actions are communicated to the client by the QA/Manager, Lab
Manager,, Project Manager, CSM, President or other appropriate member of the staff.. The
Laboratory Manager is responsible for implementation of the corrective action. The QA Manager
will do an annual report summarizing these cormrective actions and present it to the Laboratory
Manager for review and further corrective actions if warranted.

5. SAMPLING

Sampling is an important part of any analysis. The result may be only as useful as the quality of the
sampling effort. Great Lakes Analytical only performs limited sampling for it’s clients, but does
provide sampling containers and advises clients if requested of proper samipling procedures,
containers and preservation techniques.

5.1 Sampling Containers and Preservation

Containers are purchased in large lots from various commercial sources an_ci are equivalent in terms
of construction materials and cleaning protocols, to those listed in “Specifications and Guidance for
Contaminant-Free Sample Containers”, EPA Document 93963316, December 1992. Containers are

prepared in a designated area, labeled with the preservative added, affixed with a sample description
label, and stored.

Samples brought to Great Lakes by clients who have done their own sampling, are checked for
appropriate preservatives, corrected if possible, documented and stored upon arrival. Preparation of
containers is done by technicians relying on Standard Operating Procedures for Bottle
Preservation(Refer to the SOP for Receipt of Samples into the Laboratory). Sample containers are
provided to clients with the appropriate preservatives as part of the analytical process. SOP’s for
drinking water sampling procedures are provided to clients who upon request .



6.4 Hazardous Samples

Hazardous samples are segregated from other samples and from each other by hazard class. These
samples are Red-Tagged to identify them as hazardous to all possible handlers. The Red-Tag is a
label, with a written description of the hazard, affixed to the sample container. Examples of the
hazardous classes include Flammable, Asbestos, PCB's, Cyanides, and Acids. All hazardous
samples are disposed of appropriately. Procedures and requirements for Red-Tagging samples are
given in the SOP for the Handling of Hazardous Samples and the Chemical Hygiene Plan.

6.5 Sample Storage

Samples are kept in house for 4-6 weeks after analysis unless special arrangements have been made
by the client. Storage areas are organized numerically in library fashion. Samples that do not
require cold storage are maintained on shelving units. Refrigerated storage areas are maintained at 4
degrees Celsius. Samples are rotated out of the refrigerated storage and onto the shelving units
after the originally requested analyses are completed. Daily temperature records are kept for every
refrigeration unit.

Analysts and technicians retrieve the sample container allocated to their analysis from storage,
analyze the sample, and retum it to the shelf from which it originally came. After 6 weeks of
storage, samples are removed from the shelves and disposed of appropriately, unless otherwise
specified by the client. Recordf are kept of sample disposal dates.

6.6 Sample Shipping

In the event that Great Lakes needs to ship samples, the samples are placed in a cooler with enough
ice to ensure the maintenance of 4 degrees C. The samples are carefully surrounded by packing to
avoid breakage and a trip blank is enclosed for those samples to be analyzed for volatile organic
compounds. The chain of custody is signed over to the courier and attached to the shipping

paperwork. Samples are generally shipped overnight express or hand delivered by a Great Lakes
Analytical courier to maintain sample integrity.



8. ANALYTICAL QUALITY CONTROL

Quality control measurements verify the integrity of the analytical results. While the goal of all
quality control procedures remains constant, specific quality control procedures vary from method
to method, and to some extent, with matrix type. Each analyst is responsible for a thorough
understanding of the goals of the Quality Assurance Program, as well as how the program is
implemented in each method. The analyst is also responsible for the documentation of all quality
control measurements associated with a particular method. All records, reports and documentation
are kept for a minimum of S years.

Great Lakes Analytical adheres to the quality control procedures set out in the latest approved
version of EPA SW-846 for the majority of analytical procedures. Great Lakes also adheres to any
additional quality control procedures set out in a particular method. Other method references may
include the Illinois Title 35, Wisconsin Department of Natural Resources NR 149, Code of Federal
Regulations Title 40, and Standard Methods, 18th Edition, 1992.

8.1 Calibration
8.1.1 Calibration for Organic Analyses

EPA Method 8000B from EPA SW-846, is a general introduction to the quality control
requirements for gas and liquid chromatography. It is followed by more specific methods
developed for specific organic:tompounds. Great Lakes Analytical uses EPA Method 8000 and the
specific EPA method to set-up the required quality control measures for each analysis. Standard

operating procedures for the analytical methods and all quality control documentation measures are
kept in the analysts' notebooks and reference binders.

The majority of organic instrumentation is calibrated with internal standards. Some instruments,
because of the complex nature of the multi-peak chromatograms produced by the method,
necessitate the use of external standard calibration. Surrogate compounds are included in the
calibration processes for all organic analyses if applicable.

Initially, each instrument is calibrated for the method for which it is allocated. Once the operating
parameters have been established according to the method, the analyst prepares standard solutions

containing all the analytes of interest, any internal standards, and any surrogates that are appropriate
for the method. :

These standard solutions are prepared at different concentrations. One of the concentrations must
be just above the detection limit and the others should define the linear range for the instrument.
All of the standard solutions are prepared using Class A volumetric glassware and the highest
quality solvents and stock standards commercially available. The number of standards prepared is
determined by the requirements of the particular method. If there are no specific requirements then
GLA will default to three standards.



The validity of the calibration curve must be checked daily for most instruments and more
frequently for instruments with particularly sensitive detectors that tend to drift. The analyst
prepares a daily calibration check standard solution in the same manner as the initial calibration

standard solutions were prepared. The daily calibration check standard solution must be within 15%
of the true value.

Some methods have prescribed limits set for the recoveries listed above that may be different. It
should be noted that individual method specifications would override these general procedures. In
addition, there may be calibration procedures prescribed in the method, such as GC/MS tuning with
BFB or DFTPP, that are not described here in detail but are described in detail in the standard
operating procedures for the method.

8.1.2 Calibration for Inorganic Analyses

EPA SW-846, Standard Methods for the Examination of Water and Wastewater 18th Edition 1992,
and USEPA CLP Statement of Work for Inorganic Analysis ILM01.0 are the three source

documents used by Great Lakes Analytical to develop the quality control measures for inorganic
analyses.

GLA uses all three to develop minimum performance standards. Standard operating procedures for
the analysis and the quality control documentation measures are kept in the analysts' notebooks and
reference binders. The majority of inorganic instrumentation is calibrated with external standards.

The calibration procedures are much the same for inorganic as they are for organic methods. Please
refer to section 7.1.1 above. Bécause of the nature of the technology and greater volume of samples

capable of being analyzed dunng a 24 hour period, inorganic calibration curves are checked on a
more frequent basis.

8.2 Retention Time Windows

Most organic analyses use gas chromatography or liquid chromatography instrumentation. As the
key to analyte identification in chromatography, retention time windows must be established for
every analyte in a particular method on every column used for that method. These records are kept
with the notebooks associated with an instrument for later identification and quantitation of the
analytes.

Once the analyst has determined that the instrument is in optimum working order through
calibration and calibration verification procedures, the analyst uses a mid-range calibration standard
to establish the retention times of the individual analytes in a method. The analyst makes 3
injections of the same standard over a 72 hour period, tabulating the retention times for each analyte
for each of the 3 injections. The standard deviation of the retention times is then calculated. The

retention time window is defined as the average retention time from the daily check standard plus or
minus 3 Standard Deviations.



Reporting Limit (RL) - the Reporting limit is a tool used by the laboratory to establish a
criteria based on laboratory experience or specific client needs. RL’s are always
established at or above the MDL but may or may not be above the PQL. RL’s are

generally set by client Data Quality Objectives (DQO) or the lowest reproducible
standard in the calibration curve.

8.5 Instrument Maintenance

Great Lakes Analytical is dedicated to providing our clients with state-of-the-art technology.
Instrumentation is purchased with sensitivity, accuracy, efficiency, and dependability as criteria.
All instruments have log books in which calibrations, adjustments, routine maintenance, and any
repairs are recorded. Calibrations, routine maintenance, and adjustments are part of the analysts'
responsibilities. Service contracts are in place for some of the instruments for any major repairs.
The highest quality gases, reagents and spare parts are kept on hand to minimize repair time and
optimize instrument performance.

Each entry in the instrument log book includes the date, the analyst, a detailed description of the
problem, a detailed explanation of the solution, and a verification that the instrument is functioning
properly. In addition, standard operation procedures for organic methods specify and require
documentation of routine maintenance procedures like changing of septa in injection ports,
changing of gas tanks, and cleaning of detectors.

8.6 Control Limits ' *

The analytical process is controlled not only by instrument calibration as discussed above but by
quality control measurements of the labor intensive portions of the analysis as well. These involve
measurements of method blanks, accuracy and precision. Before any analytical batch is analyzed, a
check standard and reagent blank are analyzed to verify that the method is in control. The quality
control samples are analyzed to determine the quality of the analytical process. All QC must pass
for data to meet final approval. .

8.6.1 Method Blank

The method blank must be free of contamination to determine that the extraction or preparation
batch was free from contamination from an outside source and to prevent the overestimation of
contaminants in the environmental samples.

With the exception of a few compounds for a few analyses, the method blank should quantitate to a
value of less than half the PQL (or reported detection limit) for the analytes of interest. The
exceptions are enumerated in the specific standard operating procedures.



Monday: 10 soil samples are received for analysis. A Blank, LCS, Matrix Spike  and
Matrix Spike Duplicate are run with the Daily Batch and reported.

Wednesday: 10 more soil samples are received for analysis. A Blank and LCS are run
with this Daily batch and reported along with the Matrix Spike and Matrix ~ Spike
Duplicate from Monday. This Virtual Batch is complete because it contains 20
samples within the seven day period.

Precision data may be generated for matrix or blank samples, however, the matrix sample is
preferred because it better approximates the performance of the method on real world samples. In
the case of ground water and waste water samples a separate sample volume is not often provided
for matrix spiking. In these situations the frequency will be blank spike and duplicate every Virtual
Batch or 20 samples, but not less than once a week, with a blank and LCS analyzed with each
consecutive batch during that week. Both the matrix spike (MS) and the matrix spike duplicate
(MSD) are analyzed in the same manner as rest of the analytical batch. The relative percent
difference between the two spiked duplicates is calculated and documented (Figure 5 in Appendix).
The relative percent difference is calculated as follows (reported as the absolute value):

Relative % difference = Qom_,_QLMS_ang._QﬁMSD X 100
(Conc. of MS + Conc. of MSD)/2

The relative percent difference for a particular analyte must fall within the control limit established
for that analyte. For the procedure for establishing control limit see section 8.6.5.1.

8.6.3.2 Exceptions to Precisidn General Procedure

Specific projects or regulatory agencies may require precision measurements more stringent than
those described above. In such cases the laboratory will operate at the higher level of quality

assurance required. In no case will the laboratory perform at a level lower than that described in the
general procedure.

8.6.4 Surrogates

In most organic analyses surrogate compounds are spiked into all environmental and quality
control samples. . They act as a secondary check on method performance in that they must meet
established acceptable recovery limits. These limits define the minimum and maximum recoveries
that must be obtained for the particular environmental matrix. Limits are set semi-annually based
on 15 - 20 consecutive data points per each matrix. Data points used to determine the control limits
are evaluated using a statistical out-liers test.

Samples that fail to meet the limits are evaluated to determine the cause of the result. If no
acceptable reason can be found the samples are re-extracted and reanalyzed. - If the data is still
outside of the acceptable limits the data is appropriately flagged.



8.7 Materials

Material purchased for use in the analytical process are all of the an acceptable purity or quality
commercially available for the intended purpose. This includes all gases used in gas
chromatography, all solvents, acids, and bases used in extraction or digestion, dilution, and standard
preparation, stock standards, and any other routinely restocked items.

8.8 Cleaning Procedures

The following is the general cleaning procedures used for most analytical glassware at Great Lakes
Analytical.

1. Rinse with hot tap water.

2. Scrub with detergent.

3. Rinse 3 times with hot tap water.

4, Rinse 3 times with deionized water.
5. Air dry and store.

Specific EPA methods require procedures that may vary from the cleaning procedures listed above.
These specific standard operating procedures are posted in the glassware cleaning area and are kept
on record with the appropriate analysts and the Quality Assurance Manager.



10. INTERNAL QUALITY CONTROL CHECKS

Great Lakes Analytical utilizes five different organizations to participate in eight Performance
Evaluation programs. All are single blind and scheduled throughout the year. The list of programs
is as follows:

Annually

Environmental Research Associates ~ Real World Matrix 2
Environmental Research Associates Drinking Water 4
New York Dept. of Health Non-Potable Water 2
New York Dept. of Health Potable Water 2
EPA Water Supply Drinking Water 2
EPA Water Pollution Waste Water 2
Wisconsin DNR Env. Ref. Sample Program 1
ELPAT Lead in Paint Chips, Soils, Wipes and Air 4

Clients are encouraged to submit quality control samples to Great Lakes and on request,
arrangements will be made to split samples and subcontract to another laboratory as a confirmatory
check.

In addition, a stock of performance evaluation samples are kept to be administered blind to the
analyst at the discretion of the’'QA Manager for more frequent internal performance checks.

11. INTERNAL AUDITS

Performance audits are done every quarter for every analyst. The audit responsibility can be
divided between the QA Manager and the Department Manager, with each performing the audits .

Audit forms have been designed for each analysis type to focus on the important documentation
and procedural steps.

The auditors review the analyst's notebook for documentation of all quality control measurements,
their frequency, and the clarity of the documentation . The notebook must be useful to any person
who wishes to inspect the history of the analysis. Analysts must also have equipment logs, repair
manuals, and adequate tools to keep instruments calibrated. The analyst's data reporting procedures
are also reviewed to ensure that results can be easily traced to a notebook. The results of a system
audit are discussed with the Department Manger, who will then review the findings with the

appropriate analyst(s) and kept on file. If any discrepancies are noted, corrective actions are
Initiated.

Periodically following each audit , the QA Manager and Department Manager hold a meeting to
review audit deficiencies and the progress of corrective actions. Annually the QA Manager and
Lab Manager review the audit findings and implement any additional changes necessary to improve
the quality system.



12.1.7. For more complex and long bench time tests it is not uncommon for multiple
analysts to work on a single batch or page. This may involve analysts on the same shift or a
shift to shift continuation of the analytical process. Many of the preprinted log books
incorporate spaces for multiple analysts initials at various stages in the analytical process.
Anytime an entry is made by an analyst other than the “signing” analyst it will be
accompanied by the analyst’s initials and date of the entry.

12.1.8. Completed lab note books are to be labeled with the date of the last entry and turned
in to the QA Manager. Any unused pages will be “Z’d” out.

12.1.9. Log books will be archived for 5 years.

12.2 Data Review

Data travels through several processes before the final data package is released to the client. The

path from the instrument response to the final report begins with the documentation of all testing
parameters in the analyst's notebook. :

Examples for all sample calculations as well as the quality control measurements are documented
in the notebook or SOP for the specific method. Review of the analysis data, from the original data
to the result reported, is completed by a peer or department manager.

The analysts are responsible for transferring the data to a set of laboratory worksheets. The

worksheets are generated spechﬁc to the client's requests on the chain of custody. When completed
the worksheets are submitted to the Project Manager for review.

At 2 minimum the standard laboratory report shall contain the following information:

Client name and address

Client project manager or contact

Client sample identification and project name or number

Laboratory sample number

Date sampled

Date received

Date extracted or digested (if applicable)

Date analyzed

Method of analysis including EPA method code (if applicable)
Practical Quantitation Limit or Reporting Limit

Method Detection Limit (if required)

Sample results

Definition of ND

Elevated detection limit statement if sample was reported at a dilution
QC data consisting of Surrogate, LCS and MS/MSD recoveries and control limits



13. TRAINING

When reporting for work for the first time, all new employees receive a copy of the Personnel
Policy Manual, and if appropriate for their job function the Chemical Hygiene Plan, and a copy of
the Quality Assurance Program manual. These are his or hers to keep as part of his or her reference
materials. The sole responsibility of the new employee is to read and understand the contents of
these manuals. Once the new employee has read and understood the contents of the manual, he or
she must sign a document that states that he or she agrees to adhere to the requirements prescribed

therein. Additionally the new employee will receive appropriate training on one or more of these
documents (See the SOP for Employee Training for further details concerning both new employee

and ongoing employee training programs). These records are kept on file with the QA Manager
Only then does further on the job training take place.

The Personnel Policy Manual contains information about the cdmpanfs history and objectives,
administrative scheduling, benefits, and general administrative policies.

The Chemical Hygiene Plan contains pertinent information about the chemicals to which
employees may be exposed and how to properly interact with those chemicals, preventative

procedures to avoid emergencies as well as procedures to cope with emergencies like spills, injuries
and fire.

The Quality Assurance Program manual contains information about the goals of the Quality
Assurance Program and their implementation.

Each new analyst reviews reference binders that includes copies of the SOP's and source methods
for which he or she will be held responsible, all related extraction, cleanup, and dilution methods,
analytical standard operating procedures, all relevant quality control documentation forms, standard

operating procedures for filling out those forms, and procedures for troubleshooting and corrective
action.

Additional verbal instruction from both the previous analyst and a quality assurance staff member is
provided to ensure a thorough understanding of the requirements set out by the Quality Assurance
Program Manual and the analytical methods. The previous analyst then introduces the new analyst
to all the instrumentation involved in his or her analyses. Standard operating procedures,
preventative maintenance, and troubleshooting for the instrument are reviewed by both the
previous and new analyst. The maintenance logbook is explained and any history specific to an

instrument is reviewed by the previous and the new analyst. (Refer to the SOP for Employee
Training)



GC/MS-2 Installed 11/91

Hewlett-Packard 5971 Mass Selective Detector

Hewlett-Packard 5890 0 Gas Chromatograph

J&W DBS5MS 0.32 mm X 30M Column for EPA Method 625, 8270
Hewlett-Packard 7673A Auto-sampler

MS-DOS Instrumentation Control Software

Hewlett-Packard Chemstation and Enviroquant Target Data Management System

GC/MS-3 Installed 5/94

Hewlett-Packard 5972 Mass Selective Detector

Hewlett-Packard 5890 II Gas Chromatograph

J&W DB 624 0.53 mm X 75 M Column for EPA methods 624, 8260

Tekmar LSC 3000 Purge and Trap

ALS 2016 Auto-Sampler & Auto-Sampler Heater

MS-DOS Instrumentation Control Software .

Hewlett-Packard Chemstation and Enviroquant Target Data Management System

14.1.2 Gas Chromatographs

GC-1

GC-2

Installed 8/90
Hewlett-Packard 5890 II Gas Chromatograph

Restek RTX-502.2 105 M Column for EPA 502.2, 8021, 601, and 602

OI Corp. ELCD/PID Detectors

MS-DOS Instrumentation Control Software

Hewlett-Packard Chemstation and Enviroquant Target Data Management System
Tekmar LSC 2000 Purge and Trap

Tekmar ALS 2016 Auto-sampler

Installed 12/90
Hewlett-Packard 5890 II Gas Chromatograph

J&W DBS 608 30 M X 0.53 mm column for Methods 8080 and 8150

ECD/ECD Detectors

MS-DOS Instrumentation Control Software

Hewlett-Packard Chemstation and Enviroquant Target Data Management System
Hewlett-Packard 7673A Auto-sampler



GC-8

GC-10

GC-11

GC-12

Installed 6/96
Hewlett-Packard 5890 I Gas Chromatograph
J&W DB-VRX105 M X 0.53 mm column for EPA 8021, 601 and 602
OI Corp. ELCD/PID Detectors
MS-DOS Instrumentation Control Software
Hewlett-Packard Chemstation and Enviroquant Target Data Management System
Tekmar ALS 2016 Autosampler
Tekmar LSC 2000 Purge and Trap

Installed 10/93
Hewlett-Packard 5890 II Gas Chromatograph

2 DB-608 0.53 mm X 30 M columns for EPA 8150, 8080

ECD/ECD Detectors

MS-DOS Instrumentation Control Software

Hewlett-Packard Chemstation and Enviroquant Target Data Management System
Hewlett-Packard 7673A Auto-sampler

Installed 6/94
Hewlett-Packard 5890 IT Gas Chromatograph
2RTX5 30M X 0.53 mm columns for WDNR DRO and TPH-Diesel
FID/FID Detectors
Hewlett-Packard 7673A. Autosampler
Hewlett-Packard 339611 Integrator
MS-DOS Instrumentation Control Software
Hewlett-Packard Chemstation and Enviroquant Target Data Management System

Installed 8/95
Hewlett-Packard 5890 I Gas Chromatograph

J&W DB-624 0.53 mm X 60 M column for EPA 8020, TPH-Gas, GRO/PVOC
FID/PID Detectors

Tekmar LSC 2000 Purge and Trap

Tekmar ALS 2016 Autosampler

Hewlett-Packard 3392A Integrator

Installed 8/95
Hewlett-Packard 5890 Gas Chromatograph
2DB-5 30M X 0.32 mm columns for EPA 8150, 8080
ECD/ECD Detectors
Hewlett-Packard 7673A Autosampler
MS-DOS Instrumentation Control Software
Hewlett-Packard Chemstation and Enviroquant Target Data Management System



14.2 Inorganic Analytical Instrumentation
14.2.1 Trace Metal Analytical Instrumentation (AA and ICP)
Varian Liberty 100 ICP Optical Emissions Spectrometer Installed 9/92
SPS-5 Auto-sampler
GRID 386 Model MFP 320 Data Acquisition System
Varian SpectrAA-600.DBQ Atomic Absorption Spectrophotometer Installed 6/94
Varian VGA. 77 Hydride Generator
IBM OS/2 Operating System
Panasonic KX-P1150 Printer
Varian SpectrAA-600z Atomic Absorption Spectrophotometer Installed 6/94
Zeeman Graphite Tube Atomizer-100
Varian PSD97Z Programmable sampling system
IBM OS/2 Operating System
Panasonic KX-P1150 Printer
14.2.2 General Chemistry Analytical Instrumentation
Bamstead E-Pure Water Purification System
Blue M- Stable Therm Gravity Oven
American Scientific Products- DX-68 Drying Ovens
Ney- Model 525 Series I Muffle Fumace
Milton Roy Spectronic 21 UV/Visible Spectrophotometer
Metﬁer AT-250 Analytical Balance
Parr- Model 1108 Oxygen Bomb
Pensky-Martens Closed Cup Flash Point Tester
Cleveland Open Cup Flash Point Tester
YSI Model 35 Conductivity Meter
Fisher 925 pH/Ion meter

A10 Tekmar Laboratory Mill



14.4 Field Sampling Equipment
Isco 2910 Composite Sampler (2)
14.5 Sample Storage

Freezer Stofage: Approximately 60 cubic feet in 4 separate, lockable, and temperature-
monitored freezers.

Refrigerated Storage: Approximately 231 cubic feet in 7 separate and temperature-
monitored refrigerators.

Unrefrigerated Sample Storage: Approximately 393 square feet of shelving for sample
storage



BLANK DEFINITIONS:
Calibration Blank-

An organic or aqueous solution that is as free of analytes as possible and prepared with the same
volume of reagents used in the preparation of calibration standards. The calibration blank is used to
give the null reading for the instrument response versus concentration calibration curve.

Equipment Blank-

An organic-free aqueous solution that is opened in the field, poured appropriately over and through
the sample collection devise, collected in a sample container and returned to the lab as a sample.
Equipment blanks are a check of sampling devise cleanliness.

Field Blank-

An organic-free aqueous solution that is transferred from one preserved vessel to another at the
sampling site. This serves as a check on reagent and environmental contamination.

Method Blank-

An organic or aqueous solution that is as free of analyte as possible and contains all the reagents in
the same volume as used in the processing of the environmental samples. The reagent blank is

carried through the complete preparation procedure and is used to correct for possible extraction
procedure contamination.

Trip Blank-

An organic-free aqueous solution that is transported to the sampling site and returned to the
laboratory without being opened to serve as a check on contamination originating from sample
transport, shipping and site conditions.

COMPARABILITY:

An expression of confidence with which one data set can be related to another.

DATA QUALITY:

The totality of features and characteristics of data that bears on its ability to satisfy a given purpose.
The characteristics of major importance are accuracy, precision, completeness, representative
results and comparability.



QUALITY ASSURANCE:

The total integrated program for assuring the reliability of laboratory data including quality
planning, quality assessment and quality improvement efforts to meet user requirements at an
economical level. Quality Assurance incorporates procedures for field sampling, sample handling
and storage, analytical quality control and document preparation and review.

QUALITY ASSURANCE PROJECT PLAN:

The orderly assembly of detailed and specific procedures by which the labératory defines how it
produces quality data for a specific project or method. The laboratory has one Quality Assurance
Program but multiple Quality Assurance Project Plans for various analytical projects.

QUALITY CONTROL:

The routine application of procedures such as blanks, spikes and spike duplicates for obtaining
prescribed standards of performance in the measurement process. '

RCRA:
The Resource Conservation and Recovery Act.

REAGENT GRADE:

Analytical Reagent (AR) Gfade, ACS Reagent Grade and Reagent Grade are synonyfnous terms for
reagents which conform to the current specifications of the Committee on Analytical Reagents of
the American Chemical Society.

REPRESENTATIVE RESULTS:

The degree to which data accurately and precisely represents a characteristic population, parameter
variations of a sampling point or an environmental condition.

SAMPLE:

A discreet representative part or a single item from a larger group presented to the laboratory for
analysis.

DUPLICATE SAMPLE:

Two replicate aliquots taken from the same source for which determination of composition or
contamination is requested or required.



WATER:

A reference to Reagent, Analyte-Free, Laboratory Pure or ASTM Type II water means any distilled
or deionized water which is free of contaminants that may interfere with the analytical test.



GENERAL CHEMISTRY

Acidity

Alkalinity

Biochemical Oxygen Demand
Chemical Oxygen Demand
Chloride

Chlorine Demand

Chlorine Residual

Color

Cyanide

Fluoride

Cyanide Amenable to Chlorination
Ignitability - Flash Point Closed Cup
Ignitability - Flash Point Open Cup
Hardness

Ammonia

Nitrite

Nitrate

Total Kjeldahl Nitrogen

Odor

Oil & Grease - Liquid

Oil & Grease - Solid
Oxygen (dissolved)

Paint Filter test

pH (corrosivity) - Liquid

pH (corrosivity) - Solid

pH (corrosivity) - pH paper
Phenolics (total colorimetric)
Phenolics (low level detection)
Phosphate (ortho) / Phosphorus
Reactivity with Acid, Base, Water
Reactive Cyanide

Reactive Sulfide

Specific Gravity

Ash Content

Dissolved Solids (filterable)
Total Solids

Volatile Solids

Sulfide

Sulfate

Total Organic Halogens (TOX)
Total Petroleum Hydrocarbons
Turbidity

305.1

310.1
405.1/SM 5210.B
410.4

3253

409

3303
ASTMO04979-89
9012/335.4
340.2
9012/335.4
ASTMD?93-85
ASTMD92-85
130.2

350.1

353.2

353.2

351.2
ASTMd4979-89
413.3/ 1664
5520

360.1

9095

9040A

9045B

9041A
9065/420.4
9065

365.2
SW-846 7.3.2
SW-8467.3.3
SW-846 734
ASTMD1429-86
160.4

160.2

160.3

160.4
9030/376.1
375.2

9020B

418.1

180.1
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TEMPERATURE UPON RECEIPT:

Phone #: ( ) State & - {Phone #: ( )
Report to: Fax #: ( ) Program: Fax #: ( )] AIR 8ILL NO.
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COMMENTS:




Client ID
Project ID QC TEST

Page 3

QC Batch METP 1045 (548) Prep Method SW-846 3050A
Original Prep Date 06/27/97 10:28
Matrix Soil Analysis Method SW-846 7421
QC results affect the following production samples:
1527
QC results for Method Blank [1528]
A

Run Instrument: VARIAN G.F. Spectra A 600

Parameter Analyzed Result RDL Units

Lead 06/27/97 ND 0.25 mg/kg

Project Manager



Client ID
Project ID

QC Batch
Original
Matrix

QC TEST

METP 1045 (548) Prep Method SW-846 3050A
1527 Prep Date 06/27/97 10:28
Soil Analysis Method  SW-846 7421

QC results affect the following production samples:

1527

Page 5

QC results for Matrix Spike [1530) - Matrix Spike Duplicate [1531]

Parameter

Lead

Original Pct MS/MSD RPD Spiked
Result QC Result Recov Limits RPD Limits Amount Analyzed

MS ND 50 100 72-116 50mg/kg 06/27/97
MSD S0 100 0 0-20 50mg/kg 06/27/97

Instru
ID

GFAA
GFAA

Project Manager
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October 29, 1998

Carlson Environmental . Inc.
Attn: Margaret Karolyi

312 West Randolph Street
Chicago. IL 60606

Dear Margaret:

Below are Great Lakes Analytical’s responses to US EPA comments included 1n your August 17

transmittal:
30. Section 4.2, [tem 1, Page 8: An SOP tor the preparation of bottles for EPA Method 5033 is
attached.

36 Section 5.2, Laboratorv Equipment, Pagel17: Calibration procedures for the analvtical methods are
found in the included SOPs.

SR Section 7.0. ANALYTICAL SERVICES, Page 17-18: The following SOPs are enclosed:

o  The Determination of Mercury in Liquids and Solids. GLA 243 1 5 BG, Rev 2.0

e The Determination of Total Cyanide and Cyanide Amenable 1o Chlorinanon in Liquids and
Solids, GLA 335.4 BG, Rev. 2.0

e  The Digestion of Liquids for the Analysis of Metals, GLA 3015 BG. Rev. 2.0

e The Digestion of Solids for Analysis of Metals. GLA 2030 BG. Rev. 2.0

o Analysis of Metals Using ICP, GLA 6010 BG, Rev. 2.0

e  Analvsis of Metals Using GFAA, GLA 7000 BG. Rev. 2.0

¢ Organic Extraction and Sample Preparation for Semisolatile Determunanve Methods. GLA
3500 BG. Rev. 1.1

¢  Polvchlorinated Biphenyls by Gas Chromatography. Capulary Column Method. GLA 8082
BG. Rev. 1.0 ’

o  The Determination of Volatile Organic Compounds by Purge and Trap and Gas
Chromatography Mass Spectrometry GLA 8260 BG. Rev. 2.0

e Polvnuclear Aromatic Hydrocarbons by HPLC. GLA S310 BG, Rev. 1.1

39 Qacion 7.0 ANALYTICAL SERVICES. Page 17-1%. \Method performance studies for Tantalum
wiii tollow

62.  Section 8.2, Laboratory Quality Control Checks, Page 13-19: A descniption of corrective actions tor
laboratory out of control events can be found in Section 6.0 of the attached SOPs.

6. Section ».2. Laboratory Quality Control Checks, Page 19, last bullet: Section 6.6 of Polychlorinated
Biphenyls by Gas Chromatography: Capiltary Column Method, GLA 8082 BG, Rev. 1.0 addresses
confirmation procedures to be employed. As detailed in this section. the laborators . 1!! report the
higher of the two results when there is significant ditterence between the ©1 o measurements.

04, secuon 9.1, Field Data. Pagel9: Not applicable to Great Lakes Analvtical

63, Secuon 9.2 Laboratory Data. Page 20- Project Reporung Limuts hat 2 beer ransmitted to CEL

1. Secuon 5.1, Sample Containers and Prescration. Pagell: Enclosed is a copy ot our SOP for the
Preparation of Sample Containers for EPA 5035.
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Section 6.3, Sample Log-in, Page 12: Sample Chain of Custody will be maintained and documented
prior to receipt at the laboratory. Great Lakes Analytical maintains a secure laboratory facility.
Access is restricted and limited to employees and authorized visitors. Custody of samples within the
laboratory is well documented in the log books, bench sheets and run logs maintained by our
Chemusts and Technicians.

Section 6.3, Sample Storage, Page |3: After sample log-in. samples for Volatile Organic analysis
are stored in the Volatile Organics Department separate from samples for other rypes of analvsis as
well as standards and extracts.

Scction 8.0, Analytical Quality Control, Page 15-23: A table listing MDLs. PQLs and RLs was
transmitted previously. Tables with accuracy control limuts and surrogate control limits are
enclosed.

Sincerely.

GREAT LAKES ANALYTICAL

T

Kevin W. Keeley
President’Laboratory Director



GREAT

] LAKES 1380 Busch Parkway Email: info@glalabs.com
ANALYTICAL Buffalo Grove, Hllinois 60089 (847) 808-7766 FAX (847) 808-7772
May 28, 1999
Margaret Karolyi

Carlson Environmental, Inc.
65 East Wacker Place

Suite 1500

Chicago, Illinois 60601

Dear Ms. Karolyi,

Enclosed is the response to the EPA’s comments on Great Lakes Analytical’s standard operating
procedures (SOPs) and performance data. The following outlines the actions taken to fulfill their requests:

General Comments

»  SOPs are included for Pesticides, SPLP, pH, and TOC. Please note that SOP GLA 160.1/4 BG
contains the procedure for TOC by ASTM Method D2974-87 and the procedure for determining

percent dry weight.

I. Control Limits

A, The control limits for SPLP Pb are 78 — 114 % recovery for the LCS, and 77 — 113 % recovery for
matrix spikes.

B. MDLs, PQLs, and RLs for VOCs, Pesticides, PNAs and PCBs are included in tables and are
attached to the back of each SOP. Please note that the Action Level tables in the October 1998
SIWP do not reflect the correct reporting limits for some of the target analytes. Use the table
submitted here as guidance for reporting limits.

II. Mercury SOP GLA 245.1/5 BG

A. MSA has been added to the SOP (Section 11.6.5).

B. The laboratory has always ended each analytical run with a calibration blank and check standard.
The SOP has been revised to include this step in the procedure (Section 11.6.3).

C. The equations for %Rec and RPD calculations have been added (Sections 11.7.3 and 11.7.4).

III. Total Cyanide SOP GLA335.4 BG

A. MSA has been added to the SOP (Section 6.7).

B. The laboratory has always ended each analytical run with a calibration blank and check standard.
The SOP has been revised to include this step in the procedure (Section 11.7.5).

C. The equations for %Rec and RPD calculations have been added (Sections 11.8.4 and 11.8.5).

IV. Digestion of Liquids SOP GLA 3050 BG

A Tantalum (Ta) is going to be analyzed by one of our network laboratories, Sequoia Analytical in
Walnut Creek, California. A copy of their SOP for liquid digestions is included (SOP 018).

Accreditations/Certificalions: lllinois EPA-100261; New Jersey DEP-54001; New York DOH-11487;
USACE ; Wisconsin DNR-999917160



A table has been added to the SOP (Appendix B) that specifies the components of each standard
solution.

V. Digestion of Solids SOP GLA 3050 BG

A

Tantalum (Ta) is going to be analyzed by one of our network laboratories, Sequoia Analytica] in
Walnut Creek, California. A copy of their SOP for solids digestions is included (SOP 018a).

Discussion of the preparation of the LCS and a reference to the % dry weight determination has be
included (Section 11.3).

Silver (Ag) has been added to Section 11.4.

A table has been added to the SOP (Appendix B) that specifies the components of each standard
solution.

V1. Metals by Graphite Furnace SOP GLA 7000 BG

A.

B.

C.

D.

The concentrations of the calibration standards has been added (Section 11.2.1)
The recommended instrument parameters have been added (Section 11.1).
MSA has been added to the SOP (Section 11.3.5).

The equations for %Rec and RPD calculations have been added (Sections 11.4.3 and 11.4.4).

VII. Metals by ICP SOP GLA 6010 BG

A.

B.

C.

MSA has been added to the SOP (Section 11.4.8).

The laboratory has always ended each analytical run with a calibration blank and check standard.
The SOP has been revised to include this step in the procedure (Section 11.4.7).

The equations for %Rec and RPD calculations have been added (Sections 11.5.3 and 11.5.4).

Note: A copy of Sequoia Analytical’s ICP SOP has been included for the analysis of Ta.

VIIL. Organic Extractions SOP GLA 3500 BG

A.

B.

The determination of % dry weight has been referenced in the SOP (Section 13.3.12).

The laboratory does obtain adequate performance using methylene chloride as the extraction
solvent for solids. However, a mixture of acetone/methylene chloride is used when extracting
solid sample for pesticides and PCBs.

The laboratory does obtain adequate performance with a final extract volume of 10 ml for Method
8310 (refer to the MDL table at the back of SOP GLA 8310BG).

IX. PCBs by GC SOP GLA 8082 BG

A

B.

Each analytical run ends with a check standard. This has been added to the SOP (Section 6.3).

Surrogate standards are now prepared in acetone. This has been changed in the SOP (Section
10.1.1).

The concentrations of the calibration standards has been added (Section 8.1).



D. The confirmation analysis of PCBs follows the same stringent calibration and QC requirements as
the primary analysis (See Section 6.6).

E. The equations for %Rec and RPD calculations have been added (Sections 11.5.5 and 11.5.6).

F. The % dry weight has been added to the equation for calculating final results of solids (Section
11.5.3).

G. The typo was fixed. Moreover, Section 11.5.4 has been added to discuss the reporting of

detections above the MDL but below the RL.

X. Analysis of Volatiles SOP GLA 8260 BG

A. As mentioned above, a table including the MDLs, PQLs, and RLs has been added to the back of
the SOP. This table also includes retention times.

B. A description of the mass spectrometer parameters has been added (Section 9.3). The laboratory
does not currently perform SIM analyses.

C. The concentration of the calibration standards has been included (Section 8.1.1).
D. Refer to the MDL table mentioned above.

E. Detects above the MDL but below the RL can be reported upon client request.
F. Methyl iodide has been included in the primary characteristic ion table.

XI. PNAs by HPLC SOP GLA 8310 BG

A. As mentioned above, a table including the MDLs, PQLs, and RLs has been added to the back of
the SOP. Appendix A includes retention times.

B. Fluorene has been added to the requested table.

C. The concentration of the calibration standards has been added (Sect.ion 10.1.2).

D. More discussion on the calibration procedures has been included (Sections 8.1 and 10.1.2).

E. A description of the gradient program is included (Section11.1).

F. The equations for %Rec and RPD calculations have been added (Sections 11.5.1 and 11.5.2).

Please let me know if you have any questions or concerns. Have a great day!

Si{xcercly,

es Knapp
lity Assurance Manager
il : jknapp@glalabs.com

Enclosures



3 1380 Busch Parkway Email: info@glalabs.com
ANALYTICAL Butfalo Grove, lllinois 60089 (847) 808-7766 FAX (847) 808-7772
July 15, 1999
Margaret Karolyi

Carlson Environmental, Inc.
65 East Wacker Place

Suite 1500

Chicago, Illinois 60601

Dear Ms. Karolyi,
Enclosed is the response to the EPA’s second round of comments on Great Lakes Analytical’s standard
operating procedures (SOPs) and performance data. The following outlines the actions taken to fulfill their

requests:

GLA 1312 BG SOP—SPLP

o’

» A discussion on matrix spikes has been added to sections 6.2 and 11.2.8 of the SOP. However,

specifics on spike concentrations will be found in the specific analytical method (ex. GLA 7000 BG

for Pb).
GLA 160.1/4 BG SOP—Percent Organic Carbon
» The acceptance criteria for duplicate sample analysis has been added in section 6.4 of the SOP.
> Discussion of LCS and LCS duplicate preparation and analysis can be found in sections 6.3 and 11.4.2.
> An explanation on how to convert percentage to mg/Kg has been added to section 11.10.7.
Please let me know if you have any questions or concerns. Have a great day!

Email : jknapp(@glalabs.com

Enclosures

Accreditatons/Certifications: lHinois EPA-100261; New Jersey DEP-54001;
USACE: Wisconsin DNR-999917160
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SN ANALYTICAL Buffalo Grove, lllinois 60089 (847) 808-7766 FAX (847) 808-7772
July 19, 1999

Margaret Karolyi

Carlson Environmental, Inc.

65 East Wacker Place, Suite 1500
Chicaco, IL 60601

Dear Margaret,

In response to our conversation today, | would like to clarify our plans regarding the
analysis of samples for Tantalum from the Fansteel site.

Great Lakes Analytical has arranged for Sequoia Analytical in Walnut Creek California to
analyze samples for rare metals not available from our Buffalo Grove laboratory.
Sequoia Analytical, which shares common ownership with Great Lakes Analytical, has
agreed to perform this analysis in accordance with the requirements specified in our
Quality Assurance Plan.

As we discussed several months ago when we were forced to retire our sequential ICP,
this is how we intend to handle the Tantalum analysis requirements at the Fansteel site.
Upon receipt from the Fansteel site, samples will be logged in at Buffalo Grove. A sub-
sample will then be sent to Sequoia Analytical-Walnut Creek for Tantalum analysis by
sequential ICP. Great Lakes Analytical's Quality Assurance Plan will be followed.
Analytical data will be transmitted to Great Lakes Analytical where it will be merged with
our data and reported to Carlson Environmental. From our report it will be apparent that
the Tantalum analysis was performed at Sequoia Analytical.

If you have any questions regarding our plans or Sequoia Analytical-Walnut Creek,
please do not hesitate to contact me

Sincerely,

i\

~ Kevin W. Keeley
/ President

Accreditations/Certifications: lllinois EPA-100261; New Jersey DEP-54001. New York DOH-11487;
USACE:; Wisconsin DNR-999917160
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GLA 160.174 BG Revision 2 §

1.0 APPLICABILITY

This standard procedure (SOP) provides instructions for the analysis of samples for totat solids (residue),
total dissolved (filterable) solids, total suspended solids, and/or total volatile solids. This SOP is an
interpretation of the EPA Methods 160.1, 160.2, 160.3, and 160.4, Standard Methods no. 2540, sections
B, C, D, and E, ASTM D2974-87, and Method SW-846 5035 Section 7.5. Instructions for the
determination of free liquids in waste samples by the paint filter test are also included (Method SW846
9095A).

1.1 MATRICES

This procedure is applicable for the analysis of sails, solid waste, drinking, surface, and saline waters,and
domestic and industrial wastes.

NOTE: Preservation of the sample is not practical or required, although analysis should begin as soon
as possible. Refrigeration at 4°C to minimize microbiological decomposition of solids is recommended.

1.2 REGULATORY APPLICABILITY

40 CFR 121

20 SUMMARY

21 Filterable (dissolved solids) residue (EPA 160.1, SM 2530-C): Filterable residue are those solids
capable of passing through a glass fiber fiter and being dried to constant weight at 180°C. A
well-mixed aliquot of sample is filtered through a glass fiber filter. The filtrate is evaporated and
the solids dried to constant weight at 180°C. The practical range of this determination is 10 to
20,000 mg/L. The solids retained on the filter may be dried at 103-105°C, and weighed for the
determination of total suspended solids.

2.2 Non-fiterable (suspended solids) residue (EPA 160.2, SM 2530-D). Non-fiterable residue are
those solids which are retained by a glass fiber filter and dried to constant weight at 103-105°C.
A well-mixed sample is passed through a glass fiber fitter, and the residue retained on the filter
dried to constant weight at 103-105°C. The practical range of this determination is 4 to 20,000
mg/L.

23 Total residue (Total Solids or % Dry Weight, EPA 160.3, SM 2530-B, SW846 5035 Sec. 7.5):
Total residue is the sum of the homogeneous suspended and dissolved materials in a sample.
A well-mixed aliquot of sample is quantitatively transferred to a pre-weighed evaporating dish
and evaporated to dryness at 103-105°C. The practical range of this determination is 10 to
20,000 mg/L.

NOTE: The results of the total filterable (dissolved) and total non-filterable (suspended) solids
analyses CANNOT be mathematically added to obtain a total solids resutt.

11.11  Volatile residue (EPA 160.4, SM 2530-E). The dried residue obtained from the determination of
total, filterable, or non-filterable residue is ignited at 550 + 50°C in a muffle fumace for one hour
or until all organic matter has ashed off. The remaining solids represent the fixed solids, while
the weight lost on ignition is the volatile solids.

25 ASTM Fractional/Total Organic Carbon (ASTM D2974-87). Samples are prepared the same as

for volatile residue, and ignited at 440 + 50°C for a minimum of one hour or until all organic
matter has ashed off and the sample is at a constant weight.

August 24, 1998 Page 2 of 15



GLA 160 1/4 BG Revision 2 0

2.6 Paint filter liquids test (SW846 9095). A 100g sample is placed in a paint fiter. If any liquid
passes through and drops from the filter with 5 minutes, the material is considered to contain
free liquids.

3.0 SAFETY

3.1 GENERAL

This SOP does not address all safety issues associated with its use. A reference file of material
safety data sheets (MSDS's) is available to all personnel, along with the Great Lakes Analytical
Chemical Hygiene Plan.

The toxicity or carcinogenicity of each reagent used in this SOP has not been precisely determined;
however, each chemical should be treated as a potential health hazard. Exposure to these chemicals
should be reduced to the lowest possible level. Gloves are worn when handling solvents.

3.2 CHEMICAL HYGIENE PLAN ’

The Great Lakes Analytical Chemical Hygiene Plan (CHP) is designed to establish safe work
procedures and minimize exposure to hazardous chemicals encountered in the laboratory. The CHP
provides information to employees regarding potential hazards and training to minimize these
hazards.

3.3 COMPRESSED GASES

All compressed gases, except air, can cause suffocation by displacing oxygen. Caution should be
exercised when changing compressed gas cylinders. Analysts must wear safety glasses when
changing cylinders or working with gas plumbing. All compressed gas cylinders must be secured at
all times. A handtruck must be used to transport cylinders. The safety cap is to be in place at all
times except when the cylinder is secured and a regulator is in place.

34 HAZARDOUS SAMPLES

All samples that are received by the laboratory have the possibility of containing hazardous pollutants.
They should be treated with caution at all times. Gloves are worn when handling samples. Also see
the Great Lakes Analytical SOP for Hazardous Sample Management.

35 HIGH TEMPERATURES AND MUFFLE FURNACE

3.5.1 High temperature gloves and tongs must be used when loading/unloading samples from the
muffle furnace. Special care should be exercised in handling any sample which has not
completely evaporated or combusted to prevent splashing of hot materials.

3.5.2 The muffle furnace is operated at a temperature of 400 - 600°C for the duration of this test.
Contact with the heated surfaces of the furnace or sample crucibles can cause second and
third degree burns as well as melt inappropriate materials onto the analyst's hands or arms if
allowed to get too close. Appropriate high temperature gloves and long tongs are provided for
loading and unloading the muffle furnace.

3.5.3 When analyzing anything but soils for total volatile solids, the muffle furnace must be
relocated to in front of a fume hood. Fumes given off by the evaporation/combustion of
samples during the ignition process can then be appropriately vented outside the iab.

3.5.4 Incomplete combustion of especially high organic bearing samples can saturate the air inside

of the muffle furnace. If the door is opened under these conditions, a flash fire could occur
due to the rapid oxidation of the organic laden atmosphere. The analyst must allow the
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5.2

samples the minimum one hour of ignition time after loading the furnace to insure a' organics
have been combusted before opening the muffle furnace door.

INTERFERENCES

The principle source of error in these determinations is failure to obtain a representative sample.
The analyst must be sure a representative portions of well-mixed samples are taken for
analysis.

Highly mineralized waters and sludges containing significant amounts of calcium, mzanesium,
chloride or sulfate may be hygroscopic and will require prolonged drying, dessication, and rapid
weighing. Non-representative solids, such as leaves, sticks, fish, etc., should be excluded from
the sample if their inclusion is not representative of the material being sampled or desired in the
final result. Too much residue in the drying dish may crust over and entrap water (total residue
should be limited to about 200 mg).

Filterable (dissolved) solids - Samples containing high concentrations of bicarbonate will require
careful and possibly prolonged drying at 180°C to ensure that all bicarbonate is converted to
carbonate.

Non-filterable (suspended) solids - Samples high in filterable solids, such as saline waters,
brines, and some industrial wastes, may exhibit a positive interference. Thoroughly wash the
filter to ensure removal of dissolved materials.

Total solids/% Dry Weight - Floating oil and grease should be dispensed with a bler.cer before
analysis. Results from samples still containing non-volatile liquids, such as oils after the
appropriate drying time must be flagged: "total solids partially due to liquids non-vola: ‘e at 103-
105<C".

Total volatile solids - This test is subject to errors including: loss of water of crystaliization, loss
of organic matter prior to combustion, incomplete oxidation of organics, and decomposition of
mineral salts. Therefore, the results cannot be considered an accurate measure of organic
carbon in the sample. .

Paint filter test - This test must be performed above the freezing point of any licuid in the
sample.

RECORD KEEPING

Each analyst is responsible for keeping accurate and up-to-date records of a' analyses
performed.

Solids Log Book(s): A log book will be maintained for all determinations. All information
regarding samples processed in the lab will be entered into this book. This information will
include but is not limited to:

» Method reference number » Sample matrix type

» Client Name for each set of samples » Spiking volumes used

+ GLA Sample I.D. (one complete for each set) + Spike standard identifier

- Initial sample volume and weight used - Spike standard concentration
« LIMS batch reference number + LCS and LCS duplicate info
« Analyst's signature and date prepared/analyzed + Final weights

+ Data reviewer's signature and date + Initial and final furnace t=mps

+ All readings, dilution factors, and calculated results
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This log should also include any unique observations noted in regard to specific samples.
Space will be reserved on each page for calcuiations and notes. All unused portions of
logbook pages must be z'ed out.

53 Sample Schedule - All samples will be tracked through the lab using GLA sample 1.D.
numbers generated by the GLA LIMS system.

6.0 QUALITY CONTROL
6.1 QUALITY CONTROL SAMPLES

Quality control samples are run at a 5 % frequency (ie. one set with every batch of twenty or less
samples). The results of these samples are used to gauge accuracy and precision of the method.
These samples include method blanks (MB), lab control samples (LCS), and LCS duplicates. The
quality control samples contain all reagents and are subjected to all preparation steps. They are
processed and analyzed along with test samples.

6.2 METHOD BLANK

Matrix-matched method blanks (MB) containing all reagents and subjected to all preparation steps are
processed and analyzed along with the samples. Method blanks must produce a concentration below
the reporting limit (e.g. PQL, EQL, ...) for an analytica! batch to be valid. These samples provide a
measure of laboratory and/or reagent contamination. Test sample results are not corrected for the
method blank concentrations.

6.3 LABORATORY CONTROL SAMPLES (LCS) AND L.CS DUPLICATES

An external reference standard is prepared within the working range of the method and analyzed with
each matrix per batch of twenty or less samples (i.e. minimum 5 % frequency). For water matrices,
the external standard is a solution of sodium chloride (See section 10.4). For soil samples, the
external standard is clean sand. The results of the samples must have recoveries within established
control limits, or where there is not enough data to calculate control limits, within 20 % of the known
value. For solid matrices, the expected recovery is between 95 to 105%. The relative percent
difference (%RPD) between the LCS and LCS duplicates must be within established control limits, or
where there is not enough data to calculate control limits, within 20 % RPD.

6.4 DUPLICATE SAMPLES

For each batch of 20 or less, matrix-specific samples, a sample is analyzed in duplicate. The relative
percent difference (%RPD) between the sample and its duplicate must be within established control
limits, or where there is not enough data to calculate control limits, within 20 % RPD.

6.5 QUALITY CONTROL TRACKING AND DATA REVIEW

The QC data is considered acceptable and actual samples results can be evaluated and reported by
the analyst if all QC samples are within established control limits.

6.6 CORRECTIVE ACTION

A Corrective Action Report must be initiated any time the quality of the data could be questioned, or
more specifically, when any of the following occur:

» A sample or QC is re-analyzed. This may be due to the QC parameter failing or mislabeling of
samples.

» Samples are reported with a QC result (blank, spike matrix) parameter out of control. in this case,
not only should a corrective action be initiated, but the data must be flagged.
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* A deviation from the normal SOP for the method is discovered (e.g. a digestion go=s down to
dryness or a different concentration of reagent is used) and the sample is analyzed and reported.
» An errorin a previously reported sample is discovered.

7.0 SAMPLE MANAGEMENT

741 The procedure for sample management are detailed in the Great Lakes Analytical SOP for
sample receipt into the laboratory. Extraction Logbooks contain records of sample extractions
and preparations for analytical batches.

7.2 Sample Schedule: Analysts keep track of sample throughput by using the taboratory
Information Management System (LIMS). The system is checked daily and a hard copy
generated. Samples for this method are queued under “xxxx” and "xxxx"?. The information

includes:

¢ Client name.

e Sample numbers. .
e Project name.

e Matrix.

e Hold time and turnaround time.

8.0 METHOD VALIDATION
8.1 QUALITY CONTROL BOOK

Method validation must be performed before any actual samples can be analyzed. Methoz validation
studies are required to be stored in the QC logbook. Method exception studies must also be
performed to validate any exception taken by proving equivalency with the unaltered method. The
contents of the QC book include:

s Copy of the GLA Quality Control Manual.

Copies of GLA SOP and source methods.

Copies of the calibration studies and dates in use.

Copy of the precision and accuracy study for the method.

Copies of alt method detection limit studies and dates in use.

Check standard recovery tabulations and control limits.

Spike and spike duplicate recovery tabulations and controt limits.

Surrogate standard recovery tabulations and control limits.

Corrective action sheets.

8.2 INTERNAL AUDITS AND PERFORMANCE EVALUATION SAMPLES

Internal audits will be performed periodically to assess analytical system performance. These audits
will be followed up to ensure that any deficiencies found have been eliminated and/or rectified.
Performance evaluation samples will be periodically to assess laboratory performance (Refer to xxx)

9.0 EQUIPMENT

9.1 Glass evaporating dishes or porcelain cruciblés, approx. 130 mL capacity.
92 Aluminum weighing dishes, numbered and categorized.
9.3 Porcelain Gooch crucibles.

94 Glass fiber filter disks, without binder, Gelman A/E or equivalent.
85 Suction flask, adapter and vacuum pump.

96 Drying oven, 103-105°C/180°C, with monitoring thermometer.
97 Analytical balance capable of weighing to 0.0001 g (0.1 mg).
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NOTE:

11.2.1

11.2.2

11.2.3

11.2.4

11.25

Graduated cylinders, 25-250 mL size.
Dessicator.

Muffle furnace capable of attaining 550 + 50°C.
Polypropylene sample cups.

STANDARDS AND REAGENTS

Reagent water - ASTM Type Il water (DI water). .

Sodium Chloride - NaCl, crystal, Fisher no. xxx, or Mallinckrodt no. xxx.

Clean dry sand, purchased, Fisher no. xxx, or Mallinckrodt xxx.

Sodium chloride standard solution, 2000 mg/L NaCl - Accurately weigh approximately 2.0 g of
NaCl and transfer to a 1000-mL volumetric flask. Dissolve, dilute to the mark with reagent water,
and mix. Transfer to a 1-L plastic bottle. Keep tightly capped to minimize evaporation and
subsequent concentration of the standard. Prepare solution annually or as needed.

L4

PROCEDURES

Method validation (section 8.0) must be performed before samples can be analyzed.

Assemble all materials and equipment required for the procedure. A daily calibration check of
the analytical balance must have been performed prior to its use in weighing samples or
standard materials. Record all pertinent sample information in the log book(s) before
beginning the analysis.

PREPARATION OF EVAPORATING DISHES
For analysis of filterable and/or non-filterable solids, see section 11.3.

For analysis of total solids/% Dry Weight:

¢ Aluminum weighing dishes for solids are cleaned and rinsed with reagent water, dried in
the oven at 103-105°C for a minimum of 1 hour, cooled and dessicated for a minimum of
two hours before use.

e Glass evaporating dishes used for waters are cleaned and rinsed with reagent water, dried
in the muffle furnace at 350°C for a minimum of 1 hour, cooled and dessicated for a
minimum of two hours before use.

e Porcelain crucibles are used for non-aqueous liguids and non-aqueous liquid containing
waters and sludges. They are cleaned and rinsed with reagent water, dried in the oven at
103-105°C for a minimum of 1 hour, cooled and dessicated for a minimum of two hours
before use.

For analysis of total volatile solids (only): Porcelain crucibles are used for analysis of total
volatile solids. They are cleaned and rinsed with reagent water, then ignited in a muffle
furnace at 550 + 50°C for 1 hour, cooled and dessicated for a minimum of two hours before
use.

For analysis of total volatile solids following analysis for dissolved or suspended solids: All
porcelain Gooch and evaporating crucibles must be thoroughly cleaned with detergent and
water, final rinsed with reagent water, then ignited in a muffle furnace at 550 + 50°C for 1
hour, cooled and dessicated for a minimum of two hours before use.

Weigh each evaporating dish, crucible, or filter assembly, required for all QC and test
samples, to the nearest 0.0001 g and record the crucible |.D.’s and weights in the appropriate
log book.
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11.3.1

11.3.2

11.3.3

11.3.4

114

11.4.1

PREPARATION OF FILTRATION ASSEMBLY

Gooch crucibles must be thoroghly cleaned before each use. If grease or oily coatings are

not removed by normal cleaning with detergent and reagent water, or if the samples are also
to be analyzed for total volatile solids, they should be ignited in a muffie furnace at 550 + 50°C
for 1 hour and cooled before use.

Place a glass fiber filter disk, wrinkled side up, in the Gooch crucible. Wet the disk with about
5ml of reagent water to seat in the bottom of the crucible. Place crucible into the adapter and
apply vacuum. Wash with three (3) successive volumes of reagent water and continue to
apply vacuum until all traces of water have passed through.

If samples are to be analyzed for total filterable (dissolved) solids only, proceed to section
11.3.4. Else, dry crucible and filter together in the oven at 103-105°C for a minimum of two
hours. Remove to dessicator for one hour and weigh to the nearest 0.0001 g. Repeat cycle
untif a2 constant weight is obtained. Alternatively, prepare crucibles and filter and aliow to dry
in the oven at 103-105°C overnight. Remove, and place in the dessicator for at least 1 hour
before use.

Weigh each evaporating dish, crucible, or filter assembly, required for all QC and test
samples, to the nearest 0.0001 g and record the crucible |.D.'s and weights in the appropriate
log book.

PREPARATION OF QUALITY CONTROL AND TEST SAMPLES

For Method Blanks:

o Liquid samples

« For filterable (dissolved) and non-filterable (suspended) solids, 100 mL of reagent water is
processed as a sample.

For total solids and volatile solids, aliquot 50 mL of reagent water into a prepared, pre-
weighed glass evaporating dish (if for analysis of volatile solids only, use a porcelain
crucible). Record the weight of water and dish to the nearest 0.0001 g.

Solid samples

For total solids and volatile solids, aliquot 10 mL of reagent water into a prepared, pre-
weighed aluminum evaporating dish (if for analysis of volatile solids only, use a porcelain
crucible). Record the weight of water and dish to the nearest 0.0001 g.

» Filterable and non-filterable solids are not determined for solid samples.

»

*

11.4.2 For Laboratory Control Samples (samples contain xx xx xx).

e Liquid samples
= For analysis of filterable solids (only), process two 100-mL aliquots of sodium chloride
solution as samples.
» For non-filterable solids (only), weigh approximately 0.1 g of clean sand into a weigh
boat. Record the actual weight. Quantitatively rinse the sand into a clean sample cup
with approximately 100 mL of reagent water. Prepare two of these spikes for analysis
and process as samples.
« For filterable and non-filterable solids, weigh approximately 0.1 g of clean sand into a
weigh boat. Record the actual weight. Quantitatively rinse the sand into a clean sample
cup with a 100-mbL aliquot of sodium chloride solution. Prepare two of these spikes for
analysis and process as samples.
= For total and volatile solids, aliquot 50 mL of sodium chloride solution into a prepared,
pre-weighed glass evaporating dish (if for analysis of volatile solids only, place solution in
a porcelain crucible). Record the volume of solution, and the weight of the solution and
dish to the nearest 0.0001 g. '
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11.5.3

1153

11.5.4

» Solid samples
« For ASTM Fractional/Total Organic Carbon, and total and volatile solids, weigh

approximately 10 g of sand into a prepared, pre-weighed aluminum evaporating dish (if
for analysis of volatile solids only, place sand in a porcelain crucible). Record the weight
of the sand and dish to the nearest 0.0001 g. Add approximately 5 mL of reagent water.

+ Filterable and non-filterable solids are not determined for solid samples.

For Test Samples:
There are no specific preparations of the samples other than thorough mixing immediately
prior of analysis. Analyst observation is usually adequate for determining the proper amount
of sample to use.
« Liguid samples

= For analysis of filterable (dissolved) and non-filterable (suspended) solids:

- Filtration time should not exceed 10 minutes for samples containing high levels of
suspended samples.

- A larger sample must be used (250-500 ml) for samples with minimal amounts of
suspended solids. The captured weight of sokds must be at least 1.0 mg, or the data
must be flagged as “insufficient sample to meet minimum method criteria.”

» For total and volatile solids, place approximately 50 mL of sample into a prepared, pre-
weighed glass evaporating dish (if for analysis of volatile solids only, place solution in a
porcelain crucible). Record the volume of solution, and the weight of the solution and dish
to the nearest 0.0001 g. For other agueous liquids, aliquot 100 mL of samples with
minimal amounts of solids apparent - use smalier volumes if solids are visible,

s Solid samples
» For total and volatile solids, place approximately 10 g of sample (including non-
aqueous liquid samples) into a prepared, pre-weighed aluminum evaporating dish (if for
analysis of volatile solids only, place sand in a pre-weighed porcelain crucible). Record
the volume of solution, and the weight of the sand and dish to the nearest 0.0001 g.
+ Filterable and non-filterable solids are not determined for solid samples.

Matrix spiked samples are not applicable nor required for these methods.
FILTRATION PROCEDURE FOR DISSOLVED AND SUSPENDED SOLIDS

Each sample/blank/spike is processed in turn by this procedure. Please note that some
sections are not required depending upon the analyses being performed.

Inspect the crucible/fiter assembly and insure that the filter is centered in the bottom of the
crucible. Wet the filter with a small amount of reagent water to effect a good seal upon the
application of vacuum.

For samples to be analyzed for total dissolved solids: Thoroughly clean the filtration
flask, funnel and adapter with a final reagent water rinse before EVERY sample filtration.

9.8.2.2 Fit the crucible into the adapter of the filtration apparatus and switch on the vacuum
pump.

Shake the sample container vigorously and IMMEDIATELY transfer a predetermined aliquot
volume into the crucible using an appropriately sized, clean graduated cylinder. Remove all
traces of water by allowing suction to remain on after the sample has passed through.

Rinse the sample with three successive washings of reagent water, approximately 10 mL per
rinse. Be sure to rinse any droplets or particulates adhering to the sides of the crucible down
into the filter as well, allowing for complete drainage between washings. Remove all traces of
water by continuing to apply vacuum after water has passed through.
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Switch off pump and allow vacuum to slowly release. Carefully remove the crucible from the
adapter.

For samples to be analyzed for total dissolved solids. Quantitatively transfer the filtrates to
appropriate evaporating dishes.

Proceed to section 11.6 for filterable solids, or 11.7 for non-filterable solids.
ANALYSIS FOR TOTAL FILTERABLE (DISSOLVED) SOLIDS

After transferring all samples to their respective evaporating dishes, dry the evaporating dishes
in the oven at 103-105°C until all water is evaporated. This will probably take overnight.

Raise the oven temperature control to 180°C. When the temperature reaches and stabilizes
at 180°C, record the initial oven temperature.

Dry the evaporating dishes in the oven at 180°C for a minimum of 1 hour. Samples exhibiting
substantial amounts of dissolved solids should be allowed to dry for a longer period of time
(even overnight) to evaporate potentially entrapped water and convert any bicarbonate to
carbonate.

Record the final oven temperature. Remove dishes to the dessicator for at least 1 hcur before
weighing. Record final weight to the nearest 0.0001 g.

ANALYSIS FOR TOTAL NON-FILTERABLE (SUSPENDED) SOLIDS
Record the initial oven temperature.

Dry the gooch crucibles in the oven at 103-105°C for a minimum of 1 hour. Alternatively, allow
the samples to dry in the oven at 103-105°C overnight.

Record the final oven temperature.

Remove the crucibles to dessicator for at least 1 hour, and weigh to the nearest 0.0001 g. If
samples were dried overnight, record this as the final weight. If samples have bzen in the
oven for the minimum 1 hour time period, repeat the drying/cooling/weighing cycle until a
constant weight is obtained. Record this final weight.

ANALYSIS FOR TOTAL SOLIDS

Record initial temperature of oven.

Place all evaporating dishes in the oven at 103-105°C for a minimum of 4 hours for solid
samples, or overnight (minimum of 8 hours) for waters and/or solids.

Record final temperature of oven.

After checking any waters for complete evaporation, remove samples from the oven and
dessicate for at least one hour.

Weigh each sample/dish and record the final weight to the nearest 0.0001 g.
Analysis for total solids is complete at this step. Continue with section 11.9 for the analysis

of total volatile solids (TVS), % Ash, Organic Carbon Content (OCC), Fractional Organic
Carbon (FOC), and ASTM Total Organic Carbon (TOC), if required.
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11.9  ANALYSIS FOR TOTAL VOLATILE SOLIDS

NOTE: If any sample is suspected of having a high organic content that might produce large volumes of
smoke or other fumes upon combustion, remove the muffle furnace to a laboratory cart and place in front
of a fume hood in the inorganic 1ab area.

11.9.1 Adjust the muffle furnace temperature to 550 + 50°C for TVS/%Ash, and to 440 + 50°C for
FOC,0CC, and ASTM TOC. Record the initial temperature of the muffie furnace.

11.9.2 While wearing high temperature gloves and using long tongs, load the QC and test samples into
the muffle furnace. Due to space limitations in the muffie furnace, large numbers of samples will
require that several "batches” be ignited separately. Be sure the muffle furnace door is closed
completely and the latch is engaged.

11.11.4 Heat samples for one hour. CAUTION: Do not open the muffle furnace door during this

time. The potentially vapor saturated could create a flash fire upon the inrush of air (oxygen).

11.9.4 After one hour, open the muffle furnace and observe the samples. If all the organic material
has ashed off, go to section 11.9.5. If not, continue ignition for an additional one hour.

11.9.5 After one hour, record the final temperature of the muffle furnace.

11.9.6 Remove samples from the furnace and dessicate for at least one hour.
11.9.7 Weigh each sample/dish and record the final weight to the nearest 0.0001 g.
11.10 CALCULATIONS

11.10.1 Total filterable (dissolved) solids:

Filterable solids, mg/. = [initial wt. (@) - final wt (g) ] x 1,000,000
volume of sample used (mL)

11.10.2 Total non-filterable (suspended) solids:

Non-filterable solids, mg/L. = Linitial wt. {q) - final wt._{g)] x 1,000.000
volume sample used (mL)

11.10.3 Total solids as percent solids - % for solids/non-aqueous liquids:

Percent total solids, % = [(C-A)] x 100
[(8-A)]
where: A initial tare weight of evaporating dish (g)

B =  weightof dish AND sample before drying (g)
C = final weight of sample and dish after drying (g)

11.10.4 Tota! solids, as mg/kg, for solids - for solids/non-aqueous liquids:

Total solids, mg/kg = [(C-A)] x 1000000

[(B-A)]
where. A =  initial tare weight of evaporating dish (g)
B =  weight of dish AND sample before drying (g)
C = final weight of sample and dish after drying (g)
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11.10.5 Total solids, as mg/L, for waters:

Total solids, mg/. = [(C-A)] x 1,000.000
[(8)]

where: A initial tare weight of evaporating dish (g)

B = volume of sample used (mL)
C = final weight of sample and dish after drying (g)

11.10.6 Total volatile solids - % for solids or any liquids:
Percent volatile solids, % = [{C-D)] x 100
[(C-A)]

initial tare weight of crucible (g)

final weight of sample and crucible after drying (g)
final weight of sample and crucible after ignition (g)

where: A
C
D

i onn

11.10.7 Percent ash, FOC,OCC, ASTM TOC (fixed solids) - % for solids or any liquids:

Percent ash, Percent Organic Carbon,

% = [(D-A)] x 100
[(C-A)]
where: A = initial tare weight of crucible (g)
C = final weight of sample and crucible after drying (g)
D =

final weight of sample and crucible after ignition (g)

To convert % Ash and % Organic Carbon to mg/Kg, mulitiple the percentage by 10000.

11.10.8 Total volatile solids (mg/L) for waters:

Total volatile solids, mg/L. = [{C-D}] x 1,000.000

[(8J]

where: B =  volume of sample used (mL)
C = final weight of sample and crucible after drying (g)
D =

final weight of sample and crucible after ignition (g)

11.10.9 Total fixed solids (mg/L) for waters:

Total volatile solids, mg/L. = [(D-A)] x 1,000.000

[(8)]
where: A =  initial tare weight of evaporating dish (g)
B =  volume of sample used (mL)
D = final weight of sample and crucible after ignition {g)
11.10.10 Calculation notes:

Any sample with liquid(s) (e.g. - oils or grease} which are not volatile at 103-105°C must be
flagged “total solids partially due to liquids non-volatile at 103-105C".
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11.10.11 Percent Recovery Calculation for spiked samples a3 LCS: - -

% Recovery = Calculated Spike Conc. — Conc. of Sample X 100% -
Spike Conc. Added

11.10.12 Relative Percent Difference (%RPD)for duplicate analyses:

£+RPD = _ |Conc. of 1* Analysis - Conc. of Duplicate Analysis| X 100%
{Conc. of 1% Analysis + Conc. of Duplicate Analysis)/2

11.11  PAINT FILTER TEST
11.11.4 Assemble test apparatus as shown in Figure 1. - -

11.11.2 Place sample in filter. Settling the sample into the filter may be facilitated by lightly tapping the
side of the filter/funnel. .

NOTE: In order to assure uniformity and standardization- of the test, materials which do not--
conform to the shape of the filter (such as sorbent pads or pillows) should be cut into small
pieces using scissors, shears, or a knife. The integrity of the sorbent fabric_should be preserved
as much as possible. The particles to be tested should be reduced to about 9-mm in size.
Grinding sorbent materials should be avoided as this may destroy the integrity of the sorbent
and produce may “fine particles” which would not be normally present. Light crushing is
acceptable for brittle materiais larger than 1 cm that do not conform to the filter (such as clay,
silica gel, and some polymers. which are not practical to cut).

11.11.3 Allow sample to drain for 5 minutes into the graduatec cylinder.

11.11.4 if any portion of the test material collects in the graduated cylinder during the 5-minute period,
the material is deemed to contain free liquids.

11.11.5 Any sampie containing free liquids is reported as a “Fail”. Samples that do not contain free
liquids are reported as "Pass”. . .

12.0 MAINTENANCE AND TROUBLESHOOTING
121  GENERAL

Glassware should be cleaned appropriately (see Section 4.0) to avoid -sample contamination.
Equipment should be kept clean and maintained to avoid sample contamination and assure proper
operation. Manuals supplied by the manufacturers with the instrumentation typically have
informational and troubleshooting sections. o

12.2 TECHNICAL SUPPORT
Technical support is available from equipment manufacturers (for example, by telephone, fax, or e-
mail). They can be used who may be unsure of the instrumentation and a good resource when

troubleshooting options have been exhausted. Technical support departments can readily supply part -
numbers.
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14.0

REFERENCES

EPA Method 160.1: Residue, Filterable (Gravimetric, dried at 180°C).

EPA Method 160.2. Residue, Non-filterable (Gravimetric, dried at 103-105°C).

EPA Method 160.3: Residue, Total (Gravimetric, dried at 103-105°C).

EPA Method 160.4: Residue, Volatile (Gravimetric, ignition at 550°C).

Standard Methods no. 2540. Solids - section B, Total Solids Dried at 103-105°C.
Standard Methods no. 2540: Solids - section C, Total Dissolved Solids Dried at 180°C.
Standard Methods no. 2540: Solids - section D, Total Suspended Solids Dried at 103-105°C.
Standard Methods no. 2540: Solids - section E, Fixed and Volatile Solids Ignited at 500°C.
SW-846 Method 5035, Section 7.5, Dry Weight.

SW-846 Method 9095, Paint Filter

ASTM Method D2974-87, Total Organic Carbon

Great Lakes Analytical Quality Assurance Program Manual.

Great Lakes Analytical Chemical Hygiene Plan.

Great Lakes Analytical SOP for Login Department.

Great Lakes Analytical SOP for Hazardous Sample Management.

DEFINITIONS

Refer to the Great Lakes Analytical Quality Assurance Program Manual.
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Figure 1.

Paint Filter Test Apparatus.
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1.0 APPLICABILITY

This standard procedure (SOP) provides instructions for the determination of mercury by cold-vapor
atomic absorption spectrophotometry This SOP s an interpretation of EPA Methods 245 1 and
245 5. Standard Methods no. 3112, Section B, and methods SW-846 no's 7470A and 7471A This
SOP 15 to be used in conjunction with the analysts’ in-laboratory training, the Great Lakes Analytical
Chemical Hygiene Plan (CHP). and the Great Lakes Analytical Quz .ty Assurance Program

1.1 MATRICES

This SOP may be used for aqueous, solid, and mixed sampies - .ding sois sediments sludge,
domestic and industnal wastes Concentration range for samples is typically 0.2 to 2 5 ppt  Higher
concentrations may be determined by sample dilution

1.2 REGULATORY APPICABILITY

42 CFR 121

20 SUMMARY

L'cuid samples are - zestes &0 nitnic anag sulfunc ac:as. potassium permanganate and potassim
persulfate Scild samples are digested with aqua regia .~'r = =~ 2 hydrochloric acids) and potassium
permanganate A sernes of standaras s 2:gested and anayzel zorcurrently tc c-oduce a calibration
curve from which sample results are determined.

A semi-automatic ceid-vaper apparatus 1s used to produce meta.lic mercury vapor from the resutant
2.cestates The sarcle 1s automatically mixed with hydrochlerc acid and stanncus chlonde sciution.
The mercury 1s reduced to the elemental state which is then bubbled out of solution and carried into
'~z nstrumental hght path by means of an inert argon gas flow The atcmic absorption of this vapor
s read at 2837 nm De.tenum arc background correction s used to automatically cc-rect for
rterference due to water vapor. chlorine. or other contaminants which absorb or block !'g=: at this
wavelength  The absorption read dy the spectrcpnotemeter s prcrocrticral to the concentraton of
mercury in the cr.3-~3 samp:e

See Appendix A for ~e'hcd =xcectons

3.0 SAFETY
31 GENERAL
This SOP cces not address all safety 1ssues associated with 'ts use A reference file of matenal
safety data sneets (MSDS's" s available ! all perscnnel. along with the Grea* Laxes Analytical iIGLA)

C-=z~ 23! Hygiene Plar

The toxicity <r carcirogenic:ty of each reagent used in tt:s SCT has ~ot been precise:y determined

rowever. eaz” Iz~ 23 srcuid befreated as 2 pctenta: healtn ~azarc Exposure to these chemicals
srcu'd be reduced 0 the lcwest possibie .ev2l  Glo.2s 27z x2r~ when kangling che~ 25 ang
reaqents

3.2 CHEMICAL HYGIENE PLAN
T-e GLA Cremical Hygiene Plan (CHP, s gesigned 'c =5°ac.s~ sa’z ~z-< procedures and mnimize

exposure to hazargous chemicals encountered in the .adoratcry The CHP provides infcrration to
employees regarding potential hazards and training to minimize these hazards.
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3.3 HAZARDOUS SAMPLES

Ail samples that are received by the laboratory have the possibility of contaiming hazardous
rcilutants  They should be treated with caution at all times Gloves are worn when handling
samples Also see the Great Lakes Analytical SOP for Hazardous Sample Management.

3.4 METHOD SPECIFIC CHEMICALS

Fctassium permanganate and persulfate are strong oxigizers  They can burn eves and skin  Also.

they can cause a fire If mixed w:tn :ncompat:tle chemicals

4.0 INTERFERENCES

< P-:zssie~ permanganate is added to elminate any possibie interference from sulfide.
Concentraucrs 35 ~ 2~ as 20 mg.L of sulfide (as sodium sulfide} do nct nte~ere

1

z Concentrai.cns of copcer 2s high as 10 mg/L do not 'nterfere Higher concentrations may
cause interference.

43 Samples containing high levels of chlorndes such as sea water. brine. and industrial
effluents) may require additional permanganate. Chlorndes are converted to free chiorine.
amich alss atscots at 253 nm Chlorine 1s eliminated before the reduction of mercury by
using ar excess of hydroxylam:ne -sagent

) Centain voiatile organic materiais that absorb 'n the 252 -~ regicr —ay also cause
interference A preliminary run wit~cut reagents shou.d determire ! 'Fis type of interference
1$ presert in sampies. Deuterum arc background correction is used to automatically correct
‘or these interferences

- Daily monitoring test of the deionized water supply r.st have been performed and pass or
meet appropriate cnteria for analysis before the water can be used in sampie preparation
Al g.assware 1 oe used In the analysis must be cleaned and rirsed thoroughly with DI water
Penodtc cteaning of samrr'e precaration and analysis areas wuil be performed

5.0 RECORD KEEPING

g1 Each analyst is respons.nie for xeeping accurate and up-ic-date records of all analyses
perz-—s2
zZ ‘Merzur, L2g Book

A iog book will be maintained for all mercur, determinations All :nformation regarding
samples grocessed in the lab will ce entered into this took This information will include but
's not limited to

+ Method reference number - Sample matr « ".c=2
+ GLA Sample | D. (one complete icr each set) + Sprking volumes used
+ Initial sa~gie volume cr weight used + Spike standard dentifier
- Eratuclume of cigestaies + Spike standarg concentration
« LINIS 22izh refarence number + LCS and matrix spike information
« Aralystssignaiure anc dat2 orecagred.ars L I=2 + Reviewer s signature and date
T ~e2z~czoz -z Sfwater bath rital ard every 30 ~ nates

Zaibration stangard .ce~tfers 572 Concenalors
+ A.readings dilution factors, and calculated resuits

[$a]
[0 0]
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This log should also include any .~ que ooservaticns ~2ted in regard to specific samples
Space wiil be reserved on each page for calcu:ations a~d notes Al unused portions =f
logbook pages must be Z'ed out.

53 Sample Schedule - All samples will be tracked through the lab using GLA sample 1D
numbers generated by the GLA LIMS system.

6.0 QUALITY CONTROL
6.1  QUALITY CONTROL SAMPLES

Quailty controi sampies are run at a minimum 5 % frequency (re cne set with every batch of twenty
or less samples). The results of these sa~—ples are used {0 gauge accuracy and precision of the
method Thess sarc’es include method blanks (MB). tab contro! samples (LCS). matrix spikes (MS)
and matrix spke dupucates (MSD). The quality control sa~rg:es contain ail reagents and are
subj=2t23 02 at preparation steps. They are processed and anaiyzed along wh test samples

6.2 METHOD BLANK

Matrix-matchez method blanks (MB) containing all reagents and subjected to all preparation steps
are processed and analyzed ziorg with the samples Method tianks must produce a concentraticr
below the repcrting "™t ieg PQL, EQL. ) for an aralytce zz:2- 10 ce vahd These samples
provide a measure of .apcoratcry and/or reagent contamunation  Test sample results are nct corrected
for the methoa blank zoncentrations.

6.3 LABORATORY CONTROL SAMPLE (LCS)

An external (iIndependently sourced) reference standard is prepared within the working range of tre
method and aralyzed with each matrix per tatch of twenty c- 'less samples (1 minmum 5 °:
frequency) The resi.is of the samples must be within establisrec controi »mits. or where there is not
enough data tc ca'ce 2te control limits. within 15 % of the know~ vaiue

6.4 MATRIX SPIKED SAMPLES

Matrix spikecd sameles (MS and MSD) will be analyzed with a = rmum frequency of 5 % (e g. one
set per 20 cr ess samples cer matrix} and are used to delermine accuracy and crecsicn cf a
method The matrix sciked samples will be spiked using the same standards used to spike the LCS
samples. The anaiyzzc resu’s of the matrix spikes must be within es:asi:shed control imits or where
~z-2 ¢ not ercugh data to calculate corts’ ~its within 25 % of the known value '

6.5 SURROGATE MATRIX BLANK AND SPIKED SAMPLES

in cases where no additional sample 1s available for matrix sc <:ng 1e g wipes samples). a set cf
surrogate matrix QC samples mil be preccduced by digesting an appropriate substrate ‘blank” and two
spiked samples of the same substrate sp:xed with the same starcards ara at the same levels of tre
LCS

6.6 QUALITY CONTROL TRACKING AND DATA REVIEW

Tz L. 2212 s tensgered acceptable and actual sampies res. (s can be evaluated and reccrted oy
the analyst if a. GC samples are withir established control fim s

6.7 CORRECTIVE ACTION
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if a quality control measure fails, corrective action s take~ and cocumented to ensure the accuracy of

the data that is reported. Examples of when corrective action sheets are filled out are

e A sample or QC 1s re-analyzed. This may be due to the QC parameter failing or mislabeling of
samples.

¢ Samples are reported with a QC result (blank, splke matrix) parameter out of control In this
case, not only should a corrective action be initiated. but the data must be flagged

e A deviation from the normal SOP for the method 1s discovered (e.g. a digestion goes down to
dryness or a different concentration of reagent is used) and the sample is analyzed and reported

e An efrorn a previously reported sample is discovered

7.0 SAMPLE MANAGEMENT

71 The procedures for sample management are deta:ea in the Grea: Lakes Anaiyucal SOP for
sample recept into the laboratory.

7.2 Sample Schedule: Analysts keep track of sa~—rc'2 ‘~roughput by using tre Latora‘ory
Irformatic~ Management System (LIMS). The system 1s checked daily and a hard ccpy
generated Samples for mercury analysis are queued under “xxxx’=FLAA The information
includes’

o Client name.

e« Samople numbers

s Prcegcimamre

« Matnx.

e Hold time and turnaround ume

8.0 METHOD VALIDATION
8.1  QUALITY CONTROL BOOK

Method validation must be performed before any aciial sz~—:c e: zan be analyzes. Metrnca Jaidaicr
studies are required to be stored in ‘e QC logbook. Metrcc excerticr st.dies ~wust also be
performed to validate any exception taken by proving equivalency with the unaiterec ~etrcc Tre
contents of the QC book include: :

o Copy of the GLA Quality Assurance Program.

e Copies of GLA SOP and source methods

s Cog:ies of the ca"bration studies and dates in use.

e Copy of the prec.sion and accuracy study for the method

e Ccoies cf 3" method detection limit studies and zates n use

e Check standard recovery tabulations and contrc! limits

¢« Spike and soike duplicate recovery tabulations and control hr.ts

¢ Corrective action sheets.

8.2 QUALITY ASSURANCE PROGRAM

Internal audits wul be performec perodically to assess analytica system performance. Performance
evaluation samples will be analyzed periodicaily to assess latcratory performance. (Refer to the GLA
Quality Assurance Program )

8.3 METHOD DETECTION LIMIT STUDY

22 ' The metnod cetection hmit (MDL) is cdefined as ine ~ - ~um concentraticn &f anah,*z that
zan be getermned with §¢° - cenfidence. 1t .s determinea as follcws
e Prepare a mnimum of seven replicate samples at a concentraton at or near the
expected MOL. Carry these replicates through the entire sample preparation procedure
and analysis.

August 28 1998 Page & of 12



GLA 245 1/5 BG Revisicn 2 0

832

833

9.0

91

WO O
w N

O W WO QOO
A RN RO IS, 9 -N

-
o
o

A e s
QO CrH O
NG ) =

a
]
[e}}

10.3
106
107

10 10

amoaa
FRVIR
10 12

S IRY-

10 15

e Calculate the MDL by taking the standard deviation of the results of the 7 replicates and
muitiply by the Student’s t value at n-1 degrees of freedom (3.143 for 7 replicates)

Other factors such as matnx effects and instrument noise may affect the attainable detection
limit These should be quantified if possible and taken in to account when determining an
MDL as the ottainable detection level may be artficially elevated due to these factors

A new MDL s:udy must be performed to re-evaluate the method if any major instrument
maintenance or service Is performed if any new method exceptions or changes are made or
at least annua .

EQUIPMENT

Atomic absorption spectrophotometer - fitted with 8 mercury hollow cathode tamp capable of
allowing the atsorption cell tc be mounted in 2 stable fashior in the light path of the
instrument. V2~ an 650 DBQ. and able to correct for non-atomic absorpticn at the selected
analytical wavelength. or egu:valent

Absorption celi - 10 cm long with UV-transparent quartz windows.

Cold mercury vapor generator - for proper proportional mixing of mercury reducing agents
and physical vacor generation. Varian VGA 77. or equivalent.

300-mL capacity BOD bottle with stoppers

Hot plate/wate- oath - cacabie of maintaining 95°C

Thermometer - to accurate v moniter the wa:er cath for rarge 95-3CC C

Graduated cyhnders. 10C-~_ size

Pipettors and tics 5-10 mL size.

~nalytical balarce -zoatle of weighirg to nearest 0 1 g

5-20 mL dispensers with bottle.

STANDARDS AND REAGENTS

Reagent water - ASTM Type Il or equivalent (DI water).

Sulfuric acig - concentrated H,SO,. Fisher no A300 CAUTION: Sulfuric acid s corrosive
Nit.c acid - cc~centrated HNO,. Fisher no AS09 CAUTION: Nitnc acid 1s corrosive
Hydrochlonc acid - concentrated HCI, Fisher no ASC3 CAUTION: Hydrochlorde acid is
Jorrosive

Aqua regia. 5C°o - Prepare immediately tefore vuse Frst make acua regia cy carefully
adding 3 volumes of concentrated HCl to 1 volume of concentrated HNO;. Then mix equal
volumes of the ajua regia with reagent water. CAUTION: Aqua regia gives off extremely
corrosive. irntating fumes =~ hanciing of aqua regia should be performed in a fume hood.
FHydrochlornic ac:d 5 N - Dilute 40 mL of concentrated HCI to 100 mL w'th reagent water.
Hydrochlonc acid. 20% v:v - Dilute 20 mL of concentrated HCi to 10C mL with reagent water
Potassium permanganate - KMnO, crystals, Fisher no P279 or Mallinckrodt no 7068
CAUTION: Oxdizer

Potassium permanganate solution - Dissolve 5 g ¢f KMnO, per 100 mL of reagent water
Potassium persuifate - K;S;0 crystal. Merck no PX1580-1 or \'allinckrodt nc ~076
CAUTION: Oxidizer.

Potassium persulfate solution - Dissoive 5 g of K:S-Oc per 102 mL of reagent water
Hydroxv'amine hydrochlor 2z - NH-OHHC! crystais Fisner ~o H330 or Mailinckrzat ~o
Scawm chlor.ce - NaCl crysials Fsrerno S$S271 or Maiinckradt ne 72814

Hydroxylamirs ~ydrochlonde solution - Dissolve 12 g of NH;OH'HC. 2~z “Z 3 cf Nz7T! pe-
100 mL of reagent water

Stannous cn'z-ze 2 hydrate - Tin «l. chlonde ainyarare SnCl: » 2 H-O z-.
7142, or Mali.rz<recino 8772

Stannous chlonde solution - Add 25 g of SnCi; + 2 H;O per 100 mL of 20% v/v hydrzchlornic
acid Mix well to dissolve. Prepare fresh weekly Discard if precipitation occurs

[Fal

:2ls Fisher nc
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1016
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Mercury stock standard sclutions 1000 ppb - use 2 different suppliers for soiutionrs “A” and
"B". Ultra Scientific no. ICP-080, Fisher no.SM114, Mallinckrodt no H548

Mercury working standard solutions, 1 ppm (1000 ppb) - “A” Add 0 15 mL of concentrated
HNO, to a 100-mL volumetric flask and add 50 mL of reagent water Aliquot 0 10 mL of
mercury stock standard solution "A” into the flask, dilute to the mark, and mix. Repeat for
mercury spiking standard “B”, except using mercury stock standard solution ‘B" Prepare
fresh monthly

PROCEDURE

Method validation (section 8.0) must be gerformed before samples can te analyzed

Assemble all matenals and equigment raquired for the procedure A daily caltbration check
of the analytical balance must have been performed prior to its use in weighing samples or
standard matenals Record all pertire~: sample information in the appropriate log book(s)
before beginning analysis

Method Validation Study - A method validation study must be performed. including a method
detection limit determination. (Refer to section 10 7 for details )

PREPARATION OF QUALITY CONTROL AND TEST SAMPLES

For Method Blanks

¢ 2.2 samples - Aliquot 100 mL of reagen: ~at=- ~to a BOD bottle

e« Solid samples - Place 9 5 g cf zlear sand into a BOD bottie

o Wz sampes - Place a 15cm Whaiman 41 filter zaper nto a BOD bottle

For Laboratory Control Samples (samples contain 1 0 ppb Hg"

+ Liquid samples - Aliquot 100 mL of reagent water into a BOD bottle Accurately aliquot
0 1C mL of mercury spiking standard ‘B” into the bottle.

e Solid samples - Place 3 5 g < clean sand into a BOD bottle Accurately aiquot 0 0 L
of mercury spiking standard "B into the bottle.

e Wipe samples ~ Place a 15cm Wratman 4* f'*=- paper into a BOD bottle Accurately
aliquot 0 10 mL of mercury spiking standard ‘B :n:5 the ccttle,

For Test Samples:

e Aqueous liquids - Aliguot a *1£0-mL porticn of well-mixed sample in a BOD bottle

e Nor-aqueous hquids - Transfer a representative 10-50 mL aliquot of well-mixed sample
into a BOD bottle. Add reage~t water to the bottle to brirg the total volume to 100 miL

e Mixad liquids (aqueous/non-ajuecus; - The sample should be well-m:xez before pouring
a representative aliquot. The analyst should use histher own judgement in determining
the proper aliquot size so as ~ct to exceed 20% non-aqueous liquid in the sample If less
than 100 mL 1s used. add reagent water to bring the total volume to 100 mL.

e Sold samples - A representative 0.5 g portion of sample 1s weighed and olaced in a BOD
bottle (for samples with a hig~ wa:2- content. be sure he sample 1s mixed ‘roroughly)
Fer samples of mixed solid types, particle size reducticn and mixing ™av be required to
ensure rz: 2 ~=crassrtative samp'e s analyzed

¢« \Wipes samples - The entire wipe :s £.2222 into the BOD bottle and tre szz's zcriamer
nreed ri2 the BOD bottle with abou:t 5ml of water

* For Matnix Spike Samples samples have 1 0 ppb Hg added)
[

L:guid sampies - Aliquet taz =22t c~al 100-mL cortions of one samcie ~—ak.ng sure to
samgle as homogeneous a mixture as possicle  Accurately ahquet C 12 mL 2f rercury
spiking stardare ‘B 'nto eac- replicate. Mark as MS ard MSD.

o Non-aqueous lquids - Transfer two additional representative 10-50 mL aliquots of well-
mixed sample mnto BOD bottles Add reagent water to the bottles to bring the total

Augus: 28 1998 Page 7 cf 12



GLA 245 1/5 BG Rewvision 2 0

volume to ‘30 mL Accurately aliquot 0 10 mL of mercury spiking standard "B nto each
bottle, and label as MS and MSD

e Mixed hiquids (aqueous/non-aqueous) - The sample should be well-mixed before pouring
a representative aliquot. Do not exceed 20% non-aqueous liquid in the sample If less
than 100 mL is used, add reagent water to bring the total volume to 100 mL  Accurately
aliquot 0 10 mL of mercury spiking standard “B" into each bottle. and mark as MS and
MSD.

e Solid samples - Two additional representative 0 5 ¢ porttons of one sample are weighed
and placed into BOD bottles. Accurately aliqguot 0 10 mL of mercury spiking starcard "B”
Into eacn cotille ary fabel as MS and MSD

o Wipes samples - Two additional wipes are placed into two BOD bottles (1 eacht and the
sample containers nnsed with a minimum amount of “eagent water Accuratery aliquot
0 10 mL of spiking standard “B" into each bottle Mark as MS and MSD

11.3 PREPARATION OF CALIBRATION AND CHECK STANDARDS

* 51 Add 100 mb cfreagent water 0 each of 6 BCD tottles Aliquot 0.00, 0.05, 0.10, 0.15, 0 20,
and T 25 mL ¢ mercury working standard ‘A’ into the pottles to produce a set of calibration
standards of 0 00. 0.50, 1.00, 1.50, 2.00. and 2 50 ppb mercury

1132 Add 100 mL of reagent water and 0.10 mL of mercuny spikirg standarz B to a 8CD bottle.
oraducing a ! O ppb check standard

1.4 DIGESTION OF L!IQUIDS
See sez:cn *1 5 for Z gestiorn of soucs

CAUTION: The heated reaction in the BOC bctties producss gases anc steam which will cause
s gnificant pressure  Bottle stoppers should be wet with wate- zrc- to placing in the bottle necks to
prevent freezing up and allowtng the samples to outgas.

114 1 Carry all starcards and samples through all steps of the digestion procedure.

‘142 Ada 5 mL of concentrated H;SO, a~d 2 £ mL cf ccrceri-atea HNO,. mixing after each
additicn

1* 32 Add 'S mbL cf potassium permanganate solution Allow samples to stand for 15 mirutes f
the purpie cc cr fades. add additicral pemanganate noti~g r the iog pbcok ~CTw mMuch
additional permanganate has been adagea Once the purple color has persistaz ‘cr 15
minutes. proceed to the next step

1144 Add 3 mL ¢f gotassium persulfate solution. and place in the water bath for 2 hcors at 95-
‘3C¢°C  Monitor and record the temperature of the water path initially and svery 32 mirutes.
adding boiling water to the bath as necessary to keep the bath level above ire ievel of
samcle in the BOD bottles

1145 After the neaing period. remove the sample potiies cool. and add 6 mL of hycroxylamine
hydrochloride solution (reduces excess permanganate

11.5 DIGESTION OF SOLIDS

(¥2]

z2 ¢z 20t 4 for digestion of iquids
CAUTION: Tre hezizsd reaction in e BOD bet'es crzducss zasss ard steam™ .- ¢k &' zauss

significant pressure  Bottle stoppers should be wet wiin wais: crior (o placing in the bottle necks to
prevent freezing up and allowing the samples to outgas
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1151 Carry all standards and samples thrc.gh all steps of the Zigest.on procecure,
1152 Forsolids: Add 10 mL of 50% aqua regra Heat in a water bath at 85°C for 2 minutes
1153 Cool and add 50 mL of reagent wa'er and 15 mL of potassium permanganate solution

1154 Place in the water bath for 30 minutes at 95-100°C

1155 ARer the heating period. remove tre sample cotlles zool a~d add 6 ~L of hydroxylamine

hydrochionde soluticn reduces exzess permanganate). Add 50 mL < reacent wat

mix

116 ANALYTICAL PROCEDURE

116 1 Refer to the manufacturer's instruction manual for rstrument set-uz and cperation

Appendix B ‘cr a condensed hst of crerating instructio~s

* <2 Calibraticr - Tme analyst wilt be prompted for the calibration ©.ar< and each standarz

er and

See

narn

The digests will be processed and z-alyzed by the rs:-ument and the resultant absorbencies
used to construct a calibration curve The curve must nave a correlation coefficient of 0 995
or greater to be valid. If not, the instrument will attempt a second calibration. If this fails the

operator must stop the run and determine the problem and cerrect before continuing

1163 Atpcaltaisr s analyzed according to the follow:rng frsicce
1) Catbratcn o 37« - -25." myust be < getecticn level 10 0002 ppb).
2) lnitial check standarag - resuit must be within = 1C- .
3) Repeat check standard (optiona'* - same as check s:andard.

4} High calibratcn standard - resuit ustbe w = =~ = *2% cr with.r estaohshed contrc! im'ts

5) Method blark - -esuit must be < zatection levei (0 C222 cooy

6) LCS sampies - result must be within + 15%. or with ~ estacushed control imits.
7) Unspiked matnx test sample:

8-9) Matnx zokes - rasult must be w.thin = 25% or w = n establisred ccntrol muts;

10+) Balance of test samples Inc.ude a check starsard every 10 samples .or less: - the
check standard mus: ce = 20%. or the run paused z-:c'em corrected. and any samples run

since the last passing check stanca-z re-anaiyzec

NOTE: Sarcles with a high level cf suspended solids may reguire sewing cr filtratic

to analysis (c grevent biockage of :~= pump tubing

n prior

1164 If a sampe 5-z,%5 is significantly high out of range. and “poisoning’ of tre system s
suspected. a reagent blank shou:z c= analyzed repea‘=2", .~*' ¢ crocduces results below the
reporting it 1firis snt accompiisted, the sysiem s Z.eaned. recalibrated. ard the 2%ectec

samples reanalyzed

11.7  CALCULATIONS

A%er a run has been compieted and all of :~e verfication starZards are 'n co=*"31 *re daia ~ay rs

calculated and reccriec

For liquids
mg/L Hg = ara'vzed concer rztzn  diluticn 570 0 .oLme ysed (ml
1000
detectz~ o 2o vzl = S o o0 voiume used imlL,
1000
For solids
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mg/kg Hg =  analyzed concentrauon - duuionfacz:>: . 100 / werght used (q)
1000
detection it (DL, mg/L) = 92 100 . weight uvsed (q)
1000

The ~ilution factor is 1, unless additional ditution of the sz~gle was done
1000 1s the conversion factor for ppb to ppm (mg/L)

12.0 MAINTENANCE AND TROUBLESHOOTING
12.1 GENERAL

Glassware should be cleanea agppropriately to ave 2 samp = contamination See Apcerc:ix C fer
glassware cleaning instructions. Equipment should be kept clean and maintained tc avc.g samgle
contamination and assure proper operaton  Manuals supplied by the manufacturers with the
instrumentation typically have informational and troutieshooting sections

12.2  TECHNICAL SUPPORT

Technica! support s 2valable o™ 2gu oment manuiaciurers “or example ty isecriore fax. or e-
mai) Trzy can be a gooa rescurce wnen troubleshooting oo'cns have been exha.s:2c T=:im- Iz
support departments can readily supply part numbers

13.0 REFERENCES

121 EPA Methods 2451 Mercury *Marual Co'2 Vaper Technigue), and 2455 Mercury n
Sediment (Manual Co!d Vapor Technique).

132 Method 3112: Metals by Coid-Vaczcr Atomic Absorption Specircmestr,. Sectien 8 Mercur,
Standard Methods for the Examination of Water and Vastewater, 18" Edition 1552

133 Methods SW-846 - 7470A. Mercury in Liquid Waste (Manuat cold-vapor technigue). and
T471A: Mercury in Sclid or Semisclid Waste iManua! cold-vapor techmque)

133 Great Lakes Analytical Quaiity Assurance Program Mz-al

134 Great Lakes Analytical Chemical Hygiene Plan

32 Great Lakes Analytical SOP for Login Department

136 Great Lakes Analytical SOP for Hazardous Sz~cie NManagemer:

14.0 DEFINITIONS

See References
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A1

A2

A3

Ad

APPENDIX A.

METHOD EXCEPTIONS.

A semi-automated continuous-flow mercury vapor (hydrnce generator) i1s usez ‘c produce ‘e
cold mercury vapor. The automatic nature of the penstaltic pump and mixing manifoid
provices much enhanced stability and consistency in abscroance readings

A ca'traton range more appropriate to the detect o~ =.2s required and concentrations of
routine samples has tee~ se'ected at 0.0 to 2.5 ppb.

For scuas asinge £ £ g portion of sample 1s used for the analysis Pasi ce~ormance of P E
samples and replicate data has s~cwn this procedure to produce accurate and precise
results.

Tre dead ar space in the BOD bottle does not need tc te purged before processing the
sample through the cold-vapor generats- cecause the final reaction does ~:: occur in the
BOD o=
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APPENDIX B.

CONDENSED FLAA OPERATING INSTRUCTIONS

Sequence’
« Moa:fy an ex sting sequence
- OK

Select sequence

+ Merzury 05/27/97. Hex Chrome

« OK

+ 4 Hz Vapor 99 Cr Flame Hexachrome
« Error protocol

+ Next

« Exit and switch to instrument window

+ OK

Optimize
+ Rescale
» Insir.ment zero

Returmn:

» Start auterun

« Meta: - Matrix - Date

+ Analyst's inttials

- OK

« Prompt Present Rinse

« OK

» Cahbrate Q0 05 10 “ 2 20 25pc:
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APPENDIX C.

METALS GLASSWARE PREPARATION

A" glassware to be used in the preparation of solutions for metals analysis will be prepared according to
the ‘ollowing procedure

1 A.ibeakers funnels flasks sicppers and watch covers il be examined for grcss contamination and
soll removal.

2. Any analyst processing glassware through the laboratory dishwasher wil use the zgprepriate
detergent supplied.

3 All glassware shall subsequenly be hand-washed us:irg Neutrad soap (anionic detergen:: a~2 rc'e
nrs2d with tap water then triple nnsed with de-ionized wa'er paying special attenticr ‘o any glassware
urcuely etched, cracked or otherwise like:y break and/or cause contamination of samples.

4. All glassware which will ccme ~:o contact with samples to be analyzed for metals wiii be rinsed with a
504 Nitric Acid solution and triple nnsed with de-ionized water immediately prior to use Glassware to be
.s2d for other inorganic aralyses should be rinsed with an acid appropriate 2 the t=2st (e g - dilute
s. “unc for nitrate "thite) arc - ¢ = -nsed with de-iorized water
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1.0 APPLICABILITY

This standard procedure (SOP) provides instructions for the handling, digestion, and distillation of
liquid and solid samples for the analysis of total cyanide, reactive cyanide (weak-acid dissociable
cyanide), and cyanide amenable to chiorination. This SOP is an interpretation of EPA Method 335.4,
Standard Methods no. 4500-CN’, and SW-846 Methods 80108 and 9012A.

1.1 MATRICES

This SOP may be used for drinking, ground, surface and saline waters, domestic and industrial
waste, (solid, and mixed samples). Concentration range for samples is typically 5 to 1000 ug/L.
Higher concentrations may be determined by sample dilution. Samples are preserved by addition of
2 mL of 10 N sodium hydroxide per liter and refrigeration.

NOTE: Distillates and solutions produced for this SOP are only applicable for the analysis method
specified and are unacceptable for any other anionic or cationic analyses.

1.2 REGULATORY APPICABILITY

40 CFR 121

2.0 SUMMARY

Sulfuric acid is added to samples. Cyanide is released from the sample as volatile hydrocyanic acid
(hydrogen cyanide, or HCN) and absorbed in a gas scrubber containing sodium hydroxide. Cyanide
is then converted to cyanogen chloride (CNCI) by reaction with chloramine-T. CNCI fcrms a red-blue
dye color upon the addition of a pyridine-barbituric acid reagent. The absorbance of this dye is
measured at 580 nm.

For the analysis of total cyanide, the sample is treated for interferents and then refluxed with sulfuric
acid. For the determination of cyanides amenable to chlorination, duplicate samples are portioned
out. One sample is treated with excess chlorine (as calcium hypochlorite) for one hour. The excess
hypochlorite is destroyed with sodium arsenite and total cyanide determined for both treated and
untreated samples. The amenable cyanide is the total cyanide less the residual cyanide determined
on the chiorinated sample.

3.0 SAFETY
3.1 GENERAL

This SOP does not address all safety issues associated with its use. A reference file of material
safety data sheets (MSDS's) is available to all personnel, along with the Great Laxes Analytical
Chemical Hygiene Plan.

The toxicity or carcinogenicity of each reagent used in this SOP has not been precisely determined;
however, each chemical should be treated as a potential health hazard. Exposure to these chemicals
should be reduced to the lowest possible level. Gloves are worn when handling solvents.

3.2 CHEMICAL HYGIENE PLAN

The Great Lakes Analytical Chemical Hygiene Plan (CHP) is designed to establish safe work
procedures and minimize exposure to hazardous chemicals encountered in the laboratory. The CHP
provides information to employees regarding potential hazards and training to minimize these
hazards.
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3.3 HAZARDOUS SAMPLES

All samples that are received by the laboratory have the possibility of containing hazardous
pollutants. They should be treated with caution at all times. Gloves are worn when handling
samples. Also see the Great Lakes Analytical SOP for Hazardous Sample Management.

3.4 METHOD SPECIFIC CHEMICALS

Cyanide is acutely toxic, and in the presence of acid produces highly toxic and volatile HCN
(hydrocyanic acid) fumes. All handling of cyanide solutions and salts will be performed with proper
gloves and ventilation. All fumes produced by the distillation procedure will be evacuated to an
appropriate hood or ventilation source. When performing the amenable cyanide preparation, cyanides
react with chiorine to produce CNC! (cyanogen chloride) which is extremely toxic. Al amenable
cyanide preparations will be performed in a fume hood.

Pyridine is a toxic organic which has a permeating, irritating odor. It is readily absorbed through the
respiratory tract and skin. Operations involving large amounts of pyridine will be carried out in a fume
hood and proper gloves should be worn. Waste from the “analytical process containing pyridine
should be covered with parafilm to minimize volatilization of the material.

4.0 INTERFERENCES

4.1 Several different interferences are encountered with this method. Most are removed by the
distillation process. Those interferences requiring pre-treatment or special treatment of the
sample are addressed below.

42 Sulfides produce hydrogen sulfide during the distillation which adversely affects colorimetric,
titrimetric, and electrode procedures. Samples are tested for sulfides with lead acetate
paper. Bismuth nitrate solution is added to samples testing positive for sulfides to remove the
interference.

43 Oxidizing agents such as chlorine decompose most cyanides. Samples are tested for
oxidizers with Ki-starch paper. Samples exhibiting positive results for oxidizers are treated
with ascorbic acid until a negative test for oxidizers is obtained.

4.4 Nitrate and nitrite may produce a high bias to results. These ions produce nitrous acid which
in turn can react with certain organic compounds to produce oximes. These oximes
decompose to generate HCN. Interference from nitrates and nitrites is removed by the
addition of sulfamic acid to the sample.

45 Carbonate in high concentrations may affect the distiflation procedure by causing the violent

release of carbon dioxide with excessive foaming when acid is added before distillation.
Calcium hydroxide may be used to preserve such samples.

5.0 RECORD KEEPING

5.1 The analyst is responsible for keeping accurate and up-to-date records of all distillations and
analyses performed.

52 Total Cyanide Log Book

A log book will be maintained for alt cyanide distil:atians and determinations. All information
regarding samples processed in the lab will be entered into this book. This information will
include but is not limited to:
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+ Method reference number + Sample matrix type

- Client Name for each set of samples + Spiking volumes used

+ GLA Sample i.D. (one complete for each set) Spike standard identifier

* Initial sample volume or weight used Spike standard concentration
 LIMS batch reference number LCS and matrix spike information
 Analyst's signature and date prepared/analyzed » Fina! distillate volume

+ Data reviewer's signature and date

- Calibration standard identifiers and concentrations

+ All readings, dilution factors, and calculated results

This log should also include any unique observations noted in regard to specific samples.
Space will be reserved on each page for calculations and notes. All unused portions of
logbook pages must be z'ed out. Examples of a log book cover page and reagent
preparation sheets are provided in Appendix A of this SOP.

53 Sample Schedule - All samples will be tracked through the lab using GLA sample 1.D.
numbers generated by the GLA LIMS system.

.

6.0 QUALITY CONTROL
6.1  QUALITY CONTROL SAMPLES

Quality control samples are run at a minimum 10% frequency (i.e. one set with every batch of ten or
less samples). The results of these samples are used to gauge accuracy and precision of the
method. These samples include method blanks (MB), lab control samples (LCS), matrix spikes (MS)
and matrix spike duplicates (MSD). The quality control samples contain all reagents and are
sutjected to all preparation steps. They are processed and analyzed along with test samples.

6.2 METHOD BLANK

Matrix-matched method blanks (MB) containing all reagents and subjected to all preparation steps
are processed and analyzed along with the samples. Method blanks must produce a concentration
below the reporting limit (e.g. PQL, EQL, ...) for an analytical batch to be valid. These samples
provide a measure of laboratory and/or reagent contamination. Test sample results are not corrected
for the method blank concentrations.

6.3 LABORATORY CONTROL SAMPLE (LCS)

An external (independently sourced) reference standard is prepared within the working range of the
method and analyzed with each matrix per batch of ten or less samples (ie. minimum 10 %
frequency). The results of the samples must be within established control limits, or where there is not
enough data to calculate control limits, within 15% (10% for drinking waters) of the known value.

6.4 MATRIX SPIKED SAMPLES

Matrix spiked samples (MS and MSD) will be analyzed with a minimum frequency of 10% (e.g. one
set per 20 or less samples per matrix) and are used to determine accuracy and precision of a
method. The malrix spiked samples will be spiked using the same standards used to spike the LCS
samples. The analyzed result of the matrix spikes must be within established control limits, or where
there is not enough data to calculate control limits, within 25% of the known value.

6.5 SURROGATE MATRIX BLANK AND SPIKED SAMPLES
In cases where no additional sample is available for matrix spiking (e.g. wipes samples), a set of
surrogate matrix QC samples will be produced by digesting an appropriate substrate "blank” and two

spiked samples of the same substrate spiked with the same standards and at the same levels of the
LCS.
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6.6 QUALITY CONTROL TRACKING AND DATA REVIEW

The QC data is considered acceptable and actual samples results can be evaluated and reported by
the analyst if all QC samples are within established control limits.

6.7 METHOD OF STANDARD ADDITIONS

The method of standard additions is used for the analysis of all samples that have matrix
interferences such as sulfides. This procedure involves adding equal volumes of sample to a reagent
water blank and to a standard. The higher the degree of accuracy needed, the greater the number of
standard additions. The analytical signal for each of the prepared solutions is plotted on the vertical
axis, with the corresponding standard concentrations plotted on the horizontal axis. When the
resulting line is extrapolated back to zero analytical signal, the point at which the line crosses the
horizontal axis is the concentration (absolute value) of the sample. The results are considered valid
if:

s the plotted curve is linear over the concentration range of concern (slope should be less
than 20% different than the slope of the calibratiorf curve).

« the effect of the interference does not vary as the ratio of analyte concentration to sample
matrix changes and the standard addition responds in a similar manner as the analyte.

e the determination is free of spectral interferences and corrected for nonspecific >~
background interference.

For a single-addition method, the concentration would be calculated as follows:

Cx = Sa Vq Cq
(Sa—Ss) Vx

where: C, = Concentration of the sample
Sg = The analytical signal for the sample and water solution (corrected for the blank)
Vs = Volume of the standard solution added
Cs = Concentration of the standard solution added
Sa = The analytical signal for the sample and standard solution (corrected for the
blank)
Vs = Volume of the sample added to each solution.

Note: Vg and Cs should be chosen so that S, is roughly twice Sg on the average. It is best if

Vs is made much less than Vy , and thus Cg is much greater than Cy, to avoid excess dilution -
of the sample matrix. If a separation or concentration step is used, the additions are best
made first and carried through the entire procedure. '

6.8 CORRECTIVE ACTION

If a quality control measure fails, corrective action is taken to document steps taken to ensure the

accuracy of the data that is reported. Examples of when corrective action sheets are filled out are:

» A sample or QC is re-analyzed. This may be due to the QC parameter failing or mislabeling of
samples.

e Samples are reported with a QC result (blank, spike matrix) parameter out of control. In this
case, not only should a corrective action be initiated, but the data must be flagged.

+ A deviation from the normal SOP for the method is discovered (e.g. a digestion goes down to
dryness or a different concentration of reagent is used) and the sample is analyzed and reported.

s Anerror in a previously reported sample is discovered.
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7.0 SAMPLE MANAGEMENT

741 The procedure for sample management are detailed in the Great Lakes Analytical SOP for
sample receipt into the laboratory.

7.2 Sample Schedule: Analysts keep track of sample throughput by using the Laboratory
Information Management System (LIMS). The system is checked daily and a hard copy
generated. Samples for this method are queued under “AUTO". The information includes:
¢ Client name.

e Sample numbers.
s Project name.
s  Matrix. -\
e Hold time and turnaround time.
8.0 METHOD VALIDATION .

8.1 QUALITY CONTROL BOOK

Method validation must be performed before any actual samples can be analyzed. Method validation
studies are required to be stored in the QC logbook. Method exception studies must also be
performed to validate any exception taken by proving equivalency with the unaltered method. The
contents of the QC book include:

« Copy of the GLA Quality Control Manual.

Copies of GLA SOP and source methods.

Copy of the precision and accuracy study for the method.

Copies of all method detection limit studies and dates in use.

Check standard recovery tabulations and contro! limits.

Spike and spike duplicate recovery tabulations and contro! limits.

Corrective action sheets.

8.2 INTERNAL AUDITS AND PERFORMANCE EVALUATION SAMPLES

Internal audits will be performed periodically to assess analytical system performance. Performance
evaluation samples will be analyzed periodically to assess laboratory performance. (Refer to the GLA
Quality Assurance Plan.)

8.3 METHOD DETECTION LIMIT STUDY

8.3.1  The method detection limit (MDL) is defined as the minimum concentration of analyte that
can be determined with 99% confidence. It is determined as follows:

+ Prepare a minimum of seven replicate samples at a concentration at or near the
expected MDL. Carry these replicates through the entire sample preparation procedure
and analysis.

+ Calculate the MDL by taking the standard deviation of the resuits of the seven replicates

and multiply by the Student's t value at n-1 degrees of freedom (3.143 for seven
replicates).

8.3.2 Other factors such as matrix effects and instrument noise may affect the attainable detection

limit. These should be quantified if possible and taken in to account when determining an
MDL as the obtainable detection level may be artificially elevated due to these factors.
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A new MDL study must be performed to re-evaluate the method if any major instrument
maintenance or service is performed, if any new method exceptions or changes are made or
at least annualtly.

EQUIPMENT

Glassware required for each distillation set-up:

500-mL round bottom boiling flask.

Two-neck Claisen adapter with 24/40 ground glass joints.
Allhin condenser with 24/40 ground glass joints.

Tubing adapter with PTFE stopcock.

125-250 mL gas scrubbing bottle.

Gas scrubber/stopper with fritted end.

300-mm thimble top tube funnels.

100-250 mL volumetric flasks. .

s 100-250 miL graduated cylinders.

Heating mantle(s) for 500-mL round bottom flasks with adjustable temperature control.
Tygon tubing for connecting glass apparatus.

Analytical balance capable of weighing to the nearest 0.1 grams.
Lachat Quikchem AE Auto analyzer - capable of delivering and reacting samples and
reagents for automated continuous flow analysis, including:
Sampling device.

Multi-channel pump.

Reaction/mixing manifold for cyanide.

Colorimetric detector.

o Data acquisition device (computer).

Lead acetate paper, Fisher no. 14-862,

Potassium iodide (Ki)-starch paper, Fisher no. 14-860.
Teflon-coated stir bars and magnetic stir plate.

STANDARDS AND REAGENTS

Reagent water - ASTM Type Il or equivalent (DI water).

Ascorbic acid - crystal, ACS, analytical reagent grade, or USP, Mallinckrodt no. 1852.
Bismuth nitrate pentahydrate - Bi(NO;); » 5 H,0, Fisher no. B337, or Mallinckrodt no. 0256.
Bismuth nitrate, 0.062 M - Dissolve 30.0 g of Bi{NO3); « 5 H,0 into 100 mL of reagent water
in a 1-L reagent bottle. Add 250 mL of glacial acetic acid while stirring. Dilute to 1 L with
reagent water and mix.

Calcium hypochlorite - Ca(OCI),, Fisher no. C100.

Calcium hypochlorite, ~5% - Dissolve 50 g of Ca(CIO), in 1600 mL of reagent water. Store
protected from light exposure for up to one month.

Sodium hydroxide - NaOH pellets, Fisher no. S318, or Mallinckrodt no. 7708. CAUTION:
Sodium hydroxide is corrosive.

Sodium hydroxide solution, 1.25 N - Dissolve 50 g of NaOH per liter of reagent water.
Sulfamic acid - H,NSO,H, Fisher no. A295, or Mallinckrodt no. 1931.

Sulfamic acid solution, 0.4 N H,NSO4H - Dissolve 40 g of H,NSO5H in 1 L of reagent water.
Sulfuric acid - concentrated H,SO,, Fisher no. A300. CAUTION: Sulfuric acid is corrosive.
Suifuric acid, 18 N - Carefully dilute 500 mL of concentrated H,SO, into 500 mL of reagent
water, or use purchased 50% v/v (Fisher LabChem no. LC25640).

Magnesium chioride hexahydrate - MgCl, ¢ 6 H,0, Fisher no. M33, or Mallinckrodt no. 5958.
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NOTE:

111

11.2

11.2.1

Magnesium chioride solution - Dissolve 510 g of MgCl, e 6 H,0 per liter of reagent water.
Sodium arsenite - NaAsO,, Fisher no. S2251. CAUTION: Arsenic compounds are toxic!
Sodium arsenite solution, 2% (w/v) NaAsO; - Dissolve 2 g of NaAsO,, into 100 mL of reagent
water.

Stock cyanide solutions - Calibration and spiking/check standards are prepared separately

from independent sources of potassium cyanide (KCN, for example Fisher no. P223I,

Mallinckrodt no. 6881). CAUTION: Poison! Standards expire one year from date of

preparation.

e Weigh ~260 mg of potassium cyanide (KCN) and 0.1-0.2 g NaOH (several pellets) into a
1-L volumetric flask, dissolve in reagent water, dilute to the mark and mix. This solution
is approximately 100 ppm CN". Label this solution calibration standard “A". Actua!
concentration is determined titrimetrically per Appendix B.

e Weigh ~260 mg of potassium cyanide (KCN) and 0.1-0.2 g NaOH (several pellets) into a
1-L volumetric flask, dissolve in reagent water, dilute to the mark and mix. This salution is
approximately 100 ppm CN’. Label this solution calibration standard “B". Actual
concentration is determined titrimetrically per Appendix B.

Standard silver nitrate solution(s), 0.01-0.02 N AgNO, - for example, Fisher (LabChem) no

22630, Mallinckrodt no. H394. Solutions from two sources required.

p-Dimethylaminobenzalrhodanine - Aldrich no. 11,458-8, or Mallinckrodt no. 2754.

Acetone - reagent grade, Fisher no. A18.

Indicator solution - Dissolve 20 mg of p-dimethytaminobenzalrhodanine in 100 mL of acetone.

Barbituric acid - Aldrich no. 18,569-8, or Mallinckrodt no. 2046.

Pyridine - CsHsN, Fisher no. P368. CAUTION: Strong odor.

Hydrochloric acid - concentrated HCI, Fisher no. A508. CAUTION: Hydrochloric acid is

corrosive. :

Pyridine-barbituric acid reagent - Weigh 15 g of barbituric acid into a 1-L reagent bottle.

Rinse down the sides and wet with about 100 mL of reagent water. In a fume hood, add 78

mb of pyridine, and mix thoroughly. Carefully add 15 mL of concentrated HCI and mix.

Transfer to a 1000-mL volumetric flask and dilute to the mark with reagent water. Mix until all

of the barbituric acid has dissolved. This solution should have a pale straw color. A dark

orange or yellow indicates improper preparation and reagent needs to be re-prepared. This
solution is stable for six months.

Sodium phosphate, monobasic, monchydrate - NaH,PO, « H,O, Fisher no. S369.

Sodium dihydrogen phosphate buffer, 1 M - Dissolve 138 g of NaH,PO,4 « H,O in 1 L cf

reagent water. Store refrigerated.

Chloramine-T, Mallinckrodt no. 0614-58.

Chloramine-T solution - Dissolve 2.0 g of chloramine-T in 500 mL of reagent water.

Glacial acetic acid, CH;COOH, Fisher no. A38.

Dilute acetic acid - Dilute 1 mL of glacial acetic acid to 100 mL with reagent water.

PROCEDURE

Method validation (section 8.0) must be performed before samples can be analyzed.

Assemble all materials and equipment required for the procedure. A daily calibration check
of the analytical balance must have been performed prior to its use in weighing samples or
standard materials. Record all pertinent sample information in the log book(s) before
beginning the analysis.

PREPARATION OF QUALITY CONTROL AND TEST SAMPLES

For Method Blanks:
+ Liquid samples - Aliquot 250 mL of reagent water jnto a clean 500-mL round bottom flask.

+ Solid samples - Weigh 10 g of clean sand (20 g for reactive cyanide) into a clean 500-mL
round bottom flask. Add 250 mL of reagent water.

May 11, 1999 ) Page 8 of 24



GLA 3354 BG ’ Revision 2.1

11.2.2 For Laboratory Control Samples (samples contain approximately 400 ppb CN’).

Liquid samples - Aliquot 250 mL of reagent water into a clean 500-mL round bottom flask.
Accurately aliquot 1.0 mL of spiking standard ‘B’ into the flask.

Solid samples - Weigh 10 g of clean sand (20 g for reactive cyanide) into a clean 500-mL
round bottom flask. Add 250 mb of reagent water. Accurately aliquot 1.0 mL of spiking
standard ‘B’ into the flask.

11.2.3 For Test Samples:

11.2.4

11.2.5

11.3

11.3.1

11.3.2

Aqueous liquids - A representative 250 mL aliquot of sample is placed into a clean 500-
mL round bottom flask. (If high cyanide content is expected, a proportionatly smaller
sample can be used. Bring the lotal volume to 250 mL with reagent water.)

Non-aqueous liquids - Transfer a representative 25 g portion of well mixed sample into a
clean 500-mL round bottom flask. Add 225 mL of reagent water to the flask.

Mixed liquids (agueous/non-aqueous) - The sample should be well mixed before pouring
a representative aliquot. The analyst should use his/her own judgment in determining the
proper aliquot size so as not to exceed 20% (50 mL) of non-aqueous portion of sample.
If less than 250 mL is used, reagent water is added to bring the total volume to 250 mL.
Solid samples - A representative 10 g portion of sample is weighed into a clean 500-mL
round bottom flask. Use 20 g of sample for reactive cyanide determinations. Mixed
solids may require particle size reduction to assure a homogeneous sampling of ali solids
in the sample. Add 250 mL of reagent water to the flask. (If high cyanide content is
expected, a proportionally smaller sample can be used.)

For Matrix Spike Samples (samples have approximately 400 ppb CN’ added):

Liquid samples - Measure two additional 250 mL aliquots of one sample, making sure to
sample as homogeneous a mixture as possible. Accurately aliquot 1.0 mL of spiking
standard “B" into the replicate samples, and mark them as MS and MSD.

Solid samples - Weight two additional aliquots of one sample, making sure to sample as
homogeneous a mixture. Add 250 mL of reagent water to each flask. Accurately aliquot
1.0 mL of spiking standard “B" - into the replicate samples, and mark them as MS and
MSD.

Add stirring bars to samples for reactive cyanide determinations (proceed to section 11.5).
Add several boiling chips to samples for distillation (proceed to section 11.3).

NOTE: Samples for total and amenable cyanide determinations must be screened for
sulfide and oxidants!

SAMPLE SCREENING AND PRE-TREATMENTS

Sulfide:

Screening is performed by placing several drops of a water sample or of the soil/water
slurry on a strip of lead acetate paper which has been moistened with dilute acetic acid.
A blackening of the paper indicates the presence of sulfides, and the sample must be
treated prior to distillation.

Pre-treat for sulfides by adding 25 mL of bismuth nitrate solution to the sample and mixing
for 5§ minutes before starting distillation.

Oxidants:

Screening is performed by placing several drops of a water sample or of the soil/water
slurry on a strip of Ki starch paper. A darkening or blue color of the paper indicates the
presence of chlorine or other oxidants, and the sample must be treated prior to
distillation.

Pre-treat for oxidants by adding small amounts' of ascorbic acid to the sample until a
negative result is obtained for the Kl-starch paper test. Then add an additional ~0.5 g of
ascorbic acid.
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11.3.3 Samples screened for sulfides and oxidants are now ready for distillation and/or pre-
treatment for cyanide amenable to chlorination (sections 11.4 and 11.5).

11.4 CHLORINATION OF SAMPLES
This treatment only for samples of cyanides amenable to chlorination.

NOTE: This procedure must be performed under amber or reduced lighting. Potassium ferricyanide
may decompose under fluorescent lighting or sunlight, producing a positive result for cyanide
amenable to chlorination.

11.4.1 Prepare two identical replicate samples for total cyanide. Reserve one replicate for a normal
total cyanide analysis. :

11.4.2 To the other replicate, in a hood, add smail amounts of a 5% calcium hypochlorite solution to
the sample while stirring on a magnetic stir plate until an excess of hypochlorite is present, as
indicated by a positive Kl-starch paper test. ’

11.4.3 Test the sample every ten minutes and maintain an excess of hypochlorite on the sample for
one hour.

11.4.4 Add 1 mL portions of 0.1 N sodium arsenite solution until Kl-starch paper indicates no
residual chlorine. Add an additional 5 mL of 0.1 N scdium arsenite solution to ensure an
excess of reducing agent.

11.4.5 Samples screened for oxidants, sulfides, and treated for amenable cyanides are now ready
for distillation (section 11.5).

11.5 DISTILLATION PROCEDURE
11.5.1 Assemble each digestion unit in accordance with Figure 1.

11.5.2 Aliquot 50 mL of 1.25 N NaOH into each scrubber bottle, and add enough reagent water to

cover the fritted glass bubbler on the end of the stem. Close the stopcock valve on the
adapter.

11.5.3 When all scrubbers have been prepared, switch on the vacuum pump and adjust the
stopcock valve on each set-up to allow a slow stream of air to pass through the system.
Adjust the valve so that roughily two bubbles per second enter the 500 mL digestion flask
through the end of the tube funnel.

11.5.4 Add distillation reagents:
¢ For total and amenable cyanide only: 25 mL of sulfamic acid solution to each sample
through the tube funnel. Allow to mix for three minutes minimum.
e 50mL of 18 N H,SO, (25 mL for reactive cyanide) to each sample.
s For total and amenable cyanide only: 20 mL of 2.5 M MgCl, solution to each sample.

11.5.5 For total and amenable cyanide only, distill the samples (for reactive cyanide, stir the
samples at room temperature and allow air flow to continue for 30 minutes);
e Switch on heating mantles and set to high.
+ Note the time that each sample begins boiling to the nearest 5 minute interval, and note
on the flask with a marking pen. .
+«  Continue refluxing for one hour. Turn off mantle(s) and continue the airflow for at least
15 minutes.
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e Allow the boiling flask to cool, dislodge the tube funnel stopper and close the vacuum
valve.

11.5.6 Quantitatively transfer the scrubber solutions into clean 250-mL volumetric flasks and dilute
to the mark with reagent water. The distillates are now ready for automated (LACHAT) cr
manual colorimetric (Milton-Roy SPEC 20) analysis.

NOTE: If samples are not to be run on the same day distilled, the distillates are stored in the
refrigerator, or transferred to plastic sample cups and stored refrigerated.

11.6 PREPARATION OF CALIBRATION AND CHECK STANDARDS

11.6.1 Calibration standards are prepared by serial dilutions of stock standard “A”. Note that finz!
concentrations of the standards depend upon the concentration of the calibration sourcs
standard as determined titrimetrically (Appendix B). “(Sodium hydroxide is added to eacn

standard to matrix match the standards with the distillates.) Prepare standard set per Tab'e
1.

Table 1.
Preparation of Calibration Standards.
Standard Volume Stock Final Volume 1.25 N Approx. CN'
Level Standard (mL) | Volume (mL) NaOH (mL) COH‘ZSBLF;NOH
A 1.0 100 20 1000
B 0.5 100 20 500
C 0.2 100 20 200
D 0.1 100 20 100
E 0.05 100 20 50
F 0.025 100 20 25
G 0.010 100 20 10
H 0.00 100 20 0

11.6.2 Check Standard - A Check Standard is prepared fresh daily. The check standard is prepared
by aliquoting 0.5 mL of Spiking Source Standard “B" into a 100-mL volumetric flask, adding
20 mL of 1.25 N NaOH, diluting to the mark with water, and mixing. This check standarz

contains approximately 500 ppb cyanide. Reserve the previous check standard as it will alsz
be evaluated with the run as the “old check standard”.

NOTE: At client request. high and low standards may be distilled along with samples. Trz
concentrations of the distilled check standards should be + 10% of the undistilled standards.

11.7 OPERATION OF THE LACHAT ANALYZER

11.7.1 Power up the Lachat analyzer in accordance with the manufacturer's instructions. Allow the
system to warm up at least 15 minutes.

11.7.2 Install the cyanide manifold, sample loop, and filter, making sure that all connections have
been made and properly tightened.

11.7.3 Place the reagent uptake tubes in their appropriate reagent bottles and prime the system
while checking for leaks.
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11.7.4 Pour an aliquot of each Calibration Standard (A-H) into 6-mL disposable culture tubes and
place in the corresponding sampler positions (see Table 2).

Table 2.
Positions of Samples in the Analyzer.
Position Sample Position Sample Position Samplie
1 Blank 5 High Ca! Std 9 Matrix Spike
2 Blank 6 Blank 10 Matrix.Spike _
Duplicate
3 Old Check Std 7 Method Blank 1 Matrix Sample
4 New Check Std 8 LCS 12 Blank

11.7.5 The remaining samples from the batch are [oaded into the sampler with a Check Standard
and Calibration Blank every ten or less samples, including the QC spikes and samples. Each
analytical run must end with the analysis of a blank ang check standard.

11.7.6 Select "ANALYSIS METHOD SELECT AND DOWNLOAD" and select the "CYANIDE - NO
BOUND" program. The system will now call up its operating parameters and set a baseline.
Observe this baseline on the instrument screen. If it appears unstable or drifts upward or
downward, allow more warm up time for the insirument. Other baseline anomalies may be
indicative of other system problems and the operations manual should be referenced and the
Department Manager notified.

11.7.7 After the baseline has stabilized, select "SUBMIT" and "CALIBRATE NOW". The system will
re-zero the baseline and perform a calibration. The data system will perform a linear least
squares regression analysis based on the segments selected. All usable segments must
have an R? fit of .9950 or better to be deemed acceptable. If the calibration fails to meet this
criteria, the system will indicate this and require analyst review of the calibration prior to
acceptance. The reason for the calibration failure should be determined and the calibration
re-run if necessary.

NOTE: It is recommended that the analyst review the calibration data before running
samples, even if the calibration has passed. A good mathematical curve fit might not
produce accurate results near the detection limit/baseline, and the curve might necessarily
need to be re-run even though the fit was acceptable due to anomalous baseline response.

11.7.8 After the calibration has been passed and accepted by the analyst, - select
“IDENTIFICATION". Remove the default end run marker (..) by overwriting with two spaces.
Escape to exit.

11.7.9 Select “"RUN CURRENT TRAY". Foilow the instructions to initiate the run using “Y" for start
tray, “96" for number of samples, and “1” for tray start position.

11.7.10 The analyzer will run the samples and determine the cyanide concentrations using the newly
created calibration curve. For this data to be acceptable, the criteria in Table 3 must be met.

NOTE: Batch data not within specified limits may be re-analyzed later in the run. The ICB,
ICV, and High Calibration Standard must pass to continue with the run. Any dilution factors
used on samples are to be noted in the log book and on the run sheet. Samples falling
outside the high end of the curve may be diluted with 0.25 N NaOH and re-run.

In addition, if the old versus new check standards fail to meet the above criteria and fresh
working standard preparation does not resolve the discrepancy, the stock standards should
be re-titrated to verify the cyanide concentration of BOTH calibration and spiking standard. If
the concentration has changed, the standards and logs must be updated as if a new
preparation had been performed, but using the original expiration date(s).
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Table 3.
Run Data Acceptance Criteria.
Sample Type Acceptance Parameter Action Upon Parameter Failure
Blanks < Reporting D.L. or Re-analyze blank - if still fails, recalibrate and re-

<M.D.L (spec case)

run - if still fails prepare fresh, re-cal and re-run

Old Check Std

+ 10 % of known value

Re-analyze check std - if still fails, recalibrate and
re-run - if still fails prepare fresh and re-run

Must be within 10 % of old check std, else prepare

Method Blank

<M.D.L (spec case)

L)
New Check Std | + 10 % of known vaiue fresh calibration standards and re-calibrate
High Cal Std + 10 % of known value Re-ana_lyzg sta.ndard - if still fails, recalibrate and
re-run - if still fails prepare fresh, re-cal and re-run
< Reporting D.L. or Re-analyze - if contamination is suspected,

redigest - if proven, redigest batch if hits

within established

If out of contrpl, re-analyze - if still fails, redigest - if

LCS control limits or 85-115 still fails, re-cal - if still fails, redigest set
Matrix Spike within.e§tablished Evaluate data, must obtain managerial approval
control limits and RPD to report, initiate corrective action
Matrix Spike within established Evaluate data, must obtain managerial approval
Duplicate control limits and RPD to report, initiate corrective action

Sample Results

within 10% of calibration
curve high standard

Dilute sample with cal blank solution and re-run

Continuing o | Correct problem, reanalyze all samples since last
Check Stds *20 % of known value good CCV - if fails, re-cal and re-run
Continuing < Reporting D.L. or Correct problem, reanalyze all samples since last
Blanks <M.D L (spec case) good CCB - if fails, re-cal and re-run
11.8 CALCULATIONS

After a run has been completed and all of the verification standards are in control, the data may
calculated and reported.

11.8.1 Liquid Samples:

Lachat result x dilution factor x final distillate volume (mL)
initial sample volume (mL) x 1000

mgCN /L =

11.8.2 Solid Samples:

Lachat result x_dilution factor x final distillate volume (mlL)
initial sample weight (g) x 1000

mgCN /L =

{The dilution factor is 1, unless additiona! dilution of the sample was done at the instrument.)
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11.8.3 For amenable cyanide:

Cyanide amenable to chlorination =
Total cyanide (untreated sample) - Total cyanide (treated sample)

NOTE: The cyanide amenable to chorination test is subject to a matrix interference in the
presence of iron-cyanide complexes. If the result of the treated sample is higher than the
total cyanide result but is within precision limits for the method, the result should be reported
as “no determinable quantities of cyanide amenable o chlorination”. 1If the difference is
greater than precision limits, the nature of the intererence should be determined and
accounted for in the reported result.

~

11.8.4 Percent Recovery Calculation for spiked samples and LCS:

% Recovery = Calculated Spike Conc. — Conc. of Sample X 100%
Spike Conc. Acded

11.8.5 Relative Percent Difference (%RPD) for duplicais analyses:

%RPD = |Conc. of 1% Analysis - Conc. of Duplicate Analysisl X 100%
(Conc. of 1¥ Analysis + Conc_cf Duplicate Analysis)/2

12.0 MAINTENANCE AND TROUBLESHOOTING
121 GENERAL

Glassware should be cleaned appropriately (see Section £.0) to avoid sample contamination.
Equipment should be kept clean and maintained to avoid sarple contamination and assure proper
operation. Manuals supplied by the manufacturers with the instrumentation typically have
informational and troubleshooting sections.

12.2 TECHNICAL SUPPORT

Technical support is available from equipment manufacturers (for example, by telephone, fax, or e-
mail). They can be used who may be unsure of the instrumentation and a good resource when
troubleshooting options have been exhausted. Technical support departments can readily supply
part numbers.

13.0 REFERENCES

13.1  Method 335.4. Cyanide, Total (Semi-automated colorimetry).

13.2 Methods 4500-CN: A, B, C, E, G, and |. Standard Methods for the Examination of Water
and Wastewater, 18" Edition, 1992.

13.3 Methods SW-846 - 9010B (Revision 2). Total and Amenable Cyanide, Distiliation; and
9012A (Revision 1). Total and Amenable Cyanide {Automated Colorimetric, with Off-line
Distillation).

134  Methods SW-846 (Revision 2) - Chapter Seven: Characteristics Introduction and Regulatory
Definitions, Section 7.3.3: Reactive Cyanide (pages 4-8).

13.5  Great Lakes Analytical Quality Assurance Program Manual.

13.6  Great Lakes Analytical Chemical Hygiene Plan.

13.7  Great Lakes Analytical SOP for Login Department.

13.8  Great Lakes Analytical SOP for Hazardous Sample Mznagement.

14.0 DEFINITIONS

See the Great Lakes Analytical Quality Assurance Pragram Manual
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Figure 1.

Apparatus for cyanide distillation.

500-mL Round-bottom flask

Claissen adapter

Thistle top tube funnel

Allihn condenser
Stopcock/connecting tubing

Gas scrubber/absorber

Vacuum trap (outlet to vacuum pump)

NoohowN~
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May 11 1999

Revision 2 1

APPENDIX A.

EXAMPLES OF DOCUMENTATION SHEETS.

Log book cover page.

Reagent preparation log sheet - 10.17:
Reagent preparation log sheet - 10.10:
Reagent preparation log sheet - 10.14:
Reagent preparation log sheet - 10.27:
Reagent preparation log sheet - 10.25:

~ Cyanide determinations run log.

"Stock calibration/reference standards.

Sulfamic acid solution.
Magnesium chloride solution.
Phosphate buffer solution.

Pyridine-barbituric acid reagent.
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Book nnn
TOTAL CYANIDE
(TOTAL AND AMENABLE CYANIDES)
GLA 335.4 BG

PREPARATION AND ANALYSIS
LOG BOOK

Date Started:

Date Stopped:

This is a controiled document (properly identified and logged):

QA Manager: Date:

GREAT LAKES ANALYTICAL
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REAGENT PREPARATION LOG SHEET
GLA 335.4 BG CYANIDE: STOCK CALIBRATION/REFERENCE STANDARDS

Preparation of Cyanide Stock Standard Solutions (10.17)

Weigh ~260 mg of KCN and 0.1-0.2 g NaOH (several pellets) into a 1-L volumetric flask, dissolve in
reagent water, dilute to the mark and mix. This solution is approximately 100 ppm CN". Label the
solution calibration standard “A" or “B" as appropriate. Actual concentrations are determined
titrimetrically per Appendix B.

Reagent Weight (g) Manufacturer Lot No. GLA No. Rec'd Date

KCN “A”

KCN "B"

NaOH

Silver nitrate Concentration (N)

71 Mallinckroat

- #2 Ricca <

Analyst/date:

Titration of Cyanide Stock Standard Solution “A”

Date Initials Silver Nitrate Volume Titrant (ml) | Calculated Cyanide {mg/L)
\ #1
#2
Average cyanide concentration =

GLA Code No.: Exp. Date:

Titration of Cyanide Stock Standard Solution “B”

Date Initials Silver Nitrate Volume Titrant (mL) | Calculated Cyanide (mg/L)
#1
#2
Average cyanide concentration =

GLA Code No.: Exp. Date:
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REAGENT PREPARATION LOG SHEET
GLA 335.4 BG CYANIDE: REAGENTS FOR DISTILLATIONS

Preparation of Sulfamic Acid Solution (10.10)

Dissolve 40 g of sulfamic acid (H,NSO,H) in 1 L of reagent water.
Reagent Manuf. Lot No. GLA No. | Rec'd Date | Weight (g) | GLA Code No. Expiry Analyst
Initals/Date

Sulfamic acid

N =} b ]l | ] | -
o| o] | Jj o] o 2| & | = S ©] | ~| o] | &l w| o] -
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REAGENT PREPARATION LOG SHEET
GLA 335.4 BG CYANIDE: REAGENTS FOR DISTILLATIONS

Preparation of Magnesium Chioride Solution (10.14)
Dissolve 510 g of magnesium chloride (MgCl,) in 1 L of reagent water.
Reagent Manuf. Lot No. GLA No. Rec'd Date | Weight(g) | GLA Code No. Expiry

Analyst
Initals/Date

MgCl,

@ N D] ;] H W D] -
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GLA 335.4 CYANIDE: REAGENTS FOR DISTILLATIONS

REAGENT PREPARATION LOG SHEET

Revision 2.1

Preparation of Phosphate Buffer Solution (10.27)

Dissolve 138 g of sodium phosphate dibasic (NaH,PQ,) in 1 L of reagent water. Store refrigerated.

Reagent

Manuf.

Lot No.

GLA No. Rec'd Date | Weight (g) | GLA Code No.

Expiry

Analyst
Initals/Date

NaH,PO,

O] | N O O] AW N —

-
o

-
-

-
N

-
w

Py
H

-
(8]

b
=2

-2
~

—_
[e -]

-
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N
[=]
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REAGENT PREPARATION LOG SHEET

GLA 335.4 CYANIDE: REAGENTS FOR ASSAY

Revision 2.1

-Preparation of Pyridine-Barbituric Acid Reagent (10.25)

Weigh 15 g of barbituric acid (A) into a 1-L reagent bottle. Rinse down the sides and wet with about 100 mL of reagent water. In a fume hood,
add 75 mL of pyridine (B), and mix thoroughly. Carefully add 15 mL of concentrated HCI (C) and mix. Transfer to a 1000-mL volumetric flask

and dilute to the mark with reagent water. Mix until all of the barbituric acid has dissolved. This solution is stable for six months.

Reagent Manuf. Lot No. GLA No. Rec’d Date
A-1 Barbituric acid

2
8-1 Pyridine

-2
C-1 conc. HCI

-2

Barb. Acid (A) | Weight A (g) Pyridine (B) | conc. HCL. (C) GLA Code No. Expiry Analyst
Initals/Date
A1 B-1 C-1

ol 2l ol Bl 2| 8] ©f ®] <) o] »f &) w) o] -
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GLA 335.4 CYANIDE RUN LOG Pagenof N
Batch No.: Matrix:
Analyst Date Spiking/Cal. Standard Conc. Expiry
Sample Prep.: GLA-
Sample Analysis: GLA-
Carrier: Buffer: Reagent: Chlor-T:
Client GLA AL"S‘::IM Dilution | Lachat | Lachat Ca;zz;l:ltted Recovery
Sample iD (mUg) Factor | Reading | Result (mg/L CN) (%)
1 MB
2 LCS
3 MS
4 MSD
5
6 R
7 _:-.
8 .
9
10
11 -
12
13 -
14
15 v
16
17
18
19
20
21
22 ey
23
24
GREAT LAKES ANALYTICAL
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B.A

B.2

B.3

B.4

B.5

B.6

B.7

APPENDIX B. .

DETERMINATION OF CYANIDE CONCENTRATIONS BY TITRATION.

Cyanide in solution forms a complex with added silver ion. After all cyanide becomes bound,
excess silver ion is detected by the silver sensitive indicator p-dimethylaminobenzalrhodanine,
which changes from a yellow to a salmon color.

Aliquot 50 mL of the approximately 100 ppm cyanide stock solution to a beaker suitable for
titration, add 5 mL of 1.25 N NaOH, a stir bar, and 0.5 mL (10 drops) of indicator solution.
Provide moderate stirring.

Place silver nitrate (AgNO,) titrant #1 into a 10-mL buret, and titrate the diluted cyanide
solution to the first change in color from a canary yellow to a salmon hue. Record the volume
used.

Prepare and titrate 5 additional aliquots of cyanide stock standard solution, 2 using titrant #1
and 3 with titrant #2.

Prepare a blank by adding 5§ mL of 1.25 N NaOH to 50 mL of reagent water. Add 0.5 mL (10
drops) of indicator solution. Plate on the magnetic stirrer and titrate. Record the volume of
titrant used.

Calculate the concentration of cyanide in the stock standard from each titration by:

mgCN/L = (A-B) x normaliy titrant x 10
0.0192

Where:

A = volume of titrant used for cyanide stock standard solution.

B = volume of titrant for blank.

10/0.0192 is the conversion factor for normality silver nitrate to mg/L (ppm) cyanide, and
accounting for the volume of cyanide stock standard used.

Calculate the average concentration determined.
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1.0 APPLICABILITY

This standard procedure (SOP) provides instructions for performing the synthetic precipitation leaching
procedure (SPLP). This SOP is an interpretation of EPA Method SW-846 no. 1312. This SOP is to be
used in conjunction with the analysts’ in-laboratory training, the Great Lakes Analytical Chemical Hygiene
Plan (CHP), and the Great Lakes Analytical Quality Assurance Program.

11 MATRICES

This method is applicable to liquid, solid, and multi-phasic samples.
1.2 REGULATORY APPICABILITY

40 CFR 121

20 SUMMARY

The synthetic precipitation leaching procedure (SPLP) is designed to simulate the leaching wastes will
undergo when exposed to rain water. Samples are extracted with sulfuric acid/nitric acid solution at pH
4.2 or 5.0 (water for samples that may contain cyanide and for analysis of volatile compounds) for 18 + 2
hours. The specific extraction fluid used depends upon the source of the sample (east or west of the
Mississippi River). This SPLP is designed to determine the mobility of both organic and inorganic
analytes present in liquid, solid, and multi-phasic samples.

21 Liquid samples (i.e. samples containing less than 0.5% dry solid material) are filtered through a
0.6 to 0.8 um glass fiber filter to produce the SPLP extract.

22 For samples containing more than 0.5% solids, the liquid (if any) is separated from the solid
phase and stored for later analysis. The particle size of the solid phase is reduced if necessary.
The solid phase is extracted with an amount of extraction fluid equal to 20 times the weight of the
solid phase. The extraction fluid employed is a function of the alkalinity of the solid phase of the
sample. Zero-headspace extractors (ZHE) are used when testing for volatile analytes. (See
Appendix A for a list of volatile compounds.) Following extraction, the liquid extract is separated
from the solid phase by filtration through a 0.6 - 0.8 um glass fiber filter.

23 If compatible (i.e. multiple phases will not form on combination), the ‘initial liquid phase of the
sample is added to the liquid extract, and analyzed together. |f incompatible, the liquids are
analyzed separately and the results are mathematically combined to yield a volume-weighted
average concentration.

3.0 SAFETY

341 GENERAL

This SOP does not address all safety issues associated with its use. A reference file of material
safety data sheets (MSDS's) is available to all personnel, along with the Great Lakes Analytical
Chemical Hygiene Plan. Gloves are worn when handling chemicals and reagents.

3.2 CHEMICAL HYGIENE PLAN

The Great Lakes Analytical Chemical Hygiene Plan (CHP) is designed to establish safe work
procedures and minimize exposure to hazardous chemicals encountered in the laboratory. The CHP

provides information to employees regarding potential hazards and training to minimize these
hazards.
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3.3  HAZARDOUS SAMPLES '

All samples that are received by' the Iabofatory have the possibility of containing hazardous
components. They should be treated with caution at all times. Gloves are worn when handling
samples. Also see the Great Lakes Analytical SOP for Hazardous Sample Management.

4.0 INTERFERENCES

4.1 Potential interferences that may be encountered during analyses are discussed in the individual
analytical methods.

4.2 Daily monitoring test of the deionized water supply must have been performed and pass or
meet appropriate criteria for analysis before the water can be used in sample preparation. All
glassware to be used in the analysis must be cleaned and rinsed thoroughly. Periodic
cleaning of sample preparation and analysis areas will be performed. Deionized water used
for the extraction of volatile analytes must be boiled for a minimum of one hour prior to use to
remove low level contaminants.

50 RECORD KEEPING

5.1 Each analyst is responsible for keeping accurate and up-to-date records of all SPLP
extractions performed.

5.2 SPLP Logbooks:
Logbooks will be maintained for all SPLP extractions. Examples of sheets for these logbooks

can be found in Appendix B. All information regarding samples processed in the lab will be
entered into these bocks. This information will include but is not limited to:

« Method reference number * Sample matrix type

« Client Name for each set of samples * Final extraction volume and pH

+ GLA Sample I.D. (one complete for each set) + Initial sample weight used

« Analyst's signature and date/times of extraction * LCS and matrix spike information

+ All readings, including volumes and weights of materials

This logs should also include any unique observations noted in regard to specific samples.
Space will be reserved on each page for calculations and notes. All unused portions of
logbook pages must be z'ed out.

53 Sample Schedule - All samples will be tracked through the lab using GLA sample [.D.
numbers generated by the GLA LIMS system.

6.0 QUALITY CONTROL
6.1  METHOD BLANK

A minimum of 1 blank (using the same extraction fluid and vessel type as the samples) must be
analyzed for every batch of extractions that have been conducted in an extraction vessel. Matrix-
matched method blanks (MB) containing all reagents and subjected to all preparation steps are
processed and analyzed along with the samples. Method blanks should produce a concentration
below the reporting limit (e.g. PQL, EQL, ...) for an analytical batch to be valid. These samples
provide a measure of laboratory and/or reagent contamination. Test sample results are not corrected
for the method blank concentrations.
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6.2 MATRIX SPIKE/MATRIX SPIKE DUPLICATE (MS/MSD)

With each batch of 20 samples or less, a matrix spike and matrix spike duplicate is prepared using
aliquot volumes from one of the samples in the batch. More specific discussion on acceptance
criteria and spike concentrations can be found in the corresponding analysis SOPs. Discussion of
how the spike is added to the sample can be found in section 11.2.8.

6.3 CORRECTIVE ACTION

If a quality control measure fails, corrective action is taken and documented to ensure the accuracy of

the data that is reported. Examples of when corrective action sheets are filled out are;

¢ A sample or QC is re-analyzed. This may be due to the QC parameter failing or mislabeling of
samples.

e Samples are reported with a QC result (blank, spike matrix) parameter out of control. In this
case, not only shouid a corrective action be initiated, but the data must be flagged.

e A deviation from the normal SOP for the method is discovered (e.g. a digestion goes down to
dryness or a different concentration of reagent is used) and the sample is analyzed and reported.

e Anerror in a previously reported sample is discovered.  *

7.0 SAMPLE MANAGEMENT

71 The procedures for sample management are detailed in the Great Lakes Analytical SOP for
sample receipt into the laboratory.

7.2 Sample Schedule: Analysts keep track of sampie throughput by using the Laboratory
Information Management System (LIMS). The system is checked daily and a hard copy
generated. Samples for this method are queued under *SPLP". The information includes:

+ Client name.

Sample numbers.

Project name.

Matrix.

Hold time and turnaround time.

8.0 METHOD VALIDATION
81  QUALITY CONTROL BOOK

Method validation must be performed before any actual samples can be analyzed. Method validation
studies are required to be stored in the QC logbook. Method exception studies must also be
performed to validate any exception taken by proving equivalency with the unaltered method. The
contents of the QC book include:

Copy of the GLA Quality Assurance Program.

Copies of GLA SOP and source methods.

Copy of the precision and accuracy study for the method.

Copies of all method detection limit studies and dates in use.

Check standard recovery tabulations and control limits.

Spike and spike duplicate recovery tabulations and control limits.

Corrective action sheets.

8.2 QUALITY ASSURANCE PROGRAM
Internal audits will be performed periodically to assess analytical system performance. Performance

evaluation samples will be analyzed periodically to assess laboratory performance. (Refer to the GLA
Quality Assurance Program.)
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9.0

9.1

8.2

9.3

94

EQUIPMENT

Agitation apparatus: The agitation apparatus must be capable of rotating the extraction vessels
in an end-over-end fashion at 30 + 2 rpm (see Figure 1). The rotation rate of each device should
be checked monthly by placing a highly-visible marker on the device and counting the number of
revolutions over a 60 second period. Some examples of suitable apparatus are: Analytical
Testing & Consulting Services no's. DC20x and DC24C, Associated Design & Manufacturing
Company no's. 3740-nn-BRE, Environmental Machine & Design no. 08-00-00, IRA Machine
Shop & Laboratory no. 011011, Lars Lande Manufacturing no. 10VRE, and Millipore Corp.
no's.4-ZHE and YT310RAHW.

Zero-headspace extraction vessels (ZHE): These devices are only used when the sample is
being tested for the mobility of volatile analytes. The ZHE (see Figure 2) allows for liquid/solid
separation within the device, and effectively precludes headspace. This type of vessel allows for
initial liquid/solid separation, extraction, and final extract filtration without opening the vessel.
The vessels have an internal volume of 500-600 mL, and are equipped to accommodate a 90-
110 mm filter. The devices contain VITON o-rings which should be replaced when wom. Some
examples of suitable ZHE devices are: Analytical Testing & Consulting Services no. C102,
Associated Design & Manufacturing Company no. 3745-ZHE, Environmental Machine & Design
no. VOLA-TOX1, Lars Lande Manufacturing no. ZHE-11, and Millipore Corp. YT300S0HW.

e The components of the ZHE extractors which will contact the samples (expecially the viton
rubber components) should be heated in a 105°C oven for a period of one hour and allowed
to cool completely before assembling the extractors.

e For the ZHE to be acceptable for use, the piston within the device should be able to be
moved with approximately 15 psi or less. [f it takes more pressure to move the piston, the o-
rings in the device should be replaced. |If this does not solve the problem, the ZHE is
unacceptable for SPLP analyses and the device repaired or discarded.

» The ZHE devices should be checked for leaks after each extraction. If the devices contain
built-in pressure gauges, pressurize to 50 psi, allow to stand for 1 hour, and recheck the
pressures. |If the devices do not have built-in pressure meters, pressurize to 50 psi,
submerge in water, and check for air bubbles escaping from any of the fittings. If pressure is
lost, check all fittings, inspect (and replace if necessary) the o-rings, and then retest the
device. If leakage problems cannot be solved, the device cannet be used.

e Some ZHE devices use gas pressure to actuate the ZHE piston, while others use
mechanical pressure. Whereas the volatiles SPLP procedure refers to pressure in psi, the
pressures applied to mechanically actuated pistons are measured in torque (inch-pounds).
Refer to the manufacturer's instructions for the proper conversion from psi to inch-ibs.

Bottle extraction vessels: When sample is being evaluated for non-volatile analytes, bottles with
sufficient capacity to hold samples and appropriate volumes of extraction fluid are needed.
(Headspace is allowed for non-volatile SPLP.)

The extraction bottles may be constructed from various materials, depending upon the analytes
to be analyzed, and the nature of the sample. Polytetrafluoroethylene (PTFE, Teflon) plastic or
fluorinated HDPE bottles must be used if organics are to be investigated. Borosilicate glass
botties should be used instead of other types of glass bottles when inorganics are of concemn.
Bottles may come from the manufacturer washed and ready for metal analyses. Some
examples of suitable bottles are: Eagle-Picher 500-mL and 2-L natural HDPE wide mouth jars
with PP lids - level 1 - no's. 151-500W/MWM and 150-02WMM, and Nalge 2-L fluorinated (FLPE)
bottles no. 2097-0005.

Filtration_devices: Filtrations should be performed in a hood. When the sample is to be
evaluated for volatile components, the ZHE vessel is used for filtration. (Note: If it is suspected
that the glass fiber filter has ruptured, an in-line glass fiber filter may be used to filter the material
within the ZHE.) Otherwise, any fiter holder capable of supporting a glass fiber fiter and
withstanding the pressure required for separations may be used. These devices should have a
minimum internal volume of 300 mL and accommodate a minimum filter size of 47 mm - devices
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capable of 1.5 L volume using 142 mm diameter filters are recommended. Vacuum filtration can
only be used for samples with low solids content (e.g. < 10%), and for highly granular, liquid-
containing samples. All other types of samples should be filtered using positive pressure
filtration. Some examples of suitable filter holders are: Micro Filtration Systems no. 302400,
Millipore Corp. no. YT30142HW, and Nucleopore Corp. no. 425910. (Note: Extraction vessels
and filtration devices must be made of inert materials which will not leach or absorb sample
components. Glass, PTFE, and stainless steel 316 equipment may be used for organic and
inorganic component analyses. High density polyethylene - HDPE, polypropylene - PP, and
polyviny! chloride - PVC - equipment may be used for metals.)

Filters: Borosilicate glass fiber, without binder materials, effective pore size 0.6 to 0.8 um. Acid-
washed filters (1 N nitric acid followed by reagent water, or purchased) must be used for metal
analyses. Glass fiber filters are fragile and should be handled with care. Some examples of
suitable filters are: Gelman Science no. 66257, Micro Filtration Systems GF75, Millipore Corp.
no. AP40, Nucleopore Corp. no. 211625, and Whatman no. GFF, acid-washed 1810-142,

ZHE extract collection devices: TEDLAR® bags are used to collect the initial liquid phase and

the final extract using ZHE devices.

e |f the sample contains an aqueous liquid phase or if a sample does not contain a significant
amount of non-aqueous liquid (i.e. < 1% of total), the TEDLAR bag or a 600-mL syringe may
be used to collect and combine the initial liquid and solid extract.

e If a sample contains a significant amount of non-aqueous liquid in the initial liquid phase (i.e.
> 1% of total), the syringe or the TEDLAR bag may be used for both the initial liquid/solid
separation and the final extract filtration. However, analysts should use one or the other, not
both.

e If the sample contains no initial liquid phase (ie. 100% solids) or has no significant solid
phase (i.e. 100% liquid), either a TEDLAR bag or a syringe may be used. If the syringe is
used, discard the first 5 mL of liquid expressed from the device. The remaining aliquots are
used for analysis.

ZHE extraction fluid transfer device: Any device capable of transferring extraction fiuid into the
ZHE devices without changing the nature of the extraction fluid (e.g. positive displacement or
peristaltic pump, gas-tight syringe, pressure filtration unit).

Laboratory balance, calibrated, capable of weighing up to 1 kg (?) with 0.01 g accuracy (all
weight measurements are to be within £ 0.1 g).

pH Meter and probe - standardized and accurate to + 0.05 units at 25°C.

Thermometer, capable of storing minimum and maximum temperatures over the range of 15-
30°C (Fisher no. 15-077-17B, or equivalent).

STANDARDS AND REAGENTS

Reagent water - ASTM Type || Water (DI water) - no interferants at or above the detection limits
for thg methods. Reagent water for volatile extractions may be prepared passing DI water
through a carbon filter, using a Millipore Super-Q system (or equivalent), and boiling for one
hour.

Nitric acid - concentrated HNO,, ACS/reagent grade, CAUTION: Nitric acid is corrosive.

Sulfuric acid - concentrated H,SO,, ACS/analytical reagent grade, CAUTION: Sulfuric acid is
corrosive.

Sulfuric acid/nitric acid (60/40 wt% mixture): Cautiously mix 6.0 g of concentrated H,SO, with
4.0 g of concentrated HNO; and dilute to 250ml with reagent water.

Extraction Fluid #1 (for samples obtained from sites east of the Mississippi River): For each liter
of extraction fluid, add sulfuric acid/nitric acid mixture into 1 L of reagent water until the pH is
420+ 0.05.

Extraction Fluid #2 (for samples obtained from sites west of the Mississippi River): For each liter
of extraction fluid, add sulfuric acid/nitric acid mixture into 1 L of reagent water until the pH is
5.00 + 0.05.
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10.7  Extraction Fluid #3 (for cyanide and volatiles leachability): Use reagent water.
NOTE: Solutions are unbuffered and exact pH may not be attained.

NOTE: Extraction fluids should be monitored for impurities. The pH should be checked prior to
use to ensure that they were prepared correctly. If impurities are found, or the pH is not within
specifications, the fiuid is discarded and fresh extraction fiuid prepared. Also see Appendix B for
example of logsheet for preparation of extraction fluids.

11.0 PROCEDURE

NOTE: Record all pertinent sample information in the logbooks. See Appendix C for guidelines for
sample collection, preservation, and handling.

11.1  PRELIMINARY EVALUATIONS

Preliminary SPLP evaluations may be performed on a minimumm 100 g aliquot of sample. This aliquot

may not actually undergo SPLP extraction. These preliminary evaluations may include:

o determination of the percent solids (section 11.1.1);

* determination of whether the sample contains insignificant solids and therefore can be used
directly for analyses, following filtration (section 11.1.2);

o determination of whether the solid portion of the sample requires particle size reduction (section
11.1.3); and

e determination of appropriate extraction fluid (section 11.1.4).

11.1.1 DETERMINATION OF PERCENT SOLIDS: Percent solids is defined as that fraction of a
sample (as a percentage of the total sample) from which no liquid may be forced out by an
applied pressure, as described below:

» If the sample will obviously yield no liquid when subjected to pressure filtration (ie. is

100% solids), proceed to section 11.1.3.

« If the sample is liquid or multi-phasic, separation of the liquid phase from the solid phase
is required:

+ Pre-weigh the filter and the container that will receive the filtrate.

» Assemble the filter holder and filter. Place the filter on the support screen and
secure.

*+ Weigh a subsample (100 g minimum) and record the weight.

*  Allow slurries to stand to permit the solid phase to settle. Samples that settle slowly
may be centrifuged prior to filtration. Cenfrifugation is to be used only as an aid to
fitration. If centrifuged, the liquid should be decanted and filtered followed by
filtration of the solid portion of the sample through the same filtration system.

* Quantitatively transfer the sample to the filter holder (liquid and solid phases).
Spread the sample evenly over the surface of the filter. If filtration of cold sample
(from refrigerator) reduces the amount of expressed liquid over what would be
expressed at room temperature, then aliow the sample to warm to room temperature
in the device before filtering.

« Gradually apply vacuum or gentle pressure (1-10 psi) until air or pressurizing gas
moves through the filter. If this point is not reached under 10 psi, and if no additional
liquid has passed through the filter in any 2 minute interval, slowly increase the
pressure in 10 psi increments to a maximum of 50 psi. After each incremental
increase of 10 psi, if the pressurizing gas has not moved though the filter, and if no
additional liquid has passed through the filter in any 2 minute period, proceed to the
next 10 psi increment. When the pressurizing gas begins to move through the filter,
or when liquid flow has ceased at 50 psi (i.e. filtration does not result in any
additional filtrate within any 2 minute period), stop the filtration.

= The material in the filter holder is defined as the solid portion of the sample, and the
filtrate is the liquid phase.
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11.1.2

11.1.3

« Determine the weight of the liquid phase by subtracting the weight of the filtrate
container from the weight of the filtrate container from the total weight of the filtrate-
filled container. Determine the weight of the solid phase by subtracting the weight of
the liquid phase from the weight of the total sample used.

« Record the weights of the liquid and solid phases. Calculate the percent solids:

Percent solids (%) = Weight of solid x 100
L Total weight of sample

NOTE: If sample material (>1% of original sample weight) has obviously adhered to the
container used to transfer the sample to the filtration apparatus, determine the weight of this
residue and subtract it from the total sample weight for the actual amount of the sample that
will be filtered.

NOTE: Instantaneous application of high pressure can degrade the glass fiber filter and may
cause premature plugging.

NOTE: Some samples, such as oily wastes and sorhe paint wastes, will obviously contain
some material that appears to be a liquid. Even after applying vacuum or pressure filtration,
this material may not filter. If this is the case, the material within the filtration device is
considered as being solid. Do not replace the original filter with a fresh filter under any
circumstances - use only one fiiter,

NON-SOLID SAMPLES: If the percent solids is less than 0.5%, then proceed to section

11.2.9 if the non-volatile SPLP is to be performed, and/or to section 11.3 (with a fresh portion

of the sample) if the volatile SPLP is to be performed. If the percent solids is equal to or

greater than 0.5%, then proceed to section 11.1.3 to determine whether the solid material

requires particle size reduction, or perform the procedure outlined below if it is noticed that a

small amount of the filtrate is entrained in wetting of the filter:

+ Remove the solid phase and filter from the filtration apparatus.

o Dry the filter and solid phase at 100 + 20°C until 2 successive weighings yield the same
value within + 1%. Record the final weight.

s Calculate the percent dry solids:

Percent dry solids (%) = {(Weight of dry sample + filter) - Tared weight of filter x 100
Initial weight of sample

» If the percent dry solids is less than 0.5%, then proceed to section 11.2.9 if the non-
volatile SPLP is to be performed, and/or to section 11.3 if the volatile SPLP is to be
performed. I|f the percent dry solids is greater than or equal to 0.5%, and if the non-
volatile SPLP is to be performed, return to the beginning of this section (11.1), and with a
fresh portion of sample, determine whether particle size reduction is necessary (section
11.1.3).

NOTE: Caution should be taken to ensure that the subject solid will not flash or react
violently upon heating. It is recommended that the drying oven be vented to a hood or other
appropriate device.

PARTICLE SIZE REDUCTION: Using the solid portion of the sample, evaluate the solid for
particle size. Particle size reduction is required uniess the solid has a surface area per gram
of material equal to or greater than 3.1 cm® or is smaller than 1 cm in its narrowest
dimension (i.e. capable of passing through a 9.5 mm - 0.375 inch - standard sieve). If the
surface area is smaller or the particle size larger than described above, prepare the solid
portion of the sample for extraction by crushing, cutting, or grinding the sample to a surface
area or particle size as described above. If the solids are prepared for organic volatiles
extraction, special precautions must be taken (see section 11.3.6).
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11.1.4

11.1.5

11.2

NOTE: Surface area criteria are meant for filamentous {(6.g. paper, cloth, and similar)
materials. Actual measurement of surface area is not required, nor is recommended. For
materials that do not obviously meet the criteria, sample specific methods would need to be
developed and employed to measure the surface area. Such methodology is not currently
available.

DETERMINATION OF APPROPRIATE EXTRACTION FLUID:
For wastes and wast'ewater, use extraction fluid #1.

For soils, if the sample is from a site that is east of the Mississippi River, use extraction fluid
#1: if the site is west of the Mississippi River, use extraction fluid #2.

For cyanide-containing wastes and/or soils, extraction fluid #3 (water) must be used because
leaching of cyanide-containing samples under acidic conditions may resuit in the formation of
hydrogen cyanide gas.

If the aliquot of the sample used for the preliminary evaluation (sections 11.1.1 - 11.1.4) was
determined to be 100% solid, then it can be used for the section 11.2 extraction (assuming at
least 100 g remain), and the section 11.3 extraction (assuming at least 25 g remain). If the
aliquot was subjected to the filtration procedure described in section 11.1.1, then another
aliquot is used for the volatile procedure in section 11.3. The aliquot of the sample subjected
to the filtration procedure in 11.1.1 might be appropriate for the section 11.2 extraction if an
adequate amount of salid was obtained. The amount of solid necessary is dependent upon
whether a sufficient amount of extract will be produced to support the analyses. If an
adequate amount of solid remains, proceed to section 11.2.10 of the non-volatile SPLP.

SPLP PROCEDURE FOR NON-VOLATILE ANALYTES

A minimum sample size of 100 g (liquid and solid phases) is recommended. In some cases, a larger
sample size may be appropriate, depending on the solids content of the sample, whether the initial
liquid phase of the sample will be miscible with the aqueous extract of the solid, and whether
inorganics, semivolatile organics, pesticides, and herbicides are all analytes- of concern. Enough
solids should be generated for extraction such that the volume of SPLP extract will be sufficient to
support all of the analyses required. [f the amount of extract generated by a single SPLP extraction
will not be sufficient to perform all of the analyses, more than one extraction may be performed, and
the extracts from each combined and aliquoted for analysis.

11.2.1

11.2.2

If the sample will obviously yield no liquid when subjected to pressure filtration (i.e. is 100%
solid), weigh a subsampie (100 g minimum) and proceed to section 11.2.3.

If the sample is liquid or multi-phasic, liquid/solid separation is required.

« Pre-weigh the container that will receive the filtrate.

e Assemble the filter holder and filter. Place the filter on the support screen and secure.
(Filters must be acid-washed for analysis of metals - acid-washed filters may be used for
all non-volatile extractions, even when metals are not of concern.)

» Weigh a subsample (100 g minimum) and record the weight. If the sample contains less
than 0.5% dry solids, the liquid portion of the sample, after filtration, is the SPLP extract.
Therefore, enough of the sample should be filtered so that the amount of filtered liquid
will support all of the analyses required. For samples containing more than 0.5% dry
solids, use the percent solids information to determined the optimum sample size (100 g
minimum) for filtration. Enough solids should be generated by filtration to support the
analyses to be performed on the SPLP extract.

» Allow slurries to stand to permit the solid phase to settle. Samples that settle slowly may
be centrifuged prior to filtration. Use centrifugation only as an aid to filtration. If the
sample is centrifuged, the liquid should be decanted and filtered, followed by filtration of
the solid portion of the sample through the same filtration system.
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11.2.6

11.2.7

11.2.8

11.3

agitation device, and rotate at 30 + 2 rpm for 18 + 2 hours. Monitor the ambient temperature
(room temperature) using a min/max thermometer (be sure to reset at start of extraction
time). Ambient temperature should be maintained at 23 + 2°C during the extraction period.

NOTE: As agitation continues, pressure may build up within the extractor bottle for some
types of samples (e.g. limed or calcium carbonate containing sample may evoive gases such
as carbon dioxide). The extractor bottle may be periodically opened (e.g. after 15 minutes,
30 minutes, and 1 hour) and vented into a hood to relieve excess pressure.

Following the 18 + 2 hour extraction, separate the material in the extractor vessel into its
component liquid and solid phases by filtering through a new glass fiber filter, as outlined in
section 11.2.2. For final filtration of the SPLP extract, the glass fiber filter may be changed, if
necessary, to facilitate filtration. Acid-washed filters are used if evaluating the mobility of
metals.

Prepare the SPLP extract:

« [f the sample contained no initial liquid phase, thé filtered material obtained from section
11.2.6 is the SPLP extract. Proceed to section 11.2.8.

e If compatible (e.g. multiple phases will not result on combination), combine the filtered
liquid resulting from section 11.2.6 with the initial liquid phase of the sample obtained in
section 11.2.2, This combined liquid is the SPLP extract. Proceed to section 11.2.8.

» If the initial liquid phase of the sample is not, or may not be, compatible with the filtered
liquid resulting from section 11.2.2, do not combine these liquids. Analysis the liquids
separately, and combine the results as the SPLP extract.

Following collection of the SPLP extract, the pH of the extract is determined and recorded.
Immediately aliquot and preserve the extracts for analysis. The MS/MSD aliquots are
prepared (spiked) prior to preservation. Aliquots for metals must be acidified with nitric acid
to a pH of less than 2. If precipitation is observed upon addition of nitric acid to a small
amount of the extract, then the remaining portion of the extract for metals analysis is not
acidified, and the extract analyzed as soon as possible. All other aliquots must be stored
under refrigeration until analyzed. The SPLP extracts will be prepared and analyzed
according to the appropriate analytical methods. SPLP extracts to be analyzed for metals will
be acid digested, except in those instances where digestion causes loss of metallic analytes.
If an analysis of the undigested extract shows that the concentration of any regulated
metallic analyte exceeds the regulatory fevel, then the sample is hazardous and digestion of
the extract is not necessary. However, data on undigested extracts alone cannot be used to
demonstrate that the sample is not hazardous. If individual phases are analyzed separately,
determine and record the volume of the individual phases (to + 0.5%).

SPLP PROCEDURE FOR VOLATILE ANALYTES

Zero-headspace extraction (ZHE) devices are used to obtain SPLP extracts for analysis of volatile
compounds only. Extracts resulting from the use of the ZHE are not used to evaluate the mobility of
non-volatile analytes (e.g. metals and pesticides).

e The ZHE device has a capacity of approximately 500 mL. The ZHE can accommodate a
maximum of 25 g of sclid due to the requirement to add an amount of extraction fluid equal to 20
times the weight of the solid phase.

» (Charge the ZHE with sample only once, and do not open the device until the final extract has
been collected. Repeated filling of the ZHE to obtain 25 g of solid is not permitted.

¢ Do not allow the sample, the initial liquid phase, or the extract to be exposed to the atmosphere
for any more time than is absolutely necessary. Any manipulation of these materials should be
done when cold (~4°C) to minimize loss of volatile components.

¢ One of the ZHE devices in each analytical batch is used for the blank. Sequence through the
devices such that each will be used for the blank.
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11.3.1

11.3.2

11.3.3

11.34

11.3.5

11.3.6

11.3.7

11.3.8

Pre-weigh the (evacuated) filtrate collection container and set aside. If using a TEDLAR bag,
express all liquid from the ZHE device into the bag, whether for the initial or final liquid/solid
separation, and take an aliquot from the liquid in the bag for analysis.

Place the ZHE piston within the body of the ZHE (it may be heipful to first moisten the piston
O-rings slightly with extraction fluid). Adjust the piston within the ZHE body to a height that
will minimize the distance the piston will have to move once the ZHE is charged with sample
(based upon sample size requirements).

If the sample is 100% solids, weigh a subsample (25 g maximum), record weight, and
proceed to section 11.3.5.

If the sample contains less than 0.5% dry solids, the liquid portion of sample, after filtration, is

the SPLP extract. Filter enough of the sample so that the amount of filtered liquid will support

all of the volatile analyses required. For samples containing more than 0.5% dry solids, use

the percent solids information (section 11.1.1) to determine the optimum sample size to

charge into the ZHE. The recommended sample size is:

o For samples containing less than 5% solids, weiyjh a 500 g subsample and record the
weight.

e For samples containing greater than 5% solids, determine the amount of sample to
charge into the ZHE: Weight (g} = 25g / (percent solids resuit, as a decimal). Weigh
a subsample of the appropriate size and record the weight.

If particle size reduction of the solid portion of the sample is not required, proceed to section
11.3.7. Otherwise continue with section 11.3.6.

Prepare the sample for extraction by crushing, cutting, or grinding the solid portion of the
sample to an acceptable surface area or particle size (see section 11.1.3). Samples and
appropriate reduction equipment should be refrigerated, if possible, prior to particle size
reduction. The means used to effect particle size reduction must not generate heat in and of
itself. If reduction of the solid phase of the sample is necessary, exposure of the sample to
the atmosphere should be avoided to the highest extent possible.

NOTE: Sieving of the sample is not recommended due to the possibility that volatile
components may be lost. The use of an appropriately graduated ruler is recommended as an
acceptable alternative. Surface area requirements are meant for filamentous (e.g. paper,
cloth) and similar waste materials. Actual measurement of surface area is not recommended.

The solid phase of sample slurries does not have to settle. Do not centrifuge samples prior to
filtration. :

Quantitatively transfer the entire sample (liquid and solid phases) quickly to the ZHE. Secure
the filter and support screens onto the top flange of the device and secure the top flange to
the ZHE body. Tighten all ZHE fittings and place the device in the vertical position (gas
inlet/outlet flange on the bottom). Do not attach the extract coliection device to the top plate.

NOTE: If sample material (greater than 1% of original sample weight) has obviously adhered
to the container used to transfer the sample to the ZHE, determine the weight of this residue
and subtract it from the sample weight determined in section 11.3.4 to determine the weight
of the sample that will be filtered.

Attach a gas line to the gas inlet/outlet valve (bottom flange) and, with the liquid inlet/outiet
valve (top flange) open, begin applying gentle pressure of 1-10 psi (or more if necessary) to
force all headspace slowly out of the ZHE device (into a hood). At the first appearance of
liquid from the liquid inletoutlet valve, quickly close the valve and discontinue pressure. If
filtration of cold sample (from refrigerator) reduces the amount of expressed liquid over what
would be expected and room temperature, then allow the sample to warm up to room
temperature in the device before filtering. If the sample is 100% solid, slowly increase the
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pressure to a maximum of 50 psi to force most of the headspace out of the device, and
proceed to section 11.3.12.

11.3.9 Attach the evacuated tedlar bag to the liquid inlet/outlet valve and open the valve. Begin
applying gentle pressure of 1-10 psi to force the liquid phase of the sample into the filtrate
collection container. If no additional liquid has passed though the filter in any 2 minute
interval, slowly increase the pressure in 10 psi increments to a maximum of 50 psi. After
each incremental increase of 10 psi, if no additional liquid has passed through the filter in any
2 minute interval, proceed to the next 10 psi increment. When liquid flow has ceased such
that continued pressure filtration at 50 psi does not result in any additional filtrate in any 2
minute period, stop the filtration. Close the liquid inlet/outlet valve, discontinue pressure to
the piston, disconnect and weigh the filtrate collection container.

NOTE: Instantaneous application of high pressure can degrade the glass fiber filter and may
cause premature plugging.

11.3.10 The material in the ZHE is the solid phase of the sample and the filtrate is the liquid phase.

NOTE: Some samples, such as oily wastes and some paint wastes, will obviously contain
some material that appears to be a liquid. Even after applying pressure filtration, this material
will not filter. If this is the case, the material within the filtration device is def ned as a solid
and is carried through the SPLP extraction as a solid.

If the original sample contained less than 0.5% dry solids (see section 11.1.2), this filtrate is
the SPLP extract and is analyzed directly. Proceed to section 11.3.15.

11.3.11 The liquid phase may now be analyzed immediately (see sections 11.3.13 ~ 11.3.15) or
stored under refrigeration and with minimal headspace until time of analysis. Determine the
weight of extraction fluid #3 to add to the ZHE:

Weight = 20 x (percent solids) x (weight of sample filtered) / 100

11.3.12 The following details how to add the appropriate amount of extraction fiuid to the solid
material within the ZHE and agitation of the ZHE vessel. Extraction fluid #3 (reagent water) is
used in all cases.

« With the ZHE in the vertical position, attach a line from the extraction fluid reservoir to the
liquid inlet/outlet valve. The fine used shall contain fresh extraction fluid and should be
preflushed with fluid to eliminate any air pockets in the line. Release gas pressure on the
ZHE piston (form the gas inlet/outlet valve), open the liquid iniet/outiet valve, and begin
transferring extraction fluid {by pumping or similar means) into the ZHE. Continuve
pumping extraction fluid into the ZHE until the appropriate amount of fluid has been
introduced into the device.

o After the extraction fluid has been added, immediately close the liquid inlet/outlet valve
and disconnect the extraction fluid line. Check the ZHE to ensure that all valves are in
their closed positions. Manually rotate the device in an end-over-end fashion 2 or 3
times. Reposition the ZHE in the vertical position with the liquid inlet/outlet valve on top.
Pressurize the ZHE to 5-10 psi (if necessary) and slowly open the liquid inlet/outtet valve
to bleed out any headspace (into a hood) that may have been introduced due to the
addition of extraction fluid. This bleeding should be done quickly and be stopped at the
first appearance of liquid from the valve. Re-pressurize the ZHE with 5-10 psi and check
all ZHE fittings to ensure that they are closed.

« Place the ZHE in a rotary agitation apparatus and rotate at 30 + 2 rprn for 18 + 2 hours.
Monitor the ambient temperature (room temperature) using a min/max thermometer (be
sure to reset at start of extraction time). Ambient temperature should be maintained at 23
+ 2°C during the extraction period.
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11.3.13 Following the 18 + 2 hour agitation period, check the pressure behind the ZHE piston by
reading the gauge and quickly opening and closing the gas inlet/outlet valve and noting the
escape of gas. If the pressure has not been maintained (i.e. no gas release observed),
check the ZHE for leaking, and extract a fresh portion of sample (using another ZHE if
necessary). If the pressure within the device has been maintained, the material in the
extractor is separated into its component liquid and solid phases. [f the sample contained an
initial liquid phase, the liquid may be filtered directly into the same filtrate container holding
the initial liquid phase. A separate filtrate collection container must be used if combining the
liquids would create multiple phases, or these is not enough empty volume remaining within
the initial filtrate collection container. Filter through a glass fiber filter using the ZHE device,
as described in section 11.3.9. All extract is filtered and collected if a TEDLAR bag is used, if
the extract is multi-phasic, or if the sample contained an initial liquid phase (see section
11.3.1).

NOTE: If itis suspected that the glass fiber filter has ruptured, an in-line glass fiber filter may
be used to filter the material within the ZHE.

11.3.14 If the original sample contained no initial liquid phase,‘the filtered liquid material from section
11.3.13 is the SPLP extract. If the sample contained an initial liquid phase, the initial liquid
phase (section 11.3.9) and the filtered liquid material (11.3.13) are collectively the SPLP
extract.

11.3.15 Following collection of the SPLP extracts, immediately prepare the extracts for analysis and
store refrigerated with minimal headspace until time of analysis. The SPLP extracts are
analyzed according to the appropriate analytical methods. If individual phases are analyzed
separately, determine and record the volume of the individual phases (to + 0.5%).

114  ANALYTICAL RESULTS

If the individual phases were analyzed separately (e.g. they are not miscible), mathematically
combine the results using a simple volume-weighted average:

Final analyte concentration = VixCi + Vb xC,
Vi + V;
where
V; = volume of the first phase (in L);
C, = concentration of the analyte of concern in the first phase (mg/L);
V, = volume of the second phase (in L); and
C; = concentration of the analyte of concern in the second phase (mgi/L).

12.0 MAINTENANCE AND TROUBLESHOOTING

121 GENERAL

Glassware should be cleaned appropriately to avoid sample contamination. Equipment should be
kept clean and maintained to avoid sample contamination and assure proper operation. Manuals
supplied by the manufacturers with the instrumentation typically have informational and
troubleshooting sections.

122 TECHNICAL SUPPORT

Technical support is available from equipment manufacturers (for example, by telephone, fax, or e-
mail). They can be a good resource when troubleshooting options have been exhausted. Technical
support departments can readily supply part numbers.
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13.0 REFERENCES.

13.1  Method SW-846, 1312: Synthetic Precipitation Leaching Procedure.
13.2  Great Lakes Analytical Quality Assurance Program.

13.3  Great Lakes Analytical Chemical Hygiene Plan.

13.4  Great Lakes Analytical SOP for Login Department.
13.5  Great Lakes Analytical SOP for Hazardous Sample Management.

14.0 DEFINITIONS

Refer to Great Lakes Analytical Quality Assurance Program Manual.
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Figure 1. Rotary Agiiation Apparatus
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Figure 2. Zero-Headspace Extractor (ZHE)
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APPENDIX A.

SPLP VOLATILE ANALYTES.

The zero-headspace extractor vessel must be used when testing for any or all of these analytes:

Acetone

Benzene

n-Butyl alcohol
Carbon disulfide
Carbon tetrachloride
Chiorobenzene
Chioroform
1,2-Dichloroethane
1,1-Dichloroethylene
Ethyl acetate

Ethyl benzene

Ethyl ether

Isobutanol

Methanol

Methylene chloride
Methyl ethyl ketone
Methyl isobutyl ketone
Tetrachloroethylene @
Toluene

1,1,1-Trichloroethane
Trichlorofluoromethane
1,1,2-Trichloro-1,2,2-trifluoroethane
Vinyl chloride @
Xylene

@

PeEee®

®

@ = Toxicity characteristic constituent.
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APPENDIX B.

EXAMPLES OF SPLP LOGBOOK SHEETS.

B.1 Extraction Fluid Preparation and Testing Log.
B.2 Solids Extraction Preparation. .

B.3 Multi-Phase and Liquid Sample Preparation.
B.4 ZHE Extraction for SPLP Volatiles.

B.5 Extraction Device Rotation Speed.
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Appendix B1.

SYNTHETIC PRECIPITATION LEACHING PROCEDURE LOGSHEET

EXTRACTION FLUID PREPARATION AND TESTING LOG

PREPARE FRESH FLUID(S) AS FOLLOWS:
Fluid #1: | For each liter of extraction fluid, add sulfuric acid/nitric acid mixture into 1 L of reagent
water until the pH is 4.20 £ 0.05.

Fluid #2 For each liter of extraction fiuid, add sulfuric acid/nitric acid mixture into 1 L of reagent
water until the pH is 5.00 % 0.05.

Fluid #3 | Use reagent water.

New Prep. | £1uid Tvpe Volume Sulfuric Acid-
Date o:; :’::t?of (#1 or xg) Prepared (L) N;;Irll;(:t :::d pH Initials
' ‘Reference
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Appendix B2.

SYNTHETIC PRECIPITATION LEACHING PROCEDURE LOGSHEET
SOLIDS EXTRACTION PREPARATION

Great Lakes Analytical Date:
GLA SamplelD.:

AgSample;DesENptio

1. Solid only

1. Check if 100% solids
A o AR GRS

1. Particle size reduced? y/n

2. If sample is from a site east of
Mississippi River, check box,
use extraction fluid #1
3. If sample is from a site west of
Mississippi River, check box,
use extraction fluid #2
4. If sample may contain cyanide
or is waste or wastewater,
check box, use extrctn fluid #3
D.:Sample Siz3 for Laachables 1 6sting FERE
1. Check if 100 g sample used,
or enter actual weight

E.: Detérmination of Amount of Extraction'Eliid Used g @

1. 20 x sample weight

F...Récord of Extraction;Data i % x N MeniR s Analyst's signature Date
1. Extraction start time AM /PM
Extraction stop time AM/PM

Min. ambient temperature

Max. ambient temperature

pH of filtrate

o 0 AT B B

Volume of filtrate (mL)
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Appendix B3. -
SYNTHETIC PRECIPITATION LEACHING PROCEDURE LOGSHEET
MULTI-PHASE AND LIQUID EXTRACTION PREPARATION

Great Lakes Analytical 7 Date:

. Solids

2. Liquid(s)

a. Aqueous liquid (water)

. Non-aqueous liquid

)
2. Weight of subsample (100 g)

3. Weight of filter container (g)

4. Weight of filter container and
filtrate (g)

5. Weight of filtrate (g):
(8.4-B.3)

6. Weight percent solids (wet):
(B8.2-B.5)/ B.2 x100

7. Weight of dried solids and
filter (g)

B. Weight percent solids (dry):
{87-B.1)/ B.2 x100

9. Volume of initial aqueous
filtrate (as applicable)

10. Volume of initial organic

filtrate (as applicable)
R e e .
= R e 1«.“@&?%%4@&;-& : ARy 2

NOTE: If percent solids (determined above) > 75%, use 100 g, and proceed with extraction procedure.

1. M - Metals analyses: enter 3
for Hg, 1 for no Hg
2. SV - No. of semi-volatile
analyses: 8270, 8150, 8080 (1-3)
3. QC - 1s QC to be run on this
sample? (no=1, yes=3)

Sy, e TR > i R PN

4. Calculate the original sample weight required for each sample:
Original sample weight (g) = (0.011}) x QC x [(M x50) + (SV x100) ] / 20 / (percent solids)

5. Calculated sample weight to
be filtered prior to extraction

6. Actual weight of solids to be
rotated/extracted (100 g min)

Analyst's signature/date:
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Appendix B4.

Client:

Sample Number ]

__u‘. AT N
1. 100% Sollds by
observation
2. ZHE NUMBER 1 2 3 4 5 6 7 8

3. Weight of waste charged

1. Indicate volume of SPLP |
Extraction Fluid #3 (DI .
[\Nater) added. (Usually 500

mL or 20 X A.3 if less than
25 g was used)

~—’
2. Check for positve ZHE
pressure
Client:
Sample Number
A Sample Description(Continded: rom‘g,gqye)_.é;:-_ B el AR SRy e

1. 100% Solids by

observation

2. ZHE NUMBER 9 10 11 12

3. Weight of waste charged
lto ZHE (grams)

B. Extraction Fluid #3 addition(Continued from above) =3 Gaiiet - 1

1. Indicate volume of SPLP
Extraction Fluid #3 (DI
Water) added. (Usually 500
fmL or 20 X A.3 if less than
25 g was used)

2. Check for positve ZHE
pressure

1. F;xtréctnon Start

2. Extraction Stop Time

3. Min. ambient temperature

4. Max. ambient
temperature
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Revision 1.0

TCLP/SPLP Extraction Device Rotation Speed

Unit 1.D.

Speed (RPM)

Initial and Date

Acceptance criteria: 28 to 32 rpm.

December 18, 1998
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CA1

C.2

C3

C4

C5

APPENDIX C.

SAMPLE COLLECTION, PRESERVATION, AND HANDLING.

All samples will be collected using an appropriate sampling plan.

The SPLP may place requirements on the minimum size of the field sample, depending upon
the physical state(s) of the sample and the analytes of interest. An aliquot will be needed for
the preliminary evaluation of which extraction fluid is to be used (for the non-volatile
extraction procedure). Another aliquot may be needed to actually conduct the non-volatile
extraction. Another aliquot may be needed for the analysis of volatile organics. Quality
control measures may require additional aliquots. Further, additional sample may be useful
in case the initial testing is not acceptable.

Preservatives are not added to samples before extraction.

Samples may be refrigerated, unless refrigeration results in irreversible physical changes to
the sample. |If precipitation occurs, the entire sample (including precipitate} should be
extracted.

Care must be taken to minimize the loss of volatile components when the sample is to be
evaluated for volatile analytes. Samples should be collected and stored in a manner
intended to prevent the loss of volatile analytes (e.g. samples should be collected in Teflon-
lined septum capped vials and stored under refrigeration; samples should be opened only
immediately prior to extraction).

C6 SPLP extracts should be prepared for analysis and analyzed as soon as possible following
extraction. Extracts or portions of extracts for metallic analyte determinations must be
acidified with nitric acid to a pH less than 2, unless precipitation occurs. Extracts should be
preserved for other analytes according to the guidance given in the individual analytical
methods. Extracts or portions of extracts for organic analyte determinations will not be
allowed to come into contact with the atmosphere (e.g. no headspace) to prevent losses.

c7 Samples must undergo SPLP extraction within the following time periods indicated below. If
sample holding times are exceeded, the values obtained will be considered minimum
concentrations. Exceeding the holding time is not acceptable in establishing that a sample
does not exceed the regulatory level. Exceeding the holding time will not invalidate
characterization if the sample exceeds the regulatory level.

MAXIMUM HOLDING TIME FOR SAMPLES
From field From SPLP From preparative
Analytes collection extraction extraction Total elapsed
To SPLP To preparative | To determinative time
extraction extraction analysis
Volatiles 14 n/a 14 28
Semi-volatiles 14 7 40 61
Metals, except Hg 180 n/a 180 360
Mercury 28 n/a 28 56
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D.1

D.2

D.3

APPENDIX D.

METHOD OF STANDARD ADDITIONS.

The method of standard additions requires preparing calibration standards in the sample
matrix rather than in reagent water or blank solution. Four (4) identical aliquots of a sample
are prepared, 3 of which contain known amounts of standard added. The first addition should
be prepared so that the concentration added is about 50% of the expected concentration of
the (unspiked) sample. The second and third additions should be prepared so that the
concentrations added are approximately 100% and 150% of the expected concentration. All
4 aliquots are maintained at the same final volume by addition of reagent water or a blank
solution. The aliquots may need further dilution to maintain the concentrations in the linear
range of the analytical method.

A graph is prepared plotting the analytical response against the concentration of standard
added. Linear regression analysis on the data is performed, and the negative of the x-axis
intercept is the concentration of the analyte in the unspiked sample.

Alternatively, subtract the instrumental signal, or external-calibration-derived concentration, of
the unknown (unspiked) sample from the instrument signals (or external-calibration-derived
concentrations) of the spiked samples. Plot the resultant instrument signals or
concentrations versus the concentrations of standard added added and perform linear
regression. Derive concentrations for unknowns using the internal calibration curve as if it
were an external calibration curve.
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GLA 3015 BG Revision 3.1

1.0 APPLICABILITY

This standard procedure (SOP) provides instructions for the sample handing and digestion of liquids in
preparation for analysis of total metals by ICP-OES and FLAAJGFAAS. This SOP is an interpretation of
EPA Methods 300.7 and 300.9; Standard Methods no. 3030, Sections €, F, and K, and SW-846 no.
3015 and 3010M. This SOP is to be used in conjunction with the analysts’ in-laboratory training, the
Great Lakes Analytical Chemical Hygiene Plan (CHP), and the Great Lakes Analytical Quality Assurance
Program.

NOTE: The digests produced using this procedure are not suitable for the analysis of mercury (Hg) or
hexavalent chromium (Crs’). Arsenic (As) and selenium (Se) cannot be analyzed by FLAA.

11 MATRICES

This method is applicable to aqueous samples (ground, waste, drinking waters), extracts, and other liquid
materials and wastes (such as oil and grease).

1.2 REGULATORY APPICABILITY

40 CFR 121

20 SUMMARY

A representative 5-100 mL portion of sample is digested with nitric acid, or nitric acid and hydrogen
peroxide (for As and Se). The digestate is then refluxed with additional nitric acid (GFAAS methods,
except for As and Se) or with hydrochoric acid (ICP-OES methods). Aqueous ground waters, extracts,
and liquid samples are digested by either standard “hotplate” digestion methods or microwave-assisted
digestion methods. Non-aqueous or high dissolved organic containing liquids are digested using the
standard hotplate methods, including GLA 3010M, a modified 3010 method. Liquid matrix types include:
o Waters - ground, waste, drinking, other aqueous.

» Extracts - TCLP, SPLP, ASTM D3987-85.

¢ Miscellaneous - oil, grease, diesel, other.

See Appendix A for method exceptions.

3.0 SAFETY
31 GENERAL

This SOP does not address all safety issues associated with its use. A reference file of material
safety data sheets (MSDS's) is available to all personnel, along with the Great Lakes Analytical
Chemical Hygiene Plan. Gloves are worn when handling chemicals and reagents.

3.2 CHEMICAL HYGIENE PLAN

The Great Lakes Analytical Chemical Hygiene Plan (CHP) is designed to establish safe work
procedures and minimize exposure to hazardous chemicals encountered in the laboratory. The CHP

provides information to employees regarding potential hazards and training to minimize these
hazards.
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3.3 HAZARDOUS SAMPLES

All samples that are received by the laboratory have the possibility of containing hazardous
pollutants. They should be treated with caution at all times. Gloves are worn when handling samples.
Also see the Great Lakes Analytical SOP for Hazardous Sample Management.

3.4 CHEMICALS SPECIFIC TO DIGESTIONS

30% Hydrogen peroxide is a strong oxidizer in the presence ¢. acids, and can cause burns to eyes and
skin. It can react violently when introduced to a sample in concentrated acid. Large volumes of
hydrogen gas may be produced. Allow samples to cool thoroughly before adding hydrogen peroxide.
Similarly, add concentrated nitric acid to samples carefully.

4.0 INTERFERENCES

4.1 Sample matrices can vary greatly, even within specific §ample type groups, most notably waste
sludges (for example, ground water versus tank removal waste). Any sample types exhibiting
significantly different properties, such as high organic content or multi-phase samples, are to be
handled as individual matrices, and appropriate matrix spikes should be produced and analyzed.

42 In the case of methods for total recoverable and/or dissolved metals, digestion is not always
required. It should be noted, however, that the less intensive digestion procedure for total
recoverable metals may not be sufficiently vigorous to destroy some metal complexes and may
therefore give biased results.

43 Daily monitoring test of the deionized water supply must have been performed and pass or
meet appropriate criteria for analysis before the water can be used in sample preparation.
All glassware to be used in the analysis must be cleaned and rinsed following the procedure
outlined in Appendix C. Periodic cleaning of sample preparation and analysis areas, will be
performed. At least quarterly, laboratory dust wipes will be prepared and analyzed.
Contamination of more than 500 ug of lead (Pb) per square foot is not permitted.

5.0 RECORD KEEPING

51 Each analyst is responsible for keeping accurate and up-to-date records of all digestions
performed.

52 Digestion Log Book:

A log book will be maintained for all solid matrix types and associated digestions. All
information regarding samples processed in the lab will be entered into this book. This
information will include but is not limited to;

+ Method reference number + Sample matrix type

» Client Name for each set of samples Spiking volumes used

+ GLA Sample |.D. (one complete for each set) Spike standard identifier

Initial sample volume used Spike standard concentration
LIMS batch reference number LCS and matrix spike information
Analyst’s signature and date prepared/analyzed Final digestate volume
Reviewer's signature and date

All readings, dilution factors, and calculated results

* e & o o
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This log should also include any unique observations noted in regard to specific samples.
Space will be reserved on each page for calculations and notes. All unused portions of
logbook pages must be z'ed out. :

53 Sample Schedule - All samples will be tracked through the iab using GLA sample I.D.
numbers generated by the GLA LIMS system.

6.0 QUALITY CONTROL

6.1 QUALITY CONTROL SAMPLES N
Quality control samples are run at a minimum 5% frequency (i.e. one set with every batch of twenty
or less samples). The results of these samples are used to gauge accuracy and precision of the
method. These samples include method blanks (MB), lab control samples (LCS), matrix spikes (MS)
and matrix spike duplicates (MSD). The quality control samples contain all reagents and are
subjected to all preparation steps. They are processed and arialyzed along with test samples.

6.2 METHOD BLANK

Matrix-matched method blanks (MB) containing all reagents and subjected to all preparation steps ~
are processed and analyzed along with the samples. Method blanks must produce a concentration
below the reporting limit (e.g. PQL, EQL, ...) for an analytical batch to be valid. These samples
provide a measure of laboratory and/or reagent contamination. Test sample results are not corrected

for the method blank concentrations.

6.3 LABORATORY CONTROL SAMPLE (LCS)

An external (independently sourced) reference standard is prepared within the working range of the
method and analyzed with each matrix per batch of twenty or less samples (ie. minimum 5%
frequency). The resuits of the samples must be within established control limits, or where there is not
enough data to calculate control limits, within 15% of the known value.

6.4 MATRIX SPIKED SAMPLES

Matrix spiked samples (MS and MSD) will be analyzed with a minimum frequency of 5% (e.g. one set
per 20 or less samples per matrix) and are used to determine accuracy and precision of a method.
The matrix spiked samples will be spiked using the same standards used to spike the LCS samples.
The analyzed result of the matrix spikes must be within established control limits, or where there is
not enough data to calculate control limits, within 25% of the known value.

6.5 SURROGATE MATRIX BLANK AND SPIKED SAMPLES

In cases where no additional sample is available for matrix spiking (e.g. wipes samples), a set of
surrogate matrix QC samples will be produced by digesting an appropriate substrate “blank” and two
spiked samples of the same substrate spiked with the same standards and at the same levels of the
LCS. ‘

6.6 QUALITY CONTROL TRACKING AND DATA REVIEW

The QC data is considered acceptable and actual samples results can be evaluated and reported by
the analyst if all QC samples are within established control limits.
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6.7 CORRECTIVE ACTION

If a quality control measure fails, corrective action is taken and documented to ensure the accuracy of

the data that is reported. Examples of when corrective action sheets are filled out are:

e A sample or QC is re-analyzed. This may be due to the QC parameter failing or mislabeling of
samples.

e« Samples are reported with a QC result (blank, spike matrix) parameter out of control. In this
case, not only should a corrective action be initiated, but the data must be flagged.

« A deviation from the normal SOP for the method is discovered (e.g. a digestion goes down to
dryness or a different concentration of reagent is used) and the sample is analyzed and reported.

e Anerror in a previously reported sample is discovered.

~

7.0 SAMPLE MANAGEMENT

71 The procedure for sample management are detailed jn the Great Lakes Analytical SOP for
sample receipt into the laboratory.

7.2 Sample Schedule: Analysts keep track of sample throughput by using the Laboratory
Information Management System (LIMS). The system is checked daily and a hard copy
generated. Samples for this method are queued under “METP". The information includes:

» Client name.

Sample numbers.

Project name.

Matrix.

Hold time and turnaround time.

8.0 METHOD VALIDATION
84  QUALITY CONTROL BOOK

Method validation must be performed before any actual samples can be analyzed. Method validation
studies are required to be stored in the QC logbook. Method exception studies must also be
performed to validate any exception taken by proving equivalency with the unaltered method. The
contents of the QC boaok include:

¢ Copy of the GLA Quality Assurance Program.

Copies of GLA SOP and source methods.

Copy of the precision and accuracy study for the method.

Copies of all method detection limit studies and dates in use.

Check standard recovery tabulations and contro! limits.

Spike and spike duplicate recovery tabulations and control limits.

Corrective action sheets.

8.2 QUALITY ASSURANCE PROGRAM

Internal audits will be performed periodically to assess analytical system performance. Performance
evaluation samples will be analyzed periodically to assess laboratory performance. (Refer to the GLA
Quality Assurance Program.)
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8.3

8.3.1

83.2

8.3.3

9.0

9.1
9.2
9.3
9.4
9.5
9.6
9.7

9.8

9.9

10.0

10.1
10.2

10.3

104
10.5

METHOD DETECTION LIMIT STUDY

The method detection limit (MDL) is defined as the minimum concentration of analyte that

can be determined with 99% confidence. It is determined as follows:

e Prepare a minimum of seven replicate samples at a concentration at or near the
expected MDL. Carry these replicates through the entire sample preparation procedure
and analysis.

e Calculate the MDL by taking the standard deviation of the resuits of the seven replicates
and multiply by the Student's t value at n-1 degrees of freedom (3.143 for seven
replicates).

Other factors such as matrix effects and instrument noise may affect the attainable detection
limit. These should be quantified if possible and taken in to account when determining an
MDL as the obtainable detection level may be artificially elevated due to these factors.

A new MDL study must be performed to re-evaluate the method if any major instrument
maintenance or service is performed, if any new method exceptions or changes are made or
at least annually. ‘

EQUIPMENT

Beakers, Griffin type, 250-mL size.

Watch covers, ribbed, 80-mm diameter.

Volumetric flasks, 25-100 mL.

Glass funnels.

Filter paper - 15 cm, Whatman 41, or equivalent.

Sample containers, 50-100 mL capacity, metal-free.

Hotplate, adjustable, capabie of maintaining a constant temperature for samples of 90-95°C.

Monitor temperature of the hotplate by placing an Erlenmeyer flask with approximately 100 mL of

cooking oil at the center of the hotplate, and reading the temperature with an ASTM thermometer

positioned with the bulb against the bottom of the flask. The temperature must be at least

140°C. Record temperatures in the log book.

Analytical balance, calibrated - capable of weighing to nearest 0.1 g for soil/'sediment/sludge

samples, 0.001 g for paints.

Microwave digestion apparatus:

« Microwave digestion system, capable of monitoring and maintaining 175°C and/or 70 p.s.i.
within digestion vessels, CEM model MDS-2100, or equivalent.

« Lined (polyolefin) digestion vessels, 50-mL size.

« Rupture membranes.

STANDARDS AND REAGENTS

Reagent water - ASTM Type |l Water (DI water).

Nitric acid - concentrated HNQO,, ACS/reagent grade, Fisher no. A509. CAUTION: Nitric acid is
carrosive.

Hydrochloric acid - concentrated HCI, ACS/analytical reagent grade, Fisher no. A508.
CAUTION: Hydrochloric acid is corrosive.

Hydrogen peroxide - 30% H,0,, ACS/analytical reagent grade, Fisher no. H325.

Spiking standards - GLA-SPK-1A, -3B. 5, and 6, Inorganic Ventures; GLA-SPK-EM (earth
metals spike) prepared from individual 10,000 ppm solutions (from Inorganic Ventures) for final

concentrations of 2000 ppm of Na, K, Ca, and Mg. (Refer to Appendix B for concentrations and
volumes spiked.)
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11.0 PROCEDURE

NOTE: Method validation (section 8.0) must be performed tefore samples can be analyzed.

111 SELECTION OF DIGESTION PROCEDURE

The appropriate method for the required metal analysis must be referenced in order to select the
proper digestion procedure. There are several methods for digestions which can be selected based
upon the matrix type of the sample and the type of digestion being performed. Use Tabie 1 to
determine which method is most applicable to the samples being analyzed. The proper digestion
procedure is selected from Table 2.

Table 1. .
Digestion Method Reference Chart.
Pre- .

Analysis Method Digestion | Microwave Standard Digestions Special

Reference | Preparation | Digestions ICP/IFLAA GFAA Special Matrices

7060A (As) 3010M for

\W-846 051A 3010A 2020A

Total S Preserve 3 7740A (se) oils, gas,
Metals EPA with HNO, nla 413 413 206.2 (As) diesel, and

to pH <2 2007 2C0.9 270.2 (se) waste oil

Std Meth SM-3030-K SM-303C-F SM-3030-E sludges
SW-846 Filter thru 3015 3010A 3020A 7060A (As) 3010M for

Dissolved 0.45 u filter, 7740A (Se) oils, gas,
Metals EPA preserve n/a 44.1/413 41,1413 206.2 (As) diesel, and
with HNO, 200.7 200.9 270.2 (Se) waste oil

Std Meth to pH <2 SM-3030-K SM-303C-F SM3030-E siudges

Total SW-846 Preserve n/a 3005 n/a 3005
Recoverable EPA with HNO, n/a 4.1.4 4.4.4 4.1.4
Metals Std Meth to pH <2 n/a SM-3030-F SM-3030-F SM-3030-F
11.2 Assemble all materials and equipment required fcr the procedure. A daily calibration check

of the analytical balance must have been performed prior to its use in weighing samples or

standard materials.

beginning the analysis.

CAUTION: All hotplate digestions must be performed in a fume hood.

May 11, 1999
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Table 2.
Procedure Selection Table.
Digestion Analysis Analysis Applicable Digestion
Type Type (1) Method Method(s) Procedure
- Total Metals SW-846 3015 11
Microwave | nyicsoived Metals Any (2) SM-3030-K 4 (MIC)
SW-846 3010A
Total Metals EPA4.13
Standard Dissolved Metals ICP/FLAA EPA 200.7 11.5 (ICP)
SM-3030-F
Total/Dissolved SV\é—gZG431O§OA
Standard Except GFAAS EPA 2(.)0. 9 11.6 (GF)
As and Se SM-3030-E
Total/Dissolved SW-846 7060A (As)
otal/Dissolve $W-846 7740A (Se)
Standard As and Se Only GFAAS EPA 206.2 (As) 11.7 (AS)
EPA 270.2 (Se)
Standard Total Metals Any (2) 3010M (3) 11.8 (NA)
Total SW-846 3005
Standard Recoverable ICP/FLAA EPA4.14 11.9 (A)
- Metals SM-3030-F

(1) Dissolved metals require filtration at time of collection (through a 0.45 4 membrane filter) prior
to preservation. Chain of custody record should be referenced to determine if sample was
properly collected, filtered, and preserved.

(2) Any analytical method refers to GLA routine methods : ICP, GFAAS, and FLAA. These digests
are not suitable for analysis of mercury or hexavalent chromium.

(3) Method 3010M is a GLA method. Itis based upon the SW-846 method 3010A, but the addition
of hydrochloric acid has been omitted. It is used exclusively for the analysis of metals in oils, oil
waste, gas, diesel fuels, and high organic containing waters.

11.3 PREPARATION OF QUALITY CONTROL AND TEST SAMPLES

11.3.1 Method blank - Aliquot 100 mL (45 mL for microwave digestion, section 11.4) of reagen’

water into a clean digestion vessel.

11.3.2 Laboratory control samples (LCS) - Aliquot 100 mL (45 mL for microwave digestion,-section

11.4) of reagent water into a clean digestion vessel.

Accurately aliquot 0.2 mL (0.1 for

microwave) each of GLA-SPK-1A, -3B, -5, and -EM into the sample. Also add 0.2 mL (0.1 for
microwave) of GLA-SPK-6 if spiking Ag and Cd at ICP levels.

11.3.3 Samples - Representative 100 mL (45 mL for microwave digestion, section 11.4) aliquots of
samples are aliquoted into clean digestion vessels. For samples with a high solids content (>
1%), a smaller sample size should be used (record the actual volume in the log book).

11.3.4 Matrix spike samples - Measure two additional aliquots 100 mbL (45 mL for microwave
digestion, section 11.4) of one sample, with volumes similar to the test sample volume, and
making sure each aliquot is homogeneous and representative of the entire sample.
Accurately aliquot 0.2 mL each of GLA-SPK-1A, 3B, -5, and -EM into the sample. Also add
0.2 mL (0.1 for microwave) of GLA-SPK-6 if spiking Ag and Cd at ICP levels. Mark as MS

and MSD.

May 11, 1999
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114

NOTE:

11.4.1

1142

11.4.3

11.4.4

11.4.5

11.4.6

11.5

NOTE:

11.5.1

11.5.2

11.5.3

1154

11.5.5

MICROWAVE-ASSISTED DIGESTION OF AQUEOUS LIQUIDS AND EXTRACTS (MIC)

Metal analytes for which this digestion is applicable include:
Ag. Al, As, Ba, Be, Cd, Ca, Cr (tot), Co, Cu, Fe, Pb, Mg, Mn, Mo, Ni, K, Na, Sb, Se, TI, V, Zn

Add 5 mL of concentrated HNO; to each sample. Stand for 2-10 minutes to allow any
vigorous reaction to occur before the vessel is sealed.

The “control vessel” should be selected as the sample appearing to be most reactive. Load
the carousel with samples and place in the microwave.

Upon completion of the microwave program, the samples are cooled until the pressure drops
below 10 psi (as indicated by the instrument). The pressure sensor is carefully disconnected,
temperature probe removed, and the carousel taken aut of the instrument.

Each vessel is carefully vented, vent line removed, cap retightened, and shaken to mix.

Each vessel is opened and contents poured into a clean labelled sample cup. If the sample
is still warm, or hot, to the touch, it should be cooled further and mixed before analysis. This
can be expedited by placing samples in a refrigerator, freezer, or cold water bath for a short
time. Observe the volume of each vessel. If ioss.of sample is apparent (e.g. volume less
than 50 mL), the sample is discarded and redigested. The container should be labeled with:

e GLA Sample I.D.

o Matrix type

e Date digested

e Dilution factor (where applicable)

Samples are now ready for analysis by ICP, GFAA, or FLAA.

HOTPLATE DIGESTION OF AQUEOUS LIQUIDS AND EXTRACTS FOR ANALYSIS BY
ICP-OES (ICP)

Metal analytes for which this digestion is applicable include:
Al, Ba, Be, Cd, Ca, Cr (tot), Co, Cu, Fe, Pb, Mg, Mn, Mo, Ni, K, Na, TI, V, and Zn.

Add 3 mL of concentrated HNO,, and several boiling chips to each sample, cover with watch
glasses, and mix.

Place on a hotplate and maintain at 90-95°C until the volume has been reduced to
approximately 5-10 mL. Remove and cool.

Add an additional 3 mbL of concentrated HNQO, to each sample, cover, and return to the
hotplate for 20 minutes, or until the digestion is complete. Allow the volume to reduce to 5-10
mL. Remove and cool.

Add 5 mL of reagent water and 5 mL of concentrated HCI to each sample, cover, and return
to the hotplate for 15 minutes. Remove and cool.

Rinse down the watchglass and sides of the beakers. If necessary, filter the digestate
through a Whatman 41 fiiter paper into a clean 100-mL volumetric flask, dilute to the mark

with reagent water, mix, and transfer to a metal-free container. The container should te
labeled with:

e GLA Sample I.D.

Matrix type

Date digested

Dilution factor (where applicable)

May 11, 1999 ) Page 9 of 17
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1156

11.6

NOTE:

11.6.1
11.6.2

11.6.3

11.6.4

11.6.5

11.6.6

11.7

NOTE:

11.7.1

11.7.2

11.7.3

11.7.4

The samples are ready for analysis by ICP (or FLAA).

DIGESTION OF AQUEOUS LIQUIDS AND EXTRACTS FOR ANALYSIS BY GFAA (GF)

Metal analytes for which this digestion is applicable include:
Be, Cd, Cr (tot), Pb, Mo, Tl, and V.

Add 3 ml of concentrated HNO,, and several boiling chips to each sample, cover with watch
glasses, and mix.

Place on a hotplate and maintain at 90-95:’0 until the volume has been reduced to
approximately 5-10 mL. Remove and cool.

Add an additional 3 mL of concentrated HNO, to each sample, cover, and return to the
hotplate for 20 minutes, or until the digestion is complete. Allow the volume to reduce to 5-10
mL. Remove and cool.

Add 10 mL of reagent water, cover, and return to the hotplate for 15 minutes. Remove and
cool.

Rinse down the watchglass and sides of the beakers. If necessary, filter the digestate
through a Whatman 41 fiter paper into a clean 100-mL volumetric flask, dilute to the mark
with reagent water, mix, and transfer to a metal-free container. The container should be
fabeled with:

¢« GLA Sample 1.D.

« Matrix type

« Date digested

« Dilution factor (where applicable)

The samples are ready for analysis by GFAAS.

DIGESTION OF AQUEOUS LIQUIDS AND EXTRACTS FOR ANALYSIS OF As AND Se
ONLY BY GFAA (AS)

This digestion is applicable only for analysis of arsenic (As) and selenium (Se) by GFAAS.

Add 1 mL of concentrated HNO;, 2 mL of 30% hydrogen peroxide, and several boiling chips
to each sample, cover with watch glasses, and mix.

Place on a hotplate and maintain at 90-95°C until the volume has been reduced to
approximately 50 mL. Remove and cool.

Rinse down the watchglass and sides of the beakers. If necessary, filter the digestate
through a Whatman 41 filter paper into a clean 100-mL volumetric flask, dilute to the mark
with reagent water, mix, and transfer to a metal-free container. The container should be
labeled with:

e GLA Sample |.D.

« Matrix type

o Date digested

o Dilution factor (where applicable)

The samples are ready for analysis by GFAAS (for As.and Se).
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11.8

HOTPLATE DIGESTION OF NON-AQUEOUS AND MULTI-PHASE LIQUIDS FOR
ANALYSIS BY ICP, GFAA, OR FLAA (NA) - METHOD 3010M

NOTE: Metal analytes for which this digestion is applicable nclude:
Ag, Al, As, Ba, Be, Cd, Ca, Cr (tot), Co, Cu, Fe, Pb, Mg, Mn. Mo, Ni, K, Sb, Se, Na, TI, V, and Zn.

11.8.1

11.82

11.8.3

11.8.4

11.8.5

11.8.6

11.9

NOTE:

Add 5 mL of concentrated HNO,, and several boiling chips to each sample, cover with watch
glasses, and mix.

Place on a hotplate and maintain at 90-95°C for .5 minutes, or until the volume has been
reduced to approximately 10 mL. Remove and cocl.

Add an additional 5 mbL of concentrated HNO; to each sample, cover, and return to the
hotplate for 30 minutes, or until the digestion is complete. Allow the volume to reduce to 5-10
mL. Remove and cool. Add an additional 5 mL of concentrated HNO,, cover, and heat for an
another 30 minutes. Allow the volume to reduce to 5-10 mL. Remove and ¢ool.

Add 2 mL of reagent water and 3 mL of 30% hydrcgeh peroxide to each sample, cover, anc
return to the hotplate for 15 minutes. Remove and cool.

Rinse down the watchglass and sides of the teakers. Filter the digestate through a
Whatman 41 filter paper into a clean 100-mL volumetric flask, dilute to the mark with reagent
water, mix, and transfer to a metal-free container. The container should be labeled with:

e GLA Sample [.D.

s Matrix type

o Date digested

» Dilution factor (where applicable)

The samples are ready for analysis by ICP/GFAA/FLAA.
HOTPLATE DIGESTION OF AQUEOUS AND NON-AQUEOUS LIQUIDS FOR ANALYSIS
OF TOTAL RECOVERABLE METALS BY ICP, GFAA, OR FLAA (A)

Metal analytes for which this digestion is applicabie include:

Ag, Al, As, Ba, Be, Cd, Ca, Cr (tot), Co, Cu, Fe, Pb, Mg, Mn, Mo, Ni, K, Sb, Se, Na, T, V, and Zn.

11.9.1

11.9.2

11.9.3

11.9.4

Add 2 mL of concentrated HNO,, 5 mL of concentrated HCI, and several boiling chips to each
sample, cover with watch glasses, and mix.

Place on a hotplate and maintain at 90-95°C until the volume has been reduced to
approximately 5-10 mL. Do not boil samples! Remove and cool.

Rinse down the watchglass and sides of the beakers. Filter the digestate through a
Whatman 41 filter paper into a clean 100-mL volumetric flask, dilute to the mark with reagent
water, mix, and transfer to a metal-free container. The container should be labeled with:

e GLA Sample |.D.

o Matrix type

s Date digested

» Dilution factor (where applicable)

The samples are ready for analysis by ICP/GFAA'FLAA.
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12.0 MAINTENANCE AND TROUBLESHOOTING
121 GENERAL

Glassware should be cleaned appropriately to avoid sample contamination. Equipment should be
kept clean and maintained to avoid sample contamination and assure proper operation. Manuals
supplied by the manufacturers with the instrumentation typically have informational and
troubleshooting sections.

12.2 TECHNICAL SUPPORT

Technical support is available from equipment manufacturers (for example, by telephone, fax, or e-
mail). They can be a good resource when troubleshooting options have been exhausted. Technical
support departments can readily supply part numkers.

13.0 REFERENCES -

13.1  EPA Method 200.7: Inductively Coupled Plasma - Atomic Emission Spectrophotometric

_ Method for Trace Element Analysis of Water and Wastes.

13.2  EPA Method 200.9: Determination of Trace Elements by Stabilized Temperature Graphite
Furnace Atomic Absorption Spectrometry

13.3  Method 3030: Preliminary Treatment of Samples, Sections E (Nitric Acid Digestion), F (Nitric
Acid-Hydrochloric Acid Digestion), and K (Microwave-Assisted Digestion); Standard Methods
for the Examination of Water and Wastewater, 18" Edition, 1992.

13.4  Method SW-846, 3050B: Acid Digestion cf Sediments, Sludges, and Soils.

13.5  Great Lakes Analytical Quality Assurance Program.

13.6  Great Lakes Analytical Chemical Hygiene Plan.

13.7  Great Lakes Analytical SOP for Login Department.

13.8  Great Lakes Analytical SOP for Hazardous Sample Management.

14.0 DEFINITIONS

See References.

May 11, 1999 , Page 12 of 17



GLA 3015 BG Revision 3.1

APPENDIX A.

METHOD EXCEPTIONS.

A1 Section 1.0 - Sample Preservation

EPA 200 Series, section 4.1.4:

e Amounts of nitric and hydrochloric acids added to the preserved sample are in accordance with SW-
846 Method 3005.

SM-3030-F:

o Amounts of nitric and hydrochloric acids added to the preserved sample are in accordance with SW-
846 Method 3005.

A2 Section 11.5 (ICP)

EPA Method 200.7:

o Section 11.2.3 - Acid concentrations are made in accordance with SW-846 3010A. The higher
concentrations of acid will not compromise the digestion prccess.

e Sections 11.2.2-11.2.6 - Pre-concentration of samples is not performed unless detection levels are
required that are below those attainable by current analytical procedures.

SM-3030-F:
» Additions of acid are made in accordance with SW-846 3C10B. The higher concentrations of acid will
not compromise the digestion process.

Al Section 11.6 (GF)

EPA Method 200.9:

« Section 11.3.3 -The addition of hydrochloric acid in step 11.3.3 has been omitted, and an additiona!
additions of nitric acid are made in its place. The interferences associated with chloride in graphite
furnace analysis are well documented (for example, in EPA 200 Series, section 4.1.3).

e Sections 11.2.2-11.2.6 - Pre-concentration of samples is not performed unless detection levels are
required that are below those attainable by current analytical procedures.

SM-3030-E:
« Additions of acid are made in accordance with SW-846 3010B. The higher concentrations of acid will
not compromise the digestion process.

A4 Section 11.7 (AS)

SW-846 Methods 7060A and 7740A:

» The digestates are not pre-mixed with nickel nitrate modifier. The modifier is added to the sampler by
the instrument autosampler at the time of analysis.

EPA 200 Series, Methods 206.2 and 270.2:

* The digestates are not pre-mixed with nickel nitrate modifier. The modifier is added to the sampler by
the instrument autosampler at the time of analysis.
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A5 Section 11.8 (NA)

Modified SW-846 Method 3010A (GLA Method 3010M): _

* This method parallels SW-846 Method 3010A. The addition of hydrochloric acid has been replaced
by addition of 3 mL of nitric acid. This method is used exclusively for the digestion of gasoline, diesel,
oil, and oil sludge waste samples, and aqueous samples with a high organic content. These materials
show a wide variance of analyte levels and these digestates are analyzed by ICP, GFAAS, or FLAA.

e For non-aqueous or multi-phase samples, a 5-25 g sample is taken, depending upon organic content
and allowable regulatory detection levels required. This dilution factor is included in the final
calculations of analyte concentrations.
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APPENDIX B.
STANDARD SPIKING LEVELS AND VOLUMES.

Standard AliquotValume | Aliquot/Volume | Aliquot/Volume | Aliquot/Volume
GLA-SPK-1A 0.05/50 0.10/50 0.10/50
GLA-SPK-3B8 0.05/50 0.10/50 0.10/50
GLA-SPK-4B
GLA-SPK-5 0.05/50 0.10/50 0.10/50
GLA-SPK-6 0.10/50
EARTH 0.10/50 0.10/50

Corresponding Elements and Concentrations (mg/L) per Matrix

Set Element D H,0 FNC D H,0 ICP H,0 TC'-;)’(fPLP
Ag 0.005 0.01 051
As 0.015 003 0.03
R Ba V50 10 10
c Cd 0.001 0002 0502
R Cr 0.003 0.50 1.006 1.006
A Hg 0.001 ) 0.002 0,002
Pb 0.015 0.03 0.03
Se 0.015 003 0.03
3 Be 050 70 70
R Cu 0.015 0.50 703 103
| Ni 0.50 7.0 10
R Sb 0.015 ) 203 2.03
T T 0.015 10 203 203
Y 7n 0.50 7.0 10
Al 05 70 10
T Co 05 1.0 )
A Fe 05 1.0 1.0
L Mn 05 10 1.0
Y, 05 10 10
E Ca 1.0 10
A K 70 10
R L 10 7.0
T Na 10 10
H Mg - 10 1.0
E B ) 20 2.0
X Mo 10 2.0 2.0
T S 10 20 20
R Sn 70 2.0 20
A T 10 20 20
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APPENDIX B (cont.)

Spiking standard stock solutions :

GLA-SPK-1A
Sb, B, Mo, Si, Sn, Ti
GLA-SPK-3B
Sb, As, Cu, Pb, Se, Tl
Ag
Cr
Cd, Hg
GLA-SPK-4B

Ti

Al, Ba, Be, Cd, Cr, Co, Cu,

Fe, Pb, Mn, Ni, Ag, V, Zn
As, Se

GLA-SPK-5
Ti
Al, Ba, Be, Cr, Co, Cu,
Fe, Mn, Ni, v, Zn
GLA-SPK-6
Cd, Ag
CLPP-ICS-A

Al, Ca, Mg
Fe

EARTH METALS

Ca, Mg, K, Na

May 11, 1999

1000 mg/L

15 mg/L

5 mg/L

3 mg/L
1mg/ll -

2000 mg/L
1000 mg/L
1000 mg/L
30 mg/L

1000 mg/L
500 mg/L
500 mg/L

250 mg/L

5000 mg/L
2000 mg/L

10000 mg/L
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APPENDIX C.

METALS GLASSWARE PREPARATION

All glassware to be used in the preparation of solutions for metals analysis will be prepared
according to the following procedure:

1. All beakers, funnels, flasks, stoppers and watch covers will be examined for gross
contamination and soil removal.

2. Any analyst processing glassware through the laboratory dishwasher will use the appropriate
detergent supplied.

3. All glassware shall subsequently be hand-washed using Neutrad soap (anionic detergent) and
triple rinsed with tap water, then triple rinsed with de-ionized water, paying special attention to
any glassware unduely etched, cracked or otherwise likely break and/or cause contamination of
samples.

4. All glassware which will come into contact with samples to be analyzed for metals will be
rinsed with a 50% Nitric Acid solution and triple rinsed with de-ionized water immediately prior to
use. Glassware to be used for other inorganic analyses should be rinsed with an acid appropriate
to the test. (e.g. - dilute sulfuric for nitrate/nitrite) and triple rinsed with de-ionized water.
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METHOD CLARIFICTION

Date Effective: 12/1/98 Supersedes: 10/1/93

Method No.: EPA 200.7 Method Title: Liquid extractions for FLAA / ICP

The above method is currently being used with the following clarificationstions:

Liquid extractions for ICP and FLAA are being compliled into one extraction called EPA
200.7. This was done as a time saving measure for sample preparation. Twa milliliters of
concentrated HNO3 and five milliliters of concentrated HCL are added to each 100 mil of ¢ ple.
Each sample is then gently heated, not boiled until a volume of approximately 20 ml has~Been
reached. Ribbed watch glass are used during this process. Afterwards, each sample is allowed to
coo! and is then filtered to a final volume of 100 ml with deionized water. This method takes the
place of EPA Methods 200.7, 3005, and 3010. '

The following have been added to the analyte list:

Germanium CAS No.: 7440-56-4
Tantalum CAS No.: 7440-25-7

Approved: @—1‘7@ Date: é'("c‘g

NOTE: The above inforWts current modifications to the method. Please reference the specific section modified
through the numerical designation used by the procedure and give a brief explaination why the modificaticn has been made.

SOP 018
Rev. 1 (12/1/98)



METHOD #: 3010A (SW-846 Update I, July 1992)

TITLE: Acid Digestion Of Aqueous Samples And Extracts For Total Metals
For Analysis By FLAA Or ICP Spectroscopy

1.0 SCOPE AND APPLICATION

1.1 This digestion procedure is used for the preparation of aqueous
samples, EP and mobility-procedure extracts, and wastes that contain
suspended solids for analysis, by flame a.omic absorption spectroscopy
(FL M ) or inductively coupled argon plasma spectroscopy (ICP). The
procedure is used to determine total metals.

1.2 Samples prepared by Method 3010A may be analyzed by FLAA or ICP for

the following:

ANALYTE: ., CAS #
Aluminum 7429-90-5
Al
Arsenic (*) 7440-38-2
As
Barium 7440-39-3
Ba
Beryllium 7440-41-7
Be
Cadmium 7440-43-9
cd
Calcium 7440-70-2
Ca
Chromium 7440-47-3
Cr
Cobalt 7440-48-4
Co
Copper 7440-50-8
Cu
Iron 7439-89-6
Fe
Lead 7439-92-1
Pb
Magnesium 7439-95-4
Mg
Manganese 7439-96-5
Mn
Molybdenum 7439-98-7
Mo
Nickel 7440-02-0
Ni
Potassium 7440-09-7
K

Selenium (*)

7782-49-2



Se

Sodium 7440-23-5
Na
Thallium 7440-28-0
Tl
Vanadium 7440-62-2
\"J
Zinc 7440-66-6
Zn

(*) Analysis by ICP

INSTRUMENTATION: N/A

o S A L o
oA W ¥2 I - N VS T O B o]

NOTE: See Method 7760 for the digestion and FLAA analysis of
Silver.

This digestion procedure is not suitable for samples which will be

analyzed by graphite furnace atomic absorption spectroscopy because .
hydrochloric acid can cause interferences during furnace atomization.
Consult Method 3020A for samples requiring graphite furnace analysis.

SUMMARY OF METHOD

A mixture of nitric acid and the material to be analyzed is refluxed
in a covered Griffin beaker. This step is repeated with additional
portions of nitric acid until the digestate is light in color or until
its color has stabilized. After the digestate has been brought to a
low volume, it is refluxed with hydrochloric acid and brought up to

volume. If sample should go to dryness, it must be discarded and the
sample reprepared.

INTERFERENCES

Interferences are discussed in the referring analytical methed.

APPARATUS AND MATERIALS

Griffin beakers - 150-mL or equivalent.

Watch glasses - Ribbed and plain or equivalent.

Qualitative filter paper or centrifugation equipment.

Graduated cylinder or equivalent - 100mL.

Funnel or equivalent.

Hot plate or equivalent heating source - adjustable and capable of
maintaining a temperature of 90-95-C.

REAGENTS

Reagent grade chemicals shall be used in all tests. Unless otherwise
indicated, it is intended that all reagents shall conform to the



specifications of the Committee on Analytical Reagents of the American
Chemical Society, where such specifications are available. Other
grades may be used, provided it is first ascertained that the reagent
is of sufficiently high purity to permit its use without lessening the
accuracy of the determination.

Reagent Water. Reagent water will be interference free. All references
to water in the method refer to reagent water unless otherwise
specified. Refer to Chapter One for a definition of reagent water.
Nitric acid (concentrated), HNO3. Acid should be analyzed to determine
levels of impurities. If method blank is < MDL, the acid can be used.
Hydrochloric acid (1:1), HCl. Prepared from water and hydrochloric
acid. Hydrochloric acid should be analyzed to determine level of
impurities. If method blank is < MDL, the acid can be used.

SAMPLE COLLECTION, PRESERVATION, AND HANDLING

All samples must have been collected using a sampling plan that
addresses the considerations discussed in Chapter Nine of this manual.
All sample containers must be prewashed with detergents,. acids, and
water. Plastic and glass containers are both suitable. See Chapter
Three, Step 3.1.3, for further information.

Aqueous wastewaters must be acidified to a pH of < 2 with HNO3.

PROCEDURE

Transfer a 100-mL representative aliquot of the well-mixed sample to a
150-mL Griffin beaker and add 3 mL of concentrated HNO3. Cover the
beaker with a ribbed watch glass or equivalent. Place the beaker on a
hot plate or equivalent heating source and cautiously evaporate to a
low volume (5 mL), making certain that the sample does not boil and
that no portion of the bottom of the beaker is allowed to go dry. Cool
the beaker and add another 3-mL portion of concentrated HNO3. Cover
the beaker with a nonribbed watch glass and return to the hot plate.

Increase the temperature of the hot plate so that a gentle reflux
action occurs.

[NOTE : If a sample is allowed to go to dryness, low recoveries will
result. Should this occur, discard the sample and
reprepare. ]

Continue heating, adding additional acid as necessary, until the
digestion is complete (generally indicated when the digestate is light
in color or does not change in appearance with continued refluxing) .
Again, uncover the beaker or use a ribbed watch glass, and evaporate
to a low volume (3 mL), not allowing any portion of the bottom of the
beaker to go dry. Cool the beaker. Add a small quantity of 1:1 HCl (10
mL/100 mL of final solution), cover the bedker, and reflux for an
additional 15 minutes to dissolve any precipitate or residue resulting
from evaporation.

Wash down the beaker walls and watch glass with water and, when



necessary, filter or centrifuge the sample to remove silicates and
other insoluble material that could clog the nebulizer. Filtraticn
should be done only if there is concern that insoluble materials may
clog the nebulizer. This additional step can cause sample
contamination unless the filter and filtering apparatus are thoroughly
cleaned. Rinse the filter and filter apparatus with dilute nitric acid
and discard the rinsate. Filter the sample and adjust the final volume
to 100 mL with reagent water and the final acid concentration to 10%.
The sample is now ready for analysis.

QUALITY CONTROL

All quality control measures described in Chapter One should be
followed.

For each analytical batch of samples processed, blanks (calibration
and reagent) should be carried throughout the entire
sample-preparation and analytical process. These blanks will be useful
in determining if samples are being contaminated. Refer to Chapter C-=
for proper protocol when analyzing blanks. ~
Replicate samples should be processed on a routine basis. A replicate
sample is a sample brought through the whole sample preparation and
analytical process. Refer to Chapter One for proper protocol when
analyzing replicates.

Spiked samples or standard reference materials should be employed to
determine accuracy. Refer to Chapter One for proper protocol when
analyzing spikes.

The method of standard addition shall be used for the analysis of all
EP extracts and delisting petitions (see Method 7000A, Step 8.7).
Although not required, use of the method of standard addition is
recommended for any sample that is suspected of having an
interference.

METHOD PERFORMANCE
No data provided.

REFERENCES

Rohrbough, W.G.; et al. Reagent Chemicals. American Chemical Society
Specifications, 7th ed.; American Chemical Society: Washington, DC,
1986.

1985 Annual Book of ASTM Standards, Vol. 11.01; "Standard

Specification for Reagent Water"; ASTM: Philadelphia, PA, 1985;
D1193-77.
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GLA 3050 BG Revision 3.1
1.0 APPLICABILITY

This standard procedure (SOP) provides instructions for the sample handing and digestion of solids in
preparation for analysis of total metals by ICP-OES and FLAA/GFAAS. This SOP is an interpretation of
EPA Methods 300.7 and 300.9; Standard Methods no. 3030, Sections E, F, and K; and SW-846 no.
3050B. This SOP is to be used in conjunction with the analysts’ in-laboratory training, the Great Lakes
Analytical Chemical Hygiene Plan (CHP), and the Great Lakes Analytical Quality Assurance Program.

NOTE: The digests produced using this procedure are not su:table for the analysis of mercury (Hg) or
hexavalent chromium (Cr ). }

11 MATRICES "

This method is applicable to soils, solids (such as wipes and paints), sediments, and sludges. This
method is a very strong acid digestion that will dissolve almost all elements; however, silicate structures
are not normally dissolved.

1.2 REGULATORY APPICABILITY ‘

40 CFR 121

20 SUMMARY T

!
i

A representative portion of sample is digested with nitric acid and hydrogen peroxide, and then refluxed
with additional nitric (for SW-846 method 3050B) or nitric/hydrochoric acids (EPA method 200.7). The
digestate is then filtered and diluted for analysis by ICP, GFAAS, and/or FLAA. A separate sample is
dried if necessary for dry weight calculations. Solid matrix types and amounts used include:

» Soils and sediments - 1-2 g portion.

Paint chips -upto 2 g.

Paint or dust wipes and filters - entire wipe or filter (including washings).

Waste sludges - a larger portion may be taken based upon the dry weight, up to 2 g of solid.
Miscellaneous - mixed solids, waste oil sludges (may require particle size reduction and sub-
sampling).

The approximate linear upper ranges for a 2-g sample size are:

e As, Be, Cd, Co, Cr, Cu, Mo, Ni, Se, T1, V, Zn - 1,000,000 mg/kg.
* Pb, Sb-200,000 mg/kg.

e Ag, Ba-2500 mg/kg.

Smaller sample sizes should be taken if limits are exceeded.

See Appendix A for method exceptions.

3.0 SAFETY
31 GENERAL
This SOP does not address all safety issues associated with its use. A reference file of material

safety data sheets (MSDS's) is available to all personnel, along with the Great Lakes Analytical
Chemical Hygiene Plan. Gloves are worn when handling chemicals and reagents.
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3.2 CHEMICAL HYGIENE PLAN

The Great Lakes Analytical Chemical Hygiene Plan (CHP) is designed to establish safe work
procedures and minimize exposure to hazardous chemicals encountered in the laboratory. The CHP
provides information to employees regarding potential hazards and training to minimize these
hazards.

3.3 HAZARDOUS SAMPLES

All samples that are received by the laboratory have .the possibility of containing hazardous
pollutants. They should be treated with caution at all times. Gloves are worn when handling samples.
Also see the Great Lakes Analytical SOP for Hazardous Sample Management.

3.4 CHEMICALS SPECIFIC TO DIGESTIONS

30% Hydrogen peroxide is a strong oxidizer in the presence of acids, and can cause bums to eyes and
skin. It can react violently when introduced to a sample in concentrated acid. Large volumes of
hydrogen gas may be produced. Allow samples to cool thoroughly before adding hydrogen peroxide.
Similarly, add concentrated nitric acid to samples carefuily.

4.0 INTERFERENCES

4.1 Sample matrices can vary greatly, even within specific sample type groups, most notably waste
sludges (for example, soil versus water treatment waste sludge). Any sample types exhibiting
significantly different properties, such as high organic content or multi-phase samples, are to be
handled as individual matrices, and appropriate matrix spikes should be produced and analyzed.

42 Daily monitoring test of the deionized water supply must have been performed and pass or
meet appropriate criteria for analysis before the water can be used in sample preparation.
All glassware to be used in the analysis must be cleaned and rinsed following the procedure
outlined in Appendix C. Periodic cleaning of sample preparation and analysis areas, will be
performed.

5.0 RECORD KEEPING

5.1 Each analyst is responsible for keeping accurate and up-to-date records of all digestions
performed.

52 Digestion Log Book:

A log book will be maintained for all solid matrix types and associated digestions. All
information regarding samples processed in the lab will be entered into this book. This
information will include but is not limited to:

Method reference number

Client Name for each set of samples

GLA Sample I.D. (one complete for each set)
Initial sample weight used

LIMS batch reference number

Analyst's signature and date prepared/analyzed
Reviewer’s signature and date

All readings, dilution factors, and calculated results

Sample matrix type

Spiking volumes used

Spike standard identifier

Spike standard concentration
LCS and matrix spike information
Final digestate volume
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This log should also include any unique observations noted in regard to specific samples.
Space will be reserved on each page for calculations and notes. All unused portions of
logbook pages must be z'ed out.

5.3 Sample Schedule - All samples will be tracked through the lab using GLA sample [.D.
numbers generated by the GLA LIMS system.

6.0 QUALITY CONTROL
6.1  QUALITY CONTROL SAMPLES

Quality control samples are run at a minimum 5% frequency (i.e. one set with every batch of twenty
or less samples). The results of these samples are used to gauge accuracy and precision of the
method. These samples include method blanks (MB), lab control samples (LCS), matrix spikes (MS)
and matrix spike duplicates (MSD). The quality control samples contain all reagents and are
subjected to all preparation steps. They are processed and an'alyzed along with test samples.

6.2 METHOD BLANK

Matrix-matched method blanks (MB) containing all reagents and subjected to all preparation steps
are processed and analyzed along with the samples. Method blanks must produce a concentration
below the reporting limit (e.g. PQL, EQL, ...) for an analytical batch to be valid. These samples
provide a measure of laboratory and/or reagent contamination. Test sample results are not corrected
for the method blank concentrations. : P

6.3 LABORATORY CONTROL SAMPLE (LCS)

An external (independently sourced) reference standard is prepared within the working range of the
method and analyzed with each matrix per batch of twenty or less samples (ie. minimum 5%
frequency). The results of the samples must be within established control limits, or where there is not
enough data to calculate control limits, within 15% of the known value.

6.4 MATRIX SPIKED SAMPLES

Matrix spiked samples (MS and MSD) will be analyzed with a minimum frequency of 5% (e.g. one set
per 20 or less samples per matrix) and are used to determine accuracy and precision of a method.

The matrix spiked samples will be spiked using the same standards used to spike the LCS samples.

The analyzed result of the matrix spikes must be within established control limits, or where there is
not enough data to calculate control limits, within 25% of the known value.

6.5 SURROGATE MATRIX BLANK AND SPIKED SAMPLES

In cases where no additional sample is available for matrix spiking (e.g. wipes samples), a set of
surrogate matrix QC samples will be produced by digesting an appropriate substrate "blank” and two
spiked samples of the same substrate spiked with the same standards and at the same levels of the
LCS.

6.6 QUALITY CONTROL TRACKING AND DATA REVIEW

The QC data is considered acceptable and actual samples results can be evaluated and reported by
the analyst if all QC samples are within established control limits.
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6.7 CORRECTIVE ACTION

If a quality control measure fails, corrective action is taken and documented to ensure the accuracy of

the data that is reported. Examples of when corrective action sheets are filled out are:

e A sample or QC is re-analyzed. This may be due to the QC parameter failing or mislabeling of
samples.

¢ Samples are reported with a QC result (blank, spike matrix) parameter out of control. In this
case, not only should a corrective action be initiated, but the data must be flagged.

¢ A deviation from the normal SOP for the method is ciscovered (e.g. a digestion goes down to
dryness or a different concentration of reagent is used) and the sample is analyzed and reported.

e Anerrorin a previously reported sample is discovered.

~

7.0 SAMPLE MANAGEMENT

74 The procedures for sample management are detailed, in the Great Lakes Analytical SOP for
sample receipt into the laboratory.

7.2 Sample Schedule: Analysts keep track of sample throughput by using the Laboratory
Information Management System (LIMS). The system is checked daily and a hard copy
generated. Samples for this method are queued under “METP". The information includes:
¢ Client name.

Sample numbers. )

Project name. o

Matrix.

Hold time and tumaround time.

8.0 METHOD VALIDATION
8.1 QUALITY CONTROL BOOK

Method validation must be performed before any actual samples can be analyzed. Method validation
studies are required to be stored in the QC logbook. Method exception studies must also be
performed to validate any exception taken by proving equivalency with the unaltered method. The
contents of the QC book include:

e Copy of the GLA Quality Assurance Program.

Copies of GLA SOP and source methods.

Copy of the precision and accuracy study for the method.

Copies of all method detection limit studies and dates in use.

Check standard recovery tabulations and control limits.

Spike and spike duplicate recovery tabulations and control limits.

Corrective action sheets.

8.2 QUALITY ASSURANCE PROGRAM
Internal audits will be performed periodically to assess analytical system performance. Performance

evaluation samples will be analyzed periodically to assess laboratory performance. (Refer to the GLA
Quality Assurance Program.)
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8.3

8.3.1

8.3.2

8.3.3

9.0
9.1
9.2
93
9.4
9.5

96
9.7

9.8

9.9

10.0

101
10.2

10.3
10.4

10.5

METHOD DETECTION LIMIT STUDY

The method detection limit (MDL) is defined as the minimum concentration of analyte that

can be determined with 39% confidence. It is determined as follows:

e Prepare a minimum of seven replicate samples at a concentration at or near the
expected MDL. Carry these replicates through the entire sample preparation procedure
and analysis.

» Calculate the MDL by taking the standard deviation of the results of the seven replicates
and multiply by the Student's t value at n-1 degrees of freedom (3.143 for seven
replicates). -

Other factors such as matrix effects and instrument noise may affect the attainable detection
limit. These should be quantified if possible and taken in to account when determining an
MDL as the obtainable detection level may be artificially elevated due to these factors.

A new MDL study must be performed to re-evaluate the method if any major instrument
maintenance or service is performed, if any new method exceptions or changes are made or
at least annually. “

EQUIPMENT

Beakers, Griffin type, 250-mL size.

Watch covers, ribbed, 90-mm diameter. ;

Volumetric flasks, 25-100 mL (wide mouth). c

Glass funnels.

Filter paper - 9 and 15 cm, Whatman 41, or equivalent.

Sample containers, 50 or 100-mL capacity, metal-free.

Hotplate, adjustable, capable of maintaining a constant temperature for samples of 90-95°C.
Monitor temperature of the hotplate by placing an Erlenmeyer flask with approximately 100 mL of
cooking oil at the center of the hotplate, and reading the temperature with an ASTM thermometer
positioned with the bulb against the bottom nf the flask. The temperature must be at least
140°C. Record temperatures in the log book.

Analytical balance, calibrated - capable of weighing to nearest 0.1 g for soil/sediment/sludge
samples, 0.001 g for paints.

Hot block digestion apparatus:

+ HotBlock, Environmental Systems, set to maintain a sample temperature of 90-95°C.

¢ Polyolefin digestion vessels, 50-mL size, with watch covers and snap-on caps.

STANDARDS AND REAGENTS

Reagent water - ASTM Type Il Water (DI water).

Nitric acid - concentrated HNO,, ACS/reagent grade, Fisher no. A509. CAUTION: Nitric acid is
corrosive.,

Hydrochloric acid - concentrated HCI, ACS/analytical reagent grade, Fisher no. A508.
CAUTION: Hydrochloric acid is comosive.

Hydrogen peroxide - 30% H;0O,, ACS/analytical reagent grade, Fisher no. H325. CAUTION:
Hydrogen peroxide is an oxidizer.

Spiking standards - GLA-SPK-1A and -4B, Inorganic Ventures; GLA-SPK-EM (earth metals
spike) prepared from individual 10,000 ppm solutions (from Inorganic Ventures) for final
concentrations of 2000 ppm of Na, K, Ca, and Mg. (Refer to Appendix B for concentrations and
volumes spiked.)
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11.0 PROCEDURE
NOTE: Method validation (section 8.0) must be performed before samples can be analyzed.
111 SELECTION OF DIGESTION PROCEDURE

The appropriate method for the required metal analysis must be referenced in order to select the
proper digestion procedure. There are several methods for digestions which can be selected based
upon the matrix type of the sample and the type of digestion being performed. Use Table 1 to
determine which method is most applicable to the samples being analyzed. The proper digestion
procedure is selected from Table 2.

Table 1.
Digestion Method Reference Chart.
Method Microwave Standard Digestions
Analysis Reference Digestions ICP/FLAA GFAA Special
3050B 30508 7060A (As)
SW-846 3
Total 051A + HCI + HNO, 7740A (Se)
Metals 206.2 (As)
EPA / 200.7 200.9
- na 270.2 (Se)
Air Filters NIOSH n/a 7082 7082 n/a
Table 2.
Procedure Selection Table.
Digestion Analysis Analysis Applicable Digestion
Type Type Method Method(s) Procedure
SW-846 3050B
Standard Total Metals Any (1) EPA 200.9 (3) 11.4 (GEN)
Air Filter -
Standard Lead Only Any (1) NIOSH 7082 11.4 (GEN)
SW-846 30508
Standard Total Metals (2) ICP/FLAA EPA 200.7 (4) 11.5 (ICP)
HotBlock Total Metals Any (1) SW-846 30508 11.6 (HB)
(1) Any analytical method refers to GLA routine methods : ICP, GFAAS, and FLAA. These digests
are not suitable for analysis of mercury or hexavalent chromium.
(2) For samples requiring addition of hydrochloric acid. This procedure produces digestates which
can only be analyzed by ICP-OES.
(3) Samples are refluxed with nitric acid for metals determination by all analytical methods.
(4) Samples are refluxed with hydrochloric acid for metals determination by ICP-OES only.

11.2  Assemble all materials and equipment required for the procedure. A daily calibration check
of the analytical balance must have been performed prior to its use in weighing samples or

standard materials.

beginning the analysis.

CAUTION: All hotplate digestions must be performed in a fume hood.

May 11, 1999
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11.3 PREPARATION OF QUALITY CONTROL AND TEST SAMPLES

11.3.1 Soil, sediment, and other solid samples:

e Samples - A representative 2.0g +/- 0.01g (1.0 g for hotblock digestion, section 11.6)
aliquot is weighed into a clean beaker (or digestion tube for hotblock digestion).

e Matrix spikes - Measure two additional aliquots of one sample, with weights similar to the
test sample weight, and making sure each aliquot is homogeneous and representative of
the entire sample. Accurately aliquot 0.1 mL each of GLA-SPK-1A, -4B, As/Se Soln., and
-EM into the sample replicates, and mark them as MS and MSD.

e LCS - Combine 7.5ml of reagent water and 7.5ml of nitric acid. Accurately aliquot 0.05ml
each of GLA-SPK-1A, -4B, As/Se Soln., and -EM into the solution, and mark the sample
as LCS. N

Note: If requested, the sample weight can be based on dry-weight —corrected soil.. Refer
to SOP GLA160BG for instructions on determining dry weight.

11.3.2 Sludge/high water content samples: .

o Samples - Each sample should be well mixed before taking a representative portion for
digestion. If the sample contains significant water, upon client request, a dry weight
determination may be performed prior to digestion (See SOP GLA160BG for dry weighe
determination), and the sample size adjusted and/or calculated as follows:

sample weight (g) = 2.0 (1.0 for hotblock) g .
K dry weight (as decimal percent)

e Matrix spikes - Measure two additional aliquots of one sample, with weights similar to the
test sample weight, and making sure each aliquot is homogeneous and representative of
the entire sample. Accurately aliquot 0.1 mL each of GLA-SPK-1A, -4B, As/Se Soln., and
-EM into the sample replicates. Add 5§ mL of reagent water to each, washing the spike
solutions into the beakers or vessels. Mark as MS and MSD.

e LCS - Combine 7.5ml of reagent water and 7.5ml of nitric acid. Accurately aliquot 0.05mi
each of GLA-SPK-1A, -4B, As/Se Soin., and -EM into the solution, and mark the sample
as LCS.

11.3.3 Wipes samples (surrogate matrix QC):

« Samples - Transfer the entire wipe into a clean beaker along with any liquid and/or loose
material which has fallen off the wipe. Rinse the sample container with three successive
portions of reagent water, adding each rinsate to the beaker.

» Surrogate matrix blank - Place a 9- or 15-cm Whatman 41 filter paper into a clean
beaker. Add 15 mL of reagent water.

e LCS - Place 9- or 15-cm Whatman 41 filter paper into two clean and dry beakers. Weigh
0.02-0.04 g of NIST SRM1579a onto the filter paper. Allow any paint dust from the SRM
addition to settle, and record an accurate weight in the log book to the nearest 0.0001 g.
Carefully add 15 mL of reagent water.

11.3.4 Paint/paint dust samples:
« Samples - Weigh as large a portion as possible, up to 2 g (accurately to the nearest
0.0001 g), into a clean beaker. Record the weight(s) in the log book.
o Surrogate matrix spike samples - Place 9 (or 15) cm Whatman 41 filter paper into two
clean and dry beakers. Weigh 0.02-0.04 g of NIST SRM1579a onto the filter paper.
Allow any paint dust from the SRM addition to settle, and record an accurate weight in
the log book to the nearest 0.0001 g. Carefully add 15 mL of reagent water.

May 11, 1999 - Page 8 of 15



GLA 3050 BG Revision 3.1

11.4

NOTE:

11.4.1

11.4.2

11.4.3

11.4.4

11.4.5

11.4.6

11.4.7

11.5

NOTE:

11.51

11.56.2

11.5.3

11.5.4

11.5.5

HOTPLATE DIGESTION OF SOLIDS FOR ANALYSIS BY ICP-OES, GFAAS, OR FLAA
(GEN)

Metal analytes for which this digestion is applicable include:
Ag, Al, As, Ba, Be, Cd, Ca, Cr (tot), Co, Cu, Fe, Pb, Mg, Mn, Mo, Ni, K, Na, Sb, Se, T}, V, Zn.

Add 5 mL of reagent water (except for wipes samples), 5 mL of concentrated HNO,, and
several bailing chips to each sample, cover with watchglasses, and mix.

Place on a hotplate and maintain at 90-95°C for 15 minutes. Remove and cool.

Add an additional 5 mL of concentrated HNQ, to each sample, cover, and return to the
hotplate for 30 minutes. Remove and cool.

Add a third 5 mL portion of concentrated HNO, to each sample, cover, and return to the
hotplate for 30 minutes. Allow solutions to evaporate to approximately 5 mL. Remove and
cool.

After the samples have cooled, add 2 mL of reagent water and 3 mL of 30% hydrogen
peroxide to each. Warm gently if necessary to start the peroxide reaction. Heat until the
effervescence subsides. Make further 1 mL additions of hydrogen peroxide until the
effervescence is minimal, or the general sample appearance remains unchanged. Return to
the hot plate for 15 minutes to destroy excess peroxide.

Transfer the digestate to a 100-mL volumetric fiask. Dilute to the mark with reagent water
and mix. If samples are to be analyzed immediately, filter the digestate through a Whatman
41 filter paper into a metal-free container. Otherwise, samples may be allowed to settle 1
hour, or overnight, prior to analysis. The container should be labeled with:

e GLA Sampie I.D.

e Matrix type

» Date digested

« Dilution factor, if other than standard weight or volume (where applicable)

The samples are ready for analysis by ICP, GFAAS, or FLAA.

HOTPLATE DIGESTION OF SOLIDS FOR ANALYSIS BY ICP-OES OR FLAA ONLY (ICP)

Metal analytes for which this digestion is applicable include:
Al, Ba, Be, Cd, Ca, Cr (lot), Co, Cu, Fe, Pb, Mg, Mn, Mo, Ni, K, Na, T1, V, and Zn.

Add 5 mL of reagent water (except for wipes samples), 5 mL of concentrated HNO;, and
several boiling chips to each sample, cover with watch glasses, and mix.

Place on a hotplate and maintain at 90-95°C for 15 minutes. Remove and cool.

Add an additional 5§ mL of concentrated HNO, to each sample, cover, and return to the
hotplate for 30 minutes. Remove and cool.

Add a third 5 mL portion of concentrated HNO, to each sample, cover, and return to the
hotplate for 30 minutes. Allow solutions to evaporate to approximately § mL. Remove and
cool.

After the samples have cooled, add 2 mL of reagent water and 3 mbL of 30% hydrogen
peroxide to each. Warm gently if necessary to start the peroxide reaction. Heat until the
effervescence subsides. Make further 1 mL additions of hydrogen peroxide until the
effervescence is minimal, or the general sample appearance remains unchanged. Return to
the hot plate for 15 minutes to destroy excess peroxide.
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11.5.6 Add 5 mL of concentrated HCI and 10 mL of reagent water to each sample. Cover and return
to hotplate for 15 minutes. Remove and cool.

11.5.7 Transfer the digestate to a 100-mL volumetric flask. Dilute to the mark with reagent water
and mix. Filter the digestate through a Whatman 41 fiiter paper into a metal-free container.
The container should be labeled with:
e GLA Sample I.D.
» Matrix type
o Date digested :
o Dilution factor, if other than standard welght or vqume (where applicable)

11.5.8 The samples are ready for analysis by ICP or FLAA.

11.6 HOTBLOCK DIGESTION OF SOLIDS FOR ANALYSIS BY ICP-OES, GFAAS, OR FLAA
(HB) ]
NOTE: Metal analytes for which this digestion is applicable include:
Al, As, Ba, Be, Cd, Ca, Cr (tot), Co, Cu, Fe, Pb, Mg, Mn, Mo, Ni, K, Na, Sb, Se, Tl, V, Zn.

NOTE: This procedure is not applicable for wipes samples.

11.6.1 Add 5 mL of reagent water (except for wipes samples) and 7.5 mL of concentrated HNO;, to
each sample. Cover and mix.

11.6.2 Place in digestor and heat for 75 minutes, maintaining sample temperatures of 95-100°C.
Remove and cool.

11.6.3 After the samples have cooled, slowly and carefully add 1 mL of 30% hydrogen peroxide to
each. Allow vigorous reaction to subside. Place in digestor and heat for 15 minutes,
maintaining sample temperatures of 95-100°C. Remove and cool.

11.6.4 Bring total sample volumes to 50 mL each with reagent water, cover and mix. Allow samples
to settle at least 1 hour (or overnight). If immediate analysis is required, samples may be
filtered through Whatman 41 filter paper. The container should be labeled with:

e GLA Sample |.D.

e Matrix type

e Date digested

+ Dilution factor (where applicable)

11.6.5 The samples are ready for analysis by ICP, GFAAS, or FLAA.

12.0 MAINTENANCE AND TROUBLESHOOTING

121 GENERAL

Glassware should be cleaned appropriately to avoid sample contamination. Equipment should be
kept clean and maintained to avoid sample contamination and assure proper operation. Manuals
supplied by the manufacturers with the instrumentation typicaily have informational and
troubleshooting sections.

12.2 TECHNICAL SUPPORT _ '
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Technical support is available from equipment manufacturers (for example, by telephone, fax, or e-
mail). They can be a good resource when troubleshooting options have been exhausted. Technical
support departments can readily supply part numbers.

13.0 REFERENCES

13.1 EPA Method 200.7: Inductively Coupled Plasma - Atomic Emission Spectrophotometric
Method for Trace Element Analysis of Water and Wastes.

13.2  EPA Method 200.9: Determination of Trace Elements by Stabilized Temperature Graphite
Furnace Atomic Absorption Spectrometry.

13.3  Method 3030: Preliminary Treatment of Samples, Sectlons E (Nitric Acid Digestion), F (Nitric
Acid-Hydrochloric Acid Digestion), and K (Mlcrowave-ASS|sted Digestion); Standard Methods
for the Examination of Water and Wastewater, 18" Edition, 1992.

13.4  Method SW-846, 3050B: Acid Digestion of Sediments, Sludges, and Soils.

13.5 NIOSH Method 7082: Analysis of Lead in Air Filters.

13.6  Great Lakes Analytical Quality Assurance Program.

13.7  Great Lakes Analytical Chemical Hygiene Plan.

13.8  Great Lakes Analytical SOP for Login Department.

13.9  Great Lakes Analytical SOP for Hazardous Sample Management.

14.0 DEFINITIONS

Refer to the Great Lakes Analytical Quality Assurance Progr‘am Manual.
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APPENDIX A.

METHOD EXCEPTIONS.

A1 Section 1.0 - Sample Preservation

EPA 200 Series, section 4.1.4;

o Amounts of nitric and hydrochloric acids added to the preserved sample are in accordance with SW-
846 Method 3005. ‘

SM-3030-F: -

« Amounts of nitric and hydrochloric acids added to the preserved sample are in accordance with SW-
846 Method 3005.

A2 Section 11.4 - Sample Digestion (GEN)

EPA Method 200.7:

e Section 11.2.3 - Acid concentrations are made in accordance with SW-846, 3010B. The higher
concentrations of acid will not compromise the digestion process.

e Sections 11.2.2-11.2.6 - Pre-concentration of samples is not performed unless detection levels are
required that are below those attainable by current analytical procedures.

SM-3030-F:
» Additions of acid are made in accordance with SW-846, 3010B. The higher concentrations of acid will
not compromise the digestion process.

A3 Section 11.5 - Sample Digestion (ICP)

EPA Method 200.9: .

e Section 11.3.3 - The addition of hydrochloric acid has been omitted an additional addition of nitric acid
made its place. The interferences associated with chloride in the graphite fumnace analysis are well
documented in many reference documents (for example, EPA 200 Series, section 4.1.3).

e Sections 11.2.2-11.2.6 - Pre-concentration of samples is not performed unless detection levels are
required that are below those attainable by current analytical procedures.

SM-3030-E:

¢ Additions of acid are made in accordance with SW-846, 3010B. The higher concentrations of acid will
not compromise the digestion process.
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STANDARD SPIKING LEVELS AND VOLUMES.

APPENDIX B.

Standard Aliquot/Volume
GLA-SPK-1A 0.10/100
GLA-SPK-4B 0..0/100
As/Se 0.05/50
EARTH "~ 0.05/100

Corresponding Elements and Concentrations (mg/Kg)

Set Element Soil/Solid
Ag 1.0
As 0.53
R Ba 1.0
C Cd 1.0
R Cr 1.0
A Hg
Pb 1.0
Se ~j 0.28
P Be 1.0
R Cu 1.0
I Ni 10
R Sb 1.0
T Tl 2.0
Y Zn 1.0
Al 1.0
T Co 1.0
A Fe 1.0
L Mn 1.0
Vv 1.0
E Ca 1.0
A K 1.0
R Li 10
T Na 1.0
H Mg 1.0 -
E B 1.0
X Mo 1.0
T Si 1.0
R Sn 1.0
A Ti 1.0

Revision 3.1
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APPENDIX B (cont.)

Spiking standard stock solutions :

GLA-SPK-1A
Sb, B, Mo, Si, Sn, Ti
GLA-SPK-4B
T
Al, Ba, Be, Cd, Cr, Co, Cu,
Fe, Pb, Mn, Ni, Ag, V, Zn
As, Se
EARTH METALS

Ca, Mg, K, Na

As/Se Solution

As, Se

May 11, 1999

1000 mg/L-

~

2000 mg/L
1000 mg/L
1000 mg/L -
30 mg/L

10000 mg/lL -

1000 mg/L

Revision 3.1
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APPENDIX C.

METALS GLASSWARE PREPARATION

All glassware to be used in the preparation of solutions for metals analysis will be prepared
according to the following procedure: R
1. All beakers, funnels, flasks, stoppers and walch covers will be examined for gross
contamination and soll removal.

2. Any analyst processing glassware through the laboratory dishwasher will use the appropriate
detergent supplied.

3. All glassware shall subsequently be hand-washed using Neutrad soap (anionic detergent) and
triple rinsed with tap water, then triple rinsed with de-ionized water, paying special attention to
any glassware unduely etched, cracked or otherwise likely break and/or cause contamination of
samples.

4. All glassware which will come into contact with samples to be analyzed for metals will be
rinsed with a 50% Nitric Acid solution and triple rinsed with de-ionized water immediately prior to
use. Glassware to be used for other inorganic analyses should be rinsed with an acid appropriate
to the test. (e.g. - dilute sulfuric for nitrate/nitrite) and triple rinsed with de-ionized water.
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. 680 Chesapeake Drive Redweod City. Ca 94063 650 364-04C0 FAX650) 354-923
S equOIa 404 N. Wiget Lane Walinut Creek, CA 94598 925, 988-9¢CO FA(925) 988-967
819 Striker Avenue, Suite 8 Sacramento, CA 95834 1916) 921-94C0 FAX (916) 921-01C

A 1 t' 1 1455 McDowell Bivd. North, Ste. D Petaluma. CA 94954 (707} 792-1865 FAX (707) 792.034
v na y lca 1551 Industrial Road San Carlos. CA 94070-41 11  {650) 232-9600

FAX (650) 232-961

STANDARD OPERATING PROCEDURE (018a)

METHOD CLARIFICTION
Date Effective: 12/1/98 Supersedes.__ - 9/1/91
Method No.: EPA 3050A Method Title: S_olids extractions for FLAA / ICP

The above method is currently being used with the following clarificationstions:

The top one inch in eaach soil tube is discarded and a small amount of sample is mixed
since multiple analyses would be required using the same soil cores, including volatile organic tests.
To get better homogeneity, soil cores would have to be taken for inorganic analyses separately from
those for volatile organics. i

The following have been added to the analyte list:

Germanium CAS No.: 7440-56-4
Tantalum CAS No.: 7440-25-7

Approved:

Date: \}—‘(‘ 9\ ?)

NOTE: The above ikformatfon reflects current modifications to the method. Please reference the specific section modified
through the numerical designation used by the procedure and give a brief explaination why the modification has been made.

SOP 018a
Rev. 1 (12/1/98)



METHOD #: 3050A (SW-846 Update I, July 1992)
TITLE: Acid Digestion Of Sediments, Sludges, And Soils
1.0 SCOPE AND APPLICATION

1.1 This method is an acid digestion procedure used to prepare sediments,
sludges, and soil samples for analysis by flame or furnace atomic
absorption spectroscopy (FLAA and GFAA, respectively) or by
inductively coupled argon plasma spectroscopy (ICP). Samples prepared
by this method may be analyzed by ICP for all the listed metals, or by

FLAA or GFAA as indicated below (see also Step 2.1):

ANALYTE: CAS #

FLAA
Aluminum 7440-36-0

~ Al
Barium 7440-39-3
Ba .
Beryllium j 7440-41-7
Be
Cadmium 7440-43-9
cd
Calcium 7440-70-2
Ca
Chromium 7440-43-9
Cr
Cobalt 7440-48-4
Co
Copper 7440-50-8
Cu
Iron 7439-89-6
Fe
Lead 7439-92-1
Pb
Magnesium 7439-95-4
Mg
Manganese 7439-96-5
Mn :
Molybdenum 7439-98-7
Mo
Nickel 7440-02-0
Ni
Osmium 7440-04-2
Os
Potassium 7440-09-7
'K
Silver 7440-22-4



Ag

Sodium 7440-23-5
Na
Thallium 7440-28-0
Tl
Vanadium 7440-62-2
v
Zinc 7440-~66-6
in
GFAA
Arsenic 7440-38-2
As
Beryllium 7440-41-7
Be
Cadmium 7440-43-9
cd
Chromium 7440-43-9
Cr
Cobalt . 7440-48-4
Co
Iron 7439-89-6
Fe
Lead 7439-92-1
Pb
Molybdenum 7439-98-7
Mo
Selenium 7782-49-2
Se
Thallium 7440-28-0
Tl
Vanadium 7440-62-2
v
[NOTE See Method 7760 for FLAA preparation for Silver.]
INSTRUMENTATION: N/A
2.0 SUMMARY OF METHOD
2.1 A representative 1- to 2-g (wet weight) sample is digested in nitric

acid and hydrogen peroxide. The digestate is then refluxed with either
nitric acid or hydrochloric acid. Hydrochloric acid is used for flame
AA and ICP analyses and nitric acid is used for furnace AA work.
Dilute hydrochloric acid is used as the final reflux acid for (1) the
ICP analysis of As and Se, and (2) the flame AA or ICP analysis of Ag,
Al, Ba, Be, Ca, Cd4, Co, Cr, Cu, Fe, K, Mg, Mn, Mo, Na, Ni, Os, Pb, TI1,
Vv, and Zn. Dilute nitric acid is employed as the final dilution acid
for the furnace AA analysis of As, Be, Cd, Cr, Co, Fe, Pb, Mo, Se, T1,
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and V. The diluted samples have an approximate acid concentration of
5.0% (v/v). A separate sample shall be dried for a total % solids
determination.

INTERFERENCES

Sludge samples can contain diverse matrix types, each of which may
present its own analytical challenge. Spiked samples and any relevant
standard reference material should be processed to aid in determining
whether Method 3050 is applicable to a given waste.

APPARATUS AND MATERIALS \

Conical Phillips beakers - 250-mL, or equivalent.

Watch glasses ribbed or equivalent.

Drying ovens - That can be maintained at 30;C.

Thermometer - That covers range of 0-200-C.

Filter paper - Whatman No. 41 or equivalent.

Centrifuge and centrifuge tubes.

Analytical Balance - Capable of accurately weighing to the nearest
0.01 g. , .

Electric Hot Plate or equivalent - Adjustable and capable of
maintaining a temperature of 90-95-C.

Glass Funnel or equivalent.

Graduated cylinder or equivalent.

REAGENTS

Reagent grade chemicals shall be used in all tests. Unless otherwise
indicated, it is intended that all reagents shall conform to the
specifications of the Committee on Analytical Reagents of the American
Chemical Society, where such specifications are available. Other
grades may be used, provided it is first ascertained that the reagent
is of sufficiently high purity to permit its use without lessening the
accuracy of the determination. If the purity of a reagent is
questionable, analyze the reagent to determine the level of
impurities. The reagent blank must be less than the MDL in order to be
used.

Reagent Water. Reagent water will be interference free. All references
to water in the method refer to reagent water unless otherwise
specified. Refer to Chapter One for a definition of reagent water.
Nitric acid (concentrated), HNO3. Acid should be analyzed to determine
level of impurities. If method blank is < MDL, the acid can be used.
Hydrochloric acid (concentrated), HCl. Acid should be analyzed to
determine level of impurities. If method blank is < MDL, the acid can
be used. .

Hydrogen peroxide (30%), H202. Oxidant should be analyzed to determine
level of impurities. '

SAMPLE COLLECTION, PRESERVATION, AND HANDLING



All samples must have been collected using a sampling plan that
addresses the considerations discussed in Chapter Nine of this manual.
All sample containers must be prewashed with detergents, acids, and
water. Plastic and glass containers are both suitable. See Chapter
Three, Step 3.1.3, for further information.

Nonaqueous samples shall be refrigerated upon receipt and analyzed as
soon as possible.

PROCEDURE

Mix the sample thoroughly to achieve homogeneity. For each digestion
procedure, weigh to the nearest 0.01 g and transfer to a conical
beaker 1.00-2.00 g of sample. For samples with low percent solids a
larger sample size may be used as long as digestion is completed.

Add 10 mL of 1:1 HNO3, mix the slurry, and gover with a watch glass.
Heat the sample to 95-C and reflux for 10 to 15 minutes without
boiling. Allow the sample to cool, add 5 mL of concentrated HNO3, ~
replace the watch glass, and reflux for 30 minutes. Repeat this last
step to ensure complete oxidation. Using a ribbed watch glass, allow
the solution to evaporate to 5 mL without boiling, while maintaining a
covering of solution over the bottom of the beaker.

After Step 7.2 has been completed and the sample has cooled, add 2 ml
of water and 3 mL of 30% H202. Cover the beaker with a watch glass and
return the covered beaker to the hot plate for warming and to start
the peroxide reaction. Care must be taken to ensure that losses do not
occur due to excessively vigorous effervescence. Heat until
effervescence subsides and cool the beaker.

Continue to add 30% H202 in 1-mL aliquots with warming until the
effervescence is minimal or until the general sample appearance is
unchanged.

{NOTE: Do not add more than a total of 10 mL 30% H202.]

If the sample is being prepared for (a) the ICP analysis of As and Se,
or (b) the flame AA or ICP analysis of Ag, Al, Ba, Be, Ca, Cd, Co, Cr,
Cu, Fe, K, Mg, Mn, Mo, Na, Ni, Os, Pb, T1l, V, and Zn, then add 5 mL of
concentrated HCl and 10 mL of water, return the covered beaker to the
hot plate, and reflux for an additional 15 minutes without boiling.
After cooling, dilute to a 100 mL volume with water. Particulates in
the digestate that may clog the nebulizer should be removed by
filtration, by centrifugation, or by allowing the sample to settle.

7.5.1 Filtration - Filter through Whatman No. 41 filter paper (or
equivalent) . .

7.5.2 Centrifugation - Centrifugation at 2,000-3,000 rpm for 10
minutes is usually sufficient to clear the supernatant.

7.5.3 The diluted sample has an approximate acid concentration of 5.0%
(v/v) HCl and 5.0% (v/v) HNO3. The sample is now ready for
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analysis.

If the sample is being prepared for the furnace analysis of As, Be,
Cd, Co, Cr, Fe, Mo, Pb, Se, Tl, and V, cover the sample with a ribbed
watch glass and continue heating the acid-peroxide digestate until the
volume has been reduced to approximately 5 mL. After cooling, dilute
to 100 mL with water. Particulates in the digestate should then be
removed by filtration, by centrifugation, or by allowing the sample to
settle.

7.6.1 Filtration - Filter through Whatman No. 41 filter paper (or
equivalent) . S

7.6.2 Centrifugation - Centrifugation at 2,000-3,000 rpm for 10
minutes is usually sufficient to clear the supernatant.

7.6.3 The diluted digestate solution contains approximately 5% (v/v)
HNO3. For analysis, withdraw aliquots ¢@f appropriate volume and
add any required reagent or matrix modifier. The sample is now
ready for analysis.

Calculations

7.7.1 The concentrations determined are too be reported on the basis of
the actual weight of the sample. If a dry weight analysis is
desired, then the percent solids of the sample must also be
provided.

7.7.2 If percent solids is desired, a separate determination of
percent solids must be performed on a homogeneous aliquot of the
sample.

QUALITY CONTROL

All quality control measures described in Chapter One should be
followed.

For each batch of samples processed, preparation blanks should be
carried throughout the entire sample preparation and analytical
process. These blanks will be useful in determining if samples are
being contaminated. Refer to Chapter One for the proper protocol when
analyzing blanks.

Replicate samples should be processed on a routine basis. Replicate
samples will be used to determine precision. The sample load will
dictate frequency, but 5% is recommended. Refer to Chapter One for the
proper protocol when analyzing replicates.

Spiked samples or standard reference materials must be employed to
determine accuracy. A spiked sample should be included with each
batch of samples processed and whenever a new sample matrix is being
analyzed. Refer to Chapter One for the proper protocol when analyzing
spikes.

The concentration of all calibration standards should be verified
against a quality control check sample obtained from an outside
source.



METHOD PERFORMANCE
No data provided.
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GLA 3500 BG Revision 1.1

1.0 APPLICABILITY

This standard procedure (SOP) provides instructions for the selection and use of procedures for the
extraction, dilution, and cleanup of samples for analysis by semivolatile determinative methods. This
SOP is an interpretation of several EPA extraction methods, including 35008, 3510C, 35508, and
3580A, and cleanup methods 3620B, 3640A, 3660B, and 3665A. This SOP is to be used in
conjunction with the analysts’ in-laboratory training, the Great Lakes Analytical Chemical Hygiene Plan
(CHP), and the Great Lakes Analytical Quality Assurance Program.

11 MATRICES .
This SOP may be used for aqueous, soil/sediment, solid waste, and non-aqueous solvent-soluble
waste samples.

1.2 REGULATORY APPLICABILITY

40 CFR 121

2.0 SUMMARY

21 Samples of known volume or weight are extracted with solvent, or diluted with solvent, in
preparation for analysis. One of the following methods is used depending upon sample type:

» Aqueous samples are extracted using separatory funnel liquid-liquid extraction (method
3510C). For example, 1000 mL of sample is extracted using three 60 mL portions of
methylene chloride (section 11.1).

e Soillsediment samples are extracted using ultrasonic extraction (method 3550B). For
example, 30 g of sample is extracted using three 100 mL portions of methylene chloride
(sections 11.3 and 11.4).

e Samples for herbicide analysis are extracted and derivatized using diazomethane
(method 8151, sections 11.2 and 11.5).

o Non-aqueous solvent soluble samples are diluted (method 3580A). For example, 1-2 g of
sample is mixed with 10 mL of methylene chloride (section 11.6).

2.2 Some samples may be required to be placed through a cleanup procedure to eliminate
interferences. Sample cleanup procedures are:

« Samples for PCB analysis are treated with sulfuric acid (method 3665A) to remove
interferences (section 12.1). Sulfur cleanup is required following the sulfuric acid cleanup
procedure.

Soluble sulfur can be removed using copper (method 3660B, section 12.2).
Florisil (magnesium silicate) may be used to separate analytes from interfering
compounds (method 3620B, section 12.3).

s Cleanup using gel permeation chromatography (GPC, method 3640A) may be used to

separate molecules of different sizes (section 12.4)

23 The resultant extracts are dried using anhydrous sodium sulfate and concentrated using

Kuderna-Danish (K-D) apparatus, or in an automated concentration device. The extracts are
analyzed, for example, per one of EPA methods 8015, 8081, 8082, 8151, 8270, or 8310.
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3.0 SAFETY
3.1 GENERAL

This SOP does not address all safety issues associated with its use. A reference file of material
safety data sheets (MSDS's) is available to all personnel, along with the Great Lakes Analytical
Chemical Hygiene Plan.

The toxicity or carcinogenicity of each reagent used in this SOP has not been precisely determined;
however, each chemical should be treated as a potential health hazard. Exposure to these chemicals
should be reduced to the lowest possible level. Gloves are worn when handling solvents (use nitrile
gloves to avoid contamination with plasticizers).

3.2 CHEMICAL HYGIENE PLAN

The Great Lakes Analytical Chemical Hygiene Plan (CHPf is designed to establish safe work
procedures and minimize exposure to hazardous chemicals encountered in the laboratory. The CHP
provides information to employees regarding potential hazards and training to minimize these
hazards.

33 HAZARDOUS SAMPLES

All samples that are received by the laboratory have the possibility of containing hazardous pollutants.
They should be treated with caution at all times. Gloves are worn when handling samples (use nitrile
gloves to avoid contamination with plasticizers). Also see the Great Lakes Analytical SOP for
Hazardous Sample Management.

4.0 [INTERFERENCES

4.1 Solvents, reagents, glassware, and other sample processing hardware may yield artifacts
and/or interferences to sample analysis. All these materials are demonstrated to be free from
interferences under the conditions of the analysis by analyzing method blanks. Soap residue
(for example, sodium dodecyi sulfate), which causes a basic pH on glassware surfaces, may
cause degradation of certain analytes. In general, glassware is washed using Contrad or
Alconox detergent, and then rinsed thoroughly with organic-free deionized water, acetone,
and finally with methylene chloride.

4.2 Phthalate esters contaminate many types of products found in the laboratory. Plastics, in
particular, are not used because phthalates are commonly used as plasticizers and are easily
extracted from plastic materials. Serious phthalate contamination may resuit at any time if
consistent quality contral is not practiced. Nitrile gloves must be used.

4.3 Materials causing interferences may be coextracted from a sample. If analysis of an

extracted sample is prevented due to interferences, further cleanup of the sample extract may
be necessary.

5.0 RECORD KEEPING

51 Extraction logbooks contain records of analytical batches.

5.2 Analytical batch records must contain the following information:
5.2.1 Sample volume or weight.

5.2.2 Client name or sample number.
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53
6.0

6.1

6.2

6.3

6.4

7.0

71

7.2

5.2.3 Great Lakes sample number.

5.2.4 Extraction method.

5.2.5 Anailytical method.

5.2.6 Date(s) extracted and concentrated.

5.2.7 Lab batch ID number.

5.2.8 Extraction or dilution solvent, and lot number.
5.2.9 Final solvent (if different), and lot number.
5.2.10 Initials of analyst(s).

5.2.11 Lab lot ID# of spiking solution(s).

5.2.12 Final volume of extract.

5.2.13 Any “cleanup” methods used. _

An example of a logbook page for an analytical batch record is attached to this SOP (see
Attachment 1).

All unused portions of logbook pages must be z'ed out.

-

QUALITY CONTROL

e’

For quality control, each water extraction batch contains a method blank (MB), and laboratory
control spike (LCS), a matrix spike (MS), and a matrix spike duplicate (MSD). An analytical
batch.contains no more than 20 samples. Deionized water is used for water method blanks
and spikes. ;
Each soil extraction batch (not more than 20 samples) contains a method blank (MB), a lab
control spike (LCS), a matrix spike (MS), and a matrix spike duplicate (MSD). Clean sand is
used for soil method blanks (MB) and blank spikes (LCS). Soil samples selected randomly by
the LIMS are used for matrix spikes and matrix spike duplicates. The extractionists can
override this if insufficient sample is available, or if chosen sample is extremely dirty.

Surrogate compounds are added to all samples, blanks, and spikes in an analytical batch.

Descriptions of the standards used for spiking and as surrogates are given in the individual
analytical method SOPs. For example, method 8151 (Herbicides) uses a spiking standard

containing 0.1 to 1.3 mg/mL of herbicide compounds and a surrogate of 100 ug/mL _

dichorophenylacetic acid (DCAA or DCPA).
SAMPLE MANAGEMENT

The procedure for sample management are detailed in the Great Lakes Analytical SOP for
sample receipt into the laboratory.

LIMS extraction batching procedure:

7.2.1 At the LIMS main menu screen, select B (batching), new batch.

7.2.2 At the Queue prompt, type in “EXTR" and press F8.

7.2.3 Highlight the test wanted from the list of available methods and double-click.

7.2.4 Deselect any samples by clicking on the corresponding ¥ (check mark).

7.2.5 Click on “Build Batch®, then "Add QC". Press “Save”.

7.2.6 Atname prompt, enter initials of extractionist.

7.2.7 When the batch list appears on screen, highlight “Please Select A Printer”, press
“List” and choose the “SVOC LIMS Printer”. '

7.2.8 Select “OK" at all prompts.
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8.0 METHOD VALIDATION

Each new extractionist will perform a series of extractions to establish the ability to generate
acceptable precision and accuracy. For each analytical method:

8.1 Four 1000 mL blank water samples (method validation for water analysis), or four 30 g blank
sand samples (method validation for soil analysis), are extracted and concentrated, each
spiked with 1.0 mL of the QC spiking solution (see method 3500B, Section 8.2.4).

8.2 The extracts will be analyzed and the average percent recovery and the standard deviation of
the percent recoveries for each component of the spikes will be calculated.

8.3 Acceptance criteria are found in the appropriate determinative method.

8.4 Documentation of these analyses will be maintained in the employee’s training file.

9.0 EQUIPMENT

NOTE: The exact equipment necessary will depend upon the sample matrix, extraction performed,
analytical methad, and any clean-up(s) required.

9.1 Graduated cylinders - 1000-mL, for measuring volume of aqueous samples.
9.2 Separatory funnels - 2-L and 125-mL, with PTFE stopcocks and caps.
9.3 pH indicator paper - range to cover pH 0 to 13.
9.4 Solvent dispensers, for 30 to 100 mL (two 50-mL dlspenses may be used for 100 mL).
9.5 Squirt bottles for solvents. i
9.6 Benchtop shaker, for separatory funnels.
9.7 Laboratory timer, clock, or wristwatch.
9.8 Erlenmeyer flasks - 500 and 125-mL, for collecting sample extracts.
9.9 Filter funnels - 75 mm, fluted bowi, short stem.
9.10  Filter paper - Whatman No. 41 (or equivalent) to fit filter funnels.
9.11  Boiling chips, PTFE (Teflon).
9.12  Spatula, stainless steel or PTFE.
9.13  Glass Pasteur pipets.
9.14  Kuderna-Danish (K-D) apparatus, each consisting of:
+ Concentrator tube - 10 mL, graduated.
+ Evaporator flask - 500 mL.
+ Snyder column - three-balt macro.
+ Clamps - for securing glassware at ground-glass joints.
9.15 Water bath - heated, with concentric ring cover, temperature setting on “High" for
approximately 95°C.
9.16  Oven, capable of maintaining 400-500°C.
9.17  Syringes, glass - 2.5 mL, 1.0 mL, and 100 ulL.
9.18  Syringe filters - 0.2 um, 13 mm, Acrodisk, Fisher no. SIFGO13NS.
9.19  Nitrogen blowdown apparatus - Organomation N-EVAP, or equivalent, connected to nitrogen
gas source, temperature setting at about “5" for approximately 50°C bath temperature.
9.20 Balance - top-loading, capable of accurately weighing to the nearest 0.01 g.
9.21  Beaker - 250 mL, for sonicating samples.
9.22  Ultrasonic disrupter - with minimum power of 300 watts, equipped with dual %" homs, Heat
Systems XL, or equivalent.
9.23  Sonabox - used to decrease cavitation sound from disrupter.
9.24  Ultrasonic water bath - Branson 8210, or equivalent.
9.25 Automatic evaporative concentrator - Zymark Turbo Vap 1.
9.26 Concentrator tubes - Zymark, 200 mL, 1.0 mL tip.
9.27  Glass chromatography column, 20 mm diameter, approxnmately 30 cm length.
9.28 HPLC for GPC cleanup, consisting of:
+ Solvent pump - capable of delivering 5 mL/min.
+ Sample injector - with 0.5 mL sample loop.
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GPC Cleanup columns - Waters Envirogel, 19 x 150 mm and 19 x 300 mm.
UV absorbance detector - with mercury lamp for 254 nm.

Flow transfer valve - for eluent to waste or collect.

Integrator or chart recorder.

Solvent supply and waste containers.

* ¢ ¢ ¢ o

10.0 STANDARDS AND REAGENTS

NOTE: The exact standards and reagents necessary will depend upon the sample matrix, extraction
performed, analytical method, and any clean-up(s) required.

10.1
10.2
10.3
10.4
10.5
10.6
10.7
10.8

10.9

10.10

10.11

10.12

10.13

10.14

10.15

10.16

10.17
10.18
10.19
10.20
10.21

10.22
10.23

10.24

10.25

Reagent water - organic-free deionized (DI water), Fisher no. W5.

Acetone - pesticide grade or equivalent, Fisher no. A929.

Acetonitrile - pesticide grade or equivalent, Fisher no. A21.

Diethyl ether - pesticide grade or equivalent, Fisher no. E197.

Methanol - pesticide grade or equivalent, Fisher no. A453.

Hexane - pesticide grade or equivalent, Fisher no. H303.

Methylene chloride (MeCl,) - pesticide grade or equivalent, Fisher no. D151.
Acetone/methylene chloride solution (1:1 viv) - Mix 500 mL of acetone with 500 mL of
methylene chloride in a 1-L bottle.

6%, 15%, and 50% Diethyl ether in hexane solution (v/v) - Mix proportionate volumes of
diethyt ether and hexane in a 1-L bottle. For example, 60 mL ether and 940 mL hexane for
6%, 150 and 850 for 15%, or 500 and 500 for 50% (v/v) solutions.

Sodium hydroxide - pellets, NF/FCC grade, Fisher no. S320. CAUTION: Sodium hydroxide
is corrosive.

Sodium hydroxide solution (10 N) - Dissolve 40 g of sodium hydroxide (NaOH) in water and
dilute to 100 mL. CAUTION: Reaction is exothermic.

Sulfuric acid - concentrated (18 M), ACS grade, Fisher no. A300. CAUTION: Sulfuric acid is
corrosive.

50% Sulfuric acid solution (1:1 v/v) - Carefully pour 50 mL of concentrated sulfuric acid into 50
mL of water. CAUTION: Reaction is exothermic.

Hydrochloric acid - concentrated, ACS grade or equivalent, Fisher no. A508. CAUTION:
Hydrochloric acid is corrosive.

Saodium sulfate - granular, anhydrous, Fisher no. S415. Purify by heating at 400-500°C for at
least 4 hours.

Acidified sodium sulfate for method 8151 - Slurry 100 g of purified sodium sulfate with enough
diethyl ether to just cover the solid; then add 0.1 mL of concentrated sulfuric acid and mix
thoroughly. Remove the ether under vacuum. Mix 1 g of the resulting solid with 5 mL of
reagent water and measure the pH. The pH must be less than 4. Store the remaining solid at
130°C.

Sand - washed sea sand, Fisher no. S25. Purify by heating at 400-500°C for at least 4 hours.
Sodium chloride - analytical reagent grade, Mallinckrodt no. 7581.

Copper - granular or powder, copper should be reactive, as evidenced by a bright shiny
appearance, JT Baker no. 1720-01.

Florisil - granular, 60-100 mesh, Fisher F100. Prepared by heating at 400-500°C for at least 4
hours.

GPC Calibration Standards - consisting of corn oil, phthalate, methoxychlor, perulene, and
sulfur; Vitron Scientific no. CLP-340.

Diazald, N-methyl-N-nitroso-p-toluenesulfonamide - high purity grade, Aldrich no. D2,800-0.
Ethoxyethoxy ethanol (Carbitol, diethylene glycol monoethyl ether), reagent grade, Aldrich no.
E455-0.

Potassium hydroxide - pellets, NF/FCC grade Mallinckrodt no. 6976. CAUTION: Sodium
hydroxide is caustic.

Potassium hydroxide solution (37% w/v). Dissolve 37 g of potassium hydroxide (KOH) in
water and dilute to 100 mL. CAUTION: Reaction is exothermic.
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10.26 Potassium hydroxide solution (12% w/v). Dilute one volume of 37% KOH solution with two
volumes of water. For example, dilute 30 mL KOH solution with 60 mL of water.

11.0 EXTRACTION PROCEDURES
Refer to the summary of extraction procedures, Attachment 2 of this SOP.
111 SEPARATORY FUNNEL LIQUID-LIQUID EXTRACTION (METHOD 3510C)

11.1.1 Measure 1000 mL of sample using a 1000-mL graduated cylinder and pour into a labeled
2000-mL separatory funnel. If 1000 mL of sample is not available, use all of the sample and
record the volume. Also measure and pour 1000 mL portions of organic-free water into
separatory funnels for the method blank, blank spike, and blank spike duplicates.

NOTE: If high analyte concentrations are anticipated, a smaller sample volume may be
measured and diluted to 1000 mL with water. Record the volume used for later calculations of
dilution factor and analyte concentrations.

11.1.2 Using a 1.0-mL syringe, add 1.0 mL (50 plL for 8015 methods) of the appropriate surrogate
spiking solution to each sample, blank and QC sample in the analytical batch and mix well.
For the blank spike and blank spike duplicate samples, add 1.0 mL of spiking solution to 1000
mL aliquots of biank reagent water.

11.1.3 For methods 8081, 8082, and 8270, check the pH of the sample(s) with pH paper. If
necessary, adjust the pH using 50% (1:1 v/v) sulfuric acid solution or 10 N sodium hydroxide,
to the following pH values:

e Method 8081 - between 5 and 9 (inclusive).

o Method 8082 - between 5 and 9 (inclusive).

¢ Method 8270 - first set of extractions <2, second set of extractions >11.
Samples for methods 8015 and 8310 do not require checking or adjustment.

11.1.4 For each sample, use 60 mL of methylene chloride (60 mL of hexane for method 8015D) to
rinse the sample bottle and the graduated cylinder. Transfer to the separatory funnel. Seal
and shake the separatory funnel vigorously for two minutes with periodic venting to release
excess pressure.

CAUTION: Organic solvents can create excessive pressure very rapidly; therefore, venting
should be done immediately after the separatory funnel has been sealed and shaken once.
The separatory funnel is vented into a hood to avoid exposure of the analyst to solvent
vapors.

11.1.5 Allow the organic layer (ie. the bottom layer if methylene chloride, top layer if hexane) to
separate fram the water phase. The layers should be visually separate. Collect the solvent
extract in a 500-mL Erlenmeyer flask.

NOTE: If the emulsion interface between layers is more than about 173 the size of the solvent
layer, additional techniques to complete the phase separation must be employed. The
optimum technique depends upon the sample and may include slow draining of the solvent,
stirring, filtration of the emulsion through glass wool and/or sodium sulfate, or dissolving
sodium chloride in the sample.

11.1.6 Repeat the extraction two more times using fresh 60 mL portions of solvent. Combine the
three solvent extracts in the Erlenmeyer flask. Combine all extracts in the Erlenmeyer flask.
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11.1.7

11.1.8

1119

NOTE: If extracting sample for method 8270, perform three extractions. Then adjust the pH
of the sample to 211 using 10 N sodium hydroxide and re-extract the sample three more
times.

For each sample, assemble a Kuderna-Danish (K-D) concentrator by attaching a 10-mL
concentrator tube to a 500-mL evaporator flask. Dry the extract by adding anhydrous sodium
sulfate to the Erlenmeyer flask and swirling. If the sodium sulfate appears completely
hydrated, add additional amounts. Then pass the extract through a filter funnel, containing a
folded filter paper containing some sodium sulfate, into the K-D concentrator. Rinse the
Erlenmeyer extract flask with about 20-25 mL of solvent, and pass through the drying funnel
into the K-D concentrator. Then rinse the drying funnel with about 15-20 mLs of solvent. Add
2-3 clean boiling chips to the K-D and attach a 3-ball Snyder column. Prewet the Snyder
column by adding about 1 mL of solvent to the top of the column.

Place the K-D apparatus on the hot water bath so the concentrator tube is partially immersed
in the water. When the volume of extract reaches 1-5 mL, remove the K-D apparatus from
the bath and allow to drain and cool for approximately 10 minutes.

NOTE: If a solvent exchange is required (for example, hexane for methods 8015, 8081,
8082, and acetonitrile for method 8310), do not remove the K-D apparatus, pour 50 mL of
hexane, or 10 mL of acetonitrile, into the top of the Snyder column, and concentrate the
extract back down to 1-5 mL. Then remove the K-D apparatus from the bath and allow to
drain and cool. g
NOTE: At the proper rate of distillation, the balls in the Snyder column should actively chatter,
but the chambers will not flood. The concentration should take 10-20 minutes.

Remove the Snyder column and rinse the flask and its lower joint into the concentrator tube
with 1-2 mL of the final solvent. For method 8310, add acetonitrile to a final volume of 10 mL.
For methods 8015, 8081, 8082, and 8070, use the nitrogen blowdown apparatus to reduce
the extract volume to 1 mL.

11.1.10 If extract requires cleanup, see appropriate cleanup procedure(s), Section 12.0.

11.1.11 Using 1-mL glass syringes with syringe filters, transfer 1 mL of final extracts to labeled

11.2

autosampler vials for analysis (for method 8310, transfer extracts to HPLC autosampler vials,
and an additional 1 mL to GC autosampler vials as a backup). Vials are labeled with the
Great Lakes sample number, the analytical method number, the sample cleanup method
number (if applicable), the initial volume of the sample, the final extract volume, and the date
extracted. Extracts may be colored, but should not contain particulate, cloudiness, or have
two layers.

SEPARATORY FUNNEL LIQUID-LIQUID EXTRACTION AND DERIVATIZATION FOR
HERBICIDES (METHOD 8151)

CAUTION: Notify the Inorganics Department that ether will be in use.

11.21

11.2.2

Measure 1000 mL of sample using a 1000-mL graduated cylinder and pour into a labeled
2000-mL separatory funnel. If 1000 mL of sample is not available, use all of the sample and
record the volume. Also measure and pour 1000 mL portions of organic-free water into
separatory funnels for the method blank, blank spike, and blank spike duplicates.

Using a 1.0-mL syringe, add 1.0 mL of appropriate surrogate spiking solution to each sample,
blank and QC sample in the analytical batch and mix well. For the blank spike and blank
spike duplicate samples, add 1.0 mL of spiking solution to 1000 mL aliquots of blank reagent
water. Add 250 g of sodium chloride to each sample and shake to dissolve.

September 29, 1998 _ Page 8 of 19



GLA 3500 BG Revision 1.1

11.2.3

11.24

11.2.5

11.26

11.2.7

11.2.8

11.2.9

Add approximately 10 mL of cold 50% sulfuric acid to each sample. Check the pH of the
sample(s) with pH paper. [f necessary, adjust the pH using additional 50% sulfuric acid to <2.

For each sample, rinse the sample bottle and graduated cylinder with 120 mL of diethy! ether,
and place in the separatory funnel. Seal and shake the separatory funnel vigorously for two
minutes with periodic venting to release excess pressure.

CAUTION: Organic solvents can create excessive pressure very rapidly; therefore, venting
should be done immediately after the separatory funnel has been sealed and shaken once.
The separatory funnel is vented into a hood_ to avoid exposure of the analyst to solvent
vapors. .

Allow the ether (top) layer to separate from the water phase. The layers should be visually
separate. Drain the water (lower) layer into a clean beaker or Erlenmeyer flask. Coliect the
ether extract in an Erlenmeyer flask containing some acidified anhydrous sodium sulfate.

NOTE: If the emulsion interface between layers is more than about 1/3 the size of the solvent
layer, additional techniques to complete the phase separation must be employed. The
optimum technique depends upon the sample and may include slow draining of the solvent,
stirring, filtration of the emulsion through glass wool and/or sodium sulfate, or dissolving
sodium chloride in the sample.

Pour the aqueous phase back into the separato§y funnel. Repeat the extraction two more
times using fresh 60 mL portions of ether. Combine all extract_s in the Erlenmeyer fiask.

For each sample, assemble a Kuderna-Danish {K-D) concentrator by attaching a 10-mL
concentrator tube to a 500-mL evaporator flask. Dry the extract by adding additional acidified
anhydrous sodium sulfate to the Erlenmeyer flask and swirling. If the sodium sulfate appears
completely hydrated, add additional amounts. Sample extracts should be dry prior to
methylation or else poor recoveries may be obtained (let sit 1% to 2 hours). Then pass the
extract through a filter funnel, containing a folded filter paper containing some sodium sulfate,
into the K-D concentrator. Rinse the Erlenmeyer extract flask with 20-25 mL of ether, and
pass through the drying funnel into the K-D concentrator. Then rinse the drying funnel with
15-20 mLs of ether.

Add 2-3 clean boiling chips to the K-D and attach a 3-ball Snyder column. Prewet the Snyder
column by adding about 1 mL of solvent to the top of the column. Place the K-D apparatus on
the hot water bath so that the concentrator tube is partially immersed in the water.

CAUTION: Diethyl ether is very volatile and flammable.

NOTE: At the proper rate of distillation, the balls in the Snyder column should actively chatter,
but the chambers will not flood. The concentration should take 10-20 minutes.

When the volume of extract reaches approximately 1 mL, remove the K-D apparatus from the
bath and allow to drain and cool. For each extract, add 0.5 of methanol, 1 mL of hexane, and
bring to 4 mL volume with ether.

11.2.10 Assemble the diazomethane bubbler. Add about 10-12 mL of ether to the first test tube. Add

3 mL of ether, 3 mL of ethoxyethoxy ethanol, 4.5 mL of 37% KOH, and 2 scoops (about 0.5 g)
of Diazald to the second test tube. Place the exit tube into the concentrator tube containing
the sample extract. .

CAUTION: Diazomethane is a carcinogen, and can explode under certain conditions - refer
to the MSDS.
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NOTE: These amounts are sufficient for derivatization of two samples. Rinse exit tube with
ether between samples.

11.2.11 Apply nitrogen flow at about 10 mL/min to bubble diazomethane through the extract for 10
minutes, or until a yellow color persists.

11.2.12 Dilute the extracts to final volume of 10 mL with hexane.

11.2.13 Using 1-mL glass syringes with syringe filters, transfer 1 mL of final extracts to labeled
autosampler vials for analysis. Vials are labeled with the Great Lakes sample number, the
analytical method number, the sample cleanup method number (if applicable), the initial
volume of the sample, the final extract volume, and the date extracted. Extracts may be
colored, but should not contain particulate, cloudiness, or have two layers.

11.3 ULTRASONIC EXTRACTION (METHOD 3550B, except for 8015 WDRO)

11.3.1 Weigh approximately 30 g (i.e. 25-35 g) of sample into 500-mL beaker and record the weigh’
to the nearest 0.1 g. Prepare each of the methed blank, lab control spike, and matrix spikes~
using approximately 30 g of sand.

11.3.2 For methods 8081, 8082, 8270, and 8310, add 1.0 mL of the surrogate standard solution to
each sample, blank and QC samples. For method 8015 (TPHD), add 50 pL of the surrogate
standard solution to each sample, blank and QC samples. Add 1.0 mL of the matrix spike
solution to aliquots of the sampie chosen for matrix spike and matrix spike duplicate.

11.3.3 Add 100 mL of extraction solvent {methylene chloride for methods 8270, 8310 and 8015
TPHD; 1:1 (vlv) acetone/methylene chloride for methods 8081 and 8082) to each beaker,
measuring volumes of solvent using dispenser or volume markings on beakers.

11.3.4 Place the bottom surface of the tip of the disrupter horn below the surface of the solvent, but
above the solids layer. Extract ultrasonically for 3 minutes, with the output control knob set at
10 (full power) and with the mode switch on Puise (not continuous), and percent-duty cycle
knob set at 50% (i.e. energy on 50% of the time and off 50% of the time).

11.3.5 Decant the extract and filter it through a filter funnel containing a folded filter paper and
anhydrous sodium sulfate into a Kuderna-Danish (K-D) apparatus.

11.3.6 Repeat the extraction two more times with two additional 100 mL portions of solvent. After
each extraction, filter the extract through the sodium sulfate filter into the K-D apparatus. If
the sodium sulfate appears completely hydrated, replace the filter paper and use fresh sodium
sulfate. Rinse the filter funnel with about 15-20 mLs of solvent.

11.3.7 Add 2-3 clean boiling chips to the K-D and attach a 3-ball Snyder column. Prewet the Snyder
column by adding about 1 mL of solvent to the top of the column. Place the K-D apparatus on
the hot water bath so that the concentrator tube is partially immersed in the water.

11.3.8 When the volume of extract reaches 1-5 mL, remove the K-D apparatus from the bath and
allow to drain and cool for approximately 10 minutes.

NOTE: If a solvent exchange is required (for example, hexane for methods 8015, 8081,
8082, and acetonitrile for method 8310), do not remove the K-D apparatus, pour 50 mL of
hexane, or 10 mL of acetonitrile, into the top of the Snyder column, and concentrate the
extract back down to 1-5 mL. Then remove the K-D apparatus from the bath and allow to
drain and cool.
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14.3.9

NOTE: At the proper rate of distillation, the balls in the Snyder column should actively chatter,
but the chambers will not flood. The concentration should take 10-20 minutes.

Remove the Snyder column and rinse the flask and its lower joint into the concentrator tube
with 1-2 mL of the final solvent. For method 8310, bring extract to a final volume of 10 mL
with acetonitrile. For methods 8015, 8081, 8082, and 8270, use the nitrogen blow-down
apparatus to reduce extract volume to 1 mL.

11.3.10 If extract requires cleanup, see appropriate cleanup procedure(s), Section 12.0.

11.3.11 Using 1-mL glass syringes with syringe filters, transfer 1 mL of final extracts to labeled

autosampler vials for analysis (for method 8310, transfer extracts to HPLC autosampler vials,
and an additional 1 mbL to GC autosampler vials as.a backup). Vials are labeled with the
Great Lakes sample number, the analytical method number, the sample cleanup method
number (if applicable), the initial volume of the sample, the final extract volume, and the date
extracted. Extracts may be colored, but should not contain particulate, cloudiness, or have
two layers. ‘

11.3.12 Each soil sample extracted must also have the % dry weight determined. Refer to SOP

11.4

NOTE:

11.4.1

11.4.2

11.43

11.4.4

1145

1146

GLA160BG.
WDR(__) SOIL SAMPLE PRESERVATION AND ULTRASONIC EXTRACTION (8015 WDRO)
Hexane must be added to soil containers within' 72) hours of collection.

Weigh the sample jar and subtract the empty weight to determine the actual soil weight.
Record the sample weight in the soil preservation loghook. If the sample weight in a 2 oz jar
is >35 grams, or in a 4 oz jar is >70 grams, indicate this in the logbook.

Add hexane to the sample jar in a 1:1 ratio of mL hexane to grams of sample. (If the sample
weight is less than 25 g, then add 25 mL hexane.) Add an amount of anhydrous sodium
sulfate equal to the sample weight to the sample jar. Spike the sample with 50 pL of WDRO
surrogate standard solution. Cap and mix by shaking briefly. Store sample jars in the sample
refrigerator until ready for extraction (Section 11.3.3 and following).

WDRO soil sample jars are placed in an water bath and sonicated for 20 minutes. After
sonication, the sample extract is filtered through a filter funnel containing a folded piece of
filter paper and sodium sulfate into a 200-mL Zymark concentrator tube.

Approximately 30 mL of fresh hexane is added to the sample jar. The jar is capped tightly,
placed again in the ultrasonic water bath and sonicated for 20 minutes. After sonication, the
contents of the jar are filtered through the filter funnel into the same concentrator tube as the
first filtrate. The sample jar is rinsed with about 20-25 mLs of hexane, which is then filtered
through the filter funnel.

The concentrator tubes containing the sample extracts are placed into the Turbo Vap i
automatic evaporative concentrator, and the evaporation cycle started. The Turbo Vap Il
automatically concentrates the extract to 1 mL, and then audibly signais that the cycle is
complete.

Using a glass Pasteur pipet, transfer 1 mL of final extracts to labeled autosampler vials for
analysis. Vials are labeled with the Great Lakes sample number, the analytical method
number, the sample cleanup method number (if appficable), the initial volume of the sample,
the final extract volume, and the date extracted. Extracts may be colored, but shouid not
contain particulate, cloudiness, or have two layers.
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11.5

ULTRASONIC EXTRACTION AND DERIVATIZATION FOR HERBICIDES (METHOD 8151)

CAUTION: Notify the Inorganics Department that ether will be in use.

11.5.1

11.5.2

11.5.3

11.5.4

1155

11.5.6

11.5.7

11.6.8

11.5.9

For each sample, weigh approximately 30 g (i.e. 25-35 g) of sample into a 500-mL beaker and
record the weight to the nearest 0.1 g. (For wipe samples, weigh the entire wipe.) Prepare
each of the method blank, lab control spike, and matrix spikes using approximately 30 g of
sand. Adjust the pH of sample to <2 with concentrated hydrochloric acid.

Add 100 pl of the surrogate standard solution to each sample, blank and QC samples. Add
100 pL of the matrix spike solution to ahquots of the sample chosen for matrix spike and
matrix spike duplicate.

Add 100 mL of methylene chioride to each beaker, measuring volumes of solvent using
dispenser or volume markings on beakers.

Place the bottom surface of the tip of the disrupter horn below the surface of the solvent
(approximately 0.5 inches), but above the solids layer. Extract ultrasonically for 3 minutes,
with the output control knob set at 10 (full power) and with the mode switch on Pulse (not
continuous), and percent-duty cycle knob set at 50% (i.e. energy on 50% of the time and off
50% of the time).

Place the extract in an Erlenmeyer flask. Repeat the extraction two more times wuth fresh 100
mL portions of methylene chloride. Combine extracts.

For each sample, assemble a Kuderna-Danish (K-D) concentrator by attaching a 10-mL
concentrator tube to a 500-mlL evaporator flask. Dry the extract by adding acidified
anhydrous sodium sulfate to the Erlenmeyer flask and swirling. If the sodium suifate appears
completely hydrated, add additional amounts. Allow the drying agent to remain in contact with
the extract for at least 2 hours. Then pass the extract through a filter funnel, containing a
folded filter paper containing some acidified anhydrous sodium sulfate, into a K-D
concentrator. Rinse the Erlenmeyer extract flask with about 20-25 mL of solvent, and pass
through the funne! into the K-D concentrator. Then rinse the funnel with about 15-20 mL of
solvent.

Add 2-3 clean boiling chips to the K-D and attach a 3-ball Snyder column. Prewet the Snyder
column by adding about 1 mL of methylene chloride to the top of the column. Place the K-D
apparatus on the hot water bath so that the concentrator tube is partially immersed in the
water.

When the volume of extract reaches approximately 5 mL, remove the K-D apparatus from the
bath and allow to drain and cool.

NOTE: At the proper rate of distillation, the balls in the Snyder column should actively chatter,
but the chambers will not flood. The concentration should take 10-20 minutes.

For each sample, place the concentrated extract into a 125-mL separatory funnel. Extract
using 15 mL of 12% potassium hydroxide. Shake vigorously for 2 minutes.

CAUTION: Organic solvents can create excessive pressure very rapidly; therefore, venting
should be done immediately after the separatory funnel has been sealed and shaken once.
The separatory funnel is vented into a hood to av01d exposure of the analyst to solvent
vapors.
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11.5.10 Drain the organic (lower) layer into a clean beaker. Drain the aqueous layer into an
Erlenmeyer flask. Pour the organic layer back into the separatory funnel. Extract twice more
using fresh 15 mL portions of 12% potassium hydroxide. Combine aqueous extracts.

11.5.11 Adjust the pH of the aqueous extract to <2 with cold 50% sulfuric acid. Place in a clean 125-
mL separatory funnel and extract using 40 mL of diethyl ether. Shake vigorously for 2
minutes.

CAUTION: Addition of sulfuric acid to the sample may cause an exothermic reaction. Vent
the separatory funnel to release pressure.

11.5.12 Drain the aqueous (lower) layer into a clean beaker. Drain the ether extract layer into an
Erlenmeyer flask. Pour the aqueous layer back into the separatory funnel. Extract twice
more using fresh 20 mL portions of ether. Combine ether extracts.

11.5.13 For each sample, assemble a Kuderna-Danish (K-D) concentrator by attaching a 10-mL
concentrator tube to a 500-mL evaporator flask. “Dry the extract by adding acidified
anhydrous sodium sulfate to the Erlenmeyer flask and swirling. If the sodium sulfate appears
completely hydrated, add additional amounts. Allow the drying agent to remain in contact with
the extract for at least 2 hours. Sample extracts should be dry prior to methylation or else
poor recoveries may be obtained. Then pass the extract through a fiiter funnel, containing a
folded filter paper containing some sodium sulfate, into a K-D concentrator. Rinse the
Erlenmeyer extract flask with about 20-25 mL of solvent, and pass through the funnel into the
K-D concentrator. Then rinse the funne! with about 15-20 mLs of solvent.

11.5.14 Add 2-3 clean boiling chips to the K-D and attach a 3-ball Snyder column. Prewet the Snyder
column by adding about 1 mL of ether to the top of the column. Place the K-D apparatus on
the hot water bath so that the concentrator tube is partially immersed in the water.

CAUTION: Diethyl ether is very volatile and flammable.

11.5.15 When the volume of extract reaches approximately 1 mL, remove the K-D apparatus from the
bath and allow to drain and cool.

11.5.16 Assemble the diazomethane bubbler. Add about 10-12 mL of ether to the first test tube. Add
3 mL of ether, 3 mL of ethoxyethoxy ethanol, 4.5 mL of 37% KOH, and 2 scoops (about 0.5 g)
of Diazald to the second test tube. Place the exit tube into the concentrator tube containing
the sample extract.

CAUTION: Diazomethane is a carcinogen, and can explode under certain conditions - refer
to the MSDS.

NOTE: These amounts are sufficient for derivatization of two samples. Rinse exit tube with
ether between samples.

11.5.17 Apply nitrogen flow at about 10 mL/min to bubble diazomethane through the extract for 10
minutes, or until a yellow color persists.

11.5.18 Dilute the extracts to final volume of 10 mL with hexane.

11.5.19 Using 1-mL glass syringes with syringe filters, transfer 1 mL of final extracts to labeled
autosampler vials for analysis. Vials are labeled with the Great Lakes sample number, the
analytical method number, the sample cleanup method number (if applicable), the initial
volume of the sample, the final extract volume, and the date extracted. Extracts may be
colored, but should not contain particulate, cloudiness, or have two layers.
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11.6 WASTE DILUTION (METHOD 3580A)

11.6.1 Depending on the determinative method requested for the waste dilution sample, a small
amount (1-2 g) of sample is mixed in a beaker with approximately 10 mLs of the appropriate
solvent. If the sample dissolves in the solvent, the sample can then proceed through the
waste dilution procedure (11.4.2). If the sample does not dissolve in the appropriate solvent,
then the sample must be extracted as either a water or a soil, depending upon the nature of
the sample.

11.6.2 Weigh approximately 1 g (0.9 to 1.1 g) of sample into a 250-mL beaker, add 1 mL of the
waste dilution surrogate spike solution, and bring to 10 mL final volume with the solvent
appropriate for the determinative method. Mix Until the sample is fully dissolved. The method
blank is 1 mL of the waste dilution surrogate spike solution and 9 mL of solvent mixed in a
250-mL beaker. The blank spike and duplicate are each made by mixing 1 mL of the
appropriate spiking solution, 1 mL of the waste dilution surrogate spiking solution, and 8 mL of
solvent in 250-mL beakers.

11.6.3 If the sample solution requires cleanup, see the appropriate cleanup procedure(s), Section
12.0. ~

11.6.4 Using 1-mL glass syringes with syringe filters, transfer 1 mL of final extracts to labeled
autosampler vials for analysis (for method 8310, transfer extracts to HPLC autosampler vials,
and an additional 1 mL to GC autosampler vials' as a backup). Vials are labeled with the
Great Lakes sample number, the analytical method number, the sample cleanup method
number (if applicable), the initial volume of the sample, the final extract volume, and the date
extracted. Extracts may be colored, but should not contain particulate, cloudiness, or have
two layers.

12.0 CLEANUP PROCEDURES
121 SULFURIC ACID CLEANUP (METHOD 3665A)

12.1.1 This cleanup procedure is applicable to sample extracts that are to be analyzed for PCB's
only, and which contain observable hydrocarbon contamination, or that have been analyzed
and have been shown to contain interfering hydrocarbon contamination. This method uses
sulfuric acid for the removal of these substances. The method cannot be used to cleanup
extracts for other target analytes, as it will destroy most organic chemicals including the
pesticides Aldrin, Dieldrin, Endrin, Endosulfan (I and Il}, and Endosulfan sulfate.

12.1.2 The cleanup procedure is perfarmed in a 4-mL clear glass vial with a Teflon-lined screw cap.
One mL of hexane extract and and 1 mL of concentrated sulfuric acid are added to the vial,
the vial is tightly capped, and then vigorously shaken by hand or on a mechanical shaker for §
minutes. The solution is then allowed to separate into acid (lower) and hexane (upper) layers.
Complete separation of the layers may take between 5 minutes and several hours.
Separation can sometimes be expedited by centrifuging the solution. After the layers
completely separate, transfer the hexane layer to a new autosampler vial for sulfur cleanup,
and proceed with Section 12.2.

12.2 SULFUR CLEANUP (METHOD 3660B)
12.2.1 This cleanup procedure is applicable to sample extracts that are suspected to contain

dissolved sulfur, or extracts that have been analyzed and have been shown to contain
dissolved sulfur. This procedure uses copper powder for the removal of dissolved sulfur.
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12.2.2 The cleanup procedure is performed directly in the sample extract autosampler vial. Granular

123

copper (20-30 mesh, about 2 g) is added to the 1 mL of extract in the vial to fill about ¥ of the
vial volume. The vial is capped and shaken vigarously by hand or on a mechanical shaker for
5 minutes. If the shiny surface of the granular copper turns completely black the extract may
still contain dissolved sulfur, in which case the extract should be transferred to a new vial, and
the procedure repeated with a fresh portion of copper. |If the copper has not turned
completely black, transfer the cleaned extract to a new labeled autosampler vial for analysis,
through a syringe filter attached to a 1-mL Luer-Lok syringe.

FLORISIL CLEANUP (METHOD 3620B)

CAUTION: Notify the Inorganics Department that ether will be in use.

12.3.1

12.3.2

12.3.3

12.34

12.3.5

12.3.6

This cleanup procedure is applicable to sample extracts that are to be analyzed for PCB's
and/or organochlorine pesticides, and which contain observable hydrocarbon contamination,
or that have been analyzed and have been shown to contain interfering hydrocarbon
contamination. This procedure is intended only for"the cleanup of samples, and not for
fractionation. Standardized Florisil must be used for fractionation.

Add approximately 20 g of dried Florisil to a 20 mm glass chromatography column. Settle the
Florisil by gently tapping the column. Add anhydrous sodium sulfate to the top of the Florisil
to form a layer 1 to 2 cm deep.

Pre-elute the column with 60 mL of hexane and discard the eluate. Drain the column until the
sodium sulfate layer is nearly exposed (i.e. solvent drained down to the top of the layer).
Quantitatively transfer the sample extract onto the column, completing the transfer using two
1-2 mL rinses with hexane.

Place a 500-mL K-D flask equipped with a clean 10-mL concentrator tube under the
chramatographic column. Drain the column into the flask until the sodium sulfate layer is
nearly exposed. Elute the column with 200 mL of 6% diethyl ether in hexane (v/v), using a
drip rate of about 5 mL/minute; followed by 200 mL of 15% ether/hexane, and 200 mL. of 50%
ether/hexane.

NOTE: If the sample is to be analyzed only for PCB's, then only elute with 200 mL of 50%
diethy! ether in hexane.

Add 2-3 clean boiling chips to the K-D and attach a 3-bail Snyder column. Prewet the Snyder
column by adding about 1 mL of hexane to the top of the column. Place the K-D apparatus on
the hot water bath so that the concentrator tube is partially immersed in the water. When the
volume of extract reaches 1-5 mL, remove the K-D apparatus from the bath and allow to drain
and cool for approximately 10 minutes.

CAUTION: Diethyl ether is very volatile and flammable.

NOTE: At the proper rate of distillation, the balls in the Snyder column should actively chatter,
but the chambers will not flood. The concentration should take 10-20 minutes.

Remove the Snyder column and rinse the flask and its lower joint into the concentrator tube
with 1-2 mL of the final solvent. If necessary, use the nitrogen blowdown apparatus to reduce
the extract volume to 1 mL.
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12.3.7 Using 1-mL glass syringes with syringe filters, transfer 1 mL of final extracts to labeled
autosampler vials for analysis (for method 8310, transfer extracts to HPLC autosampler vials,
and an additional 1 mL to GC autosampler vials as a backup). Vials are labeled with the
Great Lakes sample number, the analytical method number, the sample cleanup method
number (if applicable), the initial volume of the sample, the final extract volume, and the date
extracted. Extracts may be colored, but should not contain particulate, cloudiness, or have
two layers.

124 GEL PERMEATION CLEANUP (METHOD 3640A)

12.4.1 Gel permeation chromatography (GPC) is a size exclusion cleanup procedure using organic
solvents and hydrophobic gels to separate molecules of different sizes. For example, GPC
cleanup can be used to remove lipids, polymers, copolymers, proteins, and natural resins
from samples.

12.4.2 Set the flow rate to 5 mL/min of methylene chloride. Switch the flow transfer valve for the
eluent to flow to waste. -

12.4.3 For each sample, prepare a Kuderna-Danish (K-D) apparatus for collection of sample eluent. ~r

12.4.4 Retention times of the components of the GPC calibration standards must be checked at least
once per week when running this cleanup procedure. Flush and load the sample loop using 1
mL of standard solution. Inject and start the chart recording. Determine and record the
retention times for each component. Note elution‘times for the end of the phthalate peak and
the beginning of the sulfur peak.

12.4.5 For cleanup of samples, flush and load the sample loop using 1 mL of sample. Inject and
start the chart recording. Immediately after the elution time of phthalate, switch the flow
transfer valve for eluent to the outlet line feading to the K-D. Just before the elution time of
sulfur, switch the valve to transfer flow to waste. Allow sufficient time for sulfur compounds to
elute before injection of another sample.

12.4.6 Add 2-3 clean boiling chips to the K-D and attach a 3-ball Snyder column. Prewet the Snyder
column by adding about 1 mL of methylene chloride to the top of the column. Place the K-D
apparatus on the hot water bath so that the concentrator tube is partially immersed in the
water. When the volume of extract reaches 1-5 mL, remove the K-D apparatus from the bath
and allow to drain and cool for approximately 10 minutes.

NOTE: At the proper rate of distillation, the balls in the Snyder column should actively chatter,
but the chambers will not flood. The concentration should take 10-20 minutes.

NOTE: If a solvent exchange is required (for example, hexane for methods 8081 and 8082),
do not remove the K-D apparatus, pour 50 mL of hexane into the top of the Snyder column,
and concentrate the extract back down to 1-5 mL. Then remove the K-D apparatus from the
bath and allow to drain and cool.

12.4.7 Remove the Snyder column and rinse the flask and its lower joint into the concentrator tube
with 1-2 mL of the final solvent. If necessary, use the nitrogen blowdown apparatus to reduce
the extract volume to 0.5 mL.

12.4.8 Using 1-mL glass syringes with syringe filters, transfer 1 mL of final extracts to labeled
autosampler vials for analysis. Vials are labeled with the Great Lakes sample number, the
analytical methad number, the sample cleanup method number (if applicable), the initial
volume of the sample, the final extract volume, and the date extracted. Extracts may be
colored, but should not contain particulate, cloudiness, or have two layers.
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13.0

MAINTENANCE AND TROUBLESHOOTING

Glassware should be cleaned appropriately (see Section 4.0) to avoid sample contamination.
Equipment should be kept clean and maintained to avoid sample contamination and assure proper
operation.

14.0

141
14.2
14.3
14.4
14.5
14.6
14.7
14.8
14.9
14.10
14.11

14.12
14,13

14.14
14.15
14.16
14.17
14.18
14.19

15.0

REFERENCES

EPA Method 3500B: Organic Extraction and Sample Preparation.

EPA Method 3510C: Separatory Funnel Liquid-Liquid Extraction.

EPA Method 3550B: Ultrasonic Extraction. -

EPA Method 3580A: Waste Dilution. '

EPA Method 3620B: Florisil Cleanup.

EPA Method 3660B: Sulfur Cleanup.

EPA Method 3665A: Sulfuric Acid/Permanganate Cleanup.

EPA Method 8015B: Nonhalogenated Organics Using GC/FID.

EPA Method 8081A: Organochlorine Pesticides by Gas Chromatography.

EPA Method 8082: Polychlorinated Biphenyls by Gas Chromatography.

EPA Method 8270C: Semivolatile Organic Compounds by Gas Chromatography/Mass Spec-
trometry (GC/MS).

EPA Method 8310: Polynuclear Aromatic Hydrocarbons.

EPA Method 8151: Chlorinated Herbicides by GC Using Methylation or Pentafluoroben-
zylation Derivatization.

Modified DRO — Method for Determining Diesel Range Organics (Wisconsin DNR),

Great Lakes Analytical Quality Assurance Program manual.

Great Lakes Analytical Chemical Hygiene Plan.

Great Lakes Analytical SOP for Login Department.

Great Lakes Analytical SOP for Hazardous Sample Management.

Gel Permeation Chromatography Cleanup System, Operator's Guide, Waters Chrom-
atography Division, Millipore Comoration.

DEFINITIONS

Refer to Great Lakes Analytical Quality Assurance Program Manual.
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ATTACHMENT 1

SEMIVOLATILES WATER/SOIL EXTRACTION LOG Page x of 100

Extraction Method Analytical Method
Date Extracted by Sample Matrix

Date Concentrated by - Date Completed by

Extraction Solvent Lot ~ Final Solvent Lot by

Surrogate Spike Solution No.
Matrix Spike Solution No. BATCH No.

Sample Surrogate Spike Final
Client Sample Size Volume Volume pH Solvent Volume Comments/
or D No. (mUg) (mL) (mL) Adjustment Exchange (mL) Cleanups
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ATTACHMENT 2
EXTRACTION SUMMARY TABLE
B 0150-0R 8015T-TPH-D Pesto R s 8151.Herbicides 8270-SVOC 8310-PNA
Sample Matrix Aqueous | Aqueous Solid Agueous Solid Aqueous Solid Aqueous Solid Aqueous Solid
Sample 0 1L 30 1L 30 1L 30 1L 30
Volum0e/Weight 1t 'L 309 g g g 9
Sample HCI none none none none none
Preservative
Surrogate Volume 50 pbL 50 uL 1Ml 1mbL 1 mL 1mL
1) <2 NA
pH NA NA 5-9 s2 s2 22 1 _ NA
. 1:1 . 1) MeCl2
Extraction Solvent Hexane MeCl2 MeCl3 Acetone - Dlethy.l__ 2) KOH MeClz | MeCl2
ether E
MeCla 3) Ether

Extraction Solvent 120, N100x3 | 46042
Volume, mL. 60 x 3 60 x 3 100 x 3 60x3 100 x 3 60 x 2 2)15x3 2060x2 | 100 x 3 60x3 100 x 3
{Replicates)  3) 40, 20x2
Solvent Exchange none Hexane Hexane Hexane none Acetonitrile
or Final Solvent
Volume Solvent

50 mL 50 mL NA NA 10 mL

1 Exchange Added NA m
Nitrogen Yes Yes Yes No Yes No
Blowdown
Extract 1mL 1 mL 1 mL 10 mL 1mbL 10 mL
Final Volume -
Derivatize with Two extractions Fill an additional

Notes diazomethane at each pH autosampler vial

September 29, 1998
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BOTTLE PREPARATION
FOR
VOLATILES METHOD 5035

The specific bottles supplied by the laboratory for the 5035 method depends on

the expected concentration range of the sample. Separate bottles will be supplied for low
concentration soil samples and high concentration sotl and solid waste samples. The
sample vials will be prepared in the laboratory and supplied to our customers.

[PF)

(V]

-\)

Low Concentration Soil Samples

Add a clean magnetic stirring bar to each clean vial.
Add preservative to each vial. The preservative is of 1 gram of sodium bisulfate.
Add 5 ml of organic-free reagent w.'ater to each vial.
Seal the vial with the screw-cap and septum seal.
Affix a label to each vial.
Weigh the prepared vial to the nearest 0.01 gram. write the weight on the vial.
For low level analvsis include two to three of these vials along with one methanol
preserved container described below as well as a drv weight contginer.

High Concentration Soil Samples-Collected & Preserved in the Field

Add 25 ml of methanol to a clean vial. Label the vial appropnatelv with contents and
date of preparation.

Affix a label to a 2 ounce container. Weigh the container to the nearest 0.01 grams.
Write the weight on the label.

For high level analysis include one methanol vial and container as well as an
additional jar for the dry weight determination.
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GLA 6010 BG Revision 2 1
1.0 APPLICABILITY

This standard procedure (SOP) provides instructions for analsis of samples for trace metal content by
ICP-OES. The procedure for the digestion of liquids is GLA 3015 BG, and for the digestion of solids GLA
3050 BG. This SOP is an interpretation of EPA Methods 200.7, Standard Methods no. 3020, and SW-
846 no. 6010B. This SOP is to be used in conjunction with the analysts' in-laboratory training, the Great
Lakes Analytical Chemical Hygiene Plan (CHP), and the Great Lakes Analytical Quality Assurance
Program.

1.1 MATRICES

This method is applicable to digests prepared for ICP analysis from GLA 3015 BG and GLA 3050 BG.
Samples are to be analyzed for metals within 6 months. Drinking water samples are analyzed per SM-
3113-B. :

1.2 REGULATORY APPICABILITY

40 CFR 121 ‘

20 SUMMARY

This method describes a technique for the simultaneous (cr sequential) multi-element determination of
trace elements in solution. The basis of the method is the measurement of atomic emission by an optical
spectroscopic technique. Samples are nebulized and the zerosol that is produced is transported to the
ICP plasma torch where excitation occurs. The plasma torch consists of a flowing stream of argon which
is ionized by an applied radio frequency of about 1.1 KW pcwer (0.95-1.15 KW at 27-41 MHz). The field
is inductively coupled to the ionized gas by a water cooled coil. Characteristic atomic-line emission
spectra are produced by the high temperatures of the plasma torch (6000-8000 K). The spectra are
dispersed by a grating spectrophotometer and the intensities of the lines are monitored by photomuitiplier
tubes. The currents from the photomultiplier tubes are controlled and processed by a computer system.

A background correction technique is required to compensate for variable background contributions to
the determination of trace elements.

3.0 SAFETY
3.1 GENERAL

This SOP does not address all safety issues associated with its use. A reference file of material
safety data sheets (MSDS's) is available to all personnel, along with the Great Lakes Analytical
Chemical Hygiene Plan. Gloves are worn when handling chemicals and reagents.

3.2 CHEMICAL HYGIENE PLAN

The Great Lakes Analytical Chemical Hygiene Plan (CHP) is designed to establish safe work
procedures and minimize exposure to hazardous chemicals encountered in the laboratory. The CHP
provides information to employees regarding potential hazards and training to minimize these
hazards.

3.3 HAZARDOUS SAMPLES

All samples that are received by the laboratory have the possibility of containing hazardous
pollutants. They should be treated with caution at all times. Gloves are worn when handling samples.
Also see the Great Lakes Analytical SOP for Hazardous Sample Management.
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3.4

PLASMA TORCH

The ICP plasma tarch produces temperatures of 6000-8000 K and high levels of ultraviolet radiation. Al
instrument safety interlocks and shields must be in place and operational at all times.

4.0

4.1

4.2

43

44

4.5

5.0

51

52

INTERFERENCES

All water samples must be preserved by the addition of nitric acid to a pH of 2 or less. A low bias
could result due to metals adhering to the sides of the sample container or precipitating out of
solution.

Spectral interferences can be caused by the overlap of a spectral line from another element,
unresolved overlap of molecular band spectra, background contribution, or stray light from the
line emission of high-concentration elements. Spectral overlap can be corrected after monitoring
the interfering element. Each metal must be optimized and the best wavelength chosen.
Unresolved overlap requires selection of another wavelength. Background contribution and
stray light can be compensated for by performing background correction. An Interference Check
Standard and Blank are analyzed at the beginning and end of each day’s analyses, and/or every
8 hours, to evaluate the performance of the instrument.

Changes in viscosity and surface tension can cause significant inaccuracies by interfering with
sample flow to the plasma torch, especially in samples containing large amounts of dissolved
solids. Physical interferences can be reduced by diluting the sampie, by internal standardization
with yttrium, or by using standard additions method.

For internal standarization, yttrium is added at a concentration of 1 ppm to all standards,
blanks, and samples by the instrument. Sample intensities are adjusted for changes in
yttrium response as a function of the instrument program.

Chemical interferences are characterized by molecular compound formation, ionization effects,
and solute vaporization effects. Normally, these effects are not substantial with the ICP
technique. They can be minimized by careful selection of operating parameters, buffering of
samples, matrix matching, and standard addition procedures. Lithium carbonate (200 ppm) is
automatically mixed with all standards and samples before analysis for buffering.

Daily monitoring test of the deionized water supply must have been performed and pass or
meet appropriate criteria for analysis before the water can be used in sample preparation.
All glassware to be used in the analysis must be cleaned and rinsed thoroughly with D! water.
Periodic cleaning of sample preparation and analysis areas, will be performed.

RECORD KEEPING

Each analyst is responsible for keeping accurate and up-to-date records of all analyses
performed.

ICP Log Book:

A log book will be maintained for all metals analyses performed on the ICP. All information
regarding samples processed in the lab will be entered into this book. This information will
include but is not limited to:

+ Method reference number
+ Sample matrix type
+ GLA Sample I.D. (one complete for each set)
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LIMS batch reference number

+ LCS and matrix spike information

Analyst's signature and date analyzed

+ Reviewer's signature and date, where applicable
All dilution factors

This log should also include any unique observations noted in regard to specific samples.
Space will be reserved on each page for calculations and notes. All unused portions of
logbook pages must be z'ed out.

53 An instrument log book is also kept for records of scheduled and unscheduled maintenance.
Alf entries must be initialed and dated. .

54 Sample Schedule - All samples will be tracked through the lab usmg GLA sample 1.D.
numbers generated by the GLA LIMS system.

6.0 QUALITY CONTROL ‘
6.1  QUALITY CONTROL SAMPLES

Quality control samples are run at a minimum 5% frequency (i.e. one set with every batch of twenty
or less samples). The results of these samples are usad to gauge accuracy and precision of the
method. These samples include method blanks (MB), lab control samples (LCS), matrix spikes (MS)
and matrix spike dupticates (MSD). The quality control samples contain all reagents and are
subjected to all preparation steps. They are processed and ana'yzed along with test samples.

6.2 METHOD BLANK

Matrix-matched method blanks (MB) containing all reagents and subjected to all preparation steps
are processed and analyzed along with the samples. Method blanks must produce a concentration
below the reporting limit (e.g. PQL, EQL, ...) for an analytical batch to be valid. These samples
provide a measure of laboratory and/or reagent contamination. Test sample results are not corrected
for the method blank concentrations.

6.3 LABORATORY CONTROL SAMPLE {LCS)

An external (independently sourced) reference standard is prepared within the working range of the
method and analyzed with each matrix per batch of twenty or less samples (i.e. minimum 5%
frequency). The results of the samples must be within established control limits, or where there is not
enough data to calculate control limits, within 15% of the known value. Appendix A contains
information on spiking volumes and concentrations.

6.4 MATRIX SPIKED SAMPLES

Matrix spiked samples (MS and MSD) will be analyzed with a minimum frequency of 5% (e.g. one set
per 20 or less samples per matrix) and are used to determine accuracy and precision of a method.

The matrix spiked samples will be spiked using the same standards used to spike the LCS samples.

The analyzed result of the matrix spikes must be within established control limits, or where there is
not enough data to calculate control limits, within 25% of the known value.

6.5 INTERFERENCE CHECKS

The ICP instrument is checked initially and following analytical runs for interferences using an
Interference Check Standard and an Interference Check Blank. These are samples containing high
concentrations of interfering metais (Al, Ca, Mg, Fe). The Interference Check Standard also contains
spiked analytes of interest (Ba, Cd, Cr, Pb, Ag).
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6.6 QUALITY CONTROL TRACKING AND DATA REVIEW

The QC data is considered acceptable and actua!l samples results can be evaluated and reported by
the analyst if all QC samples are within established control limits.

6.7 CORRECTIVE ACTION

If a quality control measure fails, corrective action is taken and documented to ensure the accuracy of

the data that is reported. Examples of when corrective action sheets are filled out are:

e A sample or QC is re-analyzed. This may be due to the QC parameter failing or mislabeling of
samples.

» Samples are reported with a QC result (blank, spike matrix) parameter out of control. In this
case, not only should a corrective action be initiated, but the data must be flagged.

¢ A deviation from the normal SOP for the method is discovered (e.g. a digestion goes down to
dryness or a different concentration of reagent is used) and the sample is analyzed and reported.

e« An error in a previously reported sample is discovered.

7.0 SAMPLE MANAGEMENT

71 The procedure for sample management are detailed in thé Great Lakes Analytical SOP for ™~
sample receipt into the laboratory.

7.2 Sample Schedule: Analysts keep track of sample throughput by using the Laboratory
Information Management System (LIMS). The $ystem is checked daily and a hard copy
generated. Samples for this method are queued under “METP". The information includes:

« Client name.
e Sample numbers.
.+ Project name.
+ Matrix.
« Hold time and turnaround time.

8.0 METHOD VALIDATION
8.1  QUALITY CONTROL BOOK

Method validation must be performed before any actual samples can be analyzed. Method validation
studies are required to be stored in the QC logbook. Method exception studies must also be
performed to validate any exception taken by proving equivalency with the unaltered method. The
contents of the QC book include:

¢ Copy of the GLA Quality Assurance Program.

Copies of GLA SOP and source methods.

Copy of the precision and accuracy study for the method.
Copies of all method detection limit studies and dates in use.
Check standard recovery tabulations and control limits.

Spike and spike duplicate recovery tabulations and control limits.
Corrective action sheets.

8.2 QUALITY ASSURANCE PROGRAM

Internal audits will be performed periodically to assess analytical system performance. Performance

evaluation samples will be analyzed periodically to assess laboratory performance. (Refer to the GLA
Quality Assurance Program.)
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8.3 ACCURACY AND PRECISION

Accuracy and precision for this method are tracked by analyzing spike and spike duplicate blanks
(sample spikes and duplicates are also analyzed to check for matrix effects). The results are used to
establish control limits - average + 3 standard deviations for each analyte.

In addition, the ICP instrument is calibrated daily, and the calibration checked using a Check
Standard. Each individual analyte calibration must have a correlation coefficient, , of at least 0.9950
to be usable. The concentrations of the Check Standard must be within 10% of the expected values.

8.4 METHOD DETECTION LIMIT STUDY

8.4.1 The method detection limit (MDL) is defined as the minimum concentration of analyte that
can be determined with 99% confidence. It is determined as follows: '

o Prepare a minimum of seven replicate samples at a concentration at or near the
expected MDL. Carry these replicates through the entire sample preparation procedure
and analysis.

» Calculate the MDL by taking the standard deviatich of the results of the seven replicates
and muitiply by the Student's t value at n-1 degrees of freedom (3.143 for seven -
replicates). -

8.4.2 Other factors such as matrix effects and instrument noise may affect the attainable detection
limit. These should be quantified if possible and taken in to account when determining zr.
MDL as the obtainable detection level may be artificially elevated due to these factors.

8.4.3 A new MDL study must be performed to re-evaluate the method if any major instrument
maintenance or service is performed, if any new method exceptions or changes are made, cr
at least annually.

9.0 EQUIPMENT

9.1 ICP Emission Spectrophotometer, TIA 61E TRACE, Liberty 100, or equivalent
9.2 Volumetric flasks, 25-100 mlL size. . : '
9.3 Volumetric pipets, various sizes,

10.0 STANDARDS AND REAGENTS

10.1  Reagent water - ASTM Type Il water (DI water). Type | reagent water should be used for the
_analysis of earth metals and low level lead.

10.2  Nitric acid - concentrated HNO,, ACS/reagent grade, Fisher no. A509. CAUTION: Nitric acid is
corrosive.

10.3  Hydrochloric acid - concentrated HCI, ACS/analytical reagent grade, Fisher no. AS508.
CAUTION: Hydrochloric acid is corrosive.

10.4  Sulfuric acid - concentrated H,SO, - ACS/analytical reagent grade, Fisher no. A300. CAUTION:
Sulfuric acid is corrosive.

10.5  Calibration standards - Standards are prepared in 10% nitric acid. Aliquot 1000 ppm individual
analyte standards (purchased from Spex CertiPrep Assurance, inorganic Ventures, or Ultra
Scientific) for high standard (level 4) per Table 1 into a 100-mL volumetric flask. Add 10 mL cf
concentrated HNO,, dilute to the mark with reagent water, and mix. Prepare the medium
standard (level 3) by dilution of the level 4 standard, 10 mL of level 4, 10 mL of concentrated
HNO,, to 100 mL final volume. Prepare the low standard (level 2) by dilution of the level 3
standard, 10 mL of level 3, 10 mL of concentrated HNO,;, to 100 mL final volume. The

calibration blank (level 1) is prepared by diluting 10 mL of concentrated HNO; to 100 mL final
volume.
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10.6

10.7

10.8

10.8

10.9

10.10

10.11
10.12

10.13

11.0

Spiking solutions - GLA-SPK-1A and -4B, purchased from Inorganic Ventures, GLA-SPK-EM
(earth metals spike) prepared from individual 10,000 ppm solutions (from Inorganic Ventures) for
final concentrations of 2000 ppm of Na, K, Ca, and Mg. As, Se, Zr standard - 1000 ppm.
Calibration check standard - Add 50 mL of concentrated nitric acid to a 500-mL volumetric flask.
Accurately aliquot 1.0 mL each of GLA-SPK-1A, 4B, and -EM into the volumetric flask. Aliquot
1.0 mL each of secondary As, Se, Zr 1000 ppm standards into the flask. Dilute to the mark with
reagent water and mix.

Interference check solution - 5000 ppm Al, Ca, Mn, and 2000 ppm Fe, Inorganic Ventures no.
CLPP-ICS-A.

Interference check standard ICS-A - Aliquot 50 mL of concentrated sulfuric acid and 50 mi. of
CLPP-ICS-A into a 500-mL volumetric flask. Dilute to the mark with reagent water and mix.
Interference check standard ICS-B - Aliquot 50 mL of concentrated sulfuric acid and 50 mL of
CLPP-ICS-A into a 500-mL volumetric flask. Then, accurately aliquot 1.0 mL each of GLA-SPK-
1A, -4B, and -EM into the volumetric flask.. Aliquot 1.0.mL each of secondary As, Se, Zr 1000
ppm standards into the fiask. Dilute to the mark with reagent water and mix.

Yttrium standard - 10,000 ppm, purchased from Spex CertiPrep Assurance, Inorganic Ventures,
or Ultra Scientific.

Lithium carbonate - Li;CO, powder, Fisher no. 5840 or Mallinckrodt no. L119.

Bufferfinternal standard solution - Weigh approximately 10.7 g of Li;CO, and place in a new,
clean 2-L fluorinated plastic bottle. Add 1 L of reagent water. Then add 1.0 mL of 10,000 ppm
yttrium standard. Carefully add 200 mL of concentrated HNO;. (Solution will effarvesce due to
release of carbon dioxide.) Dilute to approximately 2 L with reagent water and mix.

Rinse solution - 10% nitric acid in reagent water.

PROCEDURE -

NOTE: Method validation (section 8.0} must be performed before samples can be analyzed.

NOTE: See Table 1 for the analytes for which this method is applicable. See Appendix B for some
recommended wave-lengths, estimated instrumental detection limits {IDL), and potential interferences (at
the 100 mg/L level).

1141

Assembie all materials and equipment required for the procedure. A daily calibration check

of the analytical balance must have been performed prior to its use in weighing samples or standard
materials. Record all pertinent sample information in the log book(s) before beginning the analysis..

May 12, 1999 - ' : Page 7 of 13



GLA 6010 BG Revision 2.1

Table 1.

Preparation and Concentrations of Calibration Standard Solutions,
Volume (mL) of High Standard Medium Standard Low Standard
1000 ppm Standard {Level 4) (Level 3) {Level 2)
ELEMENT to Prepare Concentration Concentration Concentration

High Standard {ppm) (ppm) {ppm)

Ag 1.0 10.0 1.00 0.100
Al 25 250 2.50 0.250
As 0.5 5.0 0.50 0.050
B 1.0 10.0 1.00 0.100
Ba 25 25.0 2.50 0.250
Be 0.5 5.0 - .- 0.50 0.050
Ca 2.5 25.0 2.50 0.250
Cd 0.5 50 0.50 0.050
Co 1.0 10.0 1.00 0.100
Cr 1.0 10.0 1.00 0.100
Cu 1.0 10.0 - 1.00 0.100
Fe 2.5 25.0 2.50 0.250
K 2.5 250 2.50 0.250
Mg 2.5 25.0 2.50 0.250
Mn . 1.0 10.0 1.00 0.100
Mo 1.0 10.0 1.00 0.100
Na 25 25.0 2.50 0.250
Ni 1.0 . 10.0 1.00 0.100
Pb 0.5 50 0.50 0.050
Sb 1.0 10.0 1.00 0.100
Se 0.5 5.0 0.50 0.050
Sn 1.0 10.0 1.00 0.100
Ti 1.0 - 10.0 1.00 0.100
T 1.0 10.0 1.00 0.100
Vv 1.0 10.0 1.00 0.100
Zn 2.5 25.0 2.50 0.250

Note: See Section 10.5 for complete instructions on calibration standard preparation.

11.2 INTERFERENCE CHECK STANDARD AND BLANK

An Interference Check Standard, containing high amounts of interfering elements and known
concentrations of elements of interest, is analyzed at the beginning and the end of each sequence of
samples. The interfering elements are the following concentrations: Al, Ca, Mg - 500 ppm, Fe - 200
ppm. The elements of interest are each spiked at 2.0 ppm (exceptTl, which is 4.0 ppm). Recoveries
must be within + 20% of the expected concentrations.

An Interference Check Blank, containing high amounts of interfering elements, is analyzed at the
beginning and end of each sequence of samples. This blank contains the same concentrations of
interfering elements as the check standard. The Interference Blank is analyzed for Ba, Cd, Cr, Pb,
and Ag. The concentrations detected for these elements must not be above the reporting limits.

Internal Standard - Yttrium is added at a concentration of approximately 1.0 ppm to all standards,

blanks, and samples by the instrument. The intensity is_tracked to ensure proper instrument
operation.
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11.3 INSTRUMENT CALIBRATION

The ICP is calibrated daily before samples are analyzed. The standard curve includes one blank and

three standards (4 levels). The correlation coefficient, . must be at least 0.9950 for each analyte to
be run.

The calibration is checked using a Check Standard initially and after every 10 (or fewer) samples.
The recovery of the analytes in the Check Standard must be with 10% of expected values. Replicate
integrations of the Check Standard must have a %RSD of <5%. For A2LA required work, the High
Level Standard (Level 4)is used as a check of the calibration, and must be within +/-5% of the actual
value.

11.4 OPERATION OF THE INSTRUMENT

11.4.1 Power up the instrument and ignite plasma according to the manufacturer's instructions.

11.4.2 Allow instrument to warm up at least 30 minutes.

11.4.3 Perform system profile in accordance with the fanufacturer's instructions using an
approximately 5 ppm As standard.

11.4.4 Go to analysis section and call up method 6010PM1.

11.4.5 Calibrate instrument using calibration standards. Each analyte to be used must have a
correlation coefficient of at least 0.9950. -

11.4.6 Run performance and instrument check samples:

Sample Criteria

A. ICV (check standard) +10%

B. ICB (calibration blank) __ < reporting limit

C. High standard +10%

D. ICS-B T +20%

E. ICS-A < reporting limit (except Al, Ca, Fe, Mg)

11.4.7 |If all criteria pass, run samples with a CCV and CCB every 10 (or less) samples. The high
standard, ICS-B, and ICS-A need to be re-analyzed at the end of the run, or every 8 hours.
Each analytical run must end with a calibration blank and a check standard.

11.4.8 Where the sample matrix is so complex that viscosity, surface tension, and components
cannot be accurately matched with standards, the method of standard addition (MSA) may be
used. This procedure involves adding equal volumes of sample to a reagent water blank and
to a standard. The higher the degree of accuracy needed, the greater the number of
standard additions. The absorbance for each of the prepared solutions is plotted on the
vertical axis, with the corresponding standard concentrations plotted on the horizontal axis.
When the resulting line is extrapolated back to zero absorbance, the point at which the line
crosses the horizontal axis is the concentration (absolute value) of the sample. The results
are considered valid if:

o the plotted curve is linear over the concentration range of concern (slope should be less than
20% different than the slope of the calibration curve).

« the effect of the interference does not vary as the ratio of analyte concentration to sample matrix
changes and the standard addition responds in a similar manner as the analyte.

« the determination is free of spectral interferences and corrected for nonspecific background
interference. :
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11.5

11.5.1

For a single-addition method, the concentration would be calculated as follows:

Cx = Sa VS CS
(Sa-Sg) Vx

where: C, = Concentration of the sample
Se = The analytical signal for the sample and water solution (corrected for the blank)
Vs = Volume of the standard solution added
Cs = Concentration of the standard solution added
Sa = The analytical signal for the sample 2nd standard solution (corrected for the
blank) :
Vs = Volume of the sample added to each solution.

Note: Vs and Cg should be chosen so that S, is roughly twice Sg on the average. It is best if
Vs is made much less than Vy , and thus Cs is much greater than Cy, to avoid excess dilution
of the sample matrix. If a separation or concentration step is used, the additions are best
made first and carried through the entire procedure.

CALCULATIONS

Results are corrected for any spectral interferences and backgrounds (by the instrument
software).

11.5.2 All analyte concentrations are multiplied by the fépplicable dilution factor (DF) to obtain

concentrations for the original samples.

—

For waters/liquids:

concentration (mg/L) = instr. result x final digestate volume (mL) x DF
initial sample volume (mL)

For soils/solids/sludges:

concentration (mg/kg) = instr. result x_final digestate volume (mL) x DF
initial sample weight (g)

To report result in dry weight, divide concentration result by decimal percent solids (e.g. if
%solids is 89%, divide by 0.89), ’

concentration (%) = instr. result x final digestate volume (mL) x DF
initial sample weight (g) x 10,000

10,000 is the factor for converting mg/kg (ppm) to percent.

For wipes:
amount (mg per wipe) = instr. result x final digestate volume (mL) x DF

To report in mg per square foot, divide result by area (supplied by client).
To convert to pg, multiply result by 1000. _

May 12, 1999 S Page 10 of 13



GLA 6010 BG Revision 2.4

11.5.3 Percent Recovery Calculation for spiked samples and LCS..

% Recovery = Calculated Spike Conc. — Conc. of Sample X 100% .
Spike Conc. Added

11.5.4 Relative Percent Difference (%RPD) for duplicate analyses: o

$RPD = _ |Conc. of 1* Analysis - Conc. of Duplicate Analysis| X 100%
(Conc. of 1= Analysis + Conc. of Duplicate Analysis)/2

12.0 MAINTENANCE AND TROUBLESHOOTING
124 GENERAL |

Glassware should be cleaned appropriately to avoid sample contamination. Equipment should be
kept clean and maintained to avoid sample contamination ard assure proper operation. Manuals
supplied by the manufacturers with the instrumentation typically have informational- and
troubleshooting sections.- : S - R

12.2 TECHNICAL SUPPORT

Technical support is available from equipment manufacturers (for example, by telephone; fax, or e-
mail). They can be a good resource when troutleshooting opticns have been exhausted. Technical
support departments can readily supply part numters.

12.3 CLEANING THE PLASMA TORCH -

The plasma torch must be cleaned weekly. This is accomplished by soaking the torch in a solution of 1
part concentrated HCI and 3 parts concentrated HNO, overnight. - The height of the torch will need
adjustment when the torch is replaced.

13.0 REFERENCES B

3.1 EPA Method 200.7. Inductively Coup+ed Plasma - Atomic Em:ssnon Spectrophotometric
Method for Trace Element Analysis of Water and Wastes.

13.2  Method 3120: Metals by Plasma Emission Spectroscopy, Section B (Inductively Coupled
Plasma Method); Standard Methods for the Examination of Water and Wastewater 18"
Edition, 1992.

13.3  Method SW-846, 30208 Inductively Coupled Plasma - Atomic Emission Spectroscopy.

13.4  Great Lakes Analytical Quality Assurance Program.

13.5  Great Lakes Analytical Chemical Hygiene Plan.

13.6  Great Lakes Analytical SOP for Login Department.

13.7  Great Lakes Analytical SOP for Hazardous SampleManagement.

14.0 DEFINITIONS

Refer to Great Lakes Anatytical Quality Assurance Program Plan. -

May 12, 1999 - ~ - Page 11 of 13



GLA 6010 BG

APPENDIX A.

STANDARD SPIKING LEVELS AND VOLUMES.

Revision 2.1

Standard Aliquot/Volume | Aliquot/Volume | Aliquot/Volume | AliquotVolume | AliquotVolume
GLA-SPK-1A 0.10/100 . 0.05/50 0.10/50 0.10/50
GLA-SPK-38 0.05/50 0.10/50 0.10/50
GLA-SPK-4B 0.10/100
GLA-SPK-5 0.05/50 0.10/50 0.10/50
GLA-SPK-6 0.10/50
As/Se Soln. 0.05/50
EARTH 0.10/100 0.05/50 0.05/50
Corresponding Elements and Concentrations (ppm) per matrix
Set | Element | Solid/Soil D H,0 FNC D H,0 ICP H,0 TC'—g’(fF"-P
Ag 1.0 0.005 0.01 0.51
As 083 0.015 0.03 0.03
R Ba 1.0 0.50 1.0 1.0
c Cd 1.0 0.001 0.002 0.502
R Cr 1.0 0.003 0.50 1.006 1.006
A Hg 0.001 0.001 0.007
Pb 10 = 0.015 0.03 0.03
Se 0.28 0.015 0.03 0.03
P Be 1.0 0.50 1.0 1.0
R Cu 1.0 0.015 0.50 1.03 1.03
| Ni 1.0 0.50 1.0 1.0
R Sb 1.0 0.015 1.0 2.03 2.03
T Tl 2.0 0.015 1.0 2.03 2.03
Y Zn 1.0 0.50 1.0 1.0
Al 1.0 0.5 1.0 1.0
T Co 1.0 0.5 1.0 1.0
A Fe 1.0 0.5 1.0 -1.0
L Mn 1.0 0.5 1.0 1.0
v 1.0 0.5 1.0 1.0
E Ca 1.0 1.0 1.0
A K 1.0 1.0 1.0
R Li 1.0 1.0 1.0
T Na 1.0 1.0 1.0
H Mg 1.0 1.0 10
E B 10 1.0 2.0 2.0
X Mo 1.0 1.0 2.0 2.0
T Si 1.0 1.0 2.0 2.0
R Sn 1.0 1.0 2.0 20
A Ti 1.0 1.0 2.0 20
May 12, 1999 Page 12 of 13




GLA 6010 BG

APPENDIX B.

Revision 2.1

EXAMPLE WAVELENGTHS, ESTIMATED INSTRUMENTAL DETECTION LIMITS

(IDL), AND POTENTIAL INTERFERENCES AT THE 100 mg/L LEVEL.

Element

Aluminum (Al
Antimony (Sb)
Arsenic (As)
Barium (Ba)
Beryllium (Be)
Boron (B)
Cadmium (Cd)
Calcium (Ca)
Chromium (Cr)
Cobalt (Co)
Copper (Cu)
Iron (Fe)

Lead (Pb)
Lithium (Li)
Magnesium (Mg)
Manganese (Mn)
Mercury (Hg)
Molybdenum (Mo)
Nickel (Ni)
Phosphorus (P)
Potassium (K)
Selenium (Se)
Silica (SiO;)
Silver (Ag)
Sodium (Na)
Strontium (Sr)
Thallium (T1)
Tin (Sn)
Titanium (Ti)
Vanadium (V)
Zinc (2n)

1 second order.

1 highly dependent on operating conditions and plasma position.

Wavelength (nm) IDL (ua/l)
308.215 30
206.833 21
193.696 35
455403 0.9
313.042 02
249.678% 38
226.502 23
317.933 6.7
267.716 47
228.616 47
324.754 36
259.940 4.1
220.353_ 28
670.784 28
279.079 20
257.610 0.9
194.227% 17
202.030 5.3
231.6041 10
213.618 51
766.491 t
196.026 50
251611 17
328.068 47
588.995 19
407.771 0.3
190.864 27
189.9890t 17
334.941 5.0
292.402 5.0
213.856t 12

» analyte concentration equivalents.

May 12, 1999

Interferent(s) *
Mn02, V14

Al0.5,Cr2.9,Fe01,Ti03,V05

Al13,Cr04,V11
Ti0.04,V0.05

Fe 0.03, Ni 0.02

Cr0.1,Mn 0.04, Ti 0.03, V 0.03

Mn 0.04, v 0.04

Ti0.05, v 0.02
Mn 0.1
AlQ.2

~Cr0.03, Fe 0.01,Ni0.03, Ti0.15

Cr0.1,Fe0.1, Mn03,Ti0.1,VO0.1

Al 0.01, Cr0.01

Al 0.05, Fe 0.03

Al 0.2, Fe 0.1

Ti0.08

Al 0.3

Cr0.05 Fe 0.01, Ti0.02

Cu0.1,Ni0.3

Page 13 of 13
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METALS
METHOD EXCEPTION(37)
Date Effective;_12/1/98 Supersedes;____ 1/1/92

“Method No.: EPA 6010A
Method Title: Inductively Coupled Plasma Atomic Emission Spectroscopy

The above method is currently being used with the following exceptions:

The following have been added to the analyte list:

-

Germanium CAS No.: 7440-56-4
Tantalum CAS No.: 7440-25-7

THERE ARE NO ADDITIONAL EXCEPTIONS TO THIS METHOD.

Approved by:

Date: (3 'l"ﬁ%

NOTE: The aboveN tion reflects current modifications to the method.

Page 1 of |
MTME 037
Rov,, 12/1/98



MZITEZC #:

""" (5W=-346 CUpdate I, July 1992)

TITLE: Inductiveiy Coupled Plasma-Atomic Emission Spectroscopy

1.0 SCOPE AND APPLICATION

1.1 Inductively coupled plasma-atomic emission spectroscopy (ICP)
determines trace elements, including metals, in solution. The method
is applicable to all of the elements listed in Table 1. All matrices,
including ground water, aqueous samples, TCLP and EP extracts,
industrial and organic wastes, soils, sludges, sediments, and other
solid wastes, require digestion prior to analysis.

1.2 Elements for which Method 6010 is applicable are listed in Table 1.
Detection limits, sensitivity, and optimum ranges of the metals will
vary with the matrices and model of spectrometer. The data shown in
Table 1 provide estimated detection limits for clean aqueous samples
using pneumatic nebulization. Use of this method is restricted to
spectroscopists who are knowledgeable in the correction of spectral,
chemical, and physical interferences.

ANALYTE:

CAS #
Aluminum 7440-36-0
Al
Antimony 7440-36-0
Sb
Arsenic 7440-38-~2
As
Barium - 7440-39-3
Ba
, Beryllium 7440-41-7
{ Be
Cadmium 7440-43-9
cd
Calcium 7440-70-2
Ca :
Chromium 7440-43-9
Cr
Cobalt 7440-48-4
Co
Copper 7440-50-8
Cu
Iron 7439-89-6
Fe
Lead 7439-92-1
Pb
Lithium 7439-93-2
Li
Magnesium 7439-95-4
Mg
Manganese 7439-96-5
Mn
Molybdenum 7439-98-7
Mo
Mickel 7440-02-0
Ni
Phosphorous 7723-14-0
(P -
Potassium---

K

7440-09-7



E=S U 7782-49-2

5 I

SLLV=r 7440-22-4
Ag

Sodium 7440-23-5
Na

Strontium 7440-24-6
Sr .

Thallium 7440-28-0
Tl _

Vanadium - 7440-62-2
\'

Zinc 7440-66~6
Zn

(

INSTRUMENTATION: ICP

2.

2.

0

1

SUMMARY OF METHOD

Prior to analysis, samples must be solubilized or. digested using
appropriate Sample Preparation Methods (e.g. Methods 3005-3050). When
analyzing for dissolved constituents, acid. dlgestlon is not necessary
if the samples are filtered and acid preserved prior to analysis.
Method 6010 describes the simultaneous, or sequential, multielemental
determination of elements by ICP. The method measures element-emitted
light by optical spectrometry. Samples are nebulized and the resulting
aerosol is transported to the plasma torch. Element-specific

‘atomic-line emission spectra are produced by a radio-frequency

inductively coupled plasma. Bhe spectra are dispersed by a grating
spectrometer, and the intensities of the lines are monitored by
photomultiplier tubes. Background correction is required for trace
element determination. Background must be measured adjacent to analyte
lines on samples during analysis. The position selected for the
background-intensity measurement, on either or both sides of the
analytical line, will be determined by the complexity of the spectrum
adjacent to the analyte line. The position used must be free of
spectral interference and reflect the same change in background
intensity as occurs at the analyte wavelength measured. Background
correction is not required in cases of line broadening where a
background correction measurement would actually degrade the
analytical result. The possibility of additional interferences- named
in Section 3.0 should also be recognized and appropriate corrections
made; tests for their presence are described in Step 8.5.

TABLE 1. RECOMMENDED WAVELENGTHS AND ESTIMATED INSTRUMENTAL DETECTION

LIMITS
Detection Estimated Element
Wavelength(a) (nm) Limit(b) (ug/L) =~ e

Aluminum 308.215 45

Antimony 206.833 32

Arsenic 193.696 53

Barium 455,403 . "2

Beryllium 313.042 0.3

C--“mium . 226.502

¢

4
cium 317.933 1
Chromium 267.716 7

7

Cobalt 228.616



MAgnesium
" .ganese
Mulybdenum
Nickel
Phosphorus
Potassium
Selenium
Silver
Sodium
Strontium
Thallium
Vanadium
Zinc

3

l(\)

9

220.
.784
.079
.610
.030
.604
.618
.491
.026
.068
.995
.771
190.
292.

670
279
257
202
231
213
766
196
328
588
407

213

~J]
U

w O -

94
3

U J»

864
402

.856

See

5

7
22
5
30
2

8
15
S1
note c
75
9
29
0.3
40
8

2

(a) The wavelengths listed are recommended because of their sensitivity

and overall acceptance.

Other wavelengths may be substituted if they

‘can provide the needed sensitivity and are treated with the same
corrective techniques for spectral interference (see Step 3.1). In

time,

other elements may be added as more information becomes

available and as required.
(b) The estimated jinstrumental detection limits shown are taken from

Reference 1 in Section 10.0 below.

They are given as a guide for an

instrumental limit. The actual method detection limits are sample
dependent and may vary as the sample matrix varies.
(c) Highly dependent on operatinrg ¢onditions and plasma position.

w —Ww
— S

INTERFERENCES

Spectral interferences are caused by:

(1) overlap of a spectral line

from another element at the analytical or background measurement

wavelengths;

(2) unresolved overlap of molecular band spectra; (3)

background contribution from continuum or recombination phenomena; and
(4) stray light from the line emission of high-concentration elements.
Spectral overlap can be compensated for by computer-correcting the raw
data after monitoring and measuring the interfering element.
Unresolved overlap requires selection of an alternative wavelength.
Background contribution and stray light can usually be compensated for
by a correction adjacent to the analyte line.

Users of all ICP instruments must verify the absence of spectral
interference from an element in a sample for which there is no
Recommended wavelengths are listed in
Table 1 and potential spectral interferences for the recommended

instrument detection channel.

wavelengths are given in Table 2.

The data in Table 2 are intended as

rudimentary guides for indicating potential interferences; for this

purpose,

analytes and the interferents can be assumed.

linear relations between concentration and intensity for the

3.1.1 Element-specific interference is expressed as analyte

concentration equivalents (i.e.

false analyte concentrations)

arising from 100 mg/L of the interference element. For example,
assume that As is to be determined (at 193.696 nm) in a sample
According to Table 2, 100
mg/L of Al would yield a false signal for As equivalent to
approximately 1.3 mg/L. Therefore, the presence of 10 mg/L of Al
would result in a false signal for As equivalent to approximately

containing approximately 10 mg/L of Al.
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;- ~- Tne .ser ls cautlioned that other instruments may
£Xn101T sSomewnac different levels of interference than those

sncwn 1n Table 2. The interference effects must be evaluated for
each individual instrument since the intensities will vary with

operating conditions, power, viewing height, argon flow rate,

etc. The user should be aware of the possibility of interferences
other than those specified in Table 2 and that analysts should be
aware of these interferences when conducting analyses.
3.1.2 The dashes in Table 2 indicate that no measurable
interferences were observed even at higher interferent
concentrations. Generally, interferences were discernible if they
produced peaks, or background shifts, corresponding to 2 to 5% of
the peaks generated by the analyte concentrations.
3.1.3 At present, information on the listed silver and potassium
wavelengths is not available, but it has been reported that

second-order energy from the magnesium 383.231-nm wavelength

interferes with the listed potassium line at 766.491 nm.

TABLE 2. ANALYTE CONCENTRATION EQUIVALENTS ARISING FROM

‘ INTERFERENCE AT THE 100-mg/L LEVEL

Iriterferent(a,b)
Wavelength

Analyte (nm) Al Ca Cr Cu Fe Mg Mn Ni Tl
Aluminum 308.215 -~ -= - - -—- -- 0.21 -— -
Antimony 206.833 0.47 -—-- 2.9 - 0.08 -- -= -= 0.25
Arsenic 193.696 1.3 - 044 -- - -- - - -
Barium 455.403 -- -- -- - - - -- -- -
Beryllium 313.042 -- - - -= - -- -- -- 0.04
{ mium 226.502 ~-- -= - - 0.03 ~-- -- 0.02 --
Calcium 317.933 -- - 0.08 -~ 0.01 0.01 0.04 -- 0.03
Chromium 267.716 -- - - -- 0.003 -- 0.04 == -~
Cobalt 228.616 -- -- 0.03 -—-- 0.005 -- - 0.03 0.15
Copper 324.754 -- -= - -- 0.003 -- -- -- 0.0s
Iron 259.940 -- - - - - -- 0.12 -- -
Lead 220.353 0.17 -- - - - - - - -
Magnesium 279.079 -- 0.02 0.11 - 0.13 -~ 0.25 -- 0.07
Manganese 257.610 0.005 -- 0.01 -- 0.002 0.002 -- -= -
Molybdenum 202.030 0.05 -- -- -- 0.03 -- - -= -
_Nickel 231.604 -- -- -- -- -= -- -~ -= --
Selenium 196.026 0.23 -- -- - 0.09 -- -- - --
Sodium 588.995 =-- - - -- -= -- - --= 0.08
Thallium 190.864 0.30 -- - = -- - - -- --
Vanadium 292.402 -- - 0.05 -- 0.005 =-- - -- 0.02
Zinc 213.856 -- -- -- 0.14 -- -- - 0.29 --
(a) Dashes indicate that no interference was observed even when

interferents were introduced at the following levels:

Al - 1000 mg/L Mg - 1000 mg/L

Ca -~ 1000 mg/L Mn - 200 mg/L

Cr - 200 mg/L Tl - 200 mg/L

Cu - 200 mg/L V - 200 mg/L

Fe - 1000 mg/L
\ The figures recorded as analyte concentrations are not the actual

observed concentrations; to obtain those figures, add the listed
concentration to the interferent figure.
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Physical 1interferences are effects associated with the sample
nebullization and transport processes. Changes in viscosity and surface
tension can cause significant inaccuracies, especially in samples
containing high dissolved solids or high acid concentrations.
Differences in solution volatility can also cause inaccuracies when
organic solvents are involved. If physical interferences are present,
they must be reduced by diluting the sample or by using a peristaltic
pump. Another problem that can occur with high dissolved solids is
salt buildup at the tip of the nebulizer, which affects aerosol flow
rate and causes instrumental drift. The problem can be controlled by
wetting the argon prior to nebulization, using a tip washer, or
diluting the sample. Changing the nebulizer and removing salt buildup
at the tip of the torch sample injector can be used as an additional
measure to control salt buildup. Also, it has been reported that
better control of the argon flow rate improves instrument performance;
this is accomplished with the use of mass flow controllers.

Chemical interferences include molecular compound formation,
ionization effects, and solute vaporization effects. Normally, these
effects are not significant with the ICP technique. If observed, they
can be minimized by careful selection of operating conditions
(incident power, observation position, and so forth), by buffering of ~
the sample, by matrix matching, and by standard addition procedures.

Chemical interferences are highly dependent on matrix type and the
specific analyte element.

APPARATUS AND MATERIALS

—

Inductively coupled argon plasma emission spectrometer:

4.1.1 Computer-controlled emission spectrometer with background
correction.
4.1.2 Radio frequency generator compliant with FCC regulations.
4.1.3 Argon gas supply - Welding grade or better.
Operating conditions - The analyst should follow the instructions
provided by the instrument manufacturer. For operation with organic
solvents, use of the auxiliary argon inlet is recommended, as are
solvent-resistant tubing, increased plasma (coolant) argon flow,
decreased nebulizer flow, and increased RF power to obtain stable
operation and precise measurements. Sensitivity, instrumental
detection limit, precision, linear dynamic range, and interference
effects must be established for each individual analyte line on that
particular instrument. All measurements must be within the instrument
linear range where spectral interference correction factors are valid.
The analyst must (1) verify that the instrument configuration and
operating conditions satisfy the analytical requirements and (2)
maintain quality control data confirming instrument performance and
analytical results.
Class A volumetric flasks
Class A volumetric pipets ' : _
Analytical balance- capable of accurate measurement to 4 significant
figures.

REAGENTS

Reagent grade chemicals shall be used in all tests. Unless otherwise
indicated, it is intended that all reagents shall conform to the
specifications of the Committee on Analytical Reagents of the American



z : , Z 3ucnh speclilZations are available. Other

¢2s may c2 uss2, provided 1t is Ilrst ascertained that the reagent
of sufficiently high purity to permit its use without lessening the
accuracy of the determination. If the purity of a reagent is in
question analyze for contamination. If the concentration is less than
the MDL then the reagent is acceptable.

5.1.1 Hydrochloric acid (conc), HCIL.

5.1.2 Hydrochloric acid (1:1), HCl. Add 500 mL concentrated HCl to 400
mL water and dilute to 1 liter in an appropriate beaker.

5.1.3 Nitric acid (conc), HNO3.

5.1.4 Nitric acid (1:1), HNO3. Add 500 mL concentrated HNO3 to 400 mL

water and dilute to 1 liter in an appropriate beaker.

Reagent Water. All references to water in the method refer to reagent
water unless otherwise specified. Reagent water will be interference
free. Refer to Chapter One for-a definition of reagent water.
Standard stock solutions may be purchased or prepared from ultrahigh
purity grade chemicals or metals (99.99 to 99.999% pure). All salts
must be dried for 1 hour at 105-C, unless otherwise specified.

CAUTION: Many metal salts are extremely toxic if inhaled or
swallowed. Wash hands thoroughly after handling.

Typical stock solution preparation procedures follow. Concentrations
are calculated based upon the weight of pure metal added, or with the
use of the mole fraction and the weight of the metal salt added.

Metal -
Concentration (ppm)

i

weight (mg)

volume (L)
Metal salts

weight (mg) X mole fraction

volume (L)

Concentration (ppm)

5.3.1 Aluminum solution, stock, 1 mL = 1000 ug Al: Dissolve 1.0 g of
aluminum metal, weighed accurately to at least four significant
figures, in an acid mixture of 4 mL of (1:1) HCl and 1 mL of
concentrated HNO3 in a beaker. Warm gently to effect solution.
When solution is complete, transfer quantitatively to a liter
flask, add an additional 10 mL of (1:1) HCl and dilute to volume
in a 1,000 mL volumetric flask with water.

5.3.2 Antimony solution, stock, 1 mL = 1000 ug Sb: Dissolve 2.70 g
K(SbO)C4H406 (mole fraction Sb = 0.3749), weighed accurately to
at least four significant figures, in water, add 10 mL (1:1) HCl,
and dilute to volume in a 1,000 mL volumetric flask with water.

5.3.3 Arsenic solution, stock, 1 mL = 1000 ug As: Dissolve 1.30 g of
As203 (mole fraction As 0.7574), weighed accurately to at least
four significant figures, in 100 mL of water containing 0.4 g
NaOH. Acidify the solution with 2 mL concentrated HNO3 and dilute
to volume in a 1,000 mL volumetric flask with water.

S5.3.4 Barium solution, stock, 1 mL = 1000 ug Ba: Dissolve 1.50 g BaClz2
(mole fraction Ba = 0.6595), dried at 250-C for 2 hours, weighed
accurately to at least four significant figures, in 10 mL water
with 1 mL (1:1) HCl. Add 10.0 mL (1:1) HCl and dilute to volume
in a 1,000 mL volumetric flask with water.

5.3.5 Beryllium solution, stock, 1 mL = 1000 ug Be: Do not dry.



3 % <320 (mcie Iraction Be = 0.0509), weichsz

azourazs., To oat least four signiflcant figures, in water, adé

15.9 mL ccncentrated HNO3, and dilute to volume in a 1,000 mlL
volumetric flask with water.

.6 Cadmium solution, stock, 1 mL = 1000 ug Cd: Dissolve 1.10 g Cdo
(mole fraction Cd = 0.8754), weighed accurately to at least four
significant figures, in a minimum amount of (1:1) HNO3. Heat to
increase rate of dissolution. Add 10.0 mL concentrated HNO3 and
dilute to volume in a 1,000 mL volumetric flask with water.

.7 Calcium solution, stock, 1 mL = 1000 ug Ca: Suspend 2.50 g CacCo3
(mole Ca fraction = 0.4005), dried at 180-C for 1 hour before

weighing, weighed accurately to at least four significant

figures, in water and dissolve cautiously with a minimum amount
of (1:1) HNO3. Add 10.0 mlL concentrated HNO3 and dilute to volunme
in a 1,000 mL volumetric flask with water.

.8 Chromium solution, stock, 1 mL = 1000 ug Cr: Dissolve 1.90 g
Cro3 (mole fraction Cr = 0.5200), weighed accurately to at least

four significant figures, in water. When solution is complete,

acidify with 10 mL concentrated HNO3 and dilute to volume in a

1,000 mL volumetric flask with water. °

.9 Cobalt solution, stock, 1 mL = 1000 ug Co: Dissolve 1.00 g of
cobalt metal, weighed accurately to at least four significant

figures, in a minimum amount of (1:1) HNO . Add 10.0 mL (1:1) Hi_

and dilute to volume in a 1,000 mL volumetric flask with water.

.10 Copper solution, stock, 1 mL = 1000 ug Cu: Dissolve 1.30 g CuO
(mole fraction Cu = 0.7989), weighed accurately to at least four

significant figures), in a minimum amount of (1:1) HNO3. Add 10.0

mL concentrated HNO3 and dilute to volume in a 1,000 mL

volumetric flask with water.

.11 Iron solution, stock, 1 mL = 1000 ug Fe: Dissolve 1.40 g Fe203
(mole fraction Fe = 0.6994), weighed accurately to at least four

significant figures, in a warm mixture of 20 mL (1:1) HCl and 2

mL of concentrated HNO3. Cool, add an additional 5.0 mlL of

concentrated HNO3, and dilute to volume in a 1,000 mL volumetric

flask with water.

.12 Lead solution, stock, 1 mL = 1000 ug Pb: Dissolve 1.60 g
Pb(NO3)2 (mole fraction Pb = 0.6256), weighed accurately to at

least four significant figures, in a minimum amount of (1:1)

HNO3. Add 10 mL (1:1) HNO3 and dilute to volume in a 1,000 mL

volumetric flask with water.

.13 Lithium solution, stock, 1 mL = 1000 ug Li: Dissolve 5.324 g
lithium carbonate (mole fraction Li = 0.1878), weighed accurately

to at least four significant figures, in a minimum amount of

(1:1) HCl and dilute to volume in a 1,000 mL volumetric flask

with water.

.14 Magnesium solution, stock, 1 mL = 1000 ug Mg: Dissolve 1.70 g
MgO (mole fraction Mg = 0.6030), weighed accurately to at least
four significant figures, in a minimum amount of (1:1) HNO3. Add

10.0 mL (1:1) concentrated HNO3 and dilute to volume in a 1,000

mL volumetric flask with water.

.15 Manganese solution, stock, 1 mL = 1000 ug Mn: Dissolve 1.00 g
of manganese metal, weighed accurately to at least four

significant figures, in acid mixture (10 mL concentrated HCl and

1 mL concentrated HNO3) and dilute to volume in a 1,000 mL

volumetric flask with water. .

.16 Molybdenum solution, stock, 1 mL = 1000 ug Mo: Dissolve 2.00 g
(NH4)6M07024.4H20 (mole fraction Mo = 0.5772), weighed accurately

to at least four significant figures, in water and dilute to

volume in a 1,000 mL volumetric flask with water.

.17 Nickel solution, stock, 1 mL = 1000 ug Ni: Dissolve 1.00 g of

w)

<
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-, W3lIZnel accurately to at least four significant
mL hot concentrated HNO3, cool, and dilute tc
volume 1n a 1,000 mL volumetric flask w1th water.

5.3.18 Phosphate solutlon, stock, 1 mL = 1000 ug P: Dissolve 4.393 g
anhydrous KH2PO4 (mole fraction P = 0.2276), weighed accurately
to at least four significant figures, in water. Dilute to volume
in a 1,000 mL volumetric flask with water.

5.3.19 Potassium solution, stock, 1-mL = 1000 ug K: Dissolve 1.90 g

DA 4 VIR

KCl (mole fraction K = 0.5244) dried at 110-C, welighed accurately

to at least four significant figures, in water, and dilute to
volume in a 1,000 mL volumetric flask with water.

5.3.20 Selenium solution, stock, 1 mL = 1000 ug Se: Do not dry.
Dissolve 1.70 g H2SeO3 (mole fraction Se = 0.6123), weighed
accurately to at least four significant figures, in water and
dilute to volume in a 1,000 mL volumetric flask with water.

5.3.21 Silver solution, stock, 1 mL = 1000 ug Ag: Dissolve 1.60 g

AgNO3 (mole fraction Ag = 0.6350), weighed accurately to at least

four significant figures, in water and 10 mL concentrated HNO3.
Dilute to volume in a 1,000 mL volumetric flask with water.

5.3.22 Sodium solution, stock, 1 mL = 1000 Gg Na: Dissolve 2.50 g NaCl

(mole fraction Na = 0.3934), weighed accurately to at least four

significant figures, in water. Add 10.0 mL concentrated HNO3 and

dilute to volume in a 1,000 mL volumetric flask with water.
5.3.23 Strontium solution, stock, 1 mL = 1000 ug Sr: Dissolve 2.415 g
of strontium nitrate (Sr(NO3)2) (mole fraction 0. 4140), weighed
accurately to at least four significant fiqures, in a 1-liter
flask containing 10 mL of concentrated HCl and 700 mL of water.
Dilute to volume in a 1,000 mL- volumetric flask with water.
5.3.24 Thallium solution, steck, 1 mL = 1000 ug Tl: Dissolve 1.30 g

TINO3 (mole fraction Tl = 0.7672), weighed accurately to at least
four significant figures, in water. Add 10.0 mL concentrated HNO3

and dilute to volume in a 1,000 mL volumetric flask with water.
5.3.25 Vanadium solution, stock, 1 mL = 1000 ug V: Dissolve 2.30 g

NH403 (mole fraction V = 0.4356), weighed accurately to at least

four significant figures, in a minimum amount of concentrated
HNO3. Heat to increase rate of dissolution. Add 10.0 mL

concentrated HNO3 and dilute to volume in a 1,000 mL volumetric
flask with water.

5.3.26 Zinc solution, stock, 1 mL = 1000 ug Zn: Dissolve 1.20 g ZnO

(mole fraction Zn = 0.8034), weighed accurately to at ‘least four
significant figures, in a minimum amount of dilute HNO3. Add 10.0

mL concentrated HNO3 and dilute to volume in a 1,000 mL
volumetric flask with water.

Mixed calibration standard solutions - Prepare mixed calibration
standard solutions by combining appropriate volumes of the stock
solutions in volumetric flasks (see Table 3). Matrix match with the

appropriate acids and dilute to 100 mL with water. Prior to preparing
the mixed standards, each stock solution should be analyzed separately

to determine possible spectral interference or the presence of

impurities. Care should be taken when preparing the mixed standards to
ensure that the elements are compatible and stable together. Transfer
the mixed standard solutions to FEP fluorocarbon or previously unused

polyethylene or polypropylene bottles for storage. Fresh mixed
standards should be prepared, as needed, with the realization that
concentration can change on aging. Calibration standards must be
initially verified using a quality control sample (see Step 5.8) and
monitored weekly for stability. Some typical calibration standard
combinatiaons are listed in Table 3. All mixtures should then be
scanned using a sequential spectrometer to verify the absence of
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NOTE: If the addition of silver to the recommended acid
combination results in an initial precipitation, add 15 mL
of water and warm the flask until the solution clears. Cool
and dilute to 100 mL with water. For this acid combination,
the silver concentration should be limited to 2 mg/L. Silver
under these conditions is stable in a tap-water matrix for

30 days. Higher concentrations of silver require additional
HCI.

TABLE 3. MIXED STANDARD SOLUTIONS

Solution - Elements

I Be, Cd, Mn, Pb, Se and 2n

II Ba, Co, Cu, Fe, and V

I1X As, Mo ‘

Iv Al, Ca, Cr, K, Na, Ni,Li,& Sr

v Ag (see Note to Step 5.4), Mg, Sb, and Tl -

VI P _
5.5

Two types of blanks are required for the analysis. The calibration
blank is used in establishing the analytical curve, and the reagent
blank is used to correct for possible contamination resulting from
varying amounts of the acids-used in the sample processing.

5.5.1 The calibration blank is prepared by acidifying reagent water to
the same concentrations of the acids found in the standards and
samples. Prepare a sufficient quantity to flush the system
between standards and samples.

5. 5 2 The method blank must contain all the reagents and in the same
volumes as used in the processing of the samples. The reagent
blank must be carried through the complete procedure and contain
the same acid concentration in the final solution as the sample
solution used for analysis.

—_—

The instrument check standard is prepared by the analyst by combining
compatible elements at concentrations equivalent to the midpoint of
their respective calibration curves (see Step 8.6.1.1 for use). The
instrument check standard should be prepared from a source independent
from that used in the calibration standards.

The interference check solution is prepared to contain known
concentrations of interfering elements that will provide an adequate
test of the correction factors. Spike the sample with the elements of
interest at approximate concentrations of 10 times the instrumental’
detection limits. In the absence of measurable analyte, overcorrection
could go undetected because a negative value could be reported as
zero. If the particular instrument will display overcorrection as a
negative number, this spiking procedure will not be necessary.

The quality control sample should be prepared in the same acid matrix
as the calibration standards at 10 times the instrumental detection

limits and in accordance with the instructions provided by the
supplier.

SAMPLE COLLECTION, PRESERVATION, AND HANDLING
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PROCEDURE

Preliminary treatment of most matrices is necessary because of the
complexity and variability of sample matrices. Water samples which
have been prefiltered and acidified will not need acid digestion as
long as the samples and standards are matrix matched. Solubilization
and digestion procedures are presented in Sample Preparation Methods
(Methods 3005A-3050A4).

Set up the instrument with proper operating parameters established in
Step 4.2. The instrument must be allowed to become thermally stable
before beginning (usually requiring at least 30 minutes of operation
prior to calibration).

Profile and calibrate the instrument according to the instrument
manufacturer's recommended procedures, using the typical mixed
calibration standard solutions described in Step 5.4. Flush the system
with the calibration blank (Step 5.5.1) between each standard or as
the manufacturer recommends. (Use the averade intensity of multiple
exposures for both standardization and sample analysis to reduce
random error.) The calibration curve should consist of a blank and
three standards.

Before beginning the sample run, reanalyze the highest mixed
calibration standard as if it were a sample. Concentration values
obtained should not deviate from the actual values by more than 5% (or
the established control limits, whichever is lower). If they do,
follow the recommendations of the instrument manufacturer to correct
for this condition. ~

Flush the system with the calibration blank solution for at least 1
minute (Step 5.5.1) before the analysis of each sample (see Note to
Step 7.3). Analyze the instrument check standard (Step 5.6) and the
calibration blank (Step 5.5.1) after each 10 samples.

QUALITY CONTROL

All quality control data should be maintained and available for easy
reference or inspection. Refer to Chapter One for additional quality
control procedures.

Dilute and reanalyze samples that are more concentrated than the
linear calibration limit or use an alternate, less sensitive line for
which quality control data is already established.

Employ a minimum of one method blank per sample batch to determine if
contamination or any memory effects are cccurring. A method blank is a
volume of reagent water acidified with the same amounts of acids as
were the standards and samples.

Analyze one replicate sample for every twenty samples or per
analytical batch, whichever is more frequent. A replicate sample is a
sample brought through the whole sample preparation and analytical
process in duplicate. Refer to Chapter One for a more detailed
description of an analytical batch. ‘

It is recommended that whenever a new or unusual sample matrix is
encountered, a series of tests be performed prior to reporting.
concentration data for analyte elements. These tests, as outlined in
Steps 8.5.1 and 8.5.2, will ensure the analyst that neither positive
nor negative interferences are operating on any of the analyte
elements to distort the accuracy of the reported values.

8.5.1 Serial dilution: If the analyte concentration is .
sufficiently high (minimally, a factor of 10 above the
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LasTremsSnTal 1ztaction limit afrer dilution), an analysis of a
Lri-diluticn snould agree within -/- 10% of the criginal
determination. If not, a chemical or physical interference effect
should be suspected.

8.5.2 Post spike addition: An analyte spike added to a portion of a
prepared sample, or its dilution, should be recovered to within
75% to 125% of the known value. The spike addition should produce
a minimum level of 10 times and a maximum of 100 times the
instrumental detection limit. If the spike is not recovered
within the specified limits, a matrix effect should be suspected.

CAUTION: 1If spectral overlap is suspected, use of computerized
compensation, an alternate wavelength, or comparison
with an alternate method is recommended.

Check the instrument standardization by analyzing appropriate check
standards as follows.

8.6.1 Verify calibration every 10 samples and at the end of the
analytical run, using a calibration bl&nk (Step 5.5.1) and a
check standard (Step 5.6).

8.6.1.1 The results of the check standard are to agree within 108~
of the expected value; if not, terminate the analysis,
correct the problem, and reanalyze the previous ten samples.

8.6.1.2 The results of the calibration blank are to agree within
three standard deviations of tHe mean blank value. If not,
repeat the analysis two more times and average the results.
I1f the average is mot within three standard deviations of
the background mean, terminate the analysis, correct the
problem, recalibrate, and reanalyze the previous 10 samples.

8.6.2 Verify the interelement and background correction factors at the
beginning and end of an analytical run or twice during every
8-hour work shift, whichever is more frequent. Do this by
analyzing the interference check solution (Step 5.7). Results
should be within +/- 20% of the true value obtained in Step
8.6.1.1.

8.6.3 Spiked replicate samples are to be analyzed at a frequency
of 5% or per analytical batch, whichever is more frequent.

8.6.3.1 The relative percent difference between replicate
determinations is to be calculated as follows:

D1 - D2
RPD = =  —=——=m——e—e—— x 100
(D1 + D2)/2
where:
RPD = relative percent difference.
D1 = first sample value.
D2 = second sample value (replicate).

(A control limit of +/- 20% RPD shall be used for sample
values greater than ten times the instrument detection
limit.)

8.6.3.2 The spiked replicate sample recovery is to be within
+/- 20% of the actual value.
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In an EPA round-robin Phase 1 study, seven laboratories applied the
ICP technigue to acid-distilled water matrices that had been spiked
with various metal concentrates. Table 4 lists the true values, the
mean reported values, and the mean percent relative standard
deviations.

In a single laboratory evaluation, seven wastes were analyzed for 22
elements by this method. The mean percent relative standard deviation
from triplicate analyses for-all elements and wastes was 9 +/- 2%. The
mean percent recovery of spiked elements for all wastes was 93 +/- 6%.

Spike levels ranged from 100 ug/L to 100 mg/L. The wastes included
sludges and industrial wastewaters.
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TABLE 4. ICP PRECISION AND ACCURACY DATA(a)

Sample No. 1 Sample No. 2 Sample No. 3
Mean Re- Mean Re- Mean Re-
True ported Mean True ported Mean True ported Mean
Value Value SD(b) Value Value SD(b) Value Value SD(b)
(ug/L) (ug/L) (%) (ug/L) (ug/L) (%) (ug/L) (ug/L) (%)
750 733 6.2 20 20 9.8 180 176 5.2
350 345 2.7 15 15 6.7 100 99 3.3
750 749 1.8 70 69 2.9 170 169 1.1
200 208 7.5 22 19 23 60 63 17
150 149 3.8 10 10 18 50 50 3.3
250 235 5.1 11 11 40 70 67 7.9
600 594 3.0 20 19 15 180 178 6.0
700 696 5.6 60 62 33 160 161 13
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GLA 7000 BG Revision 2.1
1.0 APPLICABILITY

This standard procedure (SOP) provides instructions for the analysis of samples for trace metal content
by graphite fumnace atomic absorption (GFAA). The procedure for digestion of liquids is GLA 3015 BG,
and for the digestion of solids is GLA 3050 BG. This SOP is an interpretation of EPA Method 200.9,
Standard Methods no. 3113, Section B, and SW-846 no. 7000A. This SOP is to be used in conjunction
with the analysts’ in-laboratory training, the Great Lakes Analytical Chemical Hygiene Plan (CHP), and
the Great Lakes Analytical Quality Assurance Program,

11 MATRICES |

" This method is applicable to digests prepared for GFAA analysis from GLA 3015 BG and GLA 3050 BG.
Samples must be analyzed within 6 months (liquids preserved with nitric acid). Drinking water samples
are analyzed per SM-3113-B.

1.2 REGULATORY APPICABILITY

40 CFR 121

20 SUMMARY

Aliquots of the 'digested samples are splked with a matrix modifier and placed in the graphite tube via the
instrument autosampler. First, a low current heats the tibe to dry the sample. The second, or charring
stage, destroys organic matter and volatilizes other matrix components at an intermediate temperature.
Finally, a high current heats the tube to incandescence and, in an inert atmosphere, atomizes the
samples. The resultant ground-state atomic vapor absorbs radiation from the hollow cathode lamp, the
absorption proportional to the analyte concentration. (See Appendix A for method exceptions.)

3.0 SAFETY
3.1 GENERAL

This SOP does not address all safety issues associated with its use. A reference file of material
safety data sheets (MSDS’s) is available to all personnel, along with the Great Lakes Analytical
Chemical Hygiene Plan. Gloves are worn when handling chemicals and reagents.

3.2 CHEMICAL HYGIENE PLAN

The Great Lakes Analytical Chemical Hygiene Plan (CHP) is designed to establish safe work
procedures and minimize exposure to hazardous chemicals encountered in the laboratory. The CHP
provides information to employees regarding potential hazards and training to minimize these
hazards.

3.3 HAZARDOUS SAMPLES

All samples that are received by the laboratory have the possibility of containing hazardous
pollutants. They should be treated with caution at all times. Gloves are worn when handling samples.
Also see the Great Lakes Analytical SOP for Hazardous Sample Management.

34 GRAPHITE FURNACE

The graphite furnace produces ultraviolet radiation. Do not view directly. The magnet of the fumace
produces a field of about 8000 gauss RMS during the read stage. Keep pacemakers and magnetic
storage media at a minimum distance of 30 ¢cm (12 inches).

May 12, 1999 - Page 2 of 15
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5.3

5.4

INTERFERENCES

All water samples must be preserved by the addition of nitric acid to a pH of 2 or less. A low bias
could result due to metals adhering to the sides of the sample container or precipitating out of
solution.

Elemental arsenic and selenium, as well as many of their compounds, are volatile. Samples are
susceptible to analyte loss during digestion. Spiked samples are employed to determine
whether proper digestion procedures were followed.

Non-specific absorption and light scattering can occur during analyses for arsenic and selenium
during the atomization step. Zeeman background cormrection is used to minimize this effect.

Chlorides (>800 ppm) and sulfate (>200 ppm) interfere with the analysis of selenium. The
addition of nickel nitrate as the matrix modifier decreases this interference.

Sometimes an analyte is not completely volatilized and removed from the fumace. This can
result in carryover which may be detected by analyses of blanks, and can be decreased by
operating the furnace at full power at periodic intervals.

Chemical reaction of elements in the sample with graphite may occur at high temperatures,

" Elements that form carbides are barium, molybdenum, nickel, silicon, titanium, and vanadium.

Using pryolytically coated tubes minimizes this problem.

Daily monitoring test of the deionized water supply must have been performed and pass or
meet appropriate criteria for analysis before the water can be used in sample preparation.
All glassware to be used in the analysis must be cleaned and rinsed thoroughly with 50%
nitric acid and DI water (see Appendix B). Periodic cleaning of sample preparation and
analysis areas, will be performed.

RECORD KEEPING

Each analyst is responsible for keeping accurate and up-to-date records of all analyses
performed.

GFAA Log Book:

A log book will be maintained for all metals analyses performed on the GFAA. All information
regarding samples processed in the lab will be entered into this book. This information will
include but is not limited to:

» Sample matrix type

GLA Sample |.D. (one complete for each set)
LIMS batch reference number

LCS and matrix spike information

Analyst's signature and date analyzed

This log should aiso include any unique observations noted in regard to specific samples.
Space will be reserved on each page for calculations and notes. All unused portions of
logbook pages must be z'ed out.

An instrument log book is also kept for records of scheduled and unscheduled maintenance.
All entries must be initialed and dated. .

Sample Schedule - All samples will be tracked through the lab using GLA sample 1.D.
numbers generated by the GLA LIMS system.

May 12, 1999 . - Page 3 of 15



GLA 7000 BG Revision 2.1
6.0 QUALITY CONTROL
6.1 QUALITY CONTROL SAMPLES

Quality control samples are run at a minimum 5% frequency (i.e. one set with every batch of twenty
or less samples). The results of these samples are used to gauge accuracy and precision of the
method. These samples include method blanks (MB), lab control samples (LCS), matrix spikes (MS)
and matrix spike duplicates (MSD). The quality control samples contain all reagents and are
subjected to all preparation steps. They are processed and analyzed along with test samples. (See
Appendix C for information on spike volumes and concentrations.)

6.2  METHOD BLANK .

Matrix-matched method blanks (MB) containing all reagents:and subjected to all preparation steps
are processed and analyzed along with the samples. Method blanks must produce a concentration
below the reporting limit (e.g. PQL, EQL, ...) for an analytical batch to be valid. These samples
provide a measure of laboratory and/or reagent contamination. Test sample results are not corrected
for the method blank concentrations. ‘

6.3 LABORATORY CONTROL SAMPLE (LCS) ~

An external (independently sourced) reference standard is prepared within the working range of the
method and analyzed with each matrix per batch of twenty or less samples (ie. minimum 5%
frequency). The results of the samples must be within established control limits, or where there is not
enough data to calculate control limits, within 15% of the known value.

6.4 MATRIX SPIKED SAMPLES

Matrix spiked samples (MS and MSD) will be analyzed with @ minimum frequency of 5% (e.g. one set
per 20 or less samples per matrix) and are used to determine accuracy and precision of a method.

The matrix spiked samples will be spiked using the same standards used to spike the LCS samples.

The analyzed result of the matrix spikes must be within established control limits, or where there is
not enough data to calculate control limits, within 25% of the known value.

NOTE: For TCLP extracts, the sample matrix spike for As and Se (only) must be at least 50%. Other
limits may be applicable per client request. If the recovery falls below this level, the method of
standard additions must be used.

6.5 QUALITY CONTROL TRACKING AND DATA REVIEW

The QC data is considered acceptable and actual samples results can be evaluated and reported by
the analyst if all QC samples are within established control limits.

6.6 CORRECTIVE ACTION

If a quality control measure fails, corrective action is taken and documented to ensure the accuracy of

the data that is reported. Examples of when corrective action sheets are filled out are:

¢ A sample or QC is re-analyzed. This may be due to the QC parameter failing or mislabeling of
samples.

e Samples are reported with a QC result (blank, spike matrix) parameter out of control. In this
case, not only should a corrective action be initiated, but the data must be flagged.

» A deviation from the normal SOP for the method is discovered (e.g. a digestion goes down to
dryness or a different concentration of reagent is used) and the sample is analyzed and reported.

e An error in a previously reported sample is discovered.

May 12, 1999 . Page 4 of 15
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7.0 SAMPLE MANAGEMENT

741 The procedure for sample management are detailed in the Great Lakes Analytical SOP for
sample receipt into the laboratory.

7.2 Sample Schedule: Analysts keep track of sample throughput by using the Laboratory
Information Management System (LIMS). The system is checked daily and a hard copy
generated. Samples for this method are queued under “METP". The information includes:
¢ Client name.

s Sampie numbers.

e Project name.

o Matrix. “
¢ Hold time and turnaround time.

8.0 METHOD VALIDATION
8.1 QUALITY CONTROL BOOK

Method validation must be performed before any actual samples can be analyzed. Method validation
studies are required to be stored in the QC logbook. Method exception studies must also be
performed to validate any exception taken by proving equivalency with the unaltered method. The
contents of the QC book include: , -

¢ Copy of the GLA Quality Assurance Program. o

Copies of GLA SOP and source methods. '

Copy of the precision and accuracy study for the method.

Copies of all method detection limit studies and dates in use.

Check standard recovery tabulations and control limits.

Spike and spike duplicate recovery tabulations and control limits.

Corrective action sheets.

8.2 QUALITY ASSURANCE PROGRAM -

Internal audits will be performed periodically to assess analytical system performance. Performance
evaluation samples will be analyzed periodically to assess laboratory performance. (Refer to the GLA
Quality Assurance Program.)

8.3 ACCURACY AND PRECISION

Accuracy and precision for this method are tracked by analyzing spike and spike duplicate blanks
(sample spikes and duplicates are also analyzed to check for matrix effects). The results are used to
establish control limits - average + 3 standard deviations for each analyte.

In addition, the GFAA instrument is calibrated at least daily, per each matrix analyzed, and the
calibration checked using a Check Standard. The concentrations of the Check Standards must pass
within limits indicated in Table 2 (within 10% of the expected values initially, and within 20%
thereafter, after every 10 samples).

8.4 METHOD DETECTION LIMIT STUDY

8.4.1 The method detection limit (MDL) is defined as the minimum concentration of analyte that
can be determined with 99% confidence. It is determined as follows:
s Prepare a minimum of seven replicate samples at a concentration at or near the
expected MDL. Carry these replicates through the entire sample preparation procedure
and analysis. .
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e Calculate the MDL by taking the standard deviation of the resuits of the seven replicates
and multiply by the Student's t value at n-1 degrees of freedom (3.143 for seven
replicates).

8.4.2 Other factors such as matrix effects and instrument noise may affect the attainable detection
limit. These should be quantified if possible and taken in to account when determining an
MDL as the obtainable detection level may be artificially elevated due to these factors.

8.43 A new MDL study must be performed to re-evaluate the method if any major instrument
maintenance or service is performed, if any new method exceptions or changes are made or
at least annually.

9.0 EQUIPMENT

9.1 Atomic Absorption Spectrophotometer, Varian SpectrAA-600Z, computer controlled, with
Zeeman correction capacity, or equivalent .

9.2 Graphite tube atomizer - GTA 100Z, or equivalent.

9.3 Refrigerated water recirculator - set at 20-25°C, Coolflow CFT-33, or equivalent.

9.4 Four position lamp turrent.

9.5 . Graphite tubes - pyrolytic coated partition tubes; except use L'vov platform tubes for cadmium
analyses.

9.6 Autosampler, programmable - PSD 972, 50 position, or equivalent.

9.7 Volumetric flasks, 25-100 mL. i

9.8 Volumetric pipettors, adjustable volume. !

9.9 Sample containers, minimum 100-mL capacity, metal-free.

9.10  Analytical balance, calibrated.

10.0 STANDARDS AND REAGENTS

10.1 Reagent water - ASTM Type |l water (DI water).

10.2  Argon gas source at 41 psi.

10.3  Nitric acid - concentrated HNO,, ACS/reagent grade, Fisher no. A509. CAUTION: Nitric acid is
corrosive.

10.4  Hydrochloric acid - concentrated HCI, ACS/analytical reagent grade, Fisher no. A508.
CAUTION: Hydrochloric acid is corrosive.

10.5  Sulfuric acid - concentrated H,SO,, ACS/analytical reagent grade, Fisher no. A300. CAUTION:
Sulfuric acid is corrosive.

10.6  Calibration standards - 1000 ppm, for individual analytes, from Spex CertiPrep Assurance,
Inorganic Ventures, or Ultra Scientific. Prepare stock standard containing 3-6 ppm of analytes of
interest, then working standards of 6-60 ppb (see Table 1).

10.7  Check standard - 30 ppb, for mid-range concentration. Preparation similarly to standard 10.5.

10.8 2% Palladium in nitric acid solution - VHG Labs no. xxx.

10.9 1% Nickel in nitric acid solution - VHG Labs no. xxx.

10.10 Citric acid - reagent grade, 0 no. xxx.

10.11  Ammonium phosphate, dibasic - (NH,),HPQ,, Fisher no. xxx.

10.13  Matrix modifiers - for general analytes, use palladium/nickel/citric acid solution. Use appropriate
modifiers when necessary for cadmium and silver.

Mixed modifier solution for As, Se, Pb: Aliquot 20 mL of 2% palladium solution, 10 mL of 1%
nickel solution, 0.50 g of citric acid and dilute to 100 mL with reagent water.

Phosphate madifier for Cd: Dissolve 1 g of (NH,),HPO, in 100 mL of reagent water.

Palladium modifier for Ag: Dilute 20 mlL of 2% palladium solution to 100 mL with reagent water.
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Table 1.
Digestion Methods and Standard Preparations.

MATRIX DIGESTION METHOD STANDARD PREPARED IN

Water
Waste water 3015 10% nitric acid
Ground Water in reagent water

ASTM Leachate
Sail

Sludge

Solid 30508 15% nitric acid in

Wipes - 3010M reagent water
Sludge waste

Non-aqueous liquids
TCLP Fluid 1 3015 10% nitric acid in TCLP Fluid 1
TCLP Fluid 2 3015 10% nitric acid in TCLP Fluid 2
SPLP Fluid 1 3015 10% nitric acid in SPLP Fluid 1
SPLP Fluid 2 3015 10% nitric acid in SPLP Fluid 2
Air filters NIOSH 7082 15% nitric-acid in reagent water
11.0 . PROCEDURE

NOTE: Method validation (section 8.0) must be performed before samples can be analyzed.

NOTE: Metal analytes for which this method is applic"abl'e include: Sb, As, Ba, Cd, Cr, Cu, Pb, Se,
Ag, and TI. (See Appendix D for example wavelengths, instrument detection limits, and concentration

ranges.)

11.1

INSTRUMENT PARAMETERS

The following are general instrument parameters. There is a specific hallow cathode lamp for

each element.

maintenance logbook, and the computer generated methods.

11.1.1 Flame Analyses

For more detail, consult the manufacturer's operation manual, the

Parameter Mn Fe K Cr’

Wavelength 279.5 248.3 766.5 357.9

Fuel Acetylene Acetylene Acetylene Acetylene

Oxidant Air Air Air Nitrous Oxide

Type of flame Slightly Slightly Slightly Fuel Rich
oxidizing oxidizing oxidizing

Background correction Yes Yes No No

11.1.2 Fumace Analyses

Parameter Pb As Se Tl Sh Cd Cr

Drying Time (sec)/ 30/120 30/120 30/120 30/120 30/120 30/120 30/120

Temp (°C) )

Ashing Time (secy 15/800 15/1100 20/900 15/400 20/500 15/400 16/1000

Temp (°C})

Atomizing  Time | 4/2300 5.5/2400 4.1/2400 5.0/2000 5.7/2200 6.0/1600 6.4/2600

(sec) Temp (°C) .

Purge Gas Argon Argon Argon Argon Argon Argon Argon

Wavelength 2833 193.7 196.0 276.8 « 2176 228.8 357.9

Background Corr. Yes Yes Yes' Yes Yes Yes Yes

Note: The above parameters are general.

instrument for different matrices and other elements.

May 12, 1999
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11.1  Assemble all materials and equipment required for the procedure. A daily calibration check
of the analytical balance must have been performed prior to its use in weighing samples or
standard materials. Record all pertinent sample information in the log book(s) before
beginning the analysis. The users manual for the instrument can be consulted for more
details on operation of the instrument.

11.2 INSTRUMENT CALIBRATION

11.2.1 The GFAA is calibrated daily before samples are analyzed in accordance with the instrument
manufacturer's instructions. The standard curve includes one blank and a minimum of three
standards, the lowest at or near the method detection limit. Most elements are calibrated
using standard concentrations of 10, 20, 40, .and 60 ug/L. The calibration must pass with
correlation coefficients, r?, of at least 0.9950. The instrument performs two attempts to pass
calibration before automatically pausing the run.

11.2.2 The calibration is checked using a Check Standard initially and after every 10 samples. The
recovery of the analytes in the Check Standard must be within 10% of expected values
initially, and within 20% thereafter.

11.3 ANALYSIS OF SAMPLES

11.3.1 A sequence of QC and test samples is prepared and analyzed:

1. Calibration blank
2. Check standard :
3. Check standard o
4. High standard
5. Calibration blank
6. 10 Samples
7. Check standard
8. Calibration blank
9. 10 Samples
Note: Each analytical run must end with a calibration blank and a check standard.
Table 2: Acceptance Criteria for Check Samples
Calibration blank < reporting limit
Check standard 110%, unless second check standard passes
Check standard 1+10%, uniess first check standard passes
High standard +10%
Calibration blank < reporting limit
Continuing check - CCV 120%
-CCB < reporting limit
If any parameter fails, the problem must be corrected and tests passed before continuing with
samples, including possibly recalibrating the instrument.

11.3.2 A standard is run periodically to gauge the lifetime and performance of the graphite tubes. A
lack of reproducibility, or a change in the signal for the standard, indicates that tube
replacement is due. The ordinary life of a pyrolytic coated graphite tube is approximately
100-350 firings, depending upon the sample matrix and analyte.

11.3.3 If the concentration of a sample is greater than the highest standard plus 10%, the sample
must be diluted and re-analyzed. The instrument automatically dilutes samples 1:4 and 1:24.
If results are still out of range, manual dilutions must be performed.
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11.3.4 Background correction (Zeeman) must be incorporated at all times. Background correction is

11.3.5

1.4

important during flameless atomization, especially at wavelengths below 350 nm, and
particularly for the analysis of arsenic and selenium in the presence of iron. Faise positive
results may occur from the absorption or scattering of light from the lamp. This.can be
caused by the presence of gaseous molecular species, salt particles, or smoke in the sample
beam.

Where the sample matrix is so complex that viscosity, surface tension, and components
cannot be accurately matched with standards, the method of standard addition (MSA) may be
used. This procedure involves adding equal volumes of sample to a reagent water blank and
to a standard. The higher the degree of accuracy needed, the greater the number of
standard additions. The absorbance for each of the prepared solutions is plotted on the
vertical axis, with the corresponding standard concentrations plotted on the horizontal axis.

When the resulting line is extrapolated back to zero -absarbance, the point at which the line
crosses the horizontal axis is the concentration (absolute value} of the sample. The results
are considered valid if;

+ the plotted curve is linear over the concentration fange of concem (slope should be less
than 20% different than the slope of the calibration curve).

» the effect of the interference does not vary as the ratio of analyte concentration to sample
matrix changes and the standard addition responds in a similar manner as the analyte.

» the determination is free of spectral interferences and corrected for nonspecific
background interference.

For a single-addition method, the concentration wéuld be calculated as follows:

Cx= _SaVsCs
(Sa—Ss) Vx

where: C, = Concentration of the sample
Sg = The analytical signal for the sample and water solution (corrected for the blank)
Vs = Volume of the standard solution added
Cs = Concentration of the standard solution added
S. = The analytical signal for the sample and standard solution (corrected for the
blank)
Vs = Volume of the sample added to each solution.

Note: Vg and Cs should be chosen so that S, is roughly twice Sg on the average. It is best if
Vs is made much less than Vy , and thus Cg is much greater than Cy, to avoid excess dilution
of the sample matrix. If a separation or concentration step is used, the additions are best
made first and carried through the entire procedure.

CALCULATIONS

After a run has been completed and all of the verification standards are in control, the data may be
calculated and reported.

11.4.1 Liquid Samples:
mg/L = analyzed concentration x dilution factor

Note: For liquids digested using the microwave method, multiply concentrations by the factor
50/45 (= 1.11) to account for dilution of 45 mL of sample with 5 mL of nitric acid.
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11.4.2 Solid Samples:
mg/kg =analyzed concentration x dilution factor
For solids, multiply concentrations by the factor 100/2 (= 50) to convert from mg/L to mg/kg of
sample (from 2 g digested to 100 mt solution, or 1 g to 50 mL for HotBlock digestions). if the

sample weight differs substantially from 2 g (or 1 g), use the factor 100/weight (or 50/weight)
instead.

11.4.3 Percent Recovery Calculation for spiked samples and LCS:

% Recovery = Calculated Spike.Conc. — Conc. of Sample X 100%
Spike Conc. Added

11.4.4 Relative Percent Difference (%RPD) for duplicate analyses:

$RPD = __|Conc. of 1* Analysis - Conc. of Duplicate Analysis| X 100%

{Conc. of 1™ Analysis + Conc. of Duplicate Analysis)/2

12.0 MAINTENANCE AND TROUBLESHOOTING
121 GENERAL

Glassware should be cleaned appropriately to avoid‘ sample contamination. (See Appendix B.)

Equipment should be kept clean and maintained to avoid sample contamination and assure proper
operation. Manuals supplied by the manufacturers with the instrumentation typically have
informational and troubleshooting sections

12.2 TECHNICAL SUPPORT

Technical support is available from equipment manufacturers (for example, by telephone, fax, or e-
mail). They can be a good resource when troubleshooting options have been exhausted. Technical
support departments can readily supply part numbers.

123 GRAPHITE FURNACE

The graphite shield (shroud) and chimney should be cleaned each time the graphite tube is replaced,
using methanol.

The quartz windows should be regularly inspected. To clean, gently remove the windows, wash with
30% methanol, and dry with a Kimwipe. Never use coarse cloths or abrasive cleaning solutions.

The autosampler capillary and syringe should be inspected periodically for wear and damage. Repair or

replace when required. Similarly, inspect and replace the electrodes when necessary (for example,
when the absorbance peak for a standard begins to shift).
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13.0 REFERENCES

13.1  EPA Method 200.9: Determination of Trace Elements by Stabilized Temperature Graphite
Furnace Atomic Absorption Spectrometry.

13.2 Method 3113: Metals by Electrothermal Atomic Absorption Spectrometry, Section B
(Electrothermal Atomic Absorption Spectrometric Method); Standard Methods for the
Examination of Water and Wastewater, 18™ Edition, 1992.

13.3  Method SW-846, 7000: Atomic Absorption Methods.

13.4  Great Lakes Analytical Quality Assurance Program.

13.5  Great Lakes Analytical Chemical Hygiene Plan.

13.6  Great Lakes Analytical SOP for Login Department.

13.7  Great Lakes Analytical SOP for Hazardous Sample Management.

14.0 DEFINITIONS

Refer to Great Lakes Analytical Quaiity Assurance Program Manual
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Al

A2

A3

A4

APPENDIX A.

METHOD EXCEPTIONS.

EPA Method 200.9:

» Section 11.3.3 -The addition of hydrochloric- acnd in step 11.3.3 has been omitted, and an
additional additions of nitric acid are made ip its place. The interferences associated with
chloride in graphite furnace analysis are well documented (for example, in EPA 200 Series,
section 4.1.3).

e Sections 11.2.2-11.2.6 - Pre-concentration of samples is not performed unless detection levels
are required that are below those attainable by current analytical procedures.

-

SM-3030-E:
Additions of acid are made in accordance with SW-846 3010B. The higher concentrations of _,
acid will not compromise the digestion process.

SW-846 Methods 7060A and 7740A:
The digestates are not pre-mixed with nickel mtrate modifier. The modifier is added to the
sampler by the instrument autosampler at the time of analysis.

EPA 200 Series, Methods 206.2 and 270.2:
The digestates are not pre-mixed with nickel nitrate modifier. The modifier is added to the
sampler by the instrument autosampler at the time of analysis.
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APPENDIX B.

GLASSWARE PREPARATION FOR METAL ANALYSES.

All glassware to be used in the preparation of solutions for metals analysis will be prepared according to

the following procedure:

B.1

B.2

B.3

B.4

~

All beakers, funnels, flasks, stoppers and watch covers will be examined for gross contamination
and soil removal.

Any analyst processing glassware through the laboratory dishwasher will use the appropriate
detergent supplied. -

All glassware shall subsequently be hand-washed using Neutrad soap (anionic detergent) and
triple rinsed with tap water, then triple rinsed with de-ionized water, paying special attention to any

" glassware unduely etched, cracked or otherwise likely break and/or cause contamination of

samples.

All glassware which will come into contact with s_ambles to be analyzed for metals will be rinsed
with a 50% Nitric Acid solution and triple rinsed with de-ionized water immediately prior to use.
Glassware to be used for other inorganic analyses should be rinsed with an acid appropriate to
the test. (e.g. - dilute sulfuric for nitrate/nitrite) and triple rinsed with de-ionized water.
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STANDARD SPIKING LEVELS AND VOLUMES.

Revision 2.1

Standard AliquotVolume | Aliquot/Volume | AliquotVolume | Aliquot/Volume | AliquotVolume
GLA-SPK-1A 0.10/100 0.05/50 0.10/50 0.10/50
GLA-SPK-3B 0.05/50 0.10/50 0.10/50
GLA-SPK-4B 0.10/100
GLA-SPK-5 0.05/50 0.10/50 0.10/50
GLA-SPK-6 0.10/50
As/Se Soln. 0.05/50
EARTH 0.10/100 0.05/50 0.05/50
Corresponding Elements and Concentrations (ppm) per matrix
Set | Element | Solid/Soil D H,0 FNC D H,0 ICP H,0 TCLE)’(fP'\d,
Ag 1.0 0.005 0.01 0.51
As 0.53 0.015 0.03 0.03
R Ba 1.0 0.50 1.0 1.0
c Cd 1.0 0.001 0.002 0.502
R Cr 1.0 0.003 0.50 1.006 1.006
A Hg 0.001 0.001 0.001
Pb 1.0 0.015 0.03 0.03
Se 0.28 0.015 0.03 0.03
P Be 1.0 0.50 1.0 1.0
R Cu 1.0 0.015 0.50 1.03 1.03
I Ni 1.0 0.50 1.0 1.0
R Sb 1.0 0.015 1.0 2.03 2.03
T T 2.0 0.015 1.0 2.03 2.03
Y Zn 1.0 0.50 1.0 1.0
Al 1.0 0.5 1.0 1.0
T Co 1.0 0.5 1.0 1.0
A Fe 1.0 0.5 1.0 1.0
L Mn 1.0 0.5 1.0 1.0
Vv 1.0 05 1.0 1.0
E Ca 1.0 1.0 1.0
A K 1.0 1.0 1.0
R Li 1.0 1.0 1.0
T Na 1.0 1.0 1.0
H Mg 1.0 1.0 1.0
E B 1.0 1.0 2.0 2.0
X Mo 1.0 1.0 2.0 2.0
T Si 1.0 1.0 2.0 2.0
R Sn 1.0 1.0 2.0 2.0
A Ti 1.0 1.0 2.0 20
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APPENDIX D.

EXAMPLE WAVELENGTHS, DETECTION LEVELS, AND
CONCENTRATION RANGES FOR GFAA.

Element Wavelength (nm) IDL (ug/t Conc Range (ug/L)
Aluminum (Al) 309.3 - 3 20-200
Antimony (Sb) 217.6 "3 20-300
Arsenic (As) 193.7 1 5-100
Barium (Ba) 553.6 2 10-200
Beryllium (Be) 2349 .02 1-30
Cadmium (Cd) 228.8 2 0.5-10
Chromium (Cr) 357.9 1 5-100
Cobalt (Co) 240.7 1 5-100
- Copper (Cu) 3247 1 5-100
Iron (Fe) 248.3 1 5-100
Lead (Pb)t 283.3 1. 5-100
Manganese (Mn) : 279.5 i 0.2 1-30
Molybdenum (Mo) 3133 ’ 1 3-60
Nickel (Ni) 232.0 1 5-100
Selenium (Se) 196.0 2 5-100
Silver (Ag) 328.1 0.2 1-25
Tin (Sn) 2246 5 20-300

t+ The more sensitive 217.0 nm wavelength is recommended for instruments with
background correction capabilities.
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GLA 8081 Revision 1.1

1.0 APPLICABILITY

This standard procedure (SOP) provides instructions for the analysis of organochlorine pesticides and
related compounds by capillary gas chromatography (GC). This SOP is an interpretation of EPA
method 8081A. Samples are extracted according to Great Lakes Analytical (GLA) SOP 3500 BG.
This SOP is to be used in conjunction with the analysts' in-laboratory training, the Great Lakes
Analytical Chemical Hygiene Plan (CHP), and the Great Lakes Analytical Quality Assurance Program.

11 MATRICES

This SOP may be used for extracts of aqueous, soil/sediment, solid waste, and non-aqueous solvent-
soluble waste samples. (Note: use method 8082 for samples for PCB - polychlorinated bipheny! -
analysis.) Chlordane and toxaphene are listed as multi-component target analytes. [f the matrix of
these samples were environmentally degraded (ie. ‘“weathered”), pattern recognition of these
analytes may require more detailed study.

1.2 REGULATORY APPLICABILITY

40 CFR 121

2.0 SUMMARY

Samples for pesticide analysis are extracted with organic solvents (aqueous samples using
separatory funnel liquid-liquid extraction, soil/sediment samples using ultrasonic extraction, GLA SOP
3500 BG, sections 11.1 and 11.3). If necessary, solvent exchange to hexane or isooctane must be
performed. Extracts are stored under refrigeration and must be analyzed within 40 days of extraction.

Extracts are analyzed by capillary gas chromatography with electron capture detection (ECD).
Electrolytic conductivity detection (ELCD) may also be used. The GC is standardized to determine
the recovery and limits of detection for the analytes of interest. Sample concentrations are determined
by comparison to standard responses. Quantitative analysis is achieved through measurements of
peak heights or integrations of peak areas.

Organaochlorine pesticides that can be detected by this method include: aldrin, a-BHC, 8-BHC, y-BHC
(lindane), 8-BHC, technical chlordane (including a-chlordane and y-chlordane), 4,4'-DDD, 4,4'-DDE,
4,4'-DDT, diallate, dieldrin, endosulfans | and II, endosulfan sulfate, endrin, endrin aldehyde, endrin
ketone, heptachlor, heptachlor epoxide, isodrin, kepone, methoxychlor, and toxaphene. Other
compounds that may be detected include: alachlor, captafol, chloroneb, DCPA, dichlone, dicofol,
halowax materials, nitrofen, PCNB, perthane, strobane, permethrin, and trifluralin.

3.0 SAFETY
341 GENERAL

This SOP does not address all safety issues assaciated with its use. A reference file of material
safety data sheets (MSDS's) is available to all personnel, along with the Great Lakes Analytical
Chemical Hygiene Plan.

The toxicity or carcinogenicity of each reagent used in this SOP has not been precisely determined;

however, each chemical should be treated as a potential health hazard. Exposure to these chemicals
should be reduced to the lowest possible level. Gloves are worn when handling solvents.
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3.2 CHEMICAL HYGIENE PLAN

The Great Lakes Analytical Chemical Hygiene Plan (CHP) is designed to establish safe work
procedures and minimize exposure to hazardous chemicals encountered in the laboratory. The CHP
provides information to employees regarding potential hazards and training to minimize these
hazards.

3.3 COMPRESSED GASES

All compressed gases, except air, can cause suffocation by displacing oxygen. Caution should be
exercised when changing compressed gas cylinders: Analysts must wear safety glasses when
changing cylinders or working with gas plumbing. All compressed gas cylinders must be secured at
all times. A handtruck must be used to transport cylinders. The safety cap is to be in place at all
times except when the cylinder is secured and a regulator is in place.

3.4 HAZARDOUS SAMPLES .

All samples that are received by the laboratory have the possibility of containing hazardous pollutants
at high levels. They should be treated with caution at all times. Gloves are worn when handling
samples. Also see the Great Lakes Analytical SOP for Hazardous Sample Management. ~

4.0 INTERFERENCES
41 GLASSWARE

Solvents, reagents, glassware, and other sample processing hardware may yield artifacts and/or
interferences to sample analysis. All these materials are demonstrated to be free from interferences
under the conditions of the analysis by analyzing method blanks. Soap residue (for example, sodium
dodecyl sulfate), which causes a basic pH on glassware surfaces, may cause degradation of certain
analytes. In general, glassware is washed using Contrad or Alconox detergent, and then rinsed
thoroughly with organic-free deionized water, acetone, and finally with methylene chloride.

4.2 PLASTICS

Phthalate esters contaminate many types of products found in the laboratory. Plastics, in particular,
should not be used because phthalates are commonly used as plasticizers and are easily extracted
from plastic materials. Substantial phthalate contamination may result at any time if consistent quality
control is not practiced. Nitrile gloves must be used.

43 COEXTRACTED INTERFERENCES

Materials causing interferences may be coextracted from a sample. The extent of matrix interferences
varies from sample to sample. If analysis of an extracted sample is prevented due to interferences,
further cleanup of the sample extract may be necessary.

44 CARRYOVER

Contamination by carryover can occur whenever samples with high concentration and low
concentration are analyzed sequentially. The sample syringe or purging device should be rinsed out
between samples with water or solvent to reduce carryover, Whenever an unusually concentrated
sample is encountered, it should be followed by an analysis of a solvent blank or water to check for
cross contamination.
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4.5 CHROMATOGRAPHY

Coelution among the target analytes may cause interference. For example, DDD and endosulfate |l
coelute on a DB 608 column, methoxychlor and endosulfan sulfate coelute on a OB1701 column. If
this is suspected, standards of the individual analytes may be analyzed and retention times compared.

Carbophenothion, dichlone, dichloran, nitrofen, and kepone may exhibit extensive peak tailing.
Atrazine and simazine may give poor responses on the ECD detector. Triazine compounds should be
analyzed using Method 8141 (with NPD option).

4.5 SULFUR

The presence of sulfur produces a large broad peak that interferes with the detection of early to
middle eluting analytes. Sulfur contamination should be expected with sediment samples. Since the
recovery of sulfur-containing pesticides (e.g. endosulfan, endrin aldehyde) is reduced during sulfur
cleanup, these compounds are determined prior to cleanup.

-

4.6 INDUSTRIAL CHEMICALS

Other pesticides and industrial chemicals (e.g. PCBs) may cause interferences. Some coeluting
organophosphorous pesticides can be removed using gel permeation chromatography (GPC)
cleanup. Chlorophenols may be removed using florisil cleanup.

5.0 RECORD KEEPING
51  INSTRUMENT LOG

Each instrument has an Instrument Log. The instrument identification number and effective dates are
written on the front cover. An instrument log is very helpful in tracking problems and is an important
troubleshooting guide. Entries in this book include, but are not limited to:

¢ Installation of the instrument.

s Run parameters for the instrument, autosampler, and data system.

¢ Instrument and autosampler gas flows.

e All routine and unscheduled maintenance.

5.2 QUALITY CONTROL BOOK

A Quality Control Book is set up for each method. It has the method identification number on the
outside cover. The contents of each book include:

Copy of the GLA Quality Assurance Program manual.

Copies of GLA SOP and source methods.

Copies of the calibration studies and the internal standard control limits and dates in use.
Copy of the precision and accuracy study for the method.

Copies of all method detection limit studies and dates in use.

Copies of all retention time studies and dates in use.

Check standard recovery tabulations and control limits.

Spike and spike duplicate recovery tabulations and control limits.

Surrogate standard recovery tabulations and control limits.
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53 RUN LOG

The front cover of the Run Log notebook displays:
Instrument identification number.

Method number.

Run log number.

Effective dates.

In the front of the notebook record:
e Calculations represented with a generic calculation.
e The names and concentrations of the internal standard and surrogate standard(s).

The following column headings are written at the top of each page:
Data file name.

Date.

Autosampler position. .
Client.

Full sample number.

Amount of sample used.

Matrix type.

Surrogate standard percent recoveries.

Results complete with units.

Comments.

e & & & & & & 8

Subsequent information {z- each sample and standard is then cocumented under the column
headings. Additional documentation concerning standards includes:

¢ Quality control function (check standard, blank, matrix spike, etc.)

s Concentration.

e GLA code number.

* Recovery.

Each page is dated and signed. Laboratory notebooks must be neat and legible. Mistakes and
crossed out with a single line, initialed, and dated. Unused or partial pages are z'ed out.

5.4 STANDARD PREPARATION LOG

When standards are received by the laboratory, the certificate of analysis is dated and placed in the

Standards Preparation Certificate of Analysis binder. A log is kept of all standards prepared for the

method. Document in the book:

* Analyte, purpose (met-cd, calibration, internal, etc.).

Supplier.

Lot number.

Initial concentration of the stock solution.

Expiration date of stock standard - 3 months after the standard has been opened, or the date set

by manufacturer, whichever is first.

¢ Initials and date.

Also for working standards:

¢ Volume diluted.

e Volume prepared.

s Final concentration.

+ Expiration of working standard - 6 months after the standard has been prepared, or when the
standard fails Quality Control criteria, whichever is first.

+ GLA code for the final solution. The GLA code is a number letter sequence used to track
standard preparations within the lab. It consists of the month number and successive letter of the
alphabet, starting with *A" at the beginning of each month.
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6.0 QUALITY CONTROL
6.1 METHOD BLANKS

Method Blanks are prepared and analyzed to check for any laboratory contamination. For each
matrix-specific extraction batch, a method blank is prepared. The method blank is taken through the
identical extraction steps as the samples. Deionized water and clean sand are used as the blank
matrix for water and soil, respectively. No target analytes should be detected above the requested
reporting limit. If target analytes are detected in the method blank, and the same target analytes are
not found in the samples, no corrective action is taken. If target analytes are detected in the method
blank, and the same target analytes are found in the 3amples, all associated samples and QC are
either reextracted, or the results are qualified.

6.2 CHECK STANDARD
Check standards validate the initial calibration curve and % used to gauge the daily operating
condition of the instrument. It must be from a different supplier than the calibration standard. The

check standards contain the analytes at concentrations of 1 to 100 pg/L. The compounds are
quantitated using the average RF for each compound calculated in the calibration study.

The recovery of each analyte in the check standard must be between 85 and 115%.

Recovery (%) = _calculated concentration x 100
concentration analyzed

A check standard is analyzed once every 20 samgles, or 12 hours, whichever occurs first. The check
standard is used to check chromatography for peak shape or co-elution problems. The check
standard must be quantitated before the samples in the sequence to verify that the samples are being
quantitated against a valid calibration. Recoveries of all check standard analytes are documented in
tables for tabuiation of yearly statistical recovery limits. Samples must be bracketed by a valid check
standard.

6.3 CHECK BLANK

The check biank verifies that the analytical system is free from contamination. No contamination
should be present in the blank above the reporting limit. A check blank sample is analyzed once
every 20 reportable samples. The check blank must be quantitated before samples to verify that the
system is “clean”. If contamination is found, samples run in that analysis sequence that contain the
same contaminant are reanalyzed with a clean blank to confirm results.

6.4 SURROGATE STANDARD

Surrogate standards are used to monitor the efficiency of the procedure. The surrogate standard for
this method is decachlorobiphenyl (TMX = 0.4 ug/mL DCB = 0.3 ug/mL in check standard and 0.5
ug/mL in samples for both). The surrogate standard recoveries are tracked from all standards and
samples over a year to determine controt limits. These limits are defined as the average recovery
plus/minus 3 times the standard deviation. Surrogate standard limits are kept in the QC binder and
should be posted by the analyst for reference.

6.5 MATRIX SPIKES

A set of matrix spike/matrix spike duplicates (MS/MSD) are extracted and analyzed regularly to check
the effect of the sample matrix on the performance of the method. The MS/MSD is a measure of the
accuracy and precision of the method. Samples selected randomly by the LIMS are used for matrix
spikes and matrix spike duplicates.
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6.5.1 An MS/MSD is extracted and analyzed per batch of 20 or less samples of the same
matrix. Soil and water matrix spikes samples are spiked with all target compounds
(except toxaphene and methoxychlor) at a final concentration of 3.3 pg/Kg and 0.1
ug/L, respectively.

6.5.2 Spike recoveries and percent differences of the duplicates for all compounds per
matrix are documented in tables for yearly tabulation of statistical limits. The spike
recoveries and percent differences must fall within the average spike recovery and
percent difference over a year per matrix for a particular compound + 3 times the
standard deviation. Limits are based in 10 sets of MS/MSDs. These limits should be
posted by the analyst for reference. -~

6.6 LABORATORY CONTROL SPIKES

The results of the LCS are used to verify the laboratory can perform the analysis in a clean matrix (ie.
when MS/MSDs results indicate potential problems due to the sample matrix).

6.6.1 An LCS is analyzed with each 12 hour analytical batch. Reagent water (for water
LCS) or clean sand (for soil LCS) are spiked with all target compounds (except_.,
toxaphene and methoxychlor) at a final concentration of 3.3 pg/Kg and 0.1 ng/L,
respectively. '

6.6.2 Spike recoveries for all compounds per matrix are documented in tables for yearly
tabulation of statistical limits. The spike recoveries must fall within the average spike
recovery over a year per matrix for a particular compound + 3 times the standard
deviation. Limits are based in 20 LCSs. These limits should be posted by the analyst
for reference.

For those extraction batches that do not have sufficient sample volume to extract the matrix spike in
duplicate, the LCS is extracted in duplicate.

6.7 CORRECTIVE ACTION

If a quality control measure fails, corrective action is taken to document steps taken to ensure the
accuracy of the data that is reported. Examples of when corrective action sheets are filled out are:
Recovery for check standard fails for a particular compound that was present in the sample.
Decomposition of endrin or DDT exceeds 15%.

Contamination was present in the blank and in the sample.

Recovery for QC samples outside of limits.

6.8 CONFIRMATION

All client samples with detected levels of any target compound are re-analyzed on an instrument with
a confirmation column (i.e. dissimilar stationary phase to primary column) to verify the presence of
the analyte(s). All QC requirements, including calibrations and retention times for the confirmation
analyses must be fulfilled. If sensitivity permits, GC/MS method 8270 may be used for confirmation.

6.9 DATA REVIEW

Data obtained by this method are reviewed by another analyst or a supervisor to ensure accuracy of
results. (See Data Review Checklist attached to this SOP.)
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7.0 SAMPLE MANAGEMENT

71 The procedure for sample management are detailed in the Great Lakes Analytical SOP for
sample receipt into the laboratory. Extraction Logtooks contain records of sample extractions
and preparations for analytical batches.

7.2 Sample Schedule: Analysts keep track of sample throughput by using the Laboratory
Information Management System (LIMS). The system is checked daily and a hard copy
generated. Samples for method 8081 are queued under “EXTR" and "PEST". The
information includes:

Client name.

Sample numbers.

Project name.

Matrix.

Hold time and turnaround time.

8.0 METHOD VALIDATION
8.4  CALIBRATION STUDY

A calibration étudy determines the response factors (RFs) for analytes that are used for the
determination of concentrations of analytes in samples. A series of different concentrations of
analytes is compared to respective peak area responses on a chromatogram. The calibration
standard concentrations are 0.05, 0.1, 0.2, 0.5, 0.75, a~d 1.0 pg/ml. Single point calibrations are
performed for multi-component compounds such as toxaphene and technical chlordane.

A response factors (RF) is calculated by tabulating responses of each analyte against the known
concentrations of the analytes. The curve is considered linear and an average RF may be used if the
relative standard deviation (%RSD) is less than 20%. If the %RSD for any compound is greater than
20%, linear regression is used to establish the equation of the calibration curve for that particular
compound: peak area = slope x concentration + consiant. Linear regression is valid only if the
correlation coefficient (r) is 0.99 or greater.

Procedure summary:

* Prepare and analyze a minimum of § concentration levels that span the linear range of the system
with the lowest level near, but above, the MDL. Add 0.5 pg/mL of surrogate standard to each
level.

e« For each compound, calculate:

* RF = __peak area of analyte

concentration of analyte

. Average and standard deviation for RFs

» %RSD = standard deviation of RFs x 100

average RF

If the %RSD is less than 20%, the average RF value is used.

If the %RSD is greater than 20%, a calibration curve is generated using linear regression.

The correlation coefficient for the linear regression must be 0.99 or greater.

Check standards are analyzed following a calibration study.

Recovery for the check standards must be between 80 and 120%.
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8.2 DETECTION LIMIT STUDY

This study is performed in accordance with the GLA Quality Assurance Program. This study provides
the analyst with the minimum detection limit (MDL) for the instrument and analytes. The MDL is
defined as the minimum concentration of the analyte that can be measured and reported at a 99%
confidence level. The MDL is equal to the standard deviation of the recoveries of 7 aliquots times the
t value appropriate for a 99% confidence level and a standard deviation estimate with n-1 degrees of
freedom. The t value appropriate for 7 aliquots is 3.143. The calculated MDL must be between 10%
and 100% of the concentration of the MDL standard in order for the study to be valid. For example, if
you inject 1pg/L of standard, the calculated MDL must be between 0.1 and 1 ug/L. A MDL study is
done annually.

Procedure summary: )

e Analyze 7 replicates of low level standard (at or below lowest calibration level standard).

e Calculate standard deviation for the 7 replicates.

e MDL = standard deviation x 3.143.

¢ The calculated MDL must be less than the reporting limit. ~

Note: MDL studies for multi-component compounds (technical chlordane, toxaphene) are defined as
the lowest concentration for which pattern recognition is possible. —

8.3 RETENTION TIME WINDOW STUDY

The retention time window study is used as a guide for the tentative identification of peaks during
sample analyses. A retention time window study is performed annually, or when a new column is
installed.

Procedure summary:

e Analyze the check standard three times over a 3 day period.

« Calculate the average retention time and associated standard deviation for each compound.

¢ For each compound, retention time window = average retention time + 3 x standard deviation. (A
standard deviation of 0.01 may be used if the calculated standard deviation is less than 0.01
minutes.) _

o |f the instrument is equipped with Enviroquant, enter the retention time windows into the initial
calibration tables.

8.4 ACCURACY AND PRECISION STUDY —

Each new analyst will perform a series of analyses to establish the ability to generate acceptable
precision and accuracy (demonstration of proficiency).

Procedure summary:

e Analyze 4 replicate standards or spiked extracts.

¢ Recoveries of each compound must be between 80 and 120%
e The %RSD must be less than 20%.

9.0 EQUIPMENT

9.1 Gas chromatograph, consisting of:
+ Column oven, electron capture detector (ECD) - Hewlett Packard 5890 or equivalent.
+ Sample injector/controller - Hewlett Packard 7672 or equivalent.
* Analytical column - 30 m x 0.53 mm, DB-608 (J&W Scientific, no. 125-6837, or equivalent);
for confirmation - 30 m x 0.25 mm, DB-XLB (J&W Scientific no. 122-1232, or 30 m x 0.53
mm 0.5 um XTI-5, or equivalent).
+ Data collection and analysis system.
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9.2 Glass syringes, various sizes.
9.3 Volumetric flasks, various sizes.

10.0 STANDARDS AND REAGENTS
101  STANDARD SOURCES

Standards can be ordered from EPA or A2LA certifed companies. These companies include
AccuStandard, Restek, Supelco, and Ultra Scientific. Examples include:

10.1.1 Surrogate standard for samples - Restek Pesticide Surrogate Mix (no. 32000). deca-
chlorobiphenyl (200 ug/mL); dilute 250 pL to 100 mbL with hexane; for waste dilution
samples, dilute 750 ul to 25 mL. .

10.1.2 Spike standards - Restek 608 Pesticide Calibraticn Mix (no. 32022): xxx; dilute 50 ul to 100
mL with hexane.

10.1.3 Analytical method standards -

A. Restek Pesticide Standard Mix A (no. 32003 «-BHC, y-BHC, endosulfan 1, heptachlor,
2,4 5 6-tetrachloro-m-xylene (each 8 ug/mL), DDD, DDT, decachlorobiphenyl, dieldrin,
endrin (each 16 ug/mL), methoxychior (80 r.c/mL); dilute for a final concentration of 0.1
ug/mL (of each component).

B. Restek Pesticide Standard Mix B (no. 32C34): aldrin, B-BHC, §6-BHC, a-chlordane, y-
chlordane, heptachlor epoxide, 2,4,5 6-tetracnloro-m-xylene (each 8 pg/mL), DDE, deca-
chlorobiphenyl, endosulfan I, endosulfan sc'fate, endrin aldehyde, endrin ketone (each
16 png/mL); dilute for a final concentration cf 0.1 or 0.2 ng/mL (for the corresponding 8
and 16 pg/mL components).

C. Restek Pesticide Evaluation Mix (no. 3203Z). aldrin, dibutyl chiorendate, DDT, endrin
(each 100 pg/mL); dilute for a final concentrz:ion of 1.0 ug/mL (of each component).

10.1.4 Final pesticide spike - _

Supelco TCL Pesticides Mix (no. 4-8913): aldrin, a-BHC, B-BHC, y-BHC, 8-BHC, DDD, DDE,

DDT, dieldrin, endosulfan |, endosulfan |I, endosulfan sulfate, endrin, endrin aldehyde, endrin

ketone, heptachlor, heptachlor epoxide, methoxychlor (each 2000 ug/mL), dilute for a final

concentration of 0.1 p.g/mL (of each component).

Note: Standard solutions should be stored protected from light exposure at approximately 4°C in
Teflon-sealed containers.

Note: B-BHC, dieldrin, and some other standards may not be adequately soluble in hexane. A small
amount of acetone or toluene may be used to dissolve these compounds during preparation of the
standard solutions.

Note: Although all single component analytes can be resolved on a new column, two calibration
mixtures can be prepared to minimize potential resolution and quantitation problems on older columns
and during confirmation analyses. Separate calibraton standards are required for each multi-
component target analyte (e.g. toxaphene and methoxychlor).

Note: Compounds are also individually available.

10.2 STANDARD DILUTIONS

Stock and working standards should be kept in a refrigerator between 0 and 10°C when not in use to
preserve their integrity. Do not freeze!

A useful equation for preparations of diluted standards is:

May 17, 1999 : - Page 10 of 23



GLA 8081 Revision 1.1

C,xV, = C,xV,

C, = concentration of the stock standard.

C, = desired or calculated concentration of the working standard.
V, = volume of the stock standard diluted.

V, = volume of working standard prepared.

10.3 STOCK STANDARD

Transfer stock standard to a vial and seal with a Teflon-lined cap. Label this vial with:

Date opened.
Expiration date.

+ Analyte description.
¢ Manufacturer.

e Lot number.

e Concentration.

[ ]

L]

Place vial in refrigerator. The stock standard expires 6 months after opening, or the expiration date
set by the manufacturer, whichever is first. Opening of the standard is documented in the Standard
Log.

10.4 WORKING STANDARD

Standards are prepared in hexane.

Determine volumes of stock and working standard required.
Fill volumetric flask about %4 full with hexane.
Add required volume of stock standard.

Fill volumetric to the mark.

Cap and invert three times.

Transfer to vial with “mini-nert” cap.

Label vial with:

e Analyte description.

Concentration of standard.

Date prepared.

Purpose (method).

Initials.

Expiration date.

GLA code.

The working standard expires 6 months after opening, or when the standard fails QC criteria,
whichever is first. Preparation is documented in the Standard Log.

NOTE: A 5pL aliquot of a 10 ng/uL working standard is equivalent to 50 ng:
10ng/ul x5 ul = 50ng
10.5 REAGENTS
10.5.1 Hexane - pesticide grade or equivaient.

10.5.2 Helium - ultra-high purity grade.
10.5.3 Nitrogen - ultra-high purity grade.
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11.0 PROCEDURE

NOTE: Method Validation (section 8.0) must be completed before samples can be analyzed.
Samples are analyzed in the same manner as method validation solutions.

111 ANALYTICAL SEQUENCE

Samples are analyzed in a set referred to as an analysis sequence. The sequence begins with
instrument calibration followed by sample extracts interspersed with calibration standards. The
sequence ends when the set of samples has been injected or when qualitative and/or quantitative QC
criteria are exceeded. Calibration of all target analytes must be verified at a minimum of every 12
hours. The calibration factor for each analyte must not exceed a 15% difference when compared to
the initial calibration curve.

Example Analytical Sequence:
Check blank

Check standard .
No more than 10 samples

Method spike

No more than 10 samples

Method spike duplicate

11.2 RETENTION TIME WINDOWS

11.2.1 Retention time windows are established daily for each analyte. Use the retention times for
each analyte in the check standards as the midpoints of the windows. The daily retention time
windows are the midpoints plus/minus 3 times the standard deviation (determined in section
8.3). See Appendix A for an exampie chromatogram.

11.2.2 Tentative identification of an analyte occurs when a peak from a sample extract falls within the
daily retention time window. Ali client samples with detected levels of any target compound
are re-analyzed on an instrument with a confirmation column (dissimilar stationary phase) to
verify the presence of the analyte(s). Another technique, such as GC/MS, may be used (see
section 11.7).

11.3 GAS CHROMATOGRAPHIC ANALYSIS
11.3.1 GC Operating conditions:

Temperature parameters

Injector: 250°C

Detector: 320°C

Oven program: 50°C for 1 min
50 to 100°C at 25°C/min (2 min)
100 to 320°C at 10°C/min (22 min)
320°C for 1 min

Alternate program for confirmation column:
140°C for 2 min
140 to 240°C at 10°C/min (10 min)
240°C for 8 min
240 to 260°C at 2.5°C/min (8 min)
260°C for 1 min
260 to 280°C at 15°C/min (1.3 min)
280°C for 10 min :
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Gas flow
Column ~5 mL/min
Make-up  ~50 mlL/min

Injection
Volume 2 uL, splitless

The GC column should be conditioned before every pesticide run by injecting a pesticide standard at a
concentration of approximately 20 times the daily calibration check. Several analytes, including Aldrin,
may be observed in the injection just following this system priming - run an acceptable blank prior to
running any standards or samples. N

The amount of chemical decomposition of endrin and DDT that occurs within the GC system must be
monitored. A standard containing endrin and DDT at concentrations within the calibration range is
analyzed. If the amount of decomposition exceeds 15%, take corrective action - usually injection port
maintenance. .

An initial oven temperature of 140-150°C is required for resolution of the 4 BHC isomers. A final
temperature of 240-270°C is required for elution of decachlorobiphenyl.

Because of the‘ sensitivity of the ECD detector, the injection port and column should be cleaned prior
to calibration.

114  SETTING UP A SEQUENCE IN ENVIROQUANT

In Program Manager there is a group called GC-Enviroquant or GC/MS-#. Using the mouse, double
click to open it and there will be an icon that looks like a GC.

= Progra anagqe 1 via
a| File Options Window Help $
] IAA]
] TR
MS Data
Analysis
Double click on the GC icon to open it.
= 1 op - D £ D A - :

DataApalysis Methods Sequence Misc. Help

Click on the "Sequence” menu item and drag pointer to “Edit Sample Log Table".
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Enter the sample information for each sample including Data File name, Method, and Sample Name.
The sample name is the LIMS information, which will look like:
GLA sample number|PEST|8081J0K
Leave the miscellaneous field empty.
When this is done click on OK.
Go back to the "Sequence" menu and drag to "L.oad and Run Sequence”.

Load Sequence

-—r—
L —-1

Q Changes to DEFAULT.S have not been saved.

Save changes?

—— T— P S
Yes: - No_ .Cancel

Click on "Yes".

C:\HPCHEM{1\SEQUENCE}
DEFAULT.S |
"ok | cancel | | Hep-.

Click on "OK".

Load Sequence

c:thpchemllisequence

[DEFAULT.S ]
default.s ki
[.] ]
[a-] B
[-c}
[-d]
]
gl :
vl $

s ok | | TCancelz| [T Hewp
Click on "OK".

May 17, 1999 - Page 14 of 23



GLA 8081 Revision 1.1

Start Sequence DEFAULT.S Last Modified: Mon Mar 18 18:32:36 1996

Method Sections To Run On A Barcode Mismatch =)
o Fallmetod © inject ey
O Reprocessing Only O Don't Inject

& Overwrite Existing Data Files

Sequence Comment:

Operator Name: ~
Data File Directory: CAHPCHEM\I\DATA\Feb11a\ -
“Run'Sequence | |7-OK”| |:Cancel| | Help-| |More>>
In the "Method Sections To Run" box, the circle next to "Full Method" should be filled in. ~

In the "On A Barcode Mismatch” box, the circle next to “Inject Anyway" should be filled in.

The box next to "Overwrite Existing Data Files" should be checked.

In the “Operator Name" box, the analyst's initials that are used in LIMS are added.

In the "Data File Directory" field, after \DATA\, enter today's date or if the sequence was interrupted
enter today's date with a letter appendage.

Click on Run Sequence.

11.5 QUANTITATION

11.5.1 If the responses exceed the linear range of the system, dilute the extract and reanalyze. If
peak detection is prevented by the presence of interferences, further cleanup is required.

11.5.2 The concentration of each analyte in the sample is determined by calculating the amount of
standard injected, from the peak response, using the response factor (RF) or linear regression
calibration curve (section 8.1). These calculations may be done directly by the data coilection
and analysis software.

—

For aqueous samples:

Concentrations determined manually -

Concentration (ug/l) = A, xV,xD x1000 or (A, -C) xV, xD x 1000
CF x V, SxV,

Where:
A, = peak area respanse for the analyte in the sample.
CF = average calibration factor.
V, = volume of total extract (1 mL).
V, = volume of sample extracted (1000 mL).
D = dilution factor (if no dilution was made, D = 1).
1000 = factor converting liters to milliliters.
C = linear regression constant.
S = linear regression slope.
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11.5.4

11.8.5

11.5.4

Concentrations determined by software -

Concentration (ugl) = R, xV,xD x1000
Vs

Where:
R, = average concentration reported for sample, in ug (divide result by 1000 if
concentration reported as mg).
V, = volume of total extract (1 mL).
V, = volume of sample extracted (1000 mL).
D = dilution factor (if no dilution was made, D = 1).
1000 = factor converting liters to milliliters.

~

For soil/solid samples:

Concentrations determined manually -

Concentration (ugkg) = A xVixDxXx1000 < or (A, -C) xV, xD x Xx 1000
CFxW SxV,

Where:
A, = peak area response for the analyte in the sample.
CF = average calibration factor.
“V, = volume of total extract (1 mL).
W = weight of sample extracted (30 g).
D = dilution factor (if no dilution was made, D = 1).
X= Percent solids (in decimal form; ex., 90%=0.90)
1000 = factor converting kilograms to grams.
C = linear regression constant.
S = linear regression slope.

Concentrations determined by software -

Concentration (ug/kg) = R xV,xD x1000
w

Where:
R, = average concentration reported for sample, in pg (divide result by 1000 if
concentration reported as mg).
V, = volume of total extract (1 mL).
W = weight of sample extracted (30 g).
D = dilution factor (if no dilution was made, D = 1).
1000 = factor converting kilograms to grams.

If an analyte is not present or present below the reporting limit (RL), report the result as N.D.
or “non-detected”. However, upon request, analytes detected above the method detection
limit (MDL) but below the RL are reported as estimated.

Percent Recovery Calculation for spiked samples and LCS:

% Recovery = Calculated Spike Conc. — Conc. of Sample X 100%
Spike Conc. Added

Relative Percent Difference (%RPD) for duplicate analyses:

%RPD = _ |Conc. of 1% Analysis - Conc. of Duplicate Analysis| X 100%
(Conc. of 1* Analysis + Conc. of Duplicate Analysis)/2
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11.6

MULTI-COMPONENT ANALYTES

Multi-component analytes present problems in measurement. See Appendix B for suggestions for
handing toxaphene, strobane, chordane, BHC, and DDT.

11.7

11.71

11.7.2

11.8

11.8.1

11.8.2

11.8.3

GC/MS CONFIRMATION

GC/MS confirmation may be used in conjunction with either single-column or dual-column
analysis if the concentration is sufficient for detection. Full-scan GC/MS will normally require
a concentration of approximately 10 ng/uL in the final extract for each single-component
compound. lon trap or selected ion monitoring will normally require a concentration of
approximately 1 ng/uL. GC/MS confirmation may not be used for concentrations less than 1
ng/uL. A QC reference sample containing the compeunds of interest must be analyzed by
GC/MS. The concentration of the QC sample must demonstrate that those pesticides
identified by GC/ECD can be confirmed.

GC/MS confirmation should be accomplished by analysis of the same extract that was used for
GC/ECD and the associated method blank extract on a calibrated GC/MS instrument. The
base/neutral/acid extract and associated blank may be used if the surrogates and internal
standards do not interfere and it is demonstrated that the analyte is stable during acid/base
partitioning. If the compounds are not detected in the base/neutral/acid extract, the GC/MS
analysis of the pesticide extract should be performed.

REPORTING OF RESULTS
For compound hits that have been confirmed (and are above detection limits):

For aqueous samples:

Concentration (ug/l) = amount (11q) x 1sample x 1000 mL
sample 1000 mL L

For soil/solid samples:

Concentration (ug/kg) = amount (ug) x 1sample x 1000 q
sample 30g g

If an analyte is not present or present below the reporting limit, report the result as N.D. or
“non-detected”.

Sequences are moved to the reviewed directory on the computer hard drive. The data is
reprocessed for the creation of a “.csv” file and this is parsed to the LIMS:

o Go to “tools”.

Go to "do list".

Quant to forms without cal. :

(OK) -> choose .

Hightight desired files using mouse, and then choose “cancel”. Then the next “OK” and
files will be created.
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12.0 MAINTENANCE AND TROUBLESHOOTING
121 GENERAL

Glassware should be cleaned appropriately (see Section 4.0) to avoid sample contamination.
Equipment should be kept clean and maintained to avoid sample contamination and assure proper
operation. Manuals supplied by the manufacturers with the instrumentation typically have
informational and troubleshoaoting sections.

122 TECHNICAL SUPPORT

Technical support is available from equipment manufacturers (for example, by telephone, fax, or e-
mail). They can be used who may be unsure of the instrumentation and a good resource when
troubleshooting options have been exhausted. Technical support departments can readily supply part
numbers.

12.3 ISOLATE THE PROBLEM .

When troubleshooting the system for a chromatography or sensitivity problem, it is important to
change only one thing at a time. A standard should be run after every change to see if any progress
has been made.

124 COLUMN INSTALLATION

Column re-installation is necessary whenever maintenance is performed to the injection or detection
ports. A new column is required when the baseline is elevated or the chromatography is poor.

For column installation, first slide the appropriate nuts and ferrules over the ends of the column. Cut
15 cm off both ends of the column by scoring the coating with a sapphire scribe (or equivalent) and
breaking the column at the score. Inspect the cut through a magnifying glass to ensure that there are
no jagged edges. The proper lengths of the column (to the base of the ferrule nuts) to be inserted into
the injection and detection ports are 27 mm and 72 mm, respectively. Mark the placement of the nut
with typewriter correction fluid on the column as a point of reference. Tighten the nuts - do not
overtighten - make sure the graphite ferrule is seated and not “smashed”.

New columns must be conditioned before method validation: Leave the column disconnected from
the detection port. Ramp the oven temperature up to just below its maximum, at 1°C/min, and hold for
4 hours.

13.0 REFERENCES

13.1  EPA Method 8000B: Gas Chromatography.

13.2  EPA Method 8081A: Organochlorine Pesticides by Capillary Column Gas Chromatography.
13.3  Great Lakes Analytical Quality Assurance Program manual.

13.4  Great Lakes Analytical Chemical Hygiene Plan.

13.5  Great Lakes Analytical SOP for Login Department.

136  Great Lakes Analytical SOP for Hazardous Sample Management.

14.0 DEFINITIONS

Refer to Great Lakes Analytical Quality Assurance Program Manual.
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APPENDIX A.
EXAMPLE CHROMATOGRAM.
Approximate
Compound R.T. (min)
Tetrachioro-m-xylene 8.6
a-BHC 10.5
y-BHC (lindane) 11.9
B-BHC 116
Heptachior 12.3
5-BHC 12.5
Aldrin 13.2
Heptachlor epoxide 149
Endosulfan | 16.3
4 4'.DDE 17.2
Dieldrin 17.7
Endrin 19.8
4-4'-DDD 20.4
Endosulfan il 20.9
4-4'-DDT 224
Endrin aldehyde 231
Endosulfan suifate 23.9
Methoxychlor 28.8
Endrin ketone 29.4
Decachlorobipheny! 36.6

Revision 1.1

Response
(area counts x 10%)

57
4.6
38
1.6
27
3.6
36
3.2
2.8
52
6.3
5.1
3.3
56
3.3
4.3
4.8
6.3
6.2
11.1
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A1

A2

APPENDIX B.

ANALYSIS OF MULTI-COMPONENT ANALYTES.

Toxaphene - Toxaphene is manufactured by the chlorination of camphenes, whereas
strobane results from the chlorination of a mixture of camphenes and pinenes. For the
calculation of toxaphene: _

e Adjust the sample size so that the major toxaphene peaks are 10-70% of full scale.

« Inject a toxaphene standard that is estimated to be within 10 ng of the sample amount.

s Quantitate using the 5 major peaks or the total area of the toxaphene pattern:

To measure total area, construct the baseline of standard toxaphene between its extremities
and construct the baseline under the sample peaks, using the distances of the peak troughs
to baseline on the standard as a guide. The relative heights and widths of the peaks in the
sample may not be identical to the standard.

A series of toxaphene residues have been calculated using the total peak area for comparison
to the standard and also using the area of the last 4 peaks only, in both sample and standard.
The agreement between the results obtained by the 2 methods justifies the use of the latter
method for calculating toxaphene in a sample where the early eluting portion of the toxaphene
chromatogram shows interferences from other substances such as DDT.

Chlordane - Chlordane is a technical mixture of at least 11 major and 30 minor components.
Trans- and cis-chlordane (a and y, respectively), are the 2 major components of chlordane.
The exact percentage of each component is not consistent from batch to batch.

The GC pattern of a chlordane residue may differ considerably from that of the technical
standard. Depending on the sample substrate and its history, residues of chlordane can
consist of almost any combination of constituents from the technical chlordane, plant and/or
animal metabolites, and products of degradation caused by exposure to environmental factor
such as water and sunlight.

Whenever possible, when a chlordane residue does not resemble chlordane, the analyst
should quantitate the peaks of a-chlordane, y-chlordane, and heptachlor separately against
the appropriate reference materials, and report the individual results.

When the GC pattern of the residue resembles that of technical chlordane, the analyst may
quantitate chlordane residues by comparing the total area of the chlordane chromatogram
using the 5 major peaks or the total area. [f the heptachlor epoxide peak is relatively small,
include it as part of the total chlordane area for calculation of the residue. If heptachlor and/or
heptachlor epoxide are much out of proportion, calculate these separately and subtract their
areas from the total area to give a corrected chlordane area.

To measure the total area of the chlordane chromatogram, inject an amount of a technical
chlordane standard which will produce a chromatogram in which the major peaks are
approximately the same size as those in the sample chromatograms.

Note: Octachloro epoxide, a metabalite of chlordane,’ can easily be mistaken for heptachlor
epoxide on a nonpolar GC column, '
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A3 Hexachlorocyclohexane - Hexachlorocyclohexane consists of a mixure of 6 chemically
distinct isomers of benzene hexachloride (BHC) and one or more heptachloro- and
oclachloro-cyclohexanes. Commercial BHC preparations may show a wide variance in the
percentage of individual isomers present. Quantitate each isomer (a, B, y, and §) separately
against a standard of the respective pure isomer.

A4 'DDT - Technical DDT consists primarily of a mixture of 4,4'-DDT (~75%) and 2,4'-DDT
(~25%). As DDT weathers, 4,4'-DDE, 2,4'-DDE, 4,4'-DDD, and 2,4'-DDD are formed. Since
the 4,4'- isomers of DDT, DDE, and DDD predominate in the environment, these are the
isomers normally reguiated by the EPA. Sample extracts should be quantitated against
standards of the respective pure isomers of 4 4-DDT, 4-4’-DDE, and 4,4'-DDD.
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ethod Detection Limit Practical Quantitation Limits (POL). and
rti imits (RL
Method: Pesticides by 8081

Water (ug/L) Soil (ug/Kg)

Analyte MDL PQL RL MDL | PQL RL
alpha-BHC 0.0034 0.012 0.025 0.073 0.26 0.25
gamma-BHC 0.0023 0.008 0.025 0.077 0.27 l
beta-BHC 0.0033 0.012 0.023 0.121 043 |
Heptachlor 0.0037 0.013 0.025 0.05] 0.18 1
delta-BHC 0.0018 0.007 0.025 0082 | 029 1
Aldrin 0.0046 0.016 0.025 0.150 0.53 1
Heptachlor epoxide | 0.00138 0.007 0.025 0.053 0.19 1
Endosulfan 1 0.0087 0.031 0.05 0.137 0.49 1
4,4-DDE 0.0032 0.011 0.025 0.057 0.20 2
Dieldrin 0.0026 0.009 0.01 0.046 0.16 2
Endrin 0.0011 0.004 0.05 0.060 0.21 2
4,4-DDD 0.0048 0.017 0.05 0.133 047 2
Endosulfan 11 0.0017 0.006 0.05 0.103 0.36 2
4,4-DDT .0.0040 0.014 0.05 0.095 0.34 2
Endrin aldehyde '0.0027 '0.010 0.05 0.055 -0.19 2
Endosulfan sulfate 0.0052 0.018 0.05 0.134 ‘048 2
Methoxychlor 0.0130 0.046 0.5 0.863 3.06 20
Chlordane (*) 0.1 N/A 0.5 3.33 N/A 20
Toxaphene (*) 0.5 N/A 2 16.6 N/A 30

(*)~This compound is a multi-component analyte. The MDL for this analyte is based on the lowest
concentration at which pattern recognition can be performed.
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GILA 8082 BG Revision 1.1

1.0 APPLICABILITY

This standard procedure (SOP) provides instructions for the analysis of polychlorinated biphenyls
(PCBs) and related compounds by capillary gas chromatography (GC). This SOP is an interpretation
of EPA method 8082. Samples are extracted according to Great Lakes Analytical (GLA) SOP 3500
BG. This SOP is to be used in conjunction with the analysts' in-laboratory training, the Great Lakes
Analytical Chemica! Hygiene Plan (CHP), and the Great Lakes Analytical Quality Assurance Program.

11 MATRICES

This SOP may be used for extracts of aqueous, soil/sediment, solid waste, and non-aqueous solvent-
soluble waste samples. Use method 8081 for samples for organochlorine pesticide analysis. If the
matrix of these samples were environmentally degraded (ie. “weathered”), pattern recognition of
these analytes may require more detailed study.

1.2 REGULATORY APPLICABILITY ‘
40 CFR 121

20 SUMMARY

Samples for PCB analysis are extracted with organic solvents (aqueous samples using separatory
funnel liquid-liquid extraction, soil/sediment samples using ultrasonic extraction, see GLA SOP 3500
BG, sections 11.1 and 11.3).

Extracts are analyzed by capillary gas chromatography with electron capture detection (ECD). The
GC is standardized to determine the recovery and limits of detection for the analytes of interest.
Sample concentrations are determined by comparison to standard responses. Quantitative analysis is
achieved through measurements of peak heights or integrations of peak areas.

This method is used to determine the concentrations of PCBs as Aroclors (mixtures). PCBs that can
be detected by this method include Aroclors 1016, 1221, 1232, 1242, 1248, 1254, and 1260. The
Aroclors are composed of various mixtures of 2-chlorobiphenyl, 2,3-dichlorophenyl, and the various
isomers (congeners) of tri-, tetra-, penta-, hexa-, hepta-, and nona-chlorobiphenyls.

3.0 SAFETY
3.1 GENERAL

This SOP does not address all safety issues associated with its use. A reference file of material
safety data sheets (MSDS's) is available to all personnel, along with the Great Lakes Analytical
Chemical Hygiene Plan.

The toxicity or carcinogenicity of each reagent used in this SOP has not been precisely determined;
however, each chemical should be treated as a potential health hazard. Exposure to these chemicals
should be reduced to the lowest possible level. Gloves are worn when handling solvents, chemicals,
and reagents. '

3.2 CHEMICAL HYGIENE PLAN

The Great Lakes Analytical Chemical Hygiene Plan (CHP) is designed to establish safe work
procedures and minimize exposure to hazardous chemicals encountered in the laboratory. The CHP
provides information to employees regarding potential hazards and training to minimize these
hazards.
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3.3 COMPRESSED GASES

All compressed gases, except air, can cause suffocation by displacing oxygen. Caution should te
exercised when changing compressed gas cylinders. Analysts must wear safety glasses when
changing cylinders or working with gas plumbing. All compressed gas cylinders must be secured at
all times. A handtruck must be used to transport cylinders. The safety cap is to be in place at zll
times except when the cylinder is secured and a regulator is in place.

3.4 HAZARDOUS SAMPLES

All samples that are received by the laboratory have the possibility of containing hazardous pollutants.
They should be treated with caution at all times. Gloves are worn when handling samples. Also see
the Great Lakes Analytical SOP for Hazardous Sample Management.

4.0 INTERFERENCES
4.1 GLASSWARE .

Solvents, reagents, glassware, and other sample processing hardware may yield artifacts and/or
interferences to sample analysis. All these materials are demonstrated to be free from interferences

. under the conditions of the analysis by analyzing method blanks. Soap residue (for example, sodium
dodecyl! sulfate), which causes a basic pH on glassware surfaces, may cause degradation of certain
analytes. In general, glassware is washed using Contrad or Alconox detergent, and then rinsed
thoroughly with organic-free deionized water, acetone, and finaily with methylene chloride.

4.2 PLASTICS

Phthalate esters contaminate many types of products found in the laboratory. Plastics, in particular,
should not be used because phthalates are commonly used as plasticizers and are easily extracted
from plastic materials. Substantial phthalate contamination may result at any time if consistent quality
control is not practiced. Nitrile gloves must be used.

43 COEXTRACTED INTERFERENCES

Materials causing interferences may be coextracted from a sample. The extent of matrix interferences
varies from sample to sample. If analysis of an extracted sample is prevented due to interferences,
further cleanup of the sample extract may be necessary.

4.4 CARRYOVER

Contamination by carryover can occur whenever samples with high concentration and Icw
concentration are analyzed sequentially. The sample syringe or purging device should be rinsed out
between samples with solvent to reduce carryover. Whenever an unusually concentrated sample is
encountered, it should be followed by an analysis of a solvent blank to check for cross contamination.

4.5 COELUTION

Coelution among the target analytes may cause interference. If this is suspected, standards of the
individual analytes may be analyzed and retention times compared.

45 SULFUR

The presence of sulfur can result in broad peaks that interfere with the detection of early-eluting
analytes. Sulfur contamination should be expected with sediment samples. Since the recovery of
sulfur-containing pesticides (e.g. endosulfan) is reduced during sulfur cleanup, this compound is
determined prior to cleanup.
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4.6 INDUSTRIAL CHEMICALS

Other pesticides and industrial chemicals may cause interferences. For example, some coeluting
organophosphorous pesticides can be removed using gel permeation chromatography (GPC)
cleanup.

5.0 RECORD KEEPING
51  INSTRUMENT LOG

Each instrument has an Instrument Log. The instrument identification number and effective dates are
written on the front cover. An instrument log is very helpful in tracking problems and is an important
troubleshooting guide. Entries in this book include, but are not limited to:

o Installation of the instrument.

Run parameters for the instrument, autosampler, and data system.

Instrument and autosampler gas flows.

All routine and unscheduled maintenance. ’

Date and initals of analyst performing work.

52 QUALITY CONTROL BOOK

A Quality Control Book is set up for each analysis. It has the method identification number on the
outside cover. The contents of each book include:

Copy of the GLA Quality Assurance Program.

Copies of GLA SOP and source methods.

Copies of the calibration studies and the internal standard control limits and dates in use.

Copy of the precision and accuracy study for the method.

Copies of all method detection limit studies and dates in use.

Copies of all retention time studies and dates in use.

Spike and spike duplicate recovery tabulations and control limits.

Surrogate standard recovery tabulations and control limits.

5.3 RUN LOG

The front cover of the Run Log notebook displays:
e Instrument identification number.

¢ Method number.

e« Run log number.

o Effective dates.

In the front of the notebook record:
e Calculations represented with a generic calculation.
e The name and concentration of the surrogate standard.

The following column headings are written at the top of each page:

+ Data file name.

'y Date.

e Autosampler position.

e« Client.

o Full sample number.

e Amount of sample used.

e Matrix type and method.

e Results complete with units.
e Comments.

e Analyst.
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Each page is initialed and dated. Laboratory notebooks must be neat and legible. Mistakes are
crossed out with a single line, initialed, and dated. Unused or partial pages are z'ed out.

5.4 STANDARD PREPARATION LOG

A log is kept of all standards prepared for the method. Document in the book:

s Analyte, purpose (method, calibration, internal, etc.).

s Supplier.

e Lot number.

« Initial concentration of the stock solution.

« Expiration date of stock standard - 8 months after the standard has been opened, or the date set
by manufacturer, whichever is first. :

e Initials and date.

Also for working standards:

o Volume diluted.

s Volume prepared. -

e Final concentration.

e Expiration of working standard - 6 months after the standard has been prepared, or when the
standard fails Quality Control criteria, whichever is first.

e GLA code(s) for the final solution(s). The GLA code is an alphanumeric sequence used to track
standard preparations within the lab in a method-type-date-(letter) format. For example, "8270
CAL 020539 A" indicates method 8270, calibration standard, prepared 2/5/99, first concentration
level (A). ‘

6.0 QUALITY CONTROL
6.1 METHOD BLANKS

Method Blanks are prepared and analyzed to check for any laboratory contamination. For each
matrix-specific extraction batch, a method blank is prepared. The method blank is taken through the
identical extraction steps as the samples. Deionized water and clean sand are used as the blank
matrix for water and soil, respectively. No target analytes should be detected above the requested
reporting limit. If target analytes are detected in the method blank, and the same target analytes are
not found in the samples, no corrective action is taken. If target analytes are detected in the method
blank, and the same target analytes are found in the samples, all associated samples and QC are
either reextracted, or the results are qualified. '

6.2 INSTRUMENT BLANK

The instrument blank verifies that the analytical system is free from contamination - no contamination
should be present in the blank above the reporting limit. The instrument blank must be quantitated
before samples to verify that the system is “clean”. If contamination is found, corrective action must be
initiated. For example, samples run in that analysis sequence which contain the same contaminant
are reanalyzed with a clean blank to confirm results, or the results flagged to indicate possible
contamination.

6.3 CHECK STANDARD

Check standards validate the initial calibration curve and are used to gauge the daily operating
condition of the instrument. The check standards contain the analytes at concentrations within the
calibration range (mid-range). Periodically, a high or low standard may be used for this. The peaks
are quantitated using the average RF for each compound calculated in the calibration study. Aroclor
mixure 1016/1260 is used for initial verification of calibration (CCV).
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The recovery of each peak in the check standard must be between 85 and 115 (100 £ 15) %. if the
average recovery of the entire compound list is 100 + 15%, then the method is considered “in
calibration” for all compounds.

Recovery (%) = _calculaled concentration x 100
concentration analyzed

A check standard is analyzed once at a minimum of every 20 samples or every 12 hours. Each
analytical run must end with the analysis of a check standard. The check standard is used to check
chromatography for peak shape or co-elution problems. The check standard must be quantitated
before the samples in the sequence to verify that the samples are being quantitated against a valid
calibration. All sequences must be bracketed with passing check standards. Recoveries of all check
standard analytes are documented in tables for tabulation of yearly statistical recovery limits.

6.4 SURROGATE STANDARD

Decachlorobiphenyl is employed as a surrogate standard to monitor the efficiency of the procedure.
0.5 ug of surrogate standard is added to all QC and test samples before extraction. The surrogate
standard recoveries are tracked from all samples over a year to determine control limits. These limits
are defined as the average recovery plus/minus 3 times the standard deviation. Surrogate standard
limits are kept in the QC binder and should be posted by the analyst for reference.

6.5 MATRIX SPIKES

A set of matrix spike/matrix spike duplicates (MS/MSD) are extracted and analyzed regularly to check
the effect of the sample matrix on the performance of the methcd. The MS/MSD is a measure of the
accuracy and precision of the method. Samples selected randomly by the LIMS are used for matrix
spikes and matrix spike duplicates.

6.51 An MS/MSD is extracted and analyzed per batch of 20 or less samples of the same
matrix. Soil and water matrix spikes samples are spiked with Aroclor 1016/1260
mixture at a final concentration of 33 ng/Kg and 1.0 pg/L, respectively.

6.5.2 Spike recoveries and percent differences of the duplicates for all compounds per
matrix are documented in tables for yearly tabulation of statistical limits. The spike
recoveries and percent differences must fall within the average spike recovery and
percent difference over a year per matrix for a particular compound * 3 times the
standard deviation. Limits are based in 10 sets of MS/MSDs. These limits should be
posted by the analyst for reference.

6.6 LABORATORY CONTROL SPIKES (LCS)

The resuits of the LCS are used to verify the laboratory can perform the analysis in a clean matrix (ie.
when MS/MSDs results indicate potential problems due to the sample matrix).

6.6.1 An LCS is analyzed with each 12 hour analytical batch. Reagent water (for water
LCS) or clean sand (for soil LCS) are spiked with Aroclor 1016/1260 mixture at a final
concentration of 33 ug/Kg and 1.0 ug/L, respectively.

6.6.2 Spike recoveries for all compounds per matrix are documented in tables for yearly
tabulation of statistical limits. The spike recoveries must fall within the average spike
recovery over a year per matrix for a particular compound % 3 times the standard
deviation. Limits are based in 20 LCSs. These limits should be posted by the analyst
for reference.
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For those extraction batches that do not have sufficient sa~ple volume to extract the matrix spike in
duplicate. the LCS is extracted in duplicate.

6.7 CORRECTIVE ACTION

If a quality control measure fails, corrective action is taken to document steps taken to ensure the
accuracy of the data that is reported. Examples of when ccrrective action sheets are filled out are:

e Recovery for check standard fails.

« Contamination was present in the blank and in the sam;le.

¢ Recovery for QC sample outside of limits.

~

6.8 CONFIRMATION

All client samples with detected levels of any target compcund are re-analyzed on an instrument with
a confirmation column to verify the presence of the PCB(s). If sensitivity permits. GC/MS method
8270 may be used for confirmation (Full-scan GC/MS will normally require a minimum concentration
of 10 ng/ulL in the final extract for each single-component compound. GC/MS may not be used for
confirmation when concentrations are less than 1 ng/pL in the extracts.) All QC requirements,
including calibrations and retention time windows, must be fulfilled for the confirmation analyses. If the
confirmation result differs from the original resuit by more than 40% and there is no evidence of
chromatograqphic anomalies or interferences, then the . gher value is reported, and the client is
notified of the possible problem.

6.9 DATA REVIEW

Data obtained by this method are reviewed by another anz.yst or a supervisor to ensure accuracy of
results. (See Data Review Checklist attached to this SOP.)

7.0 SAMPLE MANAGEMENT

71 The procedure for sample management are deta.'2d in the Great Lakes Analytical SOP for
sample receipt into the laboratory. Extraction Logkbooks contain records of sample extractions
and preparations for analytical batches.

7.2 Sample Schedule: Analysts keep track of sample throughput by using the Laboratory
Information Management System (LIMS). The system is checked daily and a hard copy
generated. Samples for method 8082 are queued under “EXTR" and “PCBS". The
information includes:
¢ Client name.

s Sample numbers.

¢ Project name.

e  Matrix.

¢ Hold time and turnaround time.

8.0 METHOD VALIDATION
8.1 INITIAL CALIBRATION

A calibration study determines the calibration factors (CFs) for analytes that are used for the
determination of concentrations of analytes in samples. A series of different concentrations of
analytes is compared to respective peak area responses cn a E:hromatogram.

May 12, 1999 : Page 7 of 20



GLA 8082 BG Revision 1.1

An Aroclor 1016/1260 mixture is used to demonstrate linearity of detection. A minimum of &
concentration levels are used (a minimum of 5 representative peaks in each chromatogram are used
for Aroclor identification and quantitation). The concentrations of the calibration standards are 0.5,
1.0, 2.0, 3.0, 40, and 5.0 pug/m. A mid-range concentration standard is used for single-point
calibration for PCBs other than 1016 and 1260.

Calibration factors (CF) are calculated by tabulating responses of each peak against the known
concentrations of the analytes. The curve is considered linear and an average RF may be used if the
relative standard deviation (%RSD) is less than 20%. If the %RSD for any compound is greater than
20%, linear regression (not forced through the origin, nor including the origin as a data point) is used
to establish the equation of the calibration curve for that particular peak: peak area = slope x
concentration + constant. Linear regression is valid only if the correlation coefficient () is 0.99 or
greater.

Procedure summary:

e Prepare and analyze a minimum of 5 concentration levels that span the linear range of the system
with the lowest level near, but above, the MDL. Add surrogate standard (0.05-1.0 pg/mL of
TMX+DCB) to each level.

e For each peak, calculate:

* CF = __peak area of analyte

concenlration of analyte

= Average and standard deviation for CFs

- %RSD = standard deviation of CFs x 100

average RF

If the %RSD is less than 20%, the average CF value is used.

If the %RSD is greater than 20%, a calibration curve is generated using linear regression.
The correlation coefficient for the linear regression must be 0.99 or greater.

Check standards are analyzed following a calibration study.

Recovery for the check standards must be between 85 and 115%.

8.2 DETECTION LIMIT STUDY

This study is performed in accordance with the GLA Quality Assurance Program. This study provides
the analyst with the minimum detection limit (MDL) for the instrument and analytes. The MDL is
defined as the minimum concentration of the analyte that can be measured and reported at a 99%
confidence level. The MDL is equal to the standard deviation of the concentrations determined for 7
spiked samples multiplied by the “t value” appropriate for a 99% confidence level and a standard
deviation estimate with n-1 degrees of freedom. The t value appropriate for 7 samples is 3.143. The
calculated MDL must be between 10% and 100% of the concentration of the MDL standard in order
for the study to be valid. For example, if 0.20 pg/L of standard is injected, the calculated MDL must
be between 0.02 and 0.20 ug/L. A MDL study is performed annually.

Procedure summary:

» Analyze 7 replicates of a spiked sample with low level standard (at or below lowest calibration
level standard).
Calculate the standard deviation for the results for the 7 replicates.

« Each MDL = standard deviation x 3.143.

e The calculated MDLs must be between 10 and 100% of the MDL standard.

{(MDLs for Araclors should vary in the range of 0.05 to 0.9 ug/L in water, and 57 to 70 ug/kg in soils.)
Note: MDL studies for multi-component compounds, such as the aroclors, are defined as the lowest

concentration for which pattern recognition is possible. However, a traditional MDL study as
described above is performed for the Aroclor 1016/1260 mixture.
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8.3 RETENTION TIME WINDOW STUDY

The retention time window study is used as a guide fcr the tentative identification of peaks during
sample analyses. A retention time window study is performed when a new column is installed, or
annually.

Procedure summary:

e Analyze the check standard three times over a 3 day period.

« Calculate the average retention time and associated standard deviation for each compound.

e For each compound, retention time window = average retention time t+ 3 x standard deviation.

e If the instrument is equipped with Enviroquant, enter the retention time windows into the initial
calibration tables.

8.4 ACCURACY AND PRECISION STUDY

Each new analyst will perform a series of analyses to establish the ability to generate acceptable
precision and accuracy.

Procedure summary:

* Analyze 4 replicate standards or spiked extracts.

« Recoveries of each compound must be between 70 and 130%.
¢ The %RSDs must be less than 20%.

9.0 EQUIPMENT
9.1 Gas chromatograph, consisting of:
+ Column oven, electron capture detector (ECD) - Hewlett Packard 5890 or equivalent.
+ Sample injector/controller - Hewlett Packard 7672 or equivalent.
+ Analytical column - 30 m x 0.53 mm, DB-608 (J&W Scientific, no. 125-6837, or equivalent).
+ Data collection and analysis system.
9.2 Glass syringes, various sizes.
93 Volumetric flasks, various sizes.

10.0 STANDARDS AND REAGENTS
101 STANDARD SOURCES

Standards can be ordered from EPA or A2LA certified companies. These companies include
AccuStandard, Restek, Supelco, and Ultra Scientific. Examples of standards inciude:

10.1.1 Surrogate standard - Restek Surrogate (no. 32000): deca-chlorobipheny! (200 ug/mL); dilute
250 puL to 100 mL with acetone, for waste dilution samples, dilute 750 ul to 25 mL with
acetone.

10.1.2 Spike standard - Mixture of Aroclors 1016 and 1260 at 1.0 ug/mb each.

10.1.3 Check standards (1000 pg/mL, in hexane, from Restek) -

Aroclor 1221 (no. 32007)

Aroclor 1232 (no. 32008)

Aroclor 1242 (no. 32009)

Aroclor 1248 (no. 32010)

Aroclor 1254 (no. 32011)

Aroclor 1260 (no. 32012)

Working check standard - dilute 50 pL of 1C00 pg/mL standard(s) to 50 mL with hexane.

amMmoow»
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10.1.4 Calibration standards (1000 pg/mL, in hexane, from Supelco) -
Aroclor 1016 (no. 90123R)
Aroclor 1221 (no. 90124R)
Aroclor 1232 (no. 90125R)
Araclor 1242 (no. 90126R)
Aroclor 1248 (no. 90127R)
Aroclor 1254 (no. 90128R)
Araclor 1260 (no. 90129R)

GmMmMooOo>»

10.2 STANDARD DILUTIONS

Stock and working standards should be kept in a refrigerator between 0 and 10°C when not in use to
preserve their integrity.

A useful equation for preparations of diluted standards is:

C,xV, = C,xV, .
C, = concentration of the stock standard.
C, = desired or calculated concentration of the working standard
V, = volume of the stock standard diluted.
V, = volume of working standard prepared.

10.3 STOCK STANDARD

Transfer stock standard to a vial and seal with a Teflon-lined cap. Label this viat with:
Analyte description.

Manufacturer.

Lot number.

Concentration.

Date opened.

Expiration date.

Place vial in refrigerator. The stock standard expires 3 months after opening. or the expiration date
set by the manufacturer, whichever is first. Opening of the standard is documented in the Standard
Log.

104 WORKING STANDARD

Standards are prepared in hexane.

Determine volumes of stock and working standard required.
Fill volumetric flask about % full with hexane.
Add required volume of stock standard.

Fill volumetric to the mark.

Cap and invert three times.

Transfer to vial with “mini-nert” cap.

Label vial with:

- Analyte description.

- Concentration of standard.

- Date prepared.

Purpose (method).

Initials.

- Expiration date.

- GLA code.
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The working standard expires 6 months after opening, or when the standard fails QC criteria,
whichever is first. Preparation is documented in the Standard Log.

NOTE. A 5ulL aliquot of a 10 ng/uL working standard is equivalent to 50 ng:
10 ng/ul xS ul = 50 ng

10.5 REAGENTS

10.5.1 Hexane - pesticide grade or equivalent.
10.5.2 Helium - ultra-high purity grade.
10.5.3 Nitrogen - ultra-high purity grade.

11.0 PROCEDURE

NOTE: Method Validation (section 8.0) must be completed before samples can be analyzed.
Samples are analyzed in the same manner as method validation solutions.

11.1  ANALYTICAL SEQUENCE

~—
Samples are analyzed in a set referred to as an analysis sequence. The sequence begins with
verification of instrument calibration, followed by sample extracts interspersed with QC samples, and
ends with a check standard. The sequence ends when the set of samples has been injected or when
qualitative and/or quantitative QC criteria are exceeded.

11.2 RETENTION TIME WINDOWS

11.2.1 Retention time windows are adjusted daily using the results for each analyte in the check
standard.

11.2.2 Tentative identification of an analyte occurs when a peak from a sample extract falls within the
daily retention time window. All client samples with detected levels of any target compound
are re-analyzed on an mnstrument with a confirmation column {e.g. a dissimilar column) to
verify the presence of the analyte(s).

11.3 GAS CHROMATOGRAPHIC OPERATING CONDITIONS

Temperature parameters

Injector: 250°C

Detector: 320°C

Oven program: 140°C for 2 min
140 to 240°C at 10°C/min (10 min)
240°C for 8 min
240 to 260°C at 2.5°C/min (8 min)
260°C for 1 min
260 to 280°C at 15°C/min (1.3 min)
280°C for 10 min

Gas flow
Column ~5 mbL/min
Make-up  ~50 mL/min

Injection
Volume 2 ul, splitless

See Figures 1 and 2 for example chromatograms.
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NOTE: Chromatcgraphic conditions may be adjusted to give adequate separation of the
characteristic peaks in each Aroclor. Once established, the same operating conditions are used for
analysis of samples and standards.

11.4  SETTING UP A SEQUENCE IN ENVIROQUANT °

In Program Manager there is a group called GC-Enviroquant or GC/MS-+#. Using the mouse, double
click to open it and there will be an icon that looks like a GC.

L= Program Manager - [gc] v|~]
a| File Options Window Help 2|

»

. A ]
Ao Lt 1)
MS Data
Analysis

Double click on the GC icon to open it. (Note: Actual screen displays “GC Top" and “GC Data
Analysis” icons.)

-gc MSTop - DEFAULT.M } DEFAULT.S o
DataAnalysis Methods Sequence Misc. Help

D DI e £ IR ANa - A5 3. i b g el 20 N A NI
v R T i B s ok | DR 280 ¥ e Tl A Sl TR AT o T AT £

Click on the "Sequence” menu item and drag pointer to "Edit Sample Log Table".

Enter the sample information for each sample including Data File name, Method, and Sample Name.
The sample name is the LIMS information, which will look like:

GLA sample number|PCBS|8082|0K

Leave the miscellaneous field empty.

When this is done click on OK.

Go back to the "Sequence” menu and drag to “Load and Run Sequence”.

toad Sequence

Changes to DEFAULT.S have not been saved.

Save changes?

LRy ——— A — T re——

Yes! : No ‘Cancel

Click on "Yes".
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C:\HPCHEM\1\SEQUENCE\

DEFAULT.S

— e [ ———— - srem s e eg e

oK. . Cancel " Help

Click on "OK".

- Load Sequence

c\hpchemilisequence

[DEFAULT.S ]
default.s ki
(-] -
[-a- |
el
(-d]
[+]
g
Y 3

ok { | cancel- | | Help
Click on "OK".

Start Sequence DEFAULT.S Last Moditied: Mon Mar 18 18:32:36 1996

Method Sections To Run On A Barcode Mismatch =
© Full Method: @ Inject Anyway
O Reprocessing Only O Don't Inject

& Overwrite Existing Data Files |

Sequence Comment:

Operator Name:

Data File Directory: CAHPCHEM\1\DATA\Feb112a}

T~ —— I e e e (O v V——

Rgn Sequence - ~.0K “Cancel “Help " Mo?c»

in the "Method Sections To Run” box, the circle next to "Full Method" should be filled in.
In the "On A Barcode Mismatch” box, the circle next to "Inject Anyway” should be filled in.
The box next to "Overwrite Existing Data Files" should be checked.

In the "Operator Name” box, the analyst's initials that are used in LIMS are added.
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In the "Data File Directory" field, after \DATA\, enter today's date or if the sequence was interrupted
enter today's date with a letter appendage.
Click on Run Sequence.

11.5

11.5.1

11.56.2

11.5.3

QUANTITATION

When analyzing for Aroclors, a minimum of 3 peaks must be chosen for each Aroclor for
pattern recognition. At least one of three peaks must be unique to the Aroclor of interest. At
least 5 peaks are used for identity of Aroclor 1016/1260 mix. Every attempt should be made
to avoid manual integration. If absolutely necessary, it must be performed in a manner which
is consistent with the integration of the standards used for calibration. The manipulation of
integration parameters in a way that is inconsistent with the integration of standards
constitutes fraud and is strictly forbidden.

If the responses exceed the concentration of the upper calibration standard, dilute the extract
and reanalyze. If peak detection is prevented by the presence of interferences, further
cleanup is required. .

For reporting compounds that have been confirmed, the concentration of each analyte in the
sample is determined by calculating the amount of standard injected, from the peak response,
using the average calibration factor (CF) or linear regression calibration curve (section 8.1).
These calculations may be done directly by the data collection and analysis software.

For aqueous samples:

Concentrations determined manuaily -

Concentration (ug/l) = A, xV,xD x1000 or (A,-C) xV, xD x 1000
CF x V, S x V,

Where:
A, = peak area response for the analyte in the sample.
CF = average calibration factor.
V, = volume of total extract (1 mL).
V, = volume of sample extracted (1000 mL).
D = dilution factor (if no dilution was made, D = 1).
1000 = factor converting liters to milliliters.
C = linear regression constant.
S = linear regression slope.

Concentrations determined by software -

Concentration (ug/l) = R, xV,xD x 1000
V,

Where:
R, = average concentration reported for sample, in pg (divide result by 1000 if
concentration reported as mg).
V, = volume of total extract (1 mL).
V, = volume of sample extracted (1000 mL).
D = dilution factor (if no dilution was made, D = 1).
1000 = factor converting liters to milliliters.
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For soil/solid samples:

Concentrations determined manually -

Concentration (ug/kg) = A, xV, xDxXx1600 or (A, -C}l xV, xD x Xx 1000
CFxW S xV,

Where:
A, = peak area response for the analyte in the szmple.
CF = average calibration factor.
V, = volume of total extract (1 mL).
W = weight of sample extracted (30 g).*
D = dilution factor (if no dilution was made, D = 1).
X= Percent solids (in decimal form; ex., 90%=0.€0)
1000 = factor converting kilograms to grams.
C = linear regression constant.
S = linear regression siope. .

Concentrations determined by software -

Concentration (ug/kg) = R, xV,xD x1000
' w

Where:
R, = average concentration reported for sarple, in pg (divide result by 1000 if
concentration reported as mg).
V, = volume of total extract (1 mL).
W = weight of sample extracted (30 g).
D = dilution factor (if no dilution was made, D = 1).
1000 = factor converting kilograms to grams.

11.5.4 If an analyte is not present or present below the reporting limit (RL), report the result as N.D.

or “non-detected”. However, upon request, analytes detected above the method detection
limit (MDL) but below the RL are reported as estimated.

11.5.5 Percent Recovery Calculation for spiked samples and LCS:

% Recovery = Calculated Spike Conc. — Conc. cf Sample X 100%
Spike Conc. Added

11.5.4 Relative Percent Difference (%RPD) for duplicate analyses:

%RPD = _ jConc. of 1* Analysis - Conc. of Duplicate Analysis| X 100%
(Conc. of 1 Analysis + Conc. of Duplicate Analysis)/2

116 PARSING DATA TO LIMS

All PCB analyses are manually entered into LIMS, based on pattern recognition and quantitation.
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12.0 MAINTENANCE AND TROUBLESHOOTING
121 GENERAL

Glassware should be cleaned appropriately (see Section 4.0) to avoid sample contamination.
Equipment should be kept clean and maintained to avoid sample contamination and assure proper
operation. Manuals supplied by the manufacturers with the instrumentation typically have
informational and troubleshooting sections.

12.2 TECHNICAL SUPPORT

Technical support is available from equipment manufacturers (for example, by telephone, fax, or e-
mail). They can be a good resource when troubleshooting options have been exhausted. Technical
support departments can readily supply part numbers.

12.3 ISOLATE THE PROBLEM

When troubleshooting the system for a chromatography or sensitivity problem, it is important to
change only one thing at a time. A standard should be run after every change to see if any progress
has been made.

124 INJECTION PORT

When maintenance of the injection port is indicated, for example, by a loss of resolution and/or peax
response. The port should be cleaned with hexane, and all replaceable parts exchanged. Tre
column may also be checked for slugs of grease, etc., and these portions of the column removed.

12.5 COLUMN INSTALLATION

Column re-installation is necessary whenever maintenance is performed to the injection or detection
ports. A new column is required when the baseline is elevated or the chromatography is poor (e.g.
poor peak shape and/or low response).

For column installation, first slide the appropriate nuts and ferrules over the ends of the column. Cut
15 cm off both ends of the column by scoring the coating with a sapphire scribe (or equivalent) and
breaking the column at the score. Inspect the cut through a magnifying glass to ensure that there are
no jagged edges. The proper lengths of the column (to the base of the ferrule nuts) to be inserted into
the injection and detection ports are 2.7 mm and 72 mm, respectively. Mark the placement of the nut
with typewriter correction fluid on the column as a point of reference. Tighten the nuts.

New columns must be conditioned before method validation: Leave the column disconnected from
the detection port. Ramp the oven temperature up to just below its maximum, at 1°C/min, and hold fcr
4 hours.

12.6 COLUMN R